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METHOD OF IMPLEMENTING IP-BASED 
PROXY SERVER FOR ISCSI SERVICES 

FIELD OF THE INVENTION 

At least one embodiment of the present invention pertains 
to storage systems, and more particularly, to a method and 
apparatus to extend the iSCSI protocol to provide an IP-based 
proxy service. 

BACKGROUND 

Businesses today generate and maintain enormous vol 
umes of data. As a result, storage is no longer an afterthought; 
instead, it is a strategic investment priority for businesses of 
all siZes. In fact, businesses are searching for more Ways to 
e?iciently manage their expanding volumes of data, and to 
make such data accessible throughout the enterprise. This 
trend is propelling the move of storage into the netWork and, 
importantly, increasing businesses’ attraction to storage ser 
vice providers. A Storage Service Provider (SSP) is a com 
pany that provides data storage space and related manage 
ment services (e.g., periodic backup and archiving). 

Storage Service Providers (SSPs) offer a variety of storage 
systems. Storage systems are commonly deployed Within a 
storage area netWork (SAN) or a netWork attached storage 
(NAS) environment. In a NAS con?guration, a storage server 
is implemented in the form of an appliance that attaches to a 
network. NAS systems generally utiliZe ?le-based access 
protocols; therefore, each client may request the services of 
the storage system by issuing ?le system protocol messages 
to the ?le system over the network. 
A SAN is a high-speed netWork that enables establishment 

of direct connections betWeen a storage system and its storage 
devices. With SAN, clients’ requests are speci?ed in terms of 
blocks, rather than ?les. Conceptually, a SAN may be vieWed 
as an extension to a storage bus that enables access to stored 
information using block-based access protocols over the 
“extended bus.” In this context, the extended bus is typically 
embodied as Fiber Channel or Ethernet media adapted to 
operate With block access protocols. Thus, a SAN arrange 
ment alloWs decoupling of storage from the storage system, 
such as an application server, and placing of that storage on a 
netWork. 

Today, Fibre Channel is the predominant architecture upon 
Which SAN implementations are built. Fibre Channel is a 
technology standard that alloWs data to be transferred from 
one netWork device to another at extremely high speeds. 
HoWever, because dedicated cabling is currently required to 
implement a Fibre Channel SAN, it cannot run over a public 
IP-based netWork. 

To form a geographically distributed SAN, a mapping 
layer can be used, such as to map SCSI over Fibre Channel 
Protocol (FCP) over IP (FCIP) or to map SCSI over TCP/IP 
(iSCSI). Internet SCSI (iSCSI) is a data storage netWorking 
protocol that transports SCSI commands over the standard 
TCP/IP netWorking technology (e.g., the Internet). One dif 
ference betWeen FCIP and iSCSI is that iSCSI takes raW SCSI 
commands and encapsulates the commands into IP packets, 
Whereas FCIP requires that the SCSI commands ?rst be 
encapsulated into FCP frames before the FCP frames are 
encapsulated into IP packets. This encapsulation adds addi 
tional processing andbandWidth overhead, so FCIP compares 
poorly to iSCSI as a standalone method of transferring data 
through an IP-based netWork. 

Compared to a Fibre Channel installation, iSCSI is inex 
pensive and there are no distance limitations (i.e., Fibre Chan 
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2 
nel range limit is about 10 km using single-mode ?ber). Also, 
iSCSI can be implemented Within any storage server that 
includes a netWork connection and a TCP/IP stack; Whereas, 
With Fibre Channel, storage servers require a dedicated SCSI 
adapter, Which is more expensive than an off-the-shelf Eth 
ernet NetWork Interface Card (N IC). 

Because storage management is complex, it is understand 
able Why, as storage concerns have taken precedence for 
many businesses, SSPs have groWn increasingly more attrac 
tive as a solution to physically outsource data storage. HoW 
ever, there are presently a number of disadvantages associated 
With enterprise adoption of a pure IP-based SAN (iSCSI) 
model. For example, With iSCSI, a public (static) IP address 
must be assigned to each host that connects to the SSP, and the 
number of public IP addresses is scarce. As another example, 
SSPs generally license their services and applications based 
on the number of hosts connecting to the storage system. 
Typically, many (if not all) storage servers (i.e., iSCSI hosts) 
in an enterprise Will need to connect to the storage system. 
Thus, under the current model, businesses are discouraged by 
escalating licensing costs from adopting a pure IP-based SAN 
implementation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

One or more embodiments of the facility are illustrated by 
Way of example and not limitation in the ?gures of the accom 
panying draWings, in Which like references indicate similar 
elements and in Which: 

FIG. 1A is a high-level block diagram of an iSCSI Protocol 
Data Unit (PDU). 

FIG. 1B is a high-level block diagram ofa TCP Segment 
Data Area of an Ethernet Frame including an iSCSI PDU. 

FIG. 2 is a high-level data How diagram of various compo 
nents or services that are part of or interact With a storage 
netWork. 

FIGS. 3A and 3B are high-level block diagrams ofprocess 
ing systems that may be used to implement a target storage 
controller and an iSCSI proxy initiator, in some embodi 
ments. 

FIG. 4A is a high-level block diagram shoWing an example 
of an operating system of a target storage controller. 

FIG. 4B is a high-level block diagram shoWing an example 
of an operating system of an iSCSI proxy initiator. 

FIG. 5 is an example of a NetWork Address Translation 
(NAT) table maintained by the facility. 

FIG. 6 illustrates the relevant functional elements of an 
iSCSI proxy daemon, according to some embodiments. 

FIG. 7 is a How chart of process performed by the facility 
to manage an iSCSI request received from a host, in some 
embodiments. 

FIG. 8 is a How chart of a process performed by the facility 
to manage iSCSI responses received from a target storage 
system, in some embodiments. 

DETAILED DESCRIPTION 

The technology introduced herein includes an innovative 
Way of reducing the number of public IP addresses required 
for a number (“n”) of hosts to access a storage system over a 
public IP-based netWork, thereby reducing the licensing costs 
associated With connection-based licensing often charged by 
storage service providers (SSPs). The technology also 
extends the iSCSI protocol in a Way that enables centraliZed 
management of pure IP-based SANs. It is noted that the 
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present technology is not necessarily limited to the iSCSI 
protocol or to SAN environments; rather, these are just dis 
cussed as examples. 

The technology introduced herein includes a receive unit 
and an impersonation unit. The receive unit receives data 
grams from a numbers of iSCSI initiators. For each received 
datagram, the impersonation unit maps the IP address from 
Which the datagram Was received to a globally unique IP 
address associated With a proxy device. The translated data 
gram is then sent to an iSCSI target for further processing. By 
mapping the iSCSI initiators’ IP addresses to a globally 
unique IP address, the facility reduces the number of public IP 
addresses necessary for the iSCSI initiators to access a target 
storage system over a public IP-based netWork. 
The architecture of iSCSI is outlined in IETF RFC 3720, 

“Intemet Small Computer Systems Interface (iSCSI)” (April 
2004). Every iSCSI link involves a host, called an iSCSI 
initiator, and a storage device, called an iSCSI target. The 
iSCSI protocol is conceptually similar to the TCP/IP client/ 
server architecture. The iSCSI initiator acts as a client, and the 
iSCSI target as a server. iSCSI initiators and iSCSI targets 
communicate by exchanging iSCSI Protocol Data Units 
(PDUs). As shoWn in FIG. 1A, an iSCSI PDU has a header 
and an optional data section. As shoWn in FIG. 1B, iSCSI 
PDUs are transported in the TCP segment data area of Eth 
ernet frames (referred to herein as “iSCSI datagrams” or 
simply “datagrams”). Thus, the initiator’s iSCSI stack packs 
SCSI commands and data into IP packets, Which are then 
unpacked by the target for processing as if they had originated 
locally. 

In some embodiments, the technology introduced herein is 
described as a hardware and/or software facility that includes 
a receive unit and an impersonation unit. The receive unit 
receives iSCSI datagrams from a numbers of iSCSI initiators. 
Each datagram includes one or more encapsulated SCSI com 
mands, a local IP address corresponding to the iSCSI initiator 
from Which the datagram Was received, and an indication of 
an iSCSI target to Which the datagram is addressed. The 
impersonation unit maps the local address to a globally 
unique IP address associated With the facility, and sends the 
datagram to the iSCSI target to Which the datagram is 
addressed. By mapping the iSCSI initiators’ IP addresses to a 
globally unique IP address, the facility reduces the number of 
public IP addresses necessary for the iSCSI initiators to 
access a storage system over an IP-based netWork. The facil 
ity may also reduce the licensing costs for accessing the 
storage system, if the SSP implements a connection-based 
licensing system. 

In some embodiments, the facility is implemented Within 
as a daemon Within a proxy device (sometimes referred to 
herein as a proxy initiator). The proxy initiator may perform 
other functions not mentioned here, in addition to those per 
formed by the facility introduced herein. In some embodi 
ments, the proxy initiator is an iSCSI initiator that, like the 
other iSCSI initiators, generates SCSI commands directed to 
one or more iSCSI targets. In some embodiments, the iSCSI 
initiators each execute an iSCSI driver that includes an option 
introduced herein to use the proxy initiator. If enabled, the 
option results in the iSCSI initiator sending its datagrams to 
the proxy initiator, Which sends the datagrams on to the iSCSI 
target for processing as if the datagrams Were generated by 
the proxy initiator. When this option is disabled, the iSCSI 
initiator sends its datagrams directly to the iSCSI target. In 
some embodiments, the option is enabled for each iSCSI 
initiator except the proxy initiator. 

Before considering the facility introduced herein in greater 
detail, it is useful to consider an environment in Which the 
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4 
facility can be implemented. FIG. 2 is a data How diagram of 
various components or services that are part of or interact 
With a storage netWork. In some embodiment, an iSCSI proxy 
initiator 200 (referred to herein as a “proxy initiator”) is 
connected to a plurality of hosts 205 through a private IP 
based netWork (not shoWn) and to a target storage controller 
(iSCSI target) 230 through a public IP-based netWork 220. 
The iSCSI target 230 is directly responsible for managing 
data storage on multiple mass storage devices 215 in target 
storage system 210 and enables access to those devices. In 
some embodiments, the facility includes more than one iSCSI 
target 230, even though it is not illustrated as such in FIG. 2. 
The iSCSI target 230 can be, for example, a storage server 
capable of serving block-level client requests. Importantly, 
the facility introduced herein enables a pure IP-based SAN 
(iSCSI) to be implemented Without the disadvantages 
described above. 

Moreover, unlike conventional SANs, Which implement 
either pure-PCP or a combination of SAN protocols (e.g., 
PCP and iSCSI), the facility does not require dedicated 
cabling or specialiZed hardWareiit can run over the existing 
IP infrastructure. Each host 205 includes a softWare initiator 
implementing the iSCSI protocol. Typically, this is found in a 
kemel-resident device driver that uses the existing NetWork 
Interface Card (NIC) and netWork stack to emulate SCSI 
devices for the host 205. 
As shoWn in FIG. 2, the hosts 205 send SCSI commands 

encapsulated Within one or more IP packets (iSCSI data 
grams) to the proxy initiator 200, Which forWards the com 
mands across the netWork 220 to an Ethernet sWitch 225. The 
Ethernet sWitch 225 then routes the commands to the target 
storage controller 230 Where the commands are unpacked for 
processing as if commands had originated locally at the target 
storage controller 230. Details regarding iSCSI commands 
are knoWn and Well documented, and thus need not be 
described in detail in order to gain an understanding of the 
concepts and operation of the facility introduced herein. The 
hosts 205 may be block-based servers, ?le-based servers used 
in a NetWork Attached Storage (NAS) mode, servers that can 
do both, or a combination of server types. 
The target storage system 210 is accessed by the target 

storage controller 230, Which in some embodiments accesses 
target storage system 210 in response to various block-based 
transaction requests (e. g., read, Write, etc.) generated by hosts 
205. The mass storage devices 215 in the storage subsystem 
210 may be, for example, magnetic disks, optical disks such 
as CD-ROM or DVD based storage, magneto-optical (MO) 
storage, or any other type of non-volatile storage devices 
suitable for storing large quantities of data. The storage 
devices 215 in target storage subsystem 210 can be organiZed 
as a Redundant Array of Inexpensive Disks (RAID), in Which 
case the target storage controller accesses the storage system 
210 using one or more Well-knoWn RAID protocols. 

In some embodiments, the proxy initiator 200 uses Net 
Work Address Translation (NAT) to impersonate the plurality 
of hosts 205. Unlike prior pure IP-based SANs, the facility 
introduced herein therefore does not require a public IP 
address for every host 205. Also, because the proxy initiator 
200 impersonates the hosts 205, the license charged by a SSP 
for access to its storage system 210 is reduced from the 
number of hosts (“n”) to one (or the number of proxy initia 
tors 200 accessing the storage system 210). Thus, the facility 
introduced herein overcomes traditional disadvantages asso 
ciated With the adoption of a pure iSCSI model. 

Moreover, unlike prior pure IP-based SANs Which lack any 
centraliZed control, the facility introduced herein enables 
storage administrators to centrally manage incoming and out 
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going iSCSI tra?ic (by using proxy initiator 200). In some 
embodiments, the facility generates a report describing the 
incoming and/or outgoing iSCSI traf?c. Reports may be gen 
erated on a sporadic basis, on a periodic basis, When a thresh 
old number of iSCSI datagrams is reached, during periods of 
loW activity, in response to any prede?ned event, and so forth. 
A systems administrator, for example, may use such a report 
to determine hoW to distribute processing and communica 
tions evenly across the hosts 205 and/or the target storage 
controllers 230 so that no single device is overWhelmed. As 
another example, the proxy initiator 200 may further provide 
access control by restricting (or alloWing) iSCSI PDUs from 
particular host IP addresses directed toWards particular target 
storage controller 230. 

In some embodiments, the facility introduced herein is 
implemented Within the proxy initiator 200, or in other 
devices. For example, the facility can be adapted for use in 
other types of storage systems that provide hosts With access 
to stored data or storage systems other than SANs. While 
various embodiments are described in terms of the environ 
ment described above, those skilled in the art Will appreciate 
that the facility may be implemented in a variety of other 
environments including a single, monolithic computer sys 
tem, as Well as various other combinations of computer sys 
tems or similar devices connected in various Ways. For 
example, in some embodiments, the proxy initiator 200 has a 
distributed architecture, even though it is not illustrated as 
such in FIG. 2. 

FIGS. 3A and 3B are high-level block diagrams of process 
ing systems that may be used to implement the target storage 
controller 230 and the proxy initiator 200, respectively. Cer 
tain Well-knoWn structures and functions have not been 
shoWn or described in detail to avoid obscuring the descrip 
tion. Those skilled in the art Will understand that the process 
ing systems shoWn in FIGS. 3A and 3B may be altered in a 
variety of Ways. For example, in some embodiments, the 
proxy initiator 200 includes storage adaptor 360b, even 
though it is not illustrated as such in FIG. 3B. Those skilled in 
the art Will appreciate that the proxy initiator 200 may also 
function as a host 205. Unlike hosts 205, hoWever, proxy 
initiator 200 executes an iSCSI daemon 435, as described 
beloW. Thus, a processing system With an architecture such as 
illustrated in FIG. 3B may also be used to implement a host 
205. 
As shoWn in FIG. 3A, the target storage controller 230 

includes one or more processors 310a and memory 320a 
coupled to an interconnect system 33011. The interconnect 
systems 330a and 330!) shown in FIGS. 3A and 3B are 
abstractions that represent any one or more separate physical 
buses and/or point-to-point connections, connected by appro 
priate bridges, adapters and/or controllers. The interconnect 
systems 330a and 330b, therefore, may include, for example, 
a system bus, a form of Peripheral Component Interconnect 
(PCI) bus, a HyperTransport or industry standard architecture 
(ISA) bus, a small computer system interface (SCSI) bus, a 
universal serial bus (USB), or an Institute of Electrical and 
Electronics Engineers (IEEE) standard 1394 bus (sometimes 
referred to as “FireWire”). 

The processors 31011 are the central processing units 
(CPUs) of the target storage controller 230 and, thus, control 
its overall operation. In some embodiments, the processors 
310 accomplish this by executing softWare stored in memory 
32011. The processors 310a and 310b, shoWn in FIGS. 3A and 
3B respectively, may be, or may include, one or more pro 
grammable general-purpose or special-purpose microproces 
sors, digital signal processors (DSPs), programmable con 
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6 
trollers, application speci?c integrated circuits (ASICs), 
programmable logic devices (PLDs), or the like, or a combi 
nation of such devices. 
Memory 320a includes the main memory of the target 

storage controller 230. Memory 320a and 320b, shoWn in 
FIGS. 3A and 3B respectively, represents any form of random 
access memory (RAM), read-only memory (ROM), ?ash 
memory, or the like, or a combination of such devices. 
Memory 320a stores (among other things) the operating sys 
tem 34011 of the target storage controller 230. 

Also connected to the processors 31011 through the inter 
connect system 33011 are one or more mass internal storage 

devices 35011, a storage adapter 360a, and a netWork adapter 
370a. Internal mass storage devices 350a and 350b, shoWn in 
FIGS. 3A and 3B respectively, may be or include any con 
ventional medium for storing large volumes of data in a 
non-volatile manner, such as one or more magnetic or optical 
based disks. The storage adapter 360a alloWs the target stor 
age controller 230 to access the target storage system 210 and 
may be, for example, a Fiber Channel adapter or a SCSI 
adapter. The netWork adapter 370a alloWs the target storage 
controller 230 to communicate With devices, such as the 
proxy initiator 200, over a netWork and may be, for example, 
an Ethernet adapter or the like. 
As shoWn in FIG. 3B, the proxy initiator 200 includes one 

or more processors 31% and memory 320!) coupled to an 
interconnect system 3301). The processors 31019 are the cen 
tral processing units (CPUs) of the proxy initiator 200 and, 
thus, control its overall operation. In some embodiments, the 
processors 310b accomplish this by executing softWare stored 
in memory 3201). Memory 3201) includes the main memory of 
the proxy initiator 200, and stores (among other things) the 
operating system 3401) of the proxy initiator 200. 

Also connected to the processors 31019 through the inter 
connect system 330b are one or more internal mass storage 

devices 3501) and a netWork adapter 37019. The netWork 
adapter 3701) allows the proxy initiator 200 to communicate 
With devices, such as the target storage controller 230 and the 
hosts 205, over a netWork and may be, for example, an Eth 
ernet adapter or the like. 

FIG. 4A is a high-level block diagram shoWing an example 
of an operating system 34011 of the target storage controller 
230. FIG. 4B is a high-level block diagram shoWing an 
example of an operating system 3401) of the proxy initiator 
200. Operating systems 340a and 3401) may be, for example, 
the NetAppTM Data ONTAPTM operating system available 
from NetApp, Inc., of Sunnyvale, Calif. that implements the 
Write AnyWhere File Layout (WAFLTM) ?le system is an 
example of such a storage operating system implemented as a 
microkernel. The operating system can also be implemented 
as an application program operating over a general-purpose 
operating system, such as UNIXTM or WindoWs NTTM, or as a 
general-purpose operating system With con?gurable func 
tionality, Which is con?gured for storage applications. 
As shoWn in FIG. 4A, the operating system 340a includes 

several softWare modules, or “layers.” These layers include a 
storage manager 40011. The storage manager 400 is applica 
tion-layer softWare imposes a structure on internal mass stor 
age devices 350a (and any NAS storage devices managed by 
the target storage controller 230) and services transaction 
requests directed to the target storage system 210. Logically 
“under” the storage manager 40011, the operating system 340a 
also includes a netWork access layer 405a and an associated 
media access layer 41011, to alloW the target storage controller 
230 to communicate over the netWork 220 (e.g., With the 
proxy initiator 200). The netWork access layers 405a and 
405b, as shoWn in FIGS. 4A and 4B respectively, implement 
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one or more of various higher-level network protocols, such 
as Network File System (NFS), Common Internet File Sys 
tem (CIFS), Hypertext Transfer Protocol (HTTP) and/or 
Transmission Control Protocol/Intemet Protocol (TCP/IP). 
The media access layers 410a and 410b, as shown in FIGS. 
4A and 4B respectively, includes one or more drivers which 
implement one or more lower-level protocols to communi 
cate over the network, such as Ethernet, Fibre Channel or 
iSCSI. 

The operating system 340a also includes a storage access 
layer 420 and an associated storage driver layer 425, to allow 
the target storage controller 230 to communicate with the 
target storage system 210. The storage access layer 420 
implements a higher-level disk storage protocol, such as 
RAID, while the storage driver layer 425 implements a lower 
level storage device access protocol, such as FCP or SCSI. 
Also shown in FIG. 4A is the path 43011 of data ?ow, through 
the operating system 340a, associated with various types of 
transactions processed by the target storage controller 230. 
As shown in FIG. 4B, the operating system 3401) includes 

several software layers, including a storage manager 4001). 
The storage manager 4001) is application-layer software that 
services transaction requests directed to the target storage 
controller 230. In some embodiments, the storage manager 
4001) imposes a structure on internal mass storage devices 
3501) (and any NAS storage devices managed by the proxy 
initiator 200). The operating system 3401) also includes a 
network access layer 4051) and an associated media access 
layer 410b, to allow the proxy initiator 200 to communicate 
over the network 220 (e. g., with the target storage controller 
230). In some embodiments, the proxy initiator 200 (and each 
host 205) includes an iSCSI driver 415, which enables the 
proxy initiator 200 (and each host 205) to generate SCSI 
commands and transport them over an IP-based network, 
such as network 220. From the perspective of operating sys 
tem 340b, the iSCSI driver 415 appears to be a SCSI driver for 
a peripheral channel in the device. 

The iSCSI driver 415 introduced herein includes an option 
to enable use of a proxy initiator (“USE_PROXY”). Note, 
however, that the current iSCSI implementation does not 
include a USE_PROXY option. As introduced herein, the 
iSCSI protocol is extended to include this option. This may be 
accomplished, for example, by specifying a globally unique 
IP address of the proxy initiator 200 in the iSCSI initiator 
con?guration ?le of a host 205 or by a command line inter 
face. When USE_PROXY is enabled, the iSCSI driver 415 
sends its iSCSI PDUs (requests) to the proxy initiator 200, 
which forwards or sends them on to the target storage con 
troller 230 for processing. When this option is disabled, the 
iSCSI driver 415 forwards its iSCSI PDUs (requests) directly 
to the target storage system 210 via the target storage control 
ler 230, and not through the proxy initiator 200. In some 
embodiments, the option is enabled for each host 205 and not 
the proxy initiator 200. Also shown in FIG. 4B is the path 
430!) of data ?ow, through the operating system 340b, asso 
ciated with various types of transactions processed by the 
proxy initiator 200. 

The operating system 3401) of proxy initiator 200 also 
includes an iSCSI proxy daemon 435 logically on top of the 
storage manager 400. A daemon is a computer program that 
runs as a background process. The iSCSI proxy daemon 435 
listens to a particular TCP port number to which the hosts 205 
send the datagrams when USE_PROXY option is enabled. In 
some embodiments, this port number is a default port number 
for the hosts 205 to communicate with the proxy initiator 200. 
When the proxy initiator 200 receives one or more iSCSI 
PDUs, the iSCSI daemon 435 performs Network Address 
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Translation (NAT) to enable the hosts 205 to access the target 
data system 210 over the network 220 using a single globally 
unique public IP address. Note, however, that the iSCSI dae 
mon 435 does not have to be implemented by the proxy 
initiator 200. For example, in some embodiments, the dae 
mon is implemented in a device which does not include iSCSI 
driver 415, and therefore cannot encapsulate SCSI block 
requests within IP packets. In such embodiments, similar to 
proxy initiator 200, the device receives the iSCSI PDUs and 
performs NAT to enable the hosts 205 to access the target data 
system 210 over the network 220 using a single public IP 
address. 

FIG. 5 is an example of a Network Address Translation 
(NAT) table 500 maintained by the facility. The NAT table 
includes a number of NAT entries 505 corresponding to the 
hosts 205. Each NAT entry 505 includes a number of ?elds 
which contain the translation information necessary to deter 
mine the destination host when an iSCSI response is received 
from the target storage system 210 (e.g., the original socket 
information of host 205). For example, each NAT entry 505 
includes an assigned TCP port number ?eld 510 used to 
uniquely identify a host 205 for which an iSCSI response has 
been received. Each NAT entry 505 includes a host ?eld 515 
that may also be used as an index into the NAT table 500. 
Socket information, such as a host’s IP address and TCP port 
number, is also included within each entry 505 in ?elds 520 
and 525, respectively. Each NAT entry 505 may also include 
the proxy initiator IP address ?eld 530. NAT entries 505 may 
include other information ?elds not mentioned here. 

FIG. 6 illustrates the relevant functional elements of the 
iSCSI proxy daemon 435 of the operating system 340b, 
according to some embodiments. The iSCSI daemon 435 
includes a receive unit 600 and an impersonation unit 605. 
The receive unit 600 receives iSCSI PDUs 610 from a num 
bers of hosts 205. Each iSCSI PDU 610 includes one or more 
encapsulated SCSI commands, a local IP address correspond 
ing to the host 205 from which the iSCSI PDU 610 was 
received, and an indication of a target storage controller 230 
to which the IP packet is addressed. The impersonation unit 
605 maps the local IP address of the host 205 to a globally 
unique IP address associated with the proxy initiator 200, and 
sends the translated iSCSI PDU 615 to the target storage 
controller 230 to which the iSCSI PDU 610 is addressed. 

Refer now to FIG. 7, which is a ?ow chart ofa process 700 
performed by the facility (e.g., the proxy initiator 200) to 
manage iSCSI requests generated by the hosts 205. Initially, 
at 705, the facility receives one or more iSCSI PDUs corre 
sponding to a request (e.g., one or more SCSI commands) 
executed by a host 205. At 710, the facility replaces the source 
IP address 520 of the host 205 with the IP address 530 of the 
proxy initiator 200. Next, at 715, the facility replaces the TCP 
port number 525 of the host 205 with an assigned TCP port 
number 510 that is used as an index into the NAT table 500. 
The assigned port number 510 can be used to uniquely iden 
tify the host 205 for which an iSCSI response has been 
received. At 720, the facility recalculates the checksum for 
the IP Header and the TCP header of the iSCSI PDU and puts 
the new checksums in the appropriate ?elds. A checksum is a 
value that is used to check the integrity of data (such as an 
iSCSI datagram). Typically, checksums are generated by a 
function (e.g., a one-way hash function) that is dependent 
upon the data or a portion of the data under consideration. If 
the two checksums are identical, then the data has not 
changed. If the two checksums are different, then the data has 
been altered. At 725, the facility sends the translated iSCSI 
PDUs (request) to the target storage controller 230, and the 
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process ends. Thus, proxy initiator 200 is used to impersonate 
the identity of the host 205 executing the iSCSI request. 

The target storage device processes the iSCSI request, and 
typically sends an “iSCSI response” in the form of one or 
more iSCSI PDUs. Because the iSCSI request included the IP 
address 530 of the proxy initiator 200, the iSCSI response is 
returned to the proxy initiator 200. Also, because iSCSI 
request included an assigned port number 510 as the source 
TCP port number, the assigned port number 510 is used as the 
destination TCP port number of the iSCSI response. Refer 
noW to FIG. 8, Which is a How chart of a process 800 per 
formed by the facility to manage iSCSI responses received 
from the target storage controller 230. Initially, at 805, the 
facility receives one or more iSCSI PDUs representing an 
iSCSI response that corresponds to an iSCSI request executed 
by a host 205. At 810, the facility determines the host 205 for 
Which the iSCSI response is received based on the TCP port 
number of the iSCSI response, Which corresponds to an 
assigned TCP port number 510 that uniquely identi?es a 
particular host 205. Next, at 815, the facility replaces the 
destination IP address and TCP port number of the iSCSI 
PDUs With the IP address 520 and TCP port number 525 of 
the host 205 identi?ed at 810. Then, at 820, the facility recal 
culates the checksum for the IP Header and the TCP header of 
the iSCSI PDUs and puts the neW checksums in the appro 
priate ?elds.At 825, the facility forWards the translated iSCSI 
PDUs (response) to the host 205 identi?ed at 810, and the 
process ends. The proxy initiator 200 is therefore transparent 
to the host 205 that receives the incoming iSCSI PDUs (re 
sponse). 

Those skilled in the art Will appreciated that the blocks 
shoWn in FIGS. 7 and 8 may be altered in a variety of Ways. 
For example, the order of certain blocks may be rearranged; 
certain substeps may be performed in parallel; certain shoWn 
blocks may be omitted; or other blocks may be included; etc. 

Thus, a facility for impersonating the identity and number 
of hosts connecting to a target storage system has been 
described. The facility signi?cantly reduces the number of 
public IP addresses necessary to access a target storage sys 
tem of a pure IP-based SAN. The facility also signi?cantly 
reduces the cost of connection-based licensing often imple 
mented by storage service providers. The facility introduced 
herein further provides a centraliZed mechanism for monitor 
ing incoming and outgoing iSCSI PDUs. Importantly, 
because any host can act as a proxy initiator, no additional or 
specialiZed hardWare is required to implement the facility 
introduced herein. 

Note that references throughout this speci?cation to “one 
embodiment” or “an embodiment” means that a particular 
feature, structure or characteristic described in connection 
With the embodiment is included in at least one embodiment 
of the present invention. Therefore, it is emphasiZed and 
should be appreciated that tWo or more references to “an 
embodiment” or “one embodiment” or “an alternative 
embodiment” in various portions of this speci?cation are not 
necessarily all referring to the same embodiment. Further 
more, the particular features, structures or characteristics 
being referred to may be combined as suitable in one or more 
embodiments of the invention, as Will be recogniZed by those 
of ordinary skill in the art. 

Although the present invention has been described With 
reference to speci?c exemplary embodiments, it Will be rec 
ogniZed that the invention is not limited to the embodiments 
described, but can be practiced With modi?cation and alter 
ation Within the spirit and scope of the appended claims. For 
example, it Will be appreciated that the described proxy ini 
tiator may also be separated from a particular organiZation 
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10 
and offered as a service to one or more organiZations. Accord 
ingly, the speci?cation and draWings are to be regarded in an 
illustrative sense rather than a restrictive sense. 

I claim: 
1. An apparatus comprising: 
a receive unit to receive IP packets from a plurality of hosts 

directed to an IP-based SAN, Wherein each received IP 
packet includes an encapsulated SCSI command, a local 
IP address corresponding to a host from Which the IP 
packet Was received, and a storage device identi?er of a 
storage device Within the IP-based SAN to Which the IP 
packet is addressed; and 

an impersonation unit to, for each received IP packet: 
map the local IP address of the received IP packet to a 

single globally unique IP address of the apparatus; 
modify the received IP packet by removing the local IP 

address; and 
send the modi?ed IP packet to the storage device to 
Which the IP packet is addressed; 

Wherein each modi?ed IP packet sent by the apparatus to 
the IP-based SAN includes the storage device identi?er 
and includes the single globally unique IP address that 
identi?es the apparatus as the host from Which the IP 
packet is sent. 

2. The apparatus of claim 1 further comprising a response 
unit to receive a response from the storage device to Which the 
IP packet Was addressed, Wherein the response includes an 
indication of the storage device and the single globally unique 
IP address to Which the response is addressed; and 

Wherein the impersonation unit maps the single globally 
unique IP address to the local IP address and sends the 
response to the host corresponding to the local IP 
address; and 

Wherein the apparatus is transparent to the host. 
3. The apparatus of claim 2 Wherein the impersonation unit 

performs netWork address translation (NAT) to map betWeen 
the local IP address and the single globally unique IP address. 

4. The apparatus of claim 3 further comprising a NAT table, 
Wherein the NAT table includes a plurality of entries, each 
entry corresponding to one of the plurality of hosts, each entry 
including a local IP address of the corresponding host, a TCP 
port number of the corresponding host, and an assigned TCP 
port number of the corresponding host. 

5. The apparatus of claim 1 further comprising a report 
generator to generate a human-readable report describing the 
received IP packets. 

6. The apparatus of claim 5 Wherein the report includes a 
?rst indication of the host from Which each IP packet Was 
received and a second indication of the storage device to 
Which each IP packet Was addressed. 

7. The apparatus of claim 5 Wherein the report is generated 
periodically and describes a periodic interval for Which it is 
generated. 

8. The apparatus of claim 5 Wherein the report is generated 
in response to an event. 

9. The apparatus of claim 1 Wherein the apparatus is one of 
the plurality of hosts. 

10. The apparatus of claim 9 further comprising an iSCSI 
daemon. 

11. The apparatus of claim 1 Wherein the apparatus does 
not include an iSCSI driver. 

12. The apparatus of claim 1 further comprising an iSCSI 
initiator to generate a SCSI command directed to a storage 
device of the IP-based SAN and encapsulate the generated 
SCSI command in one or more IP packets, Wherein the one or 

more IP packets include: the SCSI command, an apparatus 
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identity, and an indication of the storage device to Which the 
SCSI command is addressed; and 

Wherein the impersonation unit sends the one or more IP 
packets to the indicated storage device Without mapping 
the apparatus identity to the single globally unique IP 
address. 

13. The apparatus of claim 12 Wherein the apparatus iden 
tity is the same as the single globally unique IP address. 

14. The apparatus of claim 12 Wherein the iSCSI initiator is 
implemented in an iSCSI driver that includes a USE_PROXY 
option, and Wherein the USE_PROXY option is disabled. 

15. A method comprising: 
receiving, at a proxy device, messages from a plurality of 

host devices directed to at least one target device Within 
an IP-based storage area network, Wherein each received 
message includes a SCSI command, a host identity cor 
responding to a host device from Which the message Was 
received, and a target identi?er of a target device Within 
the IP-based storage netWork to Which the message is 
directed; and 

for each received message: 
mapping the host identity of each received message to a 

single globally unique IP address corresponding to 
the proxy device; 

removing the host identity from the received message; 
and 

sending the message from the proxy device to the target 
device; 

Wherein messages sent by the proxy device to the IP-based 
storage area netWork include the target identi?er and 
include the single globally unique IP address that iden 
ti?es the proxy device as the host device from Which the 
message is sent. 

16. The method of claim 15 further comprising, in response 
to sending the message to the target device, 

receiving at the proxy device a response from the target 
device, Wherein the response includes a target identity 
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corresponding to the target device and the single glo 
bally unique IP address to Which the response is 
directed; 

mapping the single globally unique IP address to the host 
identity; and 

sending the response from the proxy device to the host 
device corresponding to the host identity. 

17. The method of claim 15 Wherein the proxy device is one 
of the plurality of host devices. 

18. The method of claim 17 Wherein the proxy device 
includes an iSCSI daemon. 

19. The method of claim 15 Wherein the proxy device does 
not include an iSCSI driver. 

20. The method of claim 15 Wherein the method is per 
formed by the proxy device. 

21. The method of claim 20 further comprising: 
generating a SCSI command directed to the at least one 

target device Within the IP-based storage area network; 
generating a message that includes the SCSI command, a 

proxy identity, and an indication of the at least one target 
device to Which the SCSI command is directed; and 

sending the generated message to the at least one target 
device Without mapping the proxy identity to the single 
globally unique IP address. 

22. The method of claim 15 Wherein each received message 
is an iSCSI datagram. 

23. The method of claim 15 further comprising maintain 
ing a log of the received messages; and 

in response to receiving a reporting request, generating a 
human-readable report based on the maintained log. 

24. The method of claim 23 Wherein the log includes, for 
each received message, a ?rst indication of the host device 
from Which the message Was received and a second indication 
of the target device to Which the message Was directed. 


