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P R E F A C E

Preface

Introduction
This guide introduces NearStore® VTL and provides conguration and operations information. It is
intended to familiarize the rst-time user with NearStore VTL functionality, setup, and operations.

The operations section of this guide provides you with enough information to set up and use a NearStore
VTL appliance, as well as to understand and work with virtual libraries and volumes.

Audience
This guide is designed for a qualied system administrator. It is assumed that this person is familiar with
Storage Area Networks (SANs) and backup applications.

The overview section of this guide can be used by anyone to gain an understanding of the NearStore
VTL product.

Terminology
NetApp® storage products (lers, FAS storage systems, and NearStore systems) are all storage
systems—also sometimes called lers or storage systems.

This guide uses the term “type” to mean pressing one or more keys on the keyboard. It uses the term “enter”
to mean pressing one or more keys and then pressing the Enter key.

Keyboard Conventions
When describing key combinations, this guide uses the hyphen (-) to separate individual keys. For example,
Ctrl-D means pressing the Control and D keys simultaneously. Also, this guide uses the term “enter” to
refer to the key that generates a carriage return, although the key is named “Return” on some keyboards.

Typographic Conventions
The following table describes typographic conventions used in this guide.
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Convention Type of information

Italic font Words or characters that require special attention.
Placeholders for information you must supply. For
example, if the guide says to enter the arp -d
hostname command, you enter the characters arp
-d followed by the actual name of the host.
Book titles in cross-references.

Monospaced font Command and daemon names.
Information displayed on the system console or
other computer monitors.
The contents of les.

Bold monospaced font Words or characters you type.
What you type is always shown in lowercase
letters, unless you must type it in uppercase letters.

Special Messages

This guide contains special messages that are described as follows:

Note

A note contains important information that helps you install or operate the storage system efciently.

CAUTION
A caution contains instructions that you must follow to avoid damage to the equipment, a system crash, or
loss of data.
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1

Introduction
NearStore VTL software combines a hardware controller and one or more disk subsystems into an system
that publishes virtual tape libraries on a SAN. These virtual tape libraries are direct, plug-and-play
equivalents for physical tape libraries.

How NearStore VTL Appliances Work
To the backup application, NearStore VTL appliances respond like physical tape libraries. For example, the
NearStore VTL retains the native format of the backup application when it writes data to disk. This means
that when the NearStore VTL copies data to physical tape, the result is a physical tape that is in the native
format of the backup application. The backup application can then restore data from these tapes directly.
Major NearStore VTL appliance features include

• Transparency to the backup application

Because there is a signicant performance increase when writing data to disk, using virtual tape
libraries reduces the amount of time that it takes to backup the data.

• Virtual tape libraries

Like their physical counterparts, virtual tape libraries have cartridge slots, one or more tape drives,
an import/export slot, and even a robotic arm. These attributes (number of slots, capacity of tape
drives, and so on) are dened by type. The NearStore VTL comes with a number of predened
virtual library types. You can also create new types to t your needs.

• Virtual tape drives

Like virtual tape libraries, the characteristics of virtual tape drives are dened by type. This includes
vendor information, the capacity of the drive, and tape optimization algorithm.

• Virtual tapes

Virtual tapes are the NearStore VTL equivalent of physical tapes. Like physical tapes, virtual tapes
have a specied capacity and are labeled by barcodes. Backup applications use these barcodes to
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Chapter 1 — Introduction

track virtual tapes in the same way that they track physical tapes. In fact, there is a one-to-one
correspondence between virtual and physical volumes.

• Import/Export

When you import a physical tape, the NearStore VTL creates a virtual tape that is the exact copy
of that physical tape, including barcode and le mark information. Likewise, when you export a
virtual tape, the NearStore VTL sends the data from the virtual tape to an attached physical tape
device, resulting in a physical copy of the virtual tape. You can also use the cloning feature of the
backup application as a slower alternative. The tapes that the NearStore VTL creates are in the
native format of the backup application.

• Tape optimization

All data is compressible at a different rate. This means that each time you back up data to
physical tape, the actual amount of data that the physical tape drive writes to tape depends on the
compressibility of the data. Because the NearStore VTL must be able to export virtual tapes to
physical tape, it is crucial that the amount of data on the virtual tape can t on the physical tape,
without going over its capacity. If the data from a virtual tape cannot t on a physical tape, you
cannot export or clone it.

Most VTL vendors solve this issue by matching the capacity of any virtual tapes to the native
(uncompressed) capacity of the corresponding physical tapes. This is not really a solution, because it
does not take compression into account. For example, if the physical tape drive can compress the data
at a ratio of 2:1, over half of the physical tape would not be used when you exported the virtual tape.

The NearStore VTL addresses the compression issue by monitoring the compressibility of each
data stream and dynamically adjusting the size of the virtual tape to closely match the compressed
capacity of the corresponding physical tape. Because the NearStore VTL does not store compressed
data when using tape optimization, there is no performance impact.

• Ease of use

Because the NearStore VTL virtual tape libraries function in much the same way as physical tape
libraries (including the way that they are displayed to backup applications), you do not have to
alter the existing backup and restore. This means that you can back the up data to disk using the
existing infrastructure and work procedures.

Logging in to a NearStore VTL Appliance
Except for a small number of operations such as the initial assignment of an IP address, the conguration
and operation of the NearStore VTL are performed through a Graphical User Interface (GUI) (See Appendix
A Setting the IP Address from the Command Line, page 93 for more on the command line interface). This
GUI is accessed through a standard Web browser by rst logging in to the NearStore VTL appliance.

To log in to the VTL, do the following:

1. Launch a supported Web browser.

2. Enter the following in to the URL eld:
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Chapter 1 — Introduction

http://vtl_IP_addr/

vtl_IP_addr is the IP address assigned to the NearStore VTL appliance. Accessing this address
takes you to the NearStore VTL login screen.

3. Log in to the NearStore VTL appliance.

The rst time that you log in to the NearStore VTL appliance, use the default administrative account.
The default administrative account login name is admin and the password is NetApp.

4. Click Enter to log in to the NearStore VTL appliance.

Navigating the NearStore VTL GUI

The following shows a sample Administrator Overview window, the rst window you see after logging in.

3



Chapter 1 — Introduction

Left-pane Main window Banner

Part Description
Banner Displays the overall status, time, and, if there are

any actions requiring administrator action, an
action required icon.
Click the NetApp logo to connect to the NetApp
home page; click Logout to log out of the VTL.

Left pane Lists the major categories for tasks organized
into daily administrative tasks (Daily Tasks), and
conguration tasks. To perform a task, rst select
the major task category, such as Monitoring, and
then move to the main window.

Main window Displays tabs for the various subtasks and the
information, input elds, and buttons needed to
perform the task. Click the tab name to select a
specic tab.
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To perform a specic task, rst select the task category from the left pane, then the appropriate tab, and
then ll in, or select, the appropriate values in the elds in the task window. The tab set varies depending
on the main task.

In the illustration, Monitoring, is the main task; with tabs Administrator Overview, Actions Required,
Statistics, Import/Export Requests, and Event Log. Here the Administrator Overview tab is selected.

Workow
Administrative tasks frequently consist of a number of subtasks. For example, when creating a virtual
library you can create a nickname for the library, record the name of a customer assigned to the library,
dene drive and compression characteristics, and others; some are optional and some are required. The
VTL interface is organized around the ow of tasks required for such major tasks as creating a virtual
library. Such a ow of tasks is called a workow.

Conguration Road Map
The conguration roadmap gives information that you can use to understand the congurations that are
available with the NearStore VTL appliance. The conguration road map provides a guide that you can use
in conjunction with the task sections to congure the system.

This section outlines the steps needed to congure your NearStore VTL, continuing from the NearStore
VTL Installation and Setup Instructions. (The NearStore VTL Installation and Setup Instructions document
is shipped with the VTL and covers such initial conguration steps as cabling, initial power up, IP address
assignment, and others.)

Before using the VTL for backups, or other production data storage, do the following:

1. Log in to the system using the default username (admin) and password (NetApp). See Logging
in to a NearStore VTL Appliance for details.

2. (Optional) Change the administrative password of the system.

3. Verify that the system time of the system is set to that of either the browser host or a Network Time
Protocol (NTP) server. If you do not set the system time of NearStore VTL to that of the Web host or
NTP server, the deferred cloning times might be incorrect. The log times might also be incorrect.

4. (Optional) Dene storage pools.

5. (Optional) Enable host access controls. You can control which hosts access which libraries.

6. If you enabled host access control, identify the hosts so you can assign them access to specic
devices. (The hosts must be able to access the VTL appliance over Fibre Channel, which means they
are either directly attached or are in the same zone.

7. Create RAID group.

8. Create virtual libraries.
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Chapter 1 — Introduction

VTL appliances come precongured with many library denitions, but you can also dene your own.
If you want to dene your own, do this before creating the libraries.

9. (Optional) If you created hosts, you can now assign virtual libraries to those hosts.

10. Create virtual tapes.

11. Congure your host systems and applications to use the VTL.

Now, or at a later date, you might also want to create a tape operator account to control access to the
VTL, congure the VTL to work with physical tape drives, and import or export physical tapes into the
VTL appliance.
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2

Conguring a NearStore VTL Appliance
This chapter provides the information that you need to congure a NearStore VTL appliance.

The conguration tasks provide step-by-step conguration instructions that you can use to congure the
features that are available with the NearStore VTL appliance.

Conguration sections include:
• Working with Virtual Libraries
• Managing Virtual Device Access
• Working with Virtual Tapes
• Working with RAID Groups
• Working with Physical Tape Devices
• Conguring Miscellaneous Settings
• Advanced Conguration
• Support Tools

Working with Virtual Libraries
NearStore VTL virtual libraries are the logical equivalents of physical tape libraries: they have one or more
tape drives, cartridge slots, mailbox ports (also called entry/exit ports, CAP ports or I/O ports), a barcode
reader, and a medium changer. Virtual libraries appear to the backup application in exactly the same way as
physical tape libraries. This means that the backup application can work with virtual libraries without any
conguration changes. Simply add the virtual library to the backup application as you would a physical
library and back up your data.

Because you will, at some point, want to export your virtual tapes to physical tape, you need to create virtual
libraries with drives that are compatible with the drives of your physical library. This means that both the
capacity and type of the virtual and physical drives should be the same. The NearStore VTL comes with a
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Chapter 2 — Conguring a NearStore VTL Appliance

number of predened virtual tape drive types that are compatible with most virtual libraries. If you want to
restore directly from physical tape, the virtual and physical drives must be of the same type.

If you decide to create a virtual library that is fully populated with virtual tapes, you need to ensure that
the labels (virtual barcodes) of your virtual tapes match the barcodes of the corresponding physical tapes.
The best way to understand this is to visualize a one-to-one correlation between virtual tapes and the
corresponding physical tapes. For each virtual tape, there is a physical tape with the same capacity and
barcode.

You can also have the NearStore VTL create the virtual tapes based on the physical tapes that are currently
in your physical tape library. See Working with Virtual Tapes, page 16 for more information.

There are multiple advanced conguration options that affect the way in which you can use virtual libraries.
The rst is the customer option. When you enable this option, you can create customer accounts and assign
virtual libraries to them. When a virtual library is assigned to a specic customer, only that customer (and
the NearStore VTL administrator) can access it.

To use the customer option, you must enable it before you create the virtual libraries that you want to
associate with the customer account. See Working with Customer for more information.

The next option to consider is the library access (Host access control) feature. This feature gives you the
ability to associate specic hosts with specic virtual libraries. These associations can be either dedicated
or shared. When an association is shared, multiple hosts can access the same virtual library. When an
association is dedicated, only a specic host can access the virtual library. You can enable library access
either before or after you create a virtual library.

See Managing Host Access, page 68 for more information.

Virtual library tasks include:

• Viewing Virtual Libraries

• Creating Virtual Libraries

• Deleting Virtual Libraries

Viewing Virtual Libraries

The Virtual Library List screen, displays a list of all virtual libraries currently congured for the NearStore
VTL. The conguration parameters (such as the name and capacity) for each virtual library are listed.

From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Libraries
task category.

The Virtual Library List screen appears and the NearStore VTL displays the following:

Library Name—gives the name of the virtual library.

Customer Name—(optional) gives the name of the customer with which the virtual library is associated. This
eld is displayed only if the Use Customer option has been enabled from Conguration Tasks >Advanced.

Capacity Allocated—species the amount of disk space allocated to the virtual tapes in the virtual library.
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Chapter 2 — Conguring a NearStore VTL Appliance

Capacity Used—gives the amount of disk space currently used by the virtual tapes in the specied virtual
library.

Library Type—species the type of library being used by the virtual library. Virtual library types are
displayed on the Virtual Library Type List screen, available from Conguration Tasks >Advanced >Virtual
Library Types.

#Virtual Tapes—provides the number of virtual tapes that are in the virtual library. If there are no virtual
tapes in the virtual library, the capacity allocated will be 0 Gigabytes.

#Slots—gives the number of cartridge slots in the virtual library.

#Drives—provides the number of virtual tape drives in the virtual library.

Tape Optimization—tells you whether tape optimization is enabled. If it is not enabled, the NearStore
VTL displays Disabled.

Storage Pool—(optional) gives the name of the storage pool with which the virtual library is associated.
This eld is displayed only if the Use Storage Pools option has been enabled from Conguration Tasks
>Advanced.

Creating Virtual Libraries

Each NearStore VTL virtual library is associated with a virtual library type. This virtual library type denes
the characteristics of the virtual library, such as the type of virtual tape drives that the library uses and how
many cartridge (virtual tape) slots it has. The NearStore VTL comes with a number of virtual library
types that you can use. Alternatively, you can create a custom virtual library type if your needs are not
addressed by one of the default types.

It is important to keep in mind that there is a one-to-one correlation between virtual tapes and physical
tapes. This means that you should pick a virtual tape drive type that matches the physical tape drive or
drives to which you will be exporting virtual tapes.

Note
When you move a virtual tape, it retains the attributes of its source virtual library.

Complete this task to create virtual tape libraries:
1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Libraries

task category.
2. Click the Create Virtual Library tab, located in the upper portion of the screen.

The Create Virtual Library screen appears.
3. Complete the following:

Library Nickname—provides the name of the virtual library.

Customer Name—(optional) provides a drop-down menu from which you can select a customer
account. The virtual library will be assigned to the customer specied. This drop-down menu is
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available only if you have enabled the option to use customer accounts from Conguration Tasks
>Advanced.

See Working with Customers for more information.

Library Type—selects the type of virtual library that you want to create. The library type denes the
characteristics, such as the type of virtual tape drives and the number of cartridge slots, of the virtual
library. You can either use a default virtual library type or create a custom one. See Working with
Virtual Libraries and Creating/Editing Virtual Library Types , respectively.

Automatically Move Volume from Entry Port to Slot—select this for the virtual library to
automatically move virtual tapes from the entry port to an available slot when new virtual tapes are
created or imported. Otherwise, virtual tapes will appear in the import/export slot one at a time and
you can move them into the slots either manually or using the backup application.

Enable Tape Cloning—NearStore VTL creates a physical copy of each virtual tape that has been
modied as it is removed from the virtual tape drive. Unlike exporting, this process does not delete
the virtual tape.

See Enabling Advanced Conguration Features for more information.

Use Label Constraints from Library Type—the virtual library uses the label constraints built into
the library type (only available if the library type uses label constraints). Label constraints specify
which characters/digits of a label/barcode do not increment as the NearStore VTL creates additional
virtual tapes.

See Creating/Editing Virtual Library Types for more information.

Fully Loaded with Virtual Tapes—species whether the NearStore VTL creates a new virtual tape for
each slot in the virtual library. In this case, the starting label for these virtual tapes must be specied.
The labels of additional volumes will be incremented automatically.

Note

If the Over Allocation feature is disabled, the NearStore VTL creates only the number of volumes
that the currently available disk space allows.

Starting Volume Label—gives the starting label of the virtual tapes. For example, if the starting
volume label is ABC100 and there are ve virtual tapes the NearStore VTL labels them ABC100,
ABC101, ABC102, ABC103, and ABC104. This example assumes that there are no label constraints.
If label constraints are enabled, the NearStore VTL increments only part of the label.

See Working with Virtual Tapes for more information.

Tape Optimization—NearStore VTL samples the data that the backup application sends to see at
which ratio it can be compressed when exported to physical tape. This option optimizes physical
tape usage.

Disk Allocation Per Tape (GB)—lets you set the maximum amount of disk space reserved for this
virtual tape.
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Storage Pool—(optional) provides a drop-down menu from which you can select a storage pool. The
virtual library uses disk space only from the storage pool that you select. This drop-down menu is
available only if the Use Storage Pool option is enabled from Conguration Tasks >Advanced.

See Working with Storage Pools for more information.

(Optional) you can click Reset to clear all of the changes that you have made to the screen.
4. Click Apply.

The NearStore VTL adds the new library and displays it on the Virtual Library List screen. You can
manipulate the new library from the Virtual Library screen available from Daily Tasks >Virtual
Libraries.

NearStore VTL then publishes the new virtual library on the SAN. It also displays it on the SCSI
Addresses screen, available from Conguration Tasks >Virtual Device Access >SCSI Addresses.

If have enabled the storage pool option, the NearStore VTL uses the specied storage pool for
storing this virtual libraries data. See Working with Storage Pools for detailed information. If you
have selected the option to use customer accounts, the NearStore VTL associates the virtual library
with the specied customer account. See Working with Customer for more information.

Deleting Virtual Libraries

When a virtual library is no longer needed, you can delete it from the conguration of the NearStore VTL
appliance. By default, the NearStore VTL exports all virtual tapes that are currently present in the virtual
library when you delete it. This is to assure that the data on the virtual tapes is not accidentally deleted.

Once the NearStore VTL has exported all of these virtual tapes, you need to delete the virtual library again.

Note
If you either cannot export the virtual tapes or do not wish to retain their data you have to cancel the pending
exports and manually delete all of the virtual tapes in the library. Then you can delete the virtual library.

For this reason, it is a good idea to remove all virtual tapes from a virtual library before you delete it. If you
are sure that you don’t need the data on the virtual tapes, you can delete the individual virtual tapes rst.

See Exporting Virtual Tapes for more information.

Complete this task to delete virtual libraries:
1. From the Conguration Tasks menu, located on the left side of the screen, click theVirtual Libraries

task category.
2. Click the Delete Virtual Library tab, located in the upper portion of the screen.

The Delete Virtual Library screen appears, and the NearStore VTL displays the following
information:

Action—provides an option, export tape(s)/remove library, that when selected, exports any virtual
tapes that are associated with the specied virtual library. It then deletes the virtual library specied.
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Library Name—gives the name of a virtual library. Ensure that the correct library is selected.

Customer Name—(optional) provides the name of the customer to which the library is assigned.
This eld is displayed only if the Use Customer option has been enabled from Conguration Tasks
>Advanced.

Capacity Used—species the amount of allotted disk space currently used by the virtual tapes in
the specied virtual library.

Disk Used—species the amount of actual disk space currently used by the virtual tapes in the
specied virtual library.

#Virtual Tapes—provides the number of virtual tapes associated with the virtual library.

3. Click in the Action eld of the virtual library that you want to delete.

4. When prompted, Click Apply to delete the selected virtual library.

As noted, if there are virtual tapes currently in the virtual library, the NearStore VTL tries to export
them before it deletes the virtual library. If there is a problem with the export, or if you do not want
to save the data on these virtual tapes, you can delete/export these volumes manually.

Once the NearStore VTL exports any virtual tapes, delete the virtual library again.

Managing Virtual Device Access
The Managing Virtual Device Access screens include:

• SCSI Addresses Screen, page 12

• Listing Ports, page 13

• Assigning Device Access, page 13

• Working with Port Assignments, page 14

SCSI Addresses Screen

Although the SCSI Addresses screen is not specically a monitoring screen, it provides SCSI address
information for the NearStore VTL appliance and for each virtual library and virtual tape device, that you
have added to its conguration.

You can use this screen to gain information, such as the Logical Unit Number (LUN) of a device. This
information can then be used when you add one of these devices to the conguration of the backup
application.

From the Conguration Tasks menu, located on the left side of the screen, click Virtual Device Access.

The SCSI Addresses screen appears and the following information is provided:

Device Name—provides the name of the tape device.
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Device Type—species the device type. If the device is the robotic arm of a library, Robot is displayed. If
the device is a tape drive, Tape Device N, where N represents the number of the drive, is displayed.

Vendor ID—provides the vendor information for the tape device. This information is important because it
is needed by the backup application when working with the device.

Product ID—provides the product information for the tape device. Along with the vendor information, the
product identication is needed by the backup application when working with the device.

Port—species the port on which the device is available.

LUN—gives the LUN of the device. As already stated, this information is important when adding the device
to the conguration of the backup application. Each physical Fibre Channel port in an system is a different
target, but the virtual devices (possibly multiple libraries) are LUNs on that target.

Listing Ports

You can view a table of information about the ports. The information includes:

• Port name

• Port WWNN

• Port WWPN

• Topology

• Node ID

• Loop ID

Complete this task to view port information:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Device
Access task category.

2. Click the Port List tab, located in the upper portion of the screen.

The Port List screen appears.

Assigning Device Access

Once you have enabled the device access feature and added hosts and virtual libraries to the conguration of
the NearStore VTL appliance, you can map these hosts to the virtual libraries.

Complete this task to assign hosts to virtual libraries.

1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Libraries
task category.

2. Click the Host Access tab, located in the upper portion of the screen.

The Host Access screen appears and the virtual libraries that are congured for the system appear.
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3. From the Library Name eld, click the name of the desired virtual library.

The Host Access screen appears.

4. Select the type of access that the host or hosts will have to the virtual library, specied in the Library
Nickname eld.

Valid types are:

Dedicated Library—when in this state, the virtual library can be accessed only by the host that
is displayed in the Host Name eld.

Shared Library—when in this state, the virtual library can be accessed by only the hosts listed.

5. From the Host drop-down menu, select the name of the host that you want to map to the virtual
library, specied in the Library Nickname eld.

(Optional) You can also select <New Host> to invoke the Add Host screen.

6. Click Apply to map the selected host to the specied virtual library.

Working with Port Assignments

If the NearStore VTL appliance uses more than one front-end port, you can map virtual libraries and drives
to specic ports. When you are using port mapping, only hosts that are connected to a specic port (directly
or through a switch) can see its assigned virtual libraries and drives.

You can map virtual libraries to ports when you rst create the virtual library or after you create it. This
allows for maximum exibility. See Working with Virtual Libraries for more information on creating
virtual libraries.

This subsection provides the following:

• Viewing Existing Port Assignments

• Creating/Editing Port Assignments

Viewing Existing Port Assignments

The NearStore VTL displays existing port mappings, including the name of the front-end port, the port
World Wide Node Name (WWNN), World Wide Port Name (WWPN), topology, node ID, and the loop ID,
on the Port List screen.

You can access the Port List screen from Conguration Tasks > Virtual Device Access > Port List.

Port Name—gives the name of the port.

Port WWNN—provides the WWNN of the port.

Port WWPN—gives the WWPN of the port.

Topology—provides the way in which the ports are connected to the SAN.

Node ID—gives the node identication for the port.
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Loop ID—provides the loop identication for the port.

Creating/Editing Port Assignments

When using port assignments, you can either assign a complete library or the individual components (virtual
tape drives and robots) of a library to specic ports.

For example, if you are using a virtual library based on the 7440 virtual library type, the library has four
virtual tape drives. If your system has two front-end ports (port0 and port1) you can map drive0 and drive1
to port0. You can then map drive3 and drive4 to port1.

This provides a more detailed mapping of logical devices and enhances the NearStore VTL load-balancing
capabilities.

Complete the following to map front-end ports to virtual libraries:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Device
Access task category.

2. Click the Port Assignment tab, located in the upper portion of the screen.

The Port Assignment screen appears and the NearStore VTL displays the following:

Library Name—provides the name of the virtual library that you can map to the front-end port.

Device—species the type of device that you can map to the port (the NearStore VTL displays Robot
and Drives for each congured virtual library). If the virtual library has been broken down into its
components, the NearStore VTL displays each component (drives and the robot) as individual
devices.

Port—species the port to which the device is currently mapped.

3. From the Library Name eld, click the name of the virtual library that you want to assign to a port.

By default, the NearStore VTL displays the single-port version of the Port Assignment screen.
This version includes the option to keep the library as a single unit or to break it down into its
components. It also includes a drop-down menu from which you can map the library to either
a single or multiple ports.

4. (Optional) if you want to break the library into smaller components or assign it to multiple ports,
select the Multi-Port option.

5. From the Port drop-down menu, select the port to which you want to map the virtual library.

If you selected the Multi-Port option, the NearStore VTL displays each drive and robot with a port
drop-down. You can use this menu to map the component to a specied drive.

6. After you have made the selections, click Apply to map the library or library components to the
specied drive or drives.

The NearStore VTL maps the selection to the port that you specied. The Port List screen reects
these changes.

15



Chapter 2 — Conguring a NearStore VTL Appliance

Working with Virtual Tapes
Like physical tapes, virtual tapes are dened by their capacity and identied by a virtual barcode called
a label. To the backup application virtual tapes appear and function exactly like physical tapes, with the
exception that they support a much higher transfer rate and provide greater reliability.

Import/export

Because the NearStore VTL preserves the native format of the backup application when it writes data to
disk, you can export virtual tapes to physical tape without the need of a conversion process. This gives you
the ability to back up data to disk while still keeping the data offsite on physical tapes that are stored in the
native format of the backup application.

You can also import data from any existing tape (either made by a NearStore VTL or some other application)
into a NearStore VTL. When an import is successfully completed, the NearStore VTL creates a virtual tape
that is the exact duplicate of the physical tape. The NearStore VTL also provides import features such as
an enhanced pass-through mode and quick load.

See Using Virtual Tapes for more information about importing physical tapes into a NearStore VTL.

Export Status

Each virtual tape has an export status. This status tells the NearStore VTL whether it needs to copy the
data from the virtual tape to the corresponding physical tape during an export. If the virtual tape contains
data that has not yet been copied to tape, its status is Needs export. When this virtual tape is exported, the
NearStore VTL copies its data to tape.

If the data on the virtual tape is already on physical tape, the NearStore VTL simply deletes the virtual tape
when it is exported. The status of this type of virtual tape is Does not need export.

Generally, a blank tape has a status of Does not need export (since it has no data to copy. Likewise, a virtual
tape that has already been exported (or cloned to tape) also has an export status of Does not need export
because the NearStore VTL has already copied the data to physical tape.

You can change the export status of a virtual tape from Does not need export to Needs export. This allows
you to force the export of data from virtual tape to a physical tape. Changing the export status of a virtual
tape is useful in the event that the corresponding physical tape has failed or is not longer available.

Virtual Tape Library Association

Although virtual tapes are associated with a specic virtual library, they are not strictly tied to that library.
You can move virtual tapes between compatible virtual libraries. In order for virtual libraries to be
considered compatible, they must use the same virtual tape drive type.

See Creating/Editing Virtual Tape Drive Types for more information.

This subsection provides the following tasks:
• Viewing Virtual Tapes
• Changing the Write-protected Status of a Virtual Tape
• Changing the Export Status of a Virtual Tape
• Moving Virtual Tapes
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• Deleting Virtual Tapes

Viewing Virtual Tapes

The NearStore VTL provides a comprehensive list of virtual tapes on the Virtual Tape List screen. This list
includes the label, virtual library association, number of tape les, export status, and size of each virtual tape.

From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Tapes task
category.

The Virtual Tape List screen appears and the NearStore VTL displays the following information:

Label—displays the label (virtual barcode) of the virtual tape. If you click the label of a specic virtual tape,
the NearStore VTL displays the Update Virtual Tape screen for the specied virtual tape.

Customer—(optional) provides the name of the customer to whom the virtual tape belongs. This eld is
displayed only if the customer option is enabled under Conguration Options > Advanced.

Library—provides the name of the virtual library in which the virtual tape resides.

Files—species the number of tape les that are contained in the virtual tape. Tape les are not the
individual les that are backed up by the backup application. Rather, they are data separated by le marks.

Write Protected—displays the write-protected status of the virtual tape. If the status is Read Only, the
virtual tape cannot be written to. If the status of the virtual tape is Writable, the virtual can be written
to. You can change the write-protected status of a virtual tape from Conguration Tasks >Virtual Tapes
>Change Write Protected Status.

Need to export—species whether the virtual tape needs to be copied to a physical tape when it is exported.
If the virtual tape needs to be copied, the value Needs Export is displayed. If the virtual tape does not need
to be copied, the value Does not need export is displayed. A volume does not need to be exported if no
changes have been made to it since it was created, imported, or cloned.

Raw Capacity—gives the specied capacity of the drive.

Data Written—species the amount of uncompressed data that the NearStore VTL has written to the
virtual tape.

Space Remaining—provides the amount of disk capacity that is remaining.

Disk Usage—provides the amount of disk being used by the virtual tape.

Tape Optimization—lists whether the virtual tape uses tape optimization. If the virtual tape does, the
NearStore VTL will display the tape optimization algorithm that it is using. If it does not, the NearStore
VTL will display DISABLED.

Changing the Write-protected Status of a Virtual Tape

The NearStore VTL has a user-congurable option that you can use to set the write-protected status of
virtual tapes. Virtual tapes that are in a protected state cannot be written to but data can be read from them.
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Virtual tapes that are in a nonprotected state can have data written to and read from them.

Complete this task to change the write-protected status of a virtual tape:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Tapes
task category.

2. Click the Change Write Protected Status tab, located in the upper portion of the screen.

The Change Write Protected Status screen appears and the NearStore VTL displays the following
information:

Action—provides options, Set read only and Writable, that when selected change the write protection
between a write protected and unprotected state.

Label—gives the label of the virtual tape. This label is used in the same way as the barcode of
a physical tape.

Customer—species the name of the customer with which the virtual tape is associated. This eld is
present only if the Use Customer option has been enabled from Conguration Tasks >Advanced.

Library Name—provides the name of the virtual library in which the virtual tape resides.

Write Protected—displays the current status of the virtual tape. Valid states are Writable and Read
Only. When a virtual tape is set to a protected state (Read Only), it can still be exported to physical
tape.

3. From the Action eld of the desired virtual tape, click the option currently displayed to change to
the write protected status of the virtual tape.

For example, when you click Set read only, the NearStore VTL changes the write-protected status of
the virtual tape from nonprotected (Writable) to protected (Read Only).

On the other hand, when Set writable is clicked, the status of the virtual tape changes from a
protected (Read Only) to an unprotected (Writable) state.

Changing the Export Status of a Virtual Tape

Each virtual tape has an export status that tells the NearStore VTL whether to copy its data to physical
tape during an export. If the export status is Needs export, the NearStore VTL copies the data from the
virtual tape to physical tape. If the export status is Does not need export, the NearStore VTL deletes the
virtual tape without copying the data.

The export status of a virtual tape depends on whether its data also exists on a corresponding physical tape.
For example, if a virtual tape is the result of a tape import (and the backup application has not written data
to the virtual tape), the virtual tape and the tape have the same data. In this case, the export status of the
virtual tape is Does not need export. This is also true if the NearStore VTL cloned the virtual tape or if
the virtual tape is new.

If, on the other hand, the backup application writes data to this virtual tape, The NearStore VTL changes its
export status from Does not need export to Needs export. This is because the virtual tape now contains data
that is not currently on the physical tape.
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Forcing the export of data

When you export a virtual tape, it is important that the corresponding physical tape contains the most
up-to-date information. This helps to ensure that no data is lost when you export the virtual tape.

As mentioned previously, if the Export status of the virtual tape is Does not need export, the NearStore VTL
does not copy the data from the virtual tape to the corresponding tape when it exports the virtual tape. This
can be a problem if corresponding physical tape is either lost or damaged.

For this reason, you can force the export of data from a virtual tape to physical tape. When you change the
export status of a virtual tape from Does not need export to Needs export, the NearStore VTL copies the
data from the virtual tape to physical tape during an export.

Changing the Export Status

Complete this task to change the export status of a virtual tape:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Tapes
task category.

2. Click the Change Export Status tab, located in the upper portion of the screen.

The Change Export Status screen appears, and the NearStore VTL provides a list of virtual tapes that
do not have to be copied to physical tape when they are exported.

Action—provides the option to change the export status of the specied virtual tape. The NearStore
VTL displays Force to Export for all virtual tapes that do not need to be copied to tape when exported.

Label—gives the label/virtual barcode of the virtual tape. The label of a virtual tape can be thought
of in the same way as the barcode label on a physical tape. If the virtual tape was imported from a
physical tape, the label of the virtual tape is the same as the barcode of the physical tape.

Library Name—provides the name of the virtual library in which the virtual tape resides.

Customer—species the customer to which the virtual tape belongs. This eld is displayed only
when the Customer option is enabled from Conguration Tasks > Advanced > Options.

Data Written—gives the size of the virtual tape.

3. From the Action eld of the desired virtual tape, click the Force to Export icon.

The selected virtual tape no longer appears on the Change Export Status screen. The status of the
virtual tape, as listed in the Need to Export eld of the Virtual Tape List screen, changes from
Does not need export to Needs export.

Moving Virtual Tapes

At some point, you might want to move virtual tapes between virtual libraries. This is possible as long
as both virtual libraries use the same virtual tape drive types, and storage pool. Moving virtual tapes is
useful in the event that you want to consolidate virtual libraries or move virtual tapes into a virtual library of
a different size.

19



Chapter 2 — Conguring a NearStore VTL Appliance

If you have enabled the Customer option, you must ensure that both the source and destination virtual
libraries are owned by the same customer account. This is a safeguard that prevents sensitive information
from being accidentally moved between customer accounts. See Working with Customer for more
information.

Complete this task to move a virtual tape between compatible virtual libraries:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Tapes
task category.

2. Click the Move Virtual Tape tab, located in the upper portion of the screen.

The Move Virtual Tape screen appears, and the following is displayed:

Destination Library—provides a drop-down menu from which you can select the virtual library
to which you want to move the virtual tapes.

Action—provides the option to move the virtual tape to the selected virtual library.

Tape Label—gives the label (virtual barcode) of the virtual tape.

Customer—displays the customer with which the virtual library is associated. This eld is present
only if the Use Customer option has been enabled from Conguration Tasks >Advanced >Options.

Library Name—provides the name of the virtual library in which the virtual tape resides.

3. From the Destination Library drop-down window, select the destination virtual library.

4. From the Action eld of the virtual tape that you want to move, click Move Volume.

The virtual tape is moved into the virtual library specied. The Library Name eld of the virtual tape
now shows the name of the virtual library into which it was moved.

Deleting Virtual Tapes

When you no longer need a virtual tape, you can delete it from the system. Deleting a virtual tape removes
it from the system and frees up the associated disk space and memory.

Note

You cannot delete a virtual tape if the tape is “in use.” A virtual tape is in use if it is loaded into a drive or
referred to in an import or export request.

One consideration when deleting a virtual tape is whether you might need the data in the future. If there is
any chance that you will need the data, export the virtual tape to physical tape rather than delete it.

Note

After the physical tape is successfully written, the exported virtual tape is deleted.

See Exporting Virtual Tapes for more information.
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Complete this task to delete a virtual tape:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Virtual Tapes
task category.

2. Click the Delete Virtual Tape tab, located in the upper portion of the screen.

The Delete Virtual Tape screen appears, and the NearStore VTL displays the following:

Action—provides an option that when selected, deletes the specied virtual tape.

Tape Label—uniquely identies each virtual tape. This corresponds to the barcode label on
a physical tape.

Customer—provides the name of the customer with which the virtual tape is associated. This eld is
displayed only when the Use Customer option is enabled from Conguration Tasks > Advanced.

Library Name—provides the name of the virtual library in which the virtual tape resides.

Data Written—displays the size of the virtual tape.

3. In the Action eld of the virtual tape that you want to delete, click Delete Volume.

4. When prompted, click Apply to delete the virtual tape.

CAUTION
When you click Apply, the NearStore VTL permanently deletes the data on the virtual tape.

The NearStore VTL deletes the virtual tape, and the associated disk space is made available.

Working with RAID Groups

RAID groups are constructed from the NearStore VTL-attached physical disks, and provide a virtualization
layer between the physical disks and the virtual tapes. This layer lets you add, remove, and replace the
physical disks without affecting the structure of the virtual tapes or the data stored on the tapes.

The remainder of this section provides information on viewing, adding, and dropping RAID groups from
the NearStore VTL.

This subsection contains the following tasks:

• Listing RAID Groups

• Creating RAID Groups

• Setting a Disk to Failed Status

• Importing RAID Groups

• Dropping RAID Groups

• Managing Hot Spares
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Listing RAID Groups

The NearStore VTL displays all disks that have been added to its conguration on the RAID Group List
screen. Simply connecting a disk to the NearStore VTL does not add it to the conguration of the system.
You must rst connect the disk, as specied in the NearStore VTL Installation and Setup Instructions,
and then you must add the disk to the conguration of the system. See Creating RAID Groups for more
information on adding RAID groups to the conguration.

From the Conguration Tasks menu, located on the left side of the screen, click the RAID Groups task
category.

The initial screen has the Shelf View radio button selected and shows an iconic view of the RAID groups.
Placing the mouse over the disk icons shows the information also available in the List View. To change to
List View, select the List View radio button.

The RAID Group List screen appears and the following is displayed for each disk that has been added to
the system.

Name—lists the name of the disk.

Capacity—lists the capacity of the disk.

Capacity Used—gives the amount of disk space currently in use.

RAID Group Status—lists the disk status.

Selecting the Show Detailed button when in List View, adds information on the physical disks used in
the RAID groups:

Port Name—lists the port through which the physical disk is accessed.

Shelf—lists the shelf in which the physical disks are located.

Bay—lists the bay within the shelf for the physical disk.

Serial Number—lists the serial number of each physical disk.

Creating RAID Groups

When you create a physical disk, the NearStore VTL labels and includes the disk in its conguration.
This means that a NearStore VTL can write virtual tape data to the disk. (NearStore VTL disks contain
self-describing data, which can be used to import the disks from another NearStore VTL appliance for
disaster recovery purposes.)

Complete this task to add RAID groups to a NearStore VTL appliance:

1. From the Conguration Tasks menu, located on the left side of the screen, click the RAID Groups
task category.

2. Click the Create RAID Group tab, located in the upper portion of the screen.

The Create RAID Group screen appears, and the NearStore VTL displays the disks that have been
connected to it but are not yet assigned to RAID groups.
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If you have added disks to the system since the last power cycle, click Discover. The NearStore VTL
appliance scans for any physical disks that are connected to it.

3. If you want to let the VTL assign the name, leave the RAID Group Name eld set to Auto Assign;
otherwise, type in the name you want assigned to the RAID group.

4. Decide whether you want to select individual disks or have the VTL automatically assign all
available disks to RAID groups. Typically, allowing the VTL to automatically assign disks results
in the best possible assignment of physical disks to RAID groups. If you want to have the VTL
automatically assign disks, click Automatically Assign Disks. Skip the remainder of the steps. If you
want to select the disks, continue with step 5.

5. From the Action eld of the RAID group that you want to add, select Add. You can select multiple
disks and add them at once.

If a NearStore VTL appliance has already labeled the disk, your system displays Recycle instead of
Add. In this case, click Recycle to add the disk.

Note
Selecting Recycle or Add overwrites the previous content of the disk or disks. Make sure that you
do not need the data currently on the disks before you add or recycle them. In the case of Recycle,
ensure that the disks are not being used by another system.

6. Click Apply.

The NearStore VTL displays each disk that you successfully add to the system on the RAID Group
List screen.

Setting a Disk to Failed Status

When you no longer need a disk or if you have a disk that is not functioning properly, you fail it from the
system. (Note that if the disk actually fails, VTL automatically replaces it from the hot spares pool, and
noties you.) When you fail a disk, the NearStore VTL drops the disk and removes the NearStore VTL
label. This means that once you have dropped a disk, you will not be able to access any virtual tapes that it
might contain. For this reason export any virtual tapes that are on a disk before you drop it. Exporting the
virtual tapes ensures that the corresponding physical tapes have the most-recent data on them.

See Exporting Virtual Tapes for more information.

Complete this task to fail RAID groups from a NearStore VTL appliance:

1. From the Conguration Tasks menu, located on the left side of the screen, click the RAID Group
task category.

2. Click the Fail Physical Disk tab, located in the upper portion of the screen.

The Fail Physical Disk screen appears, and the NearStore VTL displays the disks that have been
added to it.

3. From the Action eld of the disk that you want to drop, click Fail.
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CAUTION
When you fail a disk, all of the data on that disk is lost.

The NearStore VTL fails the disk and no longer displays it on either the Fail Physical Disk or the
RAID Groups List screens.

Importing RAID Groups

In the unlikely event that a NearStore VTL appliance fails, you can disconnect its back-end disks and then
import both the conguration of the system and the user data (virtual tapes) into a new system. Restoring
both the conguration and the user data to a new system is relatively simple because both the conguration
of the old system and the user data are stored on the back-end disks that you are importing.

Note

Conguration data must be manually saved.

Note

Since user data is self-describing, the NearStore VTL does not actually have to retrieve all of the data
from disk during a disk import. This enables the NearStore VTL to complete a disk import in a relatively
short period of time.

The NearStore VTL has a feature that periodically auto-saves the conguration of the system to the back-end
disks. These are the same disks on which the NearStore VTL saves user data. This means that you can load
the auto-saved conguration from the back-end disks before you import the virtual tapes (user data).

CAUTION
Keep in mind, however, that when you import the conguration from a source to a destination system, the
conguration of the destination system is overwritten.

In cases where you want to import the user data to a new system without overwriting the existing
conguration, do not import the conguration of the source system. See Managing the Appliance
Conguration for more information.

Complete this task to import a RAID group into a NearStore VTL appliance.

1. (Optional) Import the conguration of the source system from the disk.

See Managing the Appliance Conguration for more information on importing a conguration le
from disk.

2. From the Conguration Tasks menu, located on the left side of the screen, click the RAID Groups
task category.

3. Click the Import RAID Group tab located in the upper portion of the screen.
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The Import RAID Group screen appears, and the NearStore VTL displays the following:

Action—provides a means by which you can mark the disk for import. You can mark multiple disks
and then start the import process for each disk marked. If you are going to import multiple disks,
select all of them at the same time. This ensures that the NearStore VTL imports all of the data.

Appliance—lists the identication of the system from which you import the disk. This is the name of
the system that originally wrote the data to the disk that you are importing. You can also think of it as
the name of the system that labeled the disk.

RAID Group Name—gives the RAID group name of the disk.

RAID Group Uuid—lists the UUID of the disk.

Status—provides the status of the RAID group.

Shelf—lists the shelf containing the physical disk.

Bay—lists the bay within the shelf containing the physical disk.

Serial Number—provides serial number for the physical disk.

4. From the Action eld of the disk or disks that you want to import, select Import.

5. Click Apply to begin the process of importing the selected disks.

The NearStore VTL begins importing the disks into the system.

6. To view the status of the import operation, click To view the list of importing RAID groups click
here to view.

The Importing Physical Disk List screen appears and the NearStore VTL displays the following:

RAID Group Name—lists the RAID group name of the disk.

Status—provides the import status of the disk, including Scanning and Scan Complete.

Dropping RAID Groups

When you no longer need a RAID group or if you have a disk that is not functioning properly, you can drop
it from the system. When a NearStore VTL drops a disk, it removes the NearStore VTL label. This means
that once you have dropped a disk, you will not be able to access any virtual tapes that it might contain.

For this reason export any virtual tapes that are on a disk before you drop it. Exporting the virtual tapes
ensures that the corresponding physical tapes have the most-recent data on them.

See Exporting Virtual Tapes for more information.

Complete this task to drop RAID groups from a NearStore VTL appliance:

1. From the Conguration Tasks menu, located on the left side of the screen, click the RAID Group
task category.

2. Click the Drop RAID Group tab, located in the upper portion of the screen.
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The Drop RAID Group screen appears, and the NearStore VTL displays the disks that have been
added to it.

3. From the Action eld of the disk that you want to drop, click Drop.

CAUTION
When you drop a physical disk, all of the data on that disk is lost.

The NearStore VTL drops the disk and no longer displays it on either the Drop RAID Groups or the
RAID Group List screens.

Managing Hot Spares

A NearStore VTL manages a pool of disks reserved to replace failed disks—this is the hot spare pool. When
the VTL detects a disk failure or you manually mark a disk as failed

• The failed disk is removed from the RAID group

• A disk from the hot spare pool is added to the RAID group

• A repair process is started to rebuild the that RAID group

When the VTL automatically builds RAID groups, it assigns appropriate numbers of disks to the hot
spare pool. However, you might want to add or remove disks from the hot spare pool either because your
application requires more or fewer hot spares, or because you have added or removed disks from the system.

Note

If there are no spares in the spares pool, an action request is generated.

Adding Hot Spares

Complete this task to add disks to the hot spares pool.

1. From the Conguration Tasks menu, located on the left side of the screen, click the RAID Group
task category.

2. Click the Hot Spare Disks tab, located in the upper portion of the screen.

The Hot Spare Disks screen appears, and the NearStore VTL displays the disks assigned to the pool.

3. Click Add Hot Spare Disk to display the Add Hot Spare Disk task screen.

4. (Optional) If you are using multiple storage pools, use the pull-down list to select the name of the
storage pool for the added hot spare.

5. Select Add in the Action eld for each disk you want added to the hot spare pool.

6. Click Apply to add the selected disks to the hot spare pool.
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Removing Hot Spares

Complete this task to remove disks from the hot spare pool:

1. From the Conguration Tasks menu, located on the left side of the screen, click the RAID Group
task category.

2. Click the Hot Spare Disks tab, located in the upper portion of the screen.

The Hot Spare Disks screen appears, and the NearStore VTL displays the disks assigned to the pool.

3. Click Delete Hot Spare Disk to display the Delete Hot Spare Disk task screen.

4. Select Drop in the Storage Pool eld for each disk you want removed from the hot spare pool.

Working with Physical Tape Devices
Because copying data to physical tape for offsite storage is a part of most backup schemas, you will most
likely want to export your virtual tapes to physical tape. You might also want to import data from a physical
tape. To make this process as simple as possible, the NearStore VTL provides full support for most of the
physical tape libraries.

Virtual and Physical Tape Libraries

A good way to understand the relationship between virtual and physical libraries is to look at the relationship
between virtual tapes and physical tapes. Both of the virtual tapes and physical tapes that NearStore VTL
creates are in the native format of the backup application. There is also a one-to-one correlation between
virtual tapes and physical tapes. This means that for each virtual tape, there is a corresponding physical tape
that has the same capacity and barcode.

This means that virtual and physical libraries must both use drives that are of the same type and capacity
in order to be compatible with each other. This is important because you cannot export virtual tapes or
import physical tapes if the drives are not compatible.

See the following for more information on virtual tapes and virtual tape drives:

• Working with Virtual Tapes

• Working with Virtual Libraries

Tape Optimization

Most physical tape drives compress the data that they write to tape. But because not all data is compressible
at the same ratio, the actual amount of data that a drive writes to tape varies from backup to backup. Because
you need to be able to export virtual tapes to physical tape, it is important that the data on the virtual tapes
ts on the corresponding physical tapes. If it does not, the NearStore VTL cannot copy it to physical tape.

You can address this issue by making the capacity of the virtual tapes match the native capacity of the
corresponding physical tapes. This however, does not make the best use of the physical tapes. For example,
if your physical tape drive compresses data at a 2:1 ratio, you are using only around half the capacity of
your physical tapes when you export virtual tapes.
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The NearStore VTL offers a tape optimization feature that when enabled, samples the data that your backup
application is sending to see at which ratio it can be compressed. This enables the NearStore VTL to
dynamically adjust the size of the virtual tape to match the compressed capacity of the physical tape. This
results in signicantly better tape usage when you export the virtual tape.

The tape optimization feature is tuned for specic types of physical tape drives. The NearStore VTL comes
precongured with conguration estimation algorithms set for each virtual tape drive type. You can use
these default settings, or you can either update the drive type to use a new tape optimization algorithm
or create a new virtual type.

See the following for more information on virtual library and drive types:
• Creating/Editing Virtual Library Types
• Creating/Editing Virtual Tape Drive Types

Cloning

By default, NearStore VTL deletes a virtual tape after it successfully exports its data to the corresponding
physical tape.

If you want NearStore VTL to maintain both physical and virtual copies of the volumes in a virtual library,
you can enable the cloning feature for the virtual library.

Once you enable the cloning feature for a virtual library, the NearStore VTL copies the data from a virtual
tape to its corresponding physical tape each time that the backup application sends data to the virtual tape
and the virtual tape is ejected from the virtual tape drive.

Note
Although the NearStore VTL maintains both virtual and physical copies of a volume, the backup application
sees only the virtual tape.

When you no longer wish to keep both virtual and physical copies of the volume, you can simply export the
virtual tape to physical tape.

Because there might be times during which you do not want to clone (your backup window for example),
you can specify a span of time during which the NearStore VTL does not clone. This is an advanced option
that you can enable from Conguration Tasks>Advance >Options. Select Enable Differed Cloning and set
the times during which you do not want the NearStore VTL to clone.

See Advanced Conguration for more information.

Note
Although the tasks in this section are written for physical tape libraries, they also work for stand-alone tape
drives. Task that apply only to physical tape libraries are marked as such. Furthermore, areas in which the
tasks differ for a stand-alone device are so noted.

Tasks for this subsection include:
• Viewing Physical Tape Libraries
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• Adding Physical Tape Libraries
• Enabling and Disabling Physical Tape Drives
• Dropping Physical Tape

Related tasks that are not in this section include:
• Exporting Virtual Tapes
• Importing Virtual Tapes

Viewing Physical Tape Libraries

The NearStore VTL displays all the physical tape devices that you have added to its conguration on the
Physical Tape Device List screen. Each device is listed by its name. The NearStore VTL gives information
about the device path, LUN, model, device, loader type, and status.

If the device is a part of a physical tape library, the Loader Type eld displays changer. If the device is
stand alone, the loader type is manual.

Note
In the case of a library, the media changer itself is not displayed as a device.

Viewing the Inventory for an Attached Physical Tape Library

You can also use the NearStore VTL to scan or display the inventory of an attached physical tape library.

Complete this task to view the inventory of an attached physical tape library:
1. From the Conguration Tasks menu, located on the left side of the screen, click the Physical Tape

Devices task category.

The Physical Tape Device List screen appears, and the NearStore VTL displays the following for
each physical tape device that has been added to its conguration.

Nickname—gives the nickname of the physical tape device.

Port Name—provides the name port name information for each attached SCSI/Fibre Channel device.
The port name is the port on the VTL appliance.

Serial Number—gives the serial number of the device.

Model—provides model information for the physical tape device.

Loader Type—species whether the device is either stand alone or part of a library. Stand-alone
devices are specied as manual and libraries as changer.

Status—gives the status of the device. The device can be either online (enabled) or ofine (disabled).
If the device is online, the backup application can access it. If the device is ofine, the backup
application cannot access it.

Viewing the Physical Tape Library Inventory
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Because the NearStore VTL is compatible with the barcode support provided by most physical tape
libraries, you can use it to scan or display the inventory of attached physical tape libraries. The information
provided by a scan includes the number of slots and drives in the physical tape library as well as the
barcodes of any physical tapes.

Complete this task to view the inventory of an attached physical tape library:
1. Click changer from the Loader Type eld of a physical tape device to view the inventory of the

physical tape library with which it is associated.

The Changer Inventory screen appears and the NearStore VTL displays the following:

Number of Slots—species the number of slots in the physical tape library.

Number of Drives—gives the number of physical tape drives in the physical tape library.

Changer—provides the name of the media changer in the physical tape library.

Barcode—gives a list of the barcodes of the physical tapes that are currently in the physical tape
library.

You can click Rescan to scan the inventory of the physical tape library.

Adding Physical Tape Libraries

When you add a physical tape library to the NearStore VTL appliance, it can use it to both import data
from and export data to physical tape.

Before a physical tape library can be added to the conguration of the NearStore VTL appliance, it must
rst be connected to the system and powered on as outlined in the NearStore VTL Installation and Setup
Instructions.

Note
If no physical tape devices are displayed on the Add Physical Tape Devices screen, click Discover to
scan for them.

A physical tape library is typically composed of a number of physical tape drives and a media changer.
Before the NearStore VTL appliance can work with these devices, they must be associated with each other
(as a library) and then added to the system’s conguration.

When you add a physical tape library to the NearStore VTL appliance, the NearStore VTL automatically
associates the drives and the media changer. If the physical tape library supports SCSI device serialization,
this process is rapid. If the physical tape library does not support SCSI device serialization, this process can
take some time to complete.

If you are adding a replacement physical tape drive to an existing physical tape library, the NearStore VTL
associates the new drive with the media changer of the physical tape library in which it is installed.

Adding Physical Tape Devices

Complete this task to add physical tape libraries to the NearStore VTL:
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1. From the Conguration Tasks menu, located on the left side of the screen, click the Physical Tape
Devices task category.

2. Click the Add Physical Tape Devices tab, located in the upper portion of the screen.

The Add Physical Tape Devices screen appears, and the NearStore VTL displays the physical tape
library as a number of individual tape (SCSI/Fibre Channel) devices.

Stand-alone tape devices are displayed as a single device.

Action—provides an option to either add or hide the physical tape device.

Nickname—gives the nickname of the physical tape device.

Port Name—describes the port to which the physical tape device is connected to the NearStore
VTL appliance.

Serial Number—provides the serial number for the physical tape device.

Model—gives model information for the physical tape device.
3. In the Action eld of each physical tape device that makes up the physical tape library, click Add.

Select all the drives if you are adding a library.

If you select Hide, the physical tape devices are no longer displayed on the Add Physical Tape
Devices screen.

4. Click Apply.

The physical tape library is added to the conguration of the NearStore VTL. The time that it
takes for the NearStore VTL to associate the selected physical tape devices and add them to its
conguration depends on whether the physical tape library supports SCSI device serialization. When
added, the physical tape library will be displayed on the Physical Tape Device List screen.

Enabling and Disabling Physical Tape Device

At some point it might become necessary to perform maintenance on the tape drives that are connected
to the system. Because the NearStore VTL enables tape drives when you add them to its conguration,
you will have to disable a drive before you attempt to perform maintenance on it. When a tape drive is
disabled, the NearStore VTL does not try to access it.

You can also disable a faulty drive that you do not want the NearStore VTL to use. Before the NearStore
VTL can use the tape drive again, you will have to enable it. If you have to replace a tape drive, you must
rst drop it from the system. see Dropping Physical Tape.

Note
A physical tape device cannot be disabled while it is in use.

Complete this task to enable or disable physical tape devices:
1. From the Conguration Tasks menu, located on the left side of the screen, click the Physical Tape

Devices task category.
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2. Click the Enable/Disable Physical Tape Device tab, located in the upper portion of the screen.

The Enable/Disable Physical Tape Devices screen appears, and the NearStore VTL displays the
physical tape devices that have been added to its conguration.

The Status eld displays the current state of the physical tape device.
3. From the Action eld of the physical tape device that you want to enable or disable, click either

enable or disable.

The physical tape device is either enabled or disabled. The status of the device is displayed on both
the Enable/Disable Physical Tape Device and the Physical Tape Device List screens.

Dropping Physical Tape Devices

Before you can safely disconnect physical tape devices from the NearStore VTL appliance, you must
rst drop them from its conguration.

It is necessary only to drop the media changer when you drop a physical tape library. This is because
the tape drives of a tape library are associated with its media changer. Dropping the changer also drops
the associated drives.

You can also drop individual drives from the system. This is especially useful if a tape drive in a library
with multiple drives fails. You can drop and replace the drive without having to take the library ofine.

See Adding Physical Tape Libraries for information on adding physical tape drives to the NearStore VTL.

Complete this task to drop physical tape libraries from the NearStore VTL appliance:
1. From the Conguration Tasks menu, located on the left side of the screen, click the Physical Tape

Devices task category.
2. Click the Drop Physical Tape Device tab, located in the upper portion of the screen.

The Drop Physical Tape/Changer Devices screen appears, and the NearStore VTL displays the
physical tape devices that have been added to its conguration. The media changer of each virtual
library is specied either by its auto-selected or user-dened name. It is also identiable by its
model information.

3. In the Action eld of the media changer that is associated with the physical tape library that you
want to drop, click drop.

The physical tape library is dropped from the conguration of the NearStore VTL appliance. The
NearStore VTL no longer displays it on the Physical Tape Device List screen.

Conguring Miscellaneous Settings
Miscellaneous congurations include setting up an administrative account, conguring network
connections, and setting the system time for the NearStore VTL appliance.

Miscellaneous tasks include:
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• Setting Up the Administrative Account

• Conguring Network Connections

• Conguring Network Connections with the NearStore VTL CLI

• Setting the System Time

• E-mail Conguration

Setting Up the Administrator Account

The NearStore VTL appliance is shipped with a default login name and password (admin/NetApp). You
use these default settings initially to log in to the system. Change the login name and password as soon
as possible.

Users who need to log in to the NearStore VTL with administrative privileges use the administrator account.
Typically these individuals perform tasks such as adding RAID groups.

You do not create an administrator account for each person with administrative privileges. Rather, the
administrator account is generic and is used by all individuals with administrative privileges.

Complete the following to create an administrator account for the NearStore VTL appliance.

1. From the menu, located on the left side of the screen, click the task category.

2. Click the Administrator Account Setup tab, located in the upper portion of the screen.

The Administrator Account Setup screen appears.

3. Complete the following:

Login Id—specify the name that people will use to log in to the system with administrative privileges.

Login Password—specify the password for the administrative account.

Re-enter Password—conrm the administrative password.

4. Click Apply to change the login information for the administrative account.

The administrative account has been set up. The next time that you log in to the NearStore VTL
appliance with administrative privileges, you must use the new login identication and password.

CAUTION
Because there is no way to reset the login identication and password of the NearStore VTL
appliance, it is important that you keep a record of them in a secure place.

Setting Up the Tape Operator Account

The NearStore VTL appliance was shipped with a default login name and password for both an administrator
role (admin/NetApp) and a tape operator role (tape/NetApp). You use these default settings to initially log
in to the system. You should change the login names and passwords as soon as possible.

33



Chapter 2 — Conguring a NearStore VTL Appliance

Users who do need to log in to the NearStore VTL with administrative privileges, use the tape account.
Typically these individuals monitor the day to day operation of the VTL appliance.

You do not create an tape account for each person with operator privileges. Rather, the operator account is
generic and is used by all individuals with operator privileges.

Complete the following to create a tape operator account for the NearStore VTL appliance.

1. From the menu, located on the left side of the screen, click the task category.

2. Click the Tape Operator Account Setup tab, located in the upper portion of the screen.

The Tape Operator Account Setup screen appears.

3. Complete the following:

Login Id—gives the name that people will use to log in to the system with tape operator privileges.

Login Password—species the password for the account.

Re-enter Password—conrms the password.

4. Click Apply to change the login information for the tape operator account:

The tape operator account has been set up. The next time that you log in to the NearStore VTL appliance
with tape operator privileges, you must use the new login identication and password.

CAUTION
Because there is no way to reset the login identication and password of the NearStore VTL appliance, it is
important that you keep a record of them in a secure place.

Conguring Network Connections

After the initial setup of your system, you must complete the conguration of the network connections. This
includes setting the netmask and the gateway address for the network.

Follow these steps to complete the network connections:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Miscellaneous
task category.

2. Click the Network Setup tab, located in the upper portion of the screen.

The Network Setup screen appears.

3. Complete the following information:

CAUTION
Invalid values can cause the system to be unreachable on the network.

IP Address—specify the IP address for the NearStore VTL appliance. This is a static IP address.

34



Chapter 2 — Conguring a NearStore VTL Appliance

Note

Use care when changing the IP address of the system.

Netmask—specify the network mask for the NearStore VTL appliance. This is typically
255.255.255.0.

Gateway address—specify the IP address of the gateway for the default route.

4. After you are certain that the values are correct, click Apply.

Setting the System Time

When you rst power on the NearStore VTL, the warning (orange) light on the Status Indicator bar might
be on and the Action Required icon might be ashing. Typically, this is because the system clock on
the NearStore VTL appliance is not set.

You can set the time from an NTP or browser host. The browser host in this case is dened as the computer
that runs the Web browser from which you access the interface of the NearStore VTL appliance. This can
be either a laptop or desktop computer.

When you synchronize the system clock of the system to an NTP server, the system acts like an NTP client
and ensures that there is minimal time drift between the system clock of the system and the NTP server.
When you synchronize the system clock of the system to that of the browser host, the synchronization is
performed only once. This means that the two clocks can drift apart.

If the system has a connection to the internet, you can synchronize with an external NTP server. If the
system does not have a connection to the internet, you can synchronize with a local domain server that is
running NTP service.

Note

If you are using the browser host, ensure that its time is accurate before completing this task.

Complete the following to set the system date and time of the NearStore VTL:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Miscellaneous
task category.

2. Click the Date Setup tab in the upper portion of the interface.

The Date Setup screen appears and the NearStore VTL displays the following:

Use NTP Server—provides the option to select an NTP server and enter its IP address.

User Browser Host—gives the option to use the browser host.

Browser Host Date—displays the current date and time of the browser host.

Appliance Date—gives the current date and time of the system.
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Time adjustment—displays the adjustment that the NearStore VTL will make to synchronize with
the browser host.

3. From the Date Setup screen, select either the Use NTP Server or the Use Browser Host option.

4. Click Apply.

If you selected the Use NTP Server option, the NearStore VTL displays the status of the time
synchronization against the NTP server.

If you selected the Use Browser Host option, the NearStore VTL displays the status of the time
synchronization against the Web browser host.

Conguring SNMP

The NearStore VTL supports both SNMP versions I and II. This means that you can use the SNMP
workstation to monitor the state of the NearStore VTL appliance. The SNMP agent on the NearStore VTL
provides traps and managed information base (MIB) information to the management workstation.

Traps are generated when there is an event that requires an action. For example, if a physical tape needs to
be loaded into a physical tape drive before an operation can continue, action 1101 is triggered. This action
informs the user that a physical tape must be loaded into the specied drive before operations can continue.

Note

You can also send a test trap from the NearStore VTL to the SNMP Management-Station IP address to
ensure that the SNMP conguration is operational.

Complete this task to congure SNMP for the system:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Miscellaneous
task category.

2. Click the SNMP Conguration tab, located in the upper portion of the screen.

The SNMP Conguration screen appears.

3. Enter the name of the SNMP management workstation into the Management-Station IP Address eld.

This is the host that you use to manage the SNMP deployment.

4. Enter the name of the community to which the system will belong.

An SNMP Community is composed of a number of SNMP agents and managers. All members of the
specied community have the same privileges.

5. Select the type version of SNMP traps that you want to use. The NetApp VTL supports both
versions 1 and 2.

6. Click Apply to enable SNMP support for the system.
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E-mail Conguration

You can enable e-mail notications for a NearStore VTL appliance. When a system event triggers a
required action, the NearStore VTL sends an e-mail to the addresses that you specify. This e-mail contains
information that is pertinent to the required action, including the action number and a brief description.

1. From the Conguration Tasks menu, located on the left side of the screen, click the Miscellaneous
task category.

2. Click the E-mail Conguration tab in the upper portion of the interface.

The E-mail Conguration screen appears.

3. Enter the appropriate information into the following elds:

E-mail Server IP Address—provide the IP address of the SMTP server that you use to send the
e-mail notications.

Admin E-mail Address (from:)—provide the e-mail address of the NearStore VTL administrator. You
can specify multiple e-mail addresses by separating them by commas.

Action Notication E-Mail Recipients List (to:)—list of e-mail addresses to which the NearStore
VTL sends notications. You can specify multiple e-mail addresses by separating them by commas.

Action Notication E-Mail Recipients List (cc:)—list of e-mail address to which the NearStore
VTL sends a copy of the notications. You can specify multiple e-mail addresses by separating
them by commas.

4. Click Apply to set up e-mail notications.

Managing the Appliance Conguration

It is a good idea to save the conguration of a NearStore VTL appliance to your management workstation.
In this situation the conguration of the system means all of the virtual libraries, network settings, and
advanced options (such as customer accounts and device access) that you have set up for the system. This
does not include the virtual tapes (backed up or imported user data) that the NearStore VTL has written
to its back-end disks. User data is saved in the disks. The NearStore VTL can import the user data from
these disks if needed.

For purposes in addition to disaster recovery, you can load a user-saved conguration from one system
to another. For example, if you want to deploy multiple systems that have the same conguration you
can congure the rst system, save the conguration le to a management workstation, and then load
this conguration le to new system.

The new system will have the same conguration as the source system. If the source system has virtual
libraries and advanced features (such as device access enabled), you will want to ne-tune the conguration
of the new system to t your needs.

This section provides the following:

• Saving the Conguration Manually
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• Loading a Saved Conguration

Saving the Conguration Manually

You should backup the VTL appliance conguration to the management workstation. This is especially
useful if you plan to copy the conguration of one system to another.

Complete this task to save the conguration of a NearStore VTL appliance.
1. From the Conguration Tasks menu, located on the left side of the screen, click the Miscellaneous

task category.
2. Click the Conguration Management tab located in the upper portion of the screen.

The Conguration Management screen appears, and the NearStore VTL displays the following:

Action—provides a link to either the Save Conguration or Load Conguration screens.

Description—gives a description of the action eld.
3. From the Action eld, click the Save Conguration link.

Your web browser displays a window from which you can save the le. Follow the steps that are
appropriate for your browser.

4. Select the Save to Disk option and click OK.

The NearStore VTL saves your disk to either your management workstation or your browser host,
depending on the way in which your browser host is set up to save les.

Loading a Saved Conguration

When loading a conguration, you can choose between either an auto-saved or user-saved conguration
le. The auto-saved le is on a disk that was connected to the system for which the NearStore VTL
saved the conguration. This is the type of conguration le that you want to use if you are working in
disaster recovery mode. In other words, use an auto-saved le when you are rebuilding or replacing an
system after a catastrophic event.

Note
Loading either a default or a saved conguration overwrites the existing one.

If you are deploying multiple systems with the same conguration, use a user-saved conguration le when
copying the conguration of one system to another for deployment purposes.

Complete this task to save the conguration of a NearStore VTL appliance.
1. From the Conguration Tasks menu, located on the left side of the screen, click the Miscellaneous

task category.
2. Click the Conguration Management tab located in the upper portion of the screen.

The Conguration Management screen appears, and the NearStore VTL displays the following:

38



Chapter 2 — Conguring a NearStore VTL Appliance

Action—provides a link to either the Save Conguration or the Load Conguration screen.

Description—gives a description of the action eld.

3. From the Action eld, click the Load Conguration link.

• If you want to load a user-saved conguration, click the link with the Load user-saved
conguration (from le) description eld.

• If you want to load an auto-saved conguration, click the link with the Load auto-saved
conguration (from disk) description eld.

The next step assumes you clicked on the Load auto-saved conguration (from disk) option.

4. From the action eld, select the conguration that you want to load.

The system begins the process of loading the selected conguration.

5. When prompted, click Apply to conrm your desire to load the selected conguration.

CAUTION
Loading the selected conguration will overwrite the existing one.

After loading the conguration le that you have selected, the NearStore VTL reboots.

Note: if this is a disaster recovery, you will be able to import the virtual tapes (user data) from the
back-end disks into the new system. This requires that you connect the back-end disks to the new
system and complete the task for importing the data.

See Importing Physical Disks (Advanced Task for Disaster Recovery) for more information on
importing physical disks.

Advanced Conguration

This section provides information that you can use to perform a more advanced conguration of the
NearStore VTL appliance. This includes the advanced conguration options that are listed in the
Conguration Road Map. You can also use the information provided in this section to ne-tune the
conguration as your requirements change.

The conguration process for advanced features depends on the features that you choose. For example, if
you are going to use physical tape validation, all you have to do is enable it. The NearStore VTL does the
rest. If, on the other hand, you want to use customer accounts, you must enable the feature, create one or
more accounts, and then add virtual libraries to them.

For this reason, this section provides a subsection that outlines a generic process that you can use to enable
advanced conguration features. This also includes overview information for each feature, including
whether additional setup is required after a given feature is enabled.
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Advanced conguration subsections include:

• Enabling Advanced Conguration Features

• Working with Storage Pools

• Creating/Editing Virtual Tape Drive Types

• Creating/Editing Virtual Library Types

Enabling Advanced Conguration Features (Options)

The NearStore VTL provides the following advanced conguration features. Some of these features simply
need to be enabled, while others require additional conguration after they are turned on. The preface to the
task instructions for enabling advanced features provides a description of the feature, as well as a link to
any further conguration that might be required.

The NearStore VTL advanced features follow:

Customer Accounts

You can use the NearStore VTL to create and manage multiple customer accounts. Each account has an
administrator, who can manage the resources (virtual libraries and volumes) that you associate with the
account.

This feature requires additional setup after you enable it. See Working with Customer for more information.

Storage Pools

The NearStore VTL supports the use of storage pools, which are groups of disks that you can organize into
specic storage resources. When you use storage pools with the NearStore VTL you can decide which
virtual libraries use which disks. You do this by assigning your virtual libraries to storage pools when
you create them.

Storage pools are useful for guaranteeing a separation of data (such as accounting and engineering) as well
as enabling you to create high and low performance groupings of disk resources.

The NearStore VTL dynamically load balances across the available disks in order to achieve optimal
performance. When using storage pools, the NearStore VTL load balances only across the disks in a
specic storage pool.

The default behavior of the NearStore VTL is to group all disks into a single (called the default) storage pool.

This feature requires additional setup after you enable it. See Working with Storage Pools for more
information.

Physical Tape Validation

When you enable the Physical Tape Validation option, the NearStore VTL stores a checksum for each
physical tape that it imports. When a virtual tape that was created as the result of a physical tape import
is exported, the NearStore VTL validates the stored checksum against the checksum of the physical tape
to which it is being exported.
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If the physical tape is the correct one, the export will continue. If it is not, the export will be paused and
you will be prompted to load the correct physical tape into an available physical tape drive. This process
helps to ensure that the wrong physical tape is not overwritten. Physical tape validation is the most useful
when you are working with stand-alone tape drives.

This feature requires no additional conguration once you enable it.

Tape Pick List

Each time the NearStore VTL requires a tape that is not in the physical tape library, it will generate an
action. This action requests that you load the physical tape, identied by a barcode, into an available
physical tape drive or library.

When you enable the option to use physical tape picks lists, the NearStore VTL will also maintain a list
of all physical tapes that need to be loaded into physical tape drives.

See Using Physical Tape Pick Lists.

Host Access Control

If you want to restrict access to virtual libraries on a host-by-host basis, you can enable the device access
functionality of the system. This will enable you to map hosts to virtual libraries. This function is also
called Host access control.

These mappings can be either dedicated or shared. When the mapping is dedicated there is a one-to-one
mapping between the virtual library and a host. This means that only this host can access the virtual library.

When the mapping is shared, multiple hosts share access to a single virtual library. You can separate the
access control for the medium changer and each virtual tape drive when using shared access.

If the system has multiple front-end ports, you can map individual virtual libraries to one or more ports. You
can also break a virtual library into its components (virtual tape drives and robots) and map each virtual
device to one or more ports.

See Working with Port Assignments for more information.

Tape Set Addressing (HPUX)

Enable this feature if you are using an operating system that requires volume set addressing. For example,
HP-UX requires volumes set address if it needs to see more than 8 LUNs. There is no further conguration
required once you enable this feature. Note that Volume Set Addressing is a system-wide setting. If it is set,
the NearStore VTL may no longer work correctly on hosts that do not support this mode of addressing.

Over allocation

Without over allocation, the NearStore VTL automatically reserves enough disk space for any virtual
tapes that you create. For example, if you create a virtual tape with a 40GB capacity, the NearStore VTL
will reserve 40GBs of space for the virtual tape.

Because the NearStore VTL performs dynamic load balancing, it does not actually allocate space on a
particular disk(s). Rather, the NearStore VTL reserves space from either a user-dened or the default storage
pool. This means that the NearStore VTL automatically reserves enough space for each virtual tape that you
create. It also means that you must have enough space available for each virtual tape that you create.
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If you would like to create virtual tapes, even when you don’t have enough available disk space, you
should enable the NearStore VTL over allocation feature. When this feature is enabled, the NearStore VTL
allocates disk space to virtual tapes as needed, regardless of how many volumes you initially create. This
feature is sometimes called Capacity on Demand.

Tape optimization

Most physical tape drives compress data, but not all data is compressible at the same rate. This means that
the amount of data that is written to tape will vary from backup to backup. This presents a challenge when
trying to ll a virtual tape with enough data to ll most of a physical tape when a NearStore VTL exports
the virtual tape. If, on the other hand, the virtual tape has too much data, you will not be able to export it.

When you use the tape optimization feature, the system monitors the compressibility of each data stream
and dynamically adjusts the amount of data that it is writing to the virtual tape. This ensures that the virtual
tapes will make the best use of physical tape when they are exported.

You enable tape optimization on a library-by-library basis. See Working with Virtual Libraries for more
information.

Tape Cloning

When you enable the tape cloning option for a specic virtual library, the NearStore VTL maintains a
physical tape copy of each virtual tape that is associated with that virtual library. See Working with Physical
Tape Libraries/Devices.

The process by which this is accomplished is very similar to the one that the NearStore VTL uses to export
data from a virtual tape to a physical tape. The main difference is that with cloning, the NearStore VTL
does not delete the virtual tape once its data is copied to physical tape.

When you enable the Deferred Cloning option, you specify a span of time, during which the NearStore
VTL will not create clones. Any changes that are made to the virtual tapes during this period of time will
be held in queue until the deferred cloning time period has expired. At this point, these changes will be
copied to the appropriate physical tapes.

When turned on, deferred cloning is applied to every virtual library in the system for which cloning is
enabled. You cannot enable deferred cloning for only a specic virtual library.

Enabling Conguration Options

Complete the following to set advanced conguration options for the system:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Advanced
task category.

The Options Screen appears and the NearStore VTL displays the advanced congured options
that are available.

2. Select the advanced conguration option(s) that you want to enable. This example enables the
Use Customer option.

If you are enabling deferred cloning, you must select the times during which you do not want the
NearStore VTL to clone virtual tapes.

3. Click Apply to enable the advanced conguration option(s) that you selected.
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Working with Storage Pools

A storage pool is comprised of one or more RAID group disks that are grouped together to provided a
specic amount of storage resource. At its most basic level, a storage pool is created when the rst RAID
group is added to the NearStore VTL. This is called the default storage pool.

Unless the option to use storage pools is enabled, the NearStore VTL adds each additional disk to the default
storage pool. Once you have added a disk to the NearStore VTL, you cannot move it to another storage pool.

When you enable the Use Storage Pool option, you can create multiple storage pools and then add physical
disks to them.

Note

In order to use a storage pool, you must rst associate at least one physical disk with it.

You must enable the Use Storage Pools option before you can create storage pools and add physical disks to
them. See Enabling Advanced Conguration Features for more information.

Storage pools include:

• Adding Storage Pools

• Deleting Storage Pools

Creating/Editing Virtual Tape Drive Types

Virtual libraries use virtual tape drives. Like virtual libraries, virtual tape drives are dened by type.
The type of virtual tape drive used denes the capacity of the virtual tape that can be supported. The
capacity of the virtual tape drive should match the native capacity of the physical tape drive to which you
will be exporting data.

Because most physical tape drives compress data, you might want to enable the NearStore VTL tape
optimization feature. When this feature is enabled, you can set the virtual tape drive type to support either
LZS (STAC) or ALDC compression. See Working with Physical Tape Libraries/Devices .

Default and Custom Virtual Tape Drive Types

The NearStore VTL comes with a number of default virtual tape drive types. These types can be used in
virtual libraries. They can also be modied and used as the basis for custom virtual tape drive types.

Note

A virtual tape drive type that is in use cannot be modied or used to create a custom virtual tape drive type.

Creating Virtual Tape Drive Types

Complete this task to create/edit virtual tape drive types:
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1. From the Conguration Tasks menu, located on the left side of the screen, click the Advanced
task category.

2. Click the Virtual Tape Drive Types tab, located in the upper portion of the screen.

The Virtual Tape Drive List screen appears and the NearStore VTL display the virtual tape drive
types that are currently available.

3. Invoke the Add Virtual Tape Drive Type screen.

Click the name of a virtual tape drive to use it as a model for the creation of a new virtual tape
drive type.

Note

When using an existing virtual tape drive type as a model, ensure that you change the name specied
in the Virtual Tape Drive Type Name eld. Failure to do this could overwrite the existing type.

Or

Select Dene New Virtual Tape Drive Type.

The Add Virtual Tape Drive Type screen appears. If you selected an existing virtual tape drive type,
the Update Virtual Tape Drive Type screen appears and the elds will be lled in with the parameters
of that type. If you chose to dene a new virtual tape drive type, the elds will be empty. This
example uses the Add Virtual Tape Drive Type screen.

4. Complete the following conguration parameters for the new virtual tape drive type. You can also
modify the parameters of an existing virtual tape drive type.

Virtual Tape Drive Type Name—species the name of the virtual tape drive type.

Raw Capacity—gives the capacity of the virtual tapes that are supported by the virtual tape drive type.

Disk Allocation Per Tape—provides the maximum disk space (GB) reserved for this virtual tape.

Vendor Id—provides the vendor identication by which this type of virtual tape drive identies itself
on the SAN. The vendor identication is important because it is used by the backup application to
identify the virtual tape drive.

Product Id—gives the product identication by which this type of virtual tape drive identies itself
on the SAN. The product identication is important because it is used by the backup application to
identify the virtual tape drive.

(Optional) Tape Optimization—provides a drop-down menu from which you can select the type of
tape optimization support that you want to enable for the virtual tape drive type.

If you select NONE, the virtual tape drive type will not support tape optimization. This means that
any virtual libraries that use this drive type will not support tape optimization.

5. When you are nished dening the parameters of the new virtual tape drive type, click Apply.

The NearStore VTL adds the new virtual tape drive type. If you modied an existing virtual tape
drive type, the NearStore VTL saves these changes. You can use them to create new virtual libraries.
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Creating/Editing Virtual Library Types

The NearStore VTL virtual libraries are implementations of specic virtual library types. Library types
dene things such as the number and capacity of virtual tape drives and whether the virtual library supports
compression.

The virtual tape drives that are associated with virtual libraries are also dened by type. The virtual tape
drive type denes the capacity of the tape and whether or not it supports tape optimization. Virtual tape
drive types also provide vendor and product information.

Both virtual library and tape drive types provide vendor and product information for the backup application.

Default and Custom Virtual Library Types

The NearStore VTL comes with a number of default virtual library types. You can use these default virtual
library types to create virtual libraries, or you can use them as models for custom virtual library types.

Note

A virtual library type that is in use cannot be modied or used to create a custom virtual library type.

Custom Virtual Drive Types

If you have enabled the tape optimization functionality of the system, you will have to create a virtual tape
drive type that supports this feature. Then you will have to select this virtual tape drive type when you
create the virtual library type.

See Enabling Advanced Conguration Features for more information on using tape optimization.

See Creating/Editing Virtual Tape Drive Types for more information on creating virtual tape drive types.

Creating Virtual Library Types

Complete this task to create virtual library types:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Advanced
task category.

2. Click the Virtual Library Types tab, located in the upper portion of the screen.

The Virtual Library Type List screen appears and all of the virtual library types that have been
congured for the NearStore VTL appliance are displayed.

3. Invoke the Add Virtual Library Type screen.

Click the name of a virtual library to use it as a model for the creation of a new virtual library type.

Note

When using an existing virtual library type as a model, ensure that you change the name specied in
the Virtual Library Type Name eld. Failure to do this could overwrite the existing type.

Or
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If you are going to create a virtual library type without using an existing virtual library type as a
guide, click Dene New Virtual Library Type.

If you are creating a new virtual library type, the NearStore VTL will display the Add Virtual Library
Type screen and the elds will be blank.

Or

If you are using an existing library type as an example, the NearStore VTL will display the Update
Virtual Library Type screen and the elds will contain the parameters from the existing virtual
library type.

Note

If you use an existing library type as a model for a new type, change the name of the type (in the
Virtual Library Name eld) before changing any of the other parameters. This will ensure that you
do not overwrite the parameters of the existing library type.

4. Complete the following conguration parameters for the new virtual library type by either editing the
values of the existing virtual library type or by entering new conguration parameters.

Virtual Library Type Name—gives the name of the new virtual library type. For example 8110 is the
name of a default the NearStore VTL virtual library type. When using an existing virtual library
type as a model, the name must be changed.

Vendor Id—provides the vendor identication by which this type of virtual library identies itself on
the SAN.

Product Id—gives the product identication by which this type of virtual library identies itself on
the SAN.

Virtual Tape Drive Type—provides a drop-down menu from which virtual tape drive types can be
selected. Like virtual library types, the NearStore VTL provides a number of default virtual tape
drive types. Addition virtual tape drive types can be created.

Note

If you have enabled the over allocation/tape optimization functionality, the drive that you select
must support compression.

Automatically Assign First Values— if this option is selected, the NearStore VTL will automatically
assign the SCSI element addresses for the components of the virtual library. You should select this
option in most cases. If you do not select this option, you will need to specify the starting SCSI
element addresses for slots, drives, mailboxes and transports.

Slot Count—species the number of slots that the virtual library type will have.

First Slot—species the SCSI element address of the rst slot in the virtual library. The NearStore
VTL will automatically select this value if you enable Automatically Assign First Values.

Drive Count—species the number of virtual tape drives that the virtual library type will have.
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First Drive—species the SCSI element address of the rst virtual tape drive in the library. The
NearStore VTL will automatically select this value if you enable Automatically Assign First Values.

Mailbox Count—species the number of mailboxes that the virtual library type will have.

First Mailbox—species the SCSI element address of the rst mailbox (I/O port) in the virtual
library. The NearStore VTL will automatically select this value if you enable Automatically Assign
First Values.

Transport count—describes the number of transport mechanisms (such as mechanical arm) in the
virtual library.

First transport—in the case of multiple transports, describes which transport is rst. You can either
have the NearStore VTL assign this value, or you can enter it manually if the values of the physical
tape library are hard coded.

Constrain Volume Labels—enables you to dene which part of the label (virtual barcode) increments
as the NearStore VTL creates new virtual tapes. You do this by dening the digits/characters that do
not increment as the label prex and the label sufx.

This is useful if you are using barcodes with a prex and/or a postx that does not increment.

Label Length—gives the total number of digits or characters in the label, including the prex and
postx

Label Prex—species the digits or characters that are used as the label prex.

Label Postx—provides the digits or characters that are used as the label postx.

5. When you are nished dening the parameters of the new virtual library type, click Apply.

The new virtual library type is added to the conguration of the system. You can use them to create
new virtual libraries.

Support Tools
The support tools include upgrading the rmware, performing a diagnostic upload to NetApp and
conguring AutoSupport, the automatic monitoring services.

Support tools tasks include:

• Updating the NearStore VTL Firmware, page 47

• Uploading Diagnostic Logs, page 48

• Setting Up AutoSupport, page 48

Updating the NearStore VTL Firmware

The rmware (operating system) of the NearStore VTL appliance can be upgraded from a host networked to
the system.
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Note
Before starting, verify that you have placed a copy of the new rmware in a location that can be accessed
from the VTL appliance.

Complete this task to install new rmware on the NearStore VTL appliance:
1. Login to the VTL appliance GUI as admin, making sure the rmware you want to install is on

the system you are logging in from.
2. From the Conguration Tasks menu, located on the left side of the screen, click the Support Tools

task category.
3. Click the Software Image Upgrade tab, located in the upper portion of the screen.

The Software Image Upgrade screen appears.
4. Click “To install software image from a downloaded le, click here.”

The Install Software Image screen appears.
5. Click “Browse” to navigate to the rmware le.
6. Click “Install.”

The new rmware is downloaded to the VTL appliance and installed.

Uploading Diagnostic Logs

You can copy conguration data, diagnostic logs, historical logs, and disk analysis results to a workstation
or other network-attached system.

Complete this task to copy conguration data, diagnostic logs, historical logs, and disk analysis to another
system:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Network
Appliances Services task category.

2. Click the Diagnostic Upload tab, located in the upper portion of the screen.

The Diagnostic Upload screen appears.

This screen displays the type and size of the logs available for uploading (conguration, diagnostic,
historical, and disk analysis). The size of each log is listed in parentheses after the log name.

3. Click the box after the log name to select (or if already selected, deselect) the data to upload.
4. Click Apply to start the upload.

Setting Up AutoSupport

The NetApp AutoSupport service can be set to notify NetApp support services about the status of NetApp
systems. AutoSupport is sent periodically with routine status information and when there are signicant
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problems or indicators of pending problems. You can also congure AutoSupport service to send the
same information to a local administrator.

Complete this task to congure AutoSupport:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Network
Appliances Services task category.

2. Click the NetApp AutoSupport tab, located in the upper portion of the screen.

The AutoSupport Conguration screen appears.

3. Fill in the e-mail server IP address in the eld next to the E-mail Server IP Address line.

4. Fill in an e-mail address in the Admin E-mail Address (from) line. The AutoSupport e-mail shows
this address as the address from which the e-mail comes. It needs to be formatted as a valid e-mail
address (name@domain), but does not need to be an established address.

5. The AutoSupport E-mail Recipients List (to) is pre-lled out with the address
vtlautosupport@netapp.com. This is the address for NetApp AutoSupport for VTL appliances. If
you do not want AutoSupport e-mail sent to NetApp, delete this entry, or change it to a local address
to which you want the e-mail sent.

6. (Optional) Fill in an e-mail address in the AutoSupport E-mail Recipients List (cc) eld. You can use
this address if you want to send the e-mail to additional destinations.

7. Click Apply.

8. (Optional) click “here” in “To send AutoSupport Notications right now, please click here” to go to
the screen for sending a test message.

Note

You can disable the sending of AutoSupport and Action notication e-mails by clicking on “here” in “To
disable AutoSupport & Action Notications Aimless, click here.”

Site Map

The SiteMap screen provides a list of all tasks, organized into the same three tiers (Monitoring/Conguration,
major category, individual task), as the GUI is organized. The screen listed tasks include the advanced tasks
that are available only after setting options from the Advanced screen.
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3

Using a NearStore VTL Appliance
This chapter provides both conceptual and task information for the daily tasks that are available with
NearStore VTL. Daily tasks are the activities that are the most common in the administration of NearStore
VTL.

Daily tasks do not include the setup and conguration of the system. For example, monitoring the
NearStore VTL appliance is a daily task, while adding a physical disk to the NearStore VTL appliance
is a conguration task.

This chapter has the following sections:

• Monitoring the NearStore VTL Appliance

• Using Virtual Libraries

• Using Virtual Tapes

• Using Physical Tapes

Monitoring the NearStore VTL Appliance
Monitoring a NearStore VTL appliance and any attached devices includes viewing the amount of disk space
used, data transfer rates, physical tape drive information, actions required, import/export requests, and
event log information.

The following screens provide monitoring information for the NearStore VTL appliance:

Administrator Overview—provides information on the current state of the NearStore VTL appliance. This
is the main monitoring screen. It includes the amount of disk space allocated to and used by the NearStore
VTL, any actions that are required, the system event log, and so on. It also provides links to the Actions
Required and Event Log screens.

Actions Required—gives a full list of required actions. It also provides an interface for acknowledging
and resolving required actions.
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Statistics—provides specic I/O statistics for each device in use by the NearStore VTL. This includes both
virtual and physical devices.

Import/Export Requests—gives a list of all physical tapes that need to be mounted to physical tape drives.

Event Log—provides a complete list of events for the NearStore VTL. Event log information includes the
time and code of the specied event.

Administrator Overview Screen

The Administrator Overview screen is the rst in the series of screens that can be used to monitor the
NearStore VTL appliance. It is also the most important of the monitoring screens because it is the most
generalized, providing information on the many aspects of the system.

It also provides the most-recent required actions and event log entries, as well as links to both the Actions
Required and Event Log screens. In this way, the Administrator Overview screen is the central place from
which you can monitor the NearStore VTL appliance.

From the Daily Tasks menu, located on the left side of the screen, click Monitoring.

The Administrator Overview screen appears and the following information is provided:

Capacity Allocated—species the total capacity of disk space allocated to the system.

Capacity Used—gives the capacity of disk space currently used by the system.

Total Disk Capacity—provides the total capacity of the physical disks that are connected to the system.

Total Virtual Disk Transfer Rate—species the current aggregate transfer rate for all physical disk drives
that are congured for the system. Clicking this link displays the Statistics screen.

Active Physical Tape Drives—gives the number of physical tape drives that are currently active.

Physical Tape Usage—gives the current aggregate transfer rate for all physical tape drives that are
congured for the system.

Actions Required—lists and gives the priority, code, and description of any required actions. This eld
also provides a link that you can click to acknowledge the action. The Actions Required screen provides a
complete list of required actions.

Import/Export Requests—provides a list of the import and export requests. Clicking this link displays the
Import/Export screen.

Event Log—displays the most-recent events.

This includes a link (Complete Event Log) which, when selected, provides access to the complete the
NearStore VTL event log.
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Actions Required Screen

The Actions Required screen is the second in the series of screens that can be used to monitor the NearStore
VTL appliance. It provides a list of all actions that are required for the NearStore VTL appliance. A
required action is a system event that requires user intervention.

You can also use this screen to either resolve or acknowledge an action. Resolving an action means that
the problem that generated the action has been resolved. Acknowledging an action lets the system know
that you are aware of it. This, however, does not resolve the action.

There is also a corresponding Action Required icon that appears in the upper-right portion of the interface
and ashes when there is a required action. As long as there is an unresolved action displayed on the
Actions Required screen, this icon appears in the interface. If you have acknowledged each of the actions
listed, or if there are no outstanding actions to be performed, the icon does not ash.

Clicking this icon displays the task that is required for resolving the action.

From the Daily Tasks menu, located on the left side of the screen, click Monitoring > Actions Required.

The Actions Required screen appears and the following information is provided:

Action—names the required action and provides a link that, when selected, displays the task appropriate for
resolving the required action.

Priority—lists the priority of the action.

Code—gives the code of the action. The rst digit of the code corresponds to the Status Indicator lights
displayed in the upper portion of the NearStore VTL interface: 1 = Good, 2 = Warning, and 3 = Error.

Description—provides a description of the action that is required.

Age—species the elapsed time since the required action was triggered.

Acknowledge—provides a link, that when selected, acknowledges the action. This does not resolve the
problem for which the action is required, but lets the system know that you are aware of it.

See the NearStore VTL Action Code reference for detailed descriptions of action codes.

Statistics Screen

The Statistics screen is the third in the series of screens that can be used to monitor the NearStore VTL
appliance. You can use this screen to monitor specic I/O statistics for both the physical and virtual devices
that are in use by the NearStore VTL appliance.
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For example, you can check the amount of disk space currently allocated to and used by a specic virtual
library. This screen also provides the type of virtual tape drives that are being used by the virtual library.
This information is helpful in determining the state of the virtual library, including its compatibility with
other virtual and physical media, based on the type of virtual tape drive being used.

From the Daily Tasks menu, located on the left side of the screen, click Monitoring > Statistics.

The Statistics screen appears. This screen is divided into three sections: Virtual Library I/O Load, Physical
Disk I/O Load, and Physical Tape Device I/O Load.

Virtual Library I/O Load:

Library—gives the name of the virtual library.

Allocated—species the amount of disk space that is allocated to the virtual library.

Used—gives the total amount user data stored on the virtual tapes associated with the virtual library.

Data Written—provides the total amount of user data stored on the virtual tape.

Drive—provides the number of virtual tape drives in the virtual library.

Tape Label—if a virtual tape is currently loaded in the virtual tape drive, the NearStore VTL displays the
label of the virtual tape. If there is no virtual tape loaded, the NearStore VTL displays 000.

Mode—species the mode of the virtual tape drive.

Valid modes are:

Write—the host is either currently writing to the drive or it has not sent any commands since it last wrote
to the drive.

Read—the host is either currently reading from the drive or it has not sent any commands since it last
read from the drive.

Idle—the drive is not currently being used.

IO/Sec—provides the total number of operations per second for the drive.

Used—gives the amount of user data stored on the virtual tape loaded in the virtual tape drive.

Active Disk—species the disk from which the host is either reading or writing data.

RAID Group I/O Load:

Drive—provides the name of the back-end physical disk.

Capacity—species the capacity of the disk.

Used—gives the amount of disk space that is currently used.

System Overhead—species the amount of disk space being used for system overhead.

IO/Sec—provides the number of operations per second for the disk.

Active Streams—species the number of streams between hosts and the disk. A stream is created when
a host either writes data to or reads data from a virtual tape (disk).

Disk Status—provides the status of the disk.
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Valid disk states are:

Free disk—the disk is not currently being accessed by a host.

Input limited—the rate at which the NearStore VTL is writing data to disk is limited by the rate at which the
host is sending the NearStore VTL the data. The NearStore VTL cannot increase the rate of data because
the bottleneck is on the host end. When the disk is in this state, there is at least one active stream.

Output limited—the rate at which the NearStore VTL is writing data to disk is limited by the rate at which
it can move the data to disk. In this case, the bottleneck is on the NearStore VTL side. When the disk
is in this state, there is at least one active stream.

Physical Tape Device I/O Load:

Drive—gives the name of the physical tape drive.

Tape—provides the barcode of the physical tape that is currently loaded in the drive.

MB/Sec—species the transfer rate of the physical tape drive.

Import/Export Requests Screen

The Import/Export Requests screen is the fourth in the series of screens that can be used to monitor the
NearStore VTL appliance. This screen is helpful because it is a central place from which you can monitor
all of the import and export requests. This includes the status of any given import/export request, which can
include possible issues that must be resolved before the import or export can continue.

From the Daily Tasks menu, located on the left side of the screen, click Monitoring > Import/Export
Requests.

The Import/Export Requests screen appears and the NearStore VTL displays the following information:

Volume—species the name of the volume that is required.

Requester—gives the name of the account that requested the volume.

Library—species the name of the virtual library.

Age—provides the length of time since the request was issued.

Status—gives the state of the import/export request.

Valid states are:

Pick List—the name of the tape that must be loaded into the tape drive.

Waiting For Available Drive—the tape is waiting for a tape drive to become available.

Ready to Load—the retrieved tape should be loaded into the available tape drive.

Mounted—the tape has been loaded into the requested drive.

Transferring Data—the data transfer associated with the import/export is in process.

Complete—the import/export request has been completed successfully.

Failed—the import/export request was not completed. An action will be required.
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Tape Not Found—the physical tape could not be found.

In addition to monitoring import/export requests, you can select one of the following:

Direction—if import is selected, the data will be imported from the physical tape to the virtual library. If
export is selected, the data will be exported from the virtual library to the physical tape.

Delete Request—if cancel request is selected, the request will be canceled and deleted. If the request
has been completed, click acknowledge.

Event Log Screen

The Event Log screen is the fth in the series of screens that can be used to monitor the NearStore VTL
appliance. This screen provides the complete list of historical events for the NearStore VTL. These events
are useful in determining both the current and past states of the NearStore VTL appliance.

Event log information includes the time and code of the specied event. The most-recent event log entries
are also available from the Administrator Overview screen. The upper right portion of the screen displays
the time at which the data was last updated. You can update the data by refreshing the browser. If you do
not have a disk connected to the back-end of NearStore VTL, the event log can only contain 1KB of data
before NearStore VTL starts to overwrite earlier data.

From the Daily Tasks menu, located on the left side of the screen, click Monitoring > Event Log.

The Event Log screen appears and the following information is provided:

Time—species the time at which the NearStore VTL detected the event.

Code—gives the code for the event.

Description—provides a description of the event.

Using Virtual Libraries
Once you have created the virtual tape libraries using either the default or custom virtual tape library types,
you can use them to back up data. Because virtual libraries were designed with the look and feel of physical
tape libraries, the backup application can use virtual libraries in much the same way as physical libraries.

For example, if the backup application requests information from a virtual tape that is currently in the virtual
library, the media changer (virtual mechanical arm) of the virtual library retrieves the virtual tape from
its slot and puts it in a virtual tape drive. The backup application can then access the data on the virtual
tape. This task is nearly identical to that of a physical tape library.

In fact, a virtual tape library provides a backup application with the same functionality as a physical tape
library, except of course that a virtual library is much faster and more reliable.

Each virtual library has an import/export slot, virtual tape slots, virtual tape drives, and a robotic arm. Most
of these components, with the exception of the robotic arm are displayed in the NearStore VTL GUI.

Import/export slot
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The one NearStore VTL component that is not shared by physical tape libraries is the import/export slot,
(although it is somewhat analogous to a physical library entry/exit port). This is the component that exports
virtual tapes to physical tape and imports physical tape to virtual tapes. You can initiate imports and
exports manually or via the backup application.

Virtual volume slots

Just as physical tape libraries have slots for cartridges, virtual libraries have slots for virtual tapes. The
number of slots are dened by type of which the virtual library is based.

Virtual volume cart

Each NearStore VTL also has a virtual tape cart. This cart houses virtual tapes that have been created for,
but not moved into, the virtual library. If the option to automatically move virtual tapes from the entry port
to a slot is turned off, each newly created virtual tape is stored in the cart. This does not include volumes
that are the result of a physical tape import.

Virtual tapes in the cart cannot be seen by the backup application.

When you create virtual tapes for a virtual library that is full, NearStore VTL stores these virtual tapes in the
overow cart. This means that it is possible to create more virtual tapes than can t into the virtual library.

You cannot move virtual tapes directly from the cart to the virtual library. Any virtual tapes that are in the
cart remain there until the mail slot (import/export) is available. Then the NearStore VTL moves the next
virtual tape from the cart to the mail slot.

See Working with Virtual Libraries for more information on enabling and disabling the Automatically Move
Volume from Entry Port to Slot feature.

Virtual tape drives

Each virtual library has one or more virtual tape drives. Like physical tape drives, virtual tape drives
have a native capacity. In addition, virtual tape drives can support tape optimization. See Working with
Virtual Libraries for more information.

Virtual Tapes

Virtual tapes are the NearStore VTL equivalent of physical tapes. When you perform a backup, the data is
sent to a virtual tape. The backup application identies each virtual tape by its label. This label is a virtual
barcode for the virtual tape. Because you can export virtual tapes to physical tapes, the NearStore VTL can
match the labels of virtual tapes with the barcodes of physical tapes. This means the backup application can
track the data that it exports whether it is contained in a virtual tape or a physical tape.

See Working with Virtual Tapes for more information.

Moving the cursor over a virtual tape enlarges the view of the volume and displays the virtual tape’s label.

Virtual volume vault

The vault in the upper left-hand corner of the NearStore VTL interface is a tool that you can use to
manually export virtual tapes.

In order to export a virtual tape, you use the drag-and-drop technique to move the virtual tape to the vault.

Manually manipulating a virtual library
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Aside from the automated manipulation initiated by the backup application, you can manually manipulate
virtual tape libraries and volumes. This is equivalent to opening the front door of a physical tape library. For
example, you can manually take the virtual tape out of the import/export slot and move it to a virtual tape
drive during the import of a physical tape, This enables the backup application to access the data on the
physical tape without having to import all of the data.

For example:

Virtual volume 14 is selected

Virtual volume 14 is being moved

Virtual volume 14 is in its new location

Using Virtual Tapes
A virtual tape is the logical equivalent of a physical tape. Virtual volumes are used in virtual libraries in
much the same way that physical tapes are used in physical tape libraries.

When the NearStore VTL writes data to virtual tapes (disk), it preserves the native format of the backup
application. Even the tape marks and record size changes are preserved. This means that the NearStore
VTL can copy data to and from physical tape without the need of a conversion process. In fact, virtual tapes
have a one—to—one correlation with physical tapes.

For example, the NearStore VTL takes the data that the backup application sends during a backup and stores
it on a virtual tape that has the same capacity and barcode as its corresponding physical tape. Having a
physical tape that corresponds to each of the virtual tapes is important if you plan to back up the virtual
tapes to physical tape for offsite storage.

You can create virtual tapes when you create a virtual library, or you can create them later. This section
describes the way in which you can create virtual tapes manually.

This section provides the following tasks:

• Creating Virtual Tapes Manually
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• Importing Virtual Tapes

Creating Virtual Tapes Manually

Virtual volumes can be created when a virtual library is created, when a physical tape is imported into the
NearStore VTL, or by manual operation.

The capacity of the new virtual tapes matches the capacity of the virtual tape drives in the virtual library for
which the virtual tapes were created.

Even if all the slots in a virtual library are full, additional virtual tapes can still be created for that virtual
library. In this case, the virtual tapes appear in the virtual tape cart on the left side of the virtual library.

When you have disabled the option that moves virtual tapes from the entry port to a slot, the NearStore VTL
keeps newly-created virtual tapes in the cart until the mail slot is available.

Note
Backup applications cannot see virtual tapes that are situated in the virtual tape cart.

Complete this task to create virtual tapes:

1. From theDaily Tasksmenu, located on the left side of the screen, click the Virtual Tapes task category.

The Create Virtual Tape screen appears.

2. Complete the following information:

Library—provides a drop-down menu from which a virtual library can be selected.

Starting Tape Label—provides an alphanumeric name for the rst virtual tape in the sequence. It is
important that the labels of the virtual tapes be chosen carefully. The preferred method is to label the
virtual tapes with the barcodes of the physical tapes to which you will export them.

Note
If you have enabled the option to constrain volume labels, you have to ensure that your starting label
falls within the label parameters that you have set up. See Creating Virtual Libraries for more
information.

No. of Tapes—species the number of volumes to be created. The labels of each additional volume
are automatically incremented based on the starting volume label. For example, if the starting
volume label is abc123, additional volumes will be labeled abc124, abc125, abc126, and so on.

If there are no numbers in the starting volume label, the last letter of the label is incremented for
each additional volume. For example, if the starting volume label is tapeA, additional volumes
will be labeled tapeB, tapeC, tapeD, and so on.

(Optional) you can click Reset, to clear any conguration parameters prior to clicking Apply.
3. Click Apply.
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The virtual tapes are added to the specied virtual library. If the option to move the new virtual tapes
from the entry port to an available slot is enabled, each new virtual tape is moved to an available slot.

See Working with Virtual Libraries for detailed information about the option to move new virtual
tapes to an available slot.

If the virtual tapes need to be manually loaded into the virtual library, the Virtual Library
Management screen appears.

Importing Virtual Tapes

When you need to read, append, or overwrite data that is on a physical tape, you must rst import that
tape into the NearStore VTL appliance.

Depending on the needs, you can choose to import either all or just the rst megabyte of data from the
physical tape. Importing all of the data from the tape is useful if you are going to do multiple restores or
append the tape. When you are going to overwrite an existing physical tape, you must import at least the
rst megabyte of data into the NearStore VTL. This enables the backup application to verify that it is the
correct volume.

If the physical tape requested by the backup application is currently in a physical tape library that is
connected to the NearStore VTL appliance, NearStore VTL uses the robotic arm of the physical tape library
to move the physical tape into an available physical tape drive. If the physical tape is not in the physical
tape library (or if the drive is a stand-alone device), the administrator is asked to load the physical tape
into an available physical tape drive.

Once the physical tape is loaded, the NearStore VTL creates a virtual tape that has the same barcode as the
physical tape. If you have enabled the option to automatically move volumes from the import/export port
to an available slot, the virtual tape is moved directly into an available slot. If you have not enabled this
option, the virtual tape remains in the import/export slot. As soon as the virtual tape is created it becomes
both visible and available to the backup application.

While you are in the process of importing data from a physical tape, you can restore specic data, including
data that has not yet been imported. This is made possible by putting the NearStore VTL into pass-though
mode. Pass-through mode is initiated when you use the backup application to access data that is in
the process of being imported.

If the requested data has already been copied to the virtual tape, the backup application can access it
while the NearStore VTL continues to import data. If the requested data has not been copied to the virtual
tape, the NearStore VTL pauses the import, locates the requested data, and copies it to the virtual tape.
The backup application can then get the data from the virtual tape.

Once you have accessed the required data, you can either export the tape or have the NearStore VTL
continue to import it.

The following must be taken into account when importing physical tapes:

Available Disk Space—there must be enough available physical disk space for the data that is being
imported.
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Complete this task to import physical tapes to virtual tapes:

1. From theDaily Tasksmenu, located on the left side of the screen, click the Virtual Tapes task category.

2. Click the Import Virtual Tape tab, located in the upper portion of the screen.

The Import Virtual Tape Screen appears.

3. Complete the following information:

Library—provide the name of the virtual library into which the physical tape is to be imported.

Special Instructions—specify which special instructions are included with the import.

Valid special instructions are:

• None—the entire tape is imported. This method is useful when additional data is going to be
append to an old tape or if the tape is required for multiple restores.

• Read-only—the physical tape is imported as read only.

• Quick-load—the beginning of a physical tape is imported. This method is useful when an old
tape is required for overwriting. This option might not be compatible with all backup software.

• Action—check this box to indicate that you want to import the physical tape. You can select
either one or multiple tapes for import.

• Volume Label—give the name (barcode) of the physical tape to be imported. The physical
tape must already exist. It is important that the name of the virtual tape (specied in the
Volume eld) matches the barcode, including the case, of the physical tape that is being
imported into the virtual library.

• Changer—provide a link to the Changer Inventory screen for the specied physical tape
library. You can use this screen to rescan the physical tape library and update the list of
virtual tapes.

(Optional) you can click Reset to clear all conguration parameters prior to clicking Apply.

4. Click Apply.

Once an import request has been applied, a volume mount request will be created. If the Use Tape
Pick List option has been enabled from Conguration Tasks > Advanced > Options, a pick list
action will also be created.

Using Physical Tapes (Loading Physical Tape Drives)
The NearStore VTL appliance provides the ability to copy the data from virtual tapes to physical tape
for offsite storage. You can also use the NearStore VTL appliance to import physical tapes. When you
import a tape, the NearStore VTL appliance creates a virtual tape that has the same barcode and data as
the physical tape.

Because the NearStore VTL appliance preserves the native format of the backup application when it writes
data to disk, you can export data to tape and import data from tape without the need for a conversion
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process. In fact, the backup application can access the data from a physical tape while the NearStore
VTL appliance is importing it.

When the backup application species a physical tape that is not in one of the virtual libraries, the NearStore
VTL appliance generates an action prompting you to load the physical tape being requested. If you have
enabled the physical tape pick list functionality of the system, the NearStore VTL appliance will also
provide display the needed tape on the Physical Tape Pick List screen.

The Load Physical Tape Drive screen displays a list of physical tapes that need to be loaded into specic
tape drives. Once the tapes have been loaded, you can use this screen to let the NearStore VTL appliance
know that you have mounted the tapes to the appropriate drives. You can also let the NearStore VTL
appliance know that you could not nd the specied tapes.

Loading Physical Tape Drive

Complete this task to use the Load Physical Tape Drive screen:

1. From the Daily Tasks menu, located on the left side of the screen, click the Physical Tapes task
category.

2. Click the Load Physical Tape Drive tab, located in the upper portion of the screen.

The NearStore VTL displays the Load Physical Tape Drive screen:

Done—select this checkbox to let the NearStore VTL appliance know that you have mounted the
required tape.

Tape Drive—species the name of the physical tape drive on which the physical tape will be mounted.

Previous Tape—gives the name of the last physical tape that was mounted on the specied physical
tape drive.

Tape to be Loaded—provides the barcode of the physical tape that needs to be mounted.

Write Protect—species whether the tape needs to be write protected before it is mounted. If the
import request has been selected as a read-only request, set to yes.

3. Select the Done checkbox of each physical tape that has been mounted to the specied physical tape
drive. If all physical tapes have been mounted, click Select All.

4. Click Apply when you have mounted the physical tape to the specied physical tape drive.

The NearStore VTL creates a virtual a virtual tape that has the same barcode as the physical tape
that it is importing. The backup application can access the data on the physical tape as soon as this
NearStore VTL starts the import. See Importing Virtual Tapes for more information.

The following options are also available:

• If you cannot locate the tapes, select If the requested volumes are not to be found, click here.
See Marking Physical Tapes as Lost

• If you would like to specify a particular physical tape drive manually, then select If you would
like load the volumes to a specic physical tape device, click here.
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• If you want to import additional tapes, select If you would like to create more volume import
requests, click here. Selecting this option displays the Import Virtual Tape screen, available
from Daily Tasks > Virtual Tapes. See Importing Virtual Tapes for more information.
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4

Using Advanced Features
To use an advanced feature, you must enable the feature. Until the feature is enabled, you do not see the
workow in the Conguration list of the GUI. You enable an advanced feature from the Enabling Advanced
Conguration Features (Options) screen.

• Working with Customer Accounts

• Managing Host Access

Working with Customer Accounts
When you enable the Use Customer option (Advanced > Options, and select Use Customer), the NearStore
VTL appliance administrator can set up accounts for multiple customers. The administrator can then add
virtual libraries to these accounts, based on the needs of each customer. The administrator of any given
customer account can see only the virtual libraries that are associated with that account. This provides
enhanced security.

When the administrator of a customer account logs in to a NearStore VTL appliance, he or she does not have
access to the full functionality of the system. Rather, the administrator has access only to the functionality
that is required for managing the virtual libraries and volumes that are associated with the customer account.

Customer functionality includes:

Monitoring—provides a screen from which the customer account can be monitored. This includes a list of all
virtual libraries that are associated with the customer account and a list of virtual tape import/export requests.

Virtual Library Management—gives an interface from which the customer’s virtual libraries can be
managed.

Create Virtual Tape—provides an interface from which virtual tapes can be created. The number of virtual
tapes that can be created is limited by the amount of disk space available to the customer account.

Import/Export Request—gives a screen on which import and export requests are displayed.
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Import Virtual Tape—provides an interface from which physical tapes can be imported into a virtual library.

Move Virtual Tapes—gives an interface from which the customer’s virtual tapes can be moved between
compatible virtual libraries.

SCSI Addresses—provides a screen on which the SCSI/Fibre Channel addresses of the customer’s virtual
libraries are displayed.

Port List—provides a screen on which the front—end physical ports of the NearStore VTL appliance are
displayed.

Change Write Protected Status—gives an interface from which the status of the customer’s virtual tapes
can be changed.

Change Export Status—provides an interface from which the export status of the customer’s virtual tapes
can be changed.

User Account Setup—provides an interface from which the login identication and login password of
the customer can be changed.

Customer tasks include:

• Viewing Customer Accounts

• Adding Customer Accounts

• Deleting Customer Accounts

Viewing Customer Accounts

The NearStore VTL displays the customer accounts that you have added to the conguration of the
NearStore VTL appliance on the Customer List screen. Information for each customer account includes the
customer name and number, capacity allocated, capacity used, and contact information.

From the Conguration Tasksmenu, located on the left side of the screen, click the Customers task category.

The Customer List screen appears, and the following is displayed for all customer accounts that have been
added to the NearStore VTL appliance.

Customer Name—species the name of the customer account.

Customer Number—gives the number of the customer account. The customer number is a way of
identifying the customer.

Capacity Allocated—gives the amount of disk space allocated to the customer.

Capacity Used—provides the amount of disk capacity currently used by the customer.

Contact—species the name of the contact person for the customer account.

E-mail—gives the e-mail address of the contact person.

Phone—provides the phone number of the contact person.

Pager—gives the pager number of the contact person.
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Adding Customer Accounts

When you add a customer account to the conguration of the NearStore VTL appliance, you create the login
identication and password for the account. This includes contact information for the customer account.
The account is displayed on the Customer List screen.

The Use Customer option must be enabled before you can add customers to the NearStore VTL appliance.
See Enabling Advanced Conguration Features for more information.

Complete this task to add customer accounts to the NearStore VTL appliance:

• From the Conguration Tasks menu, located on the left side of the screen, click the Customers
task category.

• Click the Add Customer tab, located in the upper portion of the screen.

The Add Customer screen appears.

• Complete the following information:

Customer Name—gives the name of the customer account. Each customer account should be easily
identiable.

Login Id—provides the login name for the customer account.

User Password—species the password that must be used to log in to the tape operator account.
Use care in choosing this and other passwords.

Customer Number—gives the customer account number. This number helps to identify the customer
account.

Contact Name—(optional) provides the name of the customer contact.

E-mail—(optional) gives the e-mail address of the contact person.

Day Phone Number—(optional) gives the day phone number of the contact person.

Night Phone Number—(optional) provides the night phone number of the contact person.

Mobile Phone Number—(optional) lists the mobile phone number of the contact person.

Pager Number—(optional) gives the pager number of the contact person.

(Optional) you can click Reset to clear the screen.

• Click Apply to add the new customer account.

The NearStore VTL adds the customer account and displays it on the customer list screen. You can
now create virtual libraries and assign them to the customer account. See Working with Virtual
Libraries for more information.
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Deleting Customer Accounts

When you delete a customer account, all virtual libraries and virtual tapes associated with that customer
account are also deleted. The administrative account of the NearStore VTL appliance is also a customer
account. It cannot be deleted.

Complete the following task to delete a customer from the NearStore VTL appliance:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Customers
task category.

2. Click the Delete Customer tab, located in the upper portion of the screen.

The Delete Customer screen appears.

3. From the Action eld of the customer that you want to delete, click delete.

4. When prompted, click Apply.

Note

When a customer account is deleted, any associated virtual tapes are also deleted.

The NearStore VTL deletes the customer account and no longer displays it on the Customer List
screen.

Managing Host Access

You can map specic hosts to specic virtual libraries.

These mappings can be either dedicated or shared. When the mapping is dedicated, only the host specied
can see and use the virtual library. When the mapping is shared, multiple hosts can see and use the virtual
library.

This feature can be useful in the event that you want to set up virtual libraries for each host that is going to
back up data to the NearStore VTL appliance. This conguration is recommended because it eliminates the
need for library sharing during backup windows.

For example, consider a situation in which each department in the organization is going to back up data
to the NearStore VTL appliance. If the data of certain departments, for example human resources, is
sensitive, you have to restrict access to it. You can do this by setting up a dedicated mapping between this
department (host) and a corresponding virtual library.

Likewise, if there are multiple departments (hosts) that have to back up nonsensitive data, you can set up
shared mappings between these departments and a single virtual library.
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Note

Host access control is usually used to simplify the conguration at the host level because when host access
control is enabled, each host sees only one virtual library.

This subsection provides the following tasks:

• Viewing Hosts

• Adding Hosts

• Deleting Hosts

Viewing Hosts

You can view a table of already dened host to WWPN maps.

Complete this task to view existing host to WWPN maps:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Hosts task
category.

2. Click the Host List tab, located in the upper portion of the screen.

The Host List screen appears.

Adding Hosts

Before you can create mappings between hosts and specic virtual libraries, you must rst add these hosts
to the conguration of the NearStore VTL appliance. A host is a device from which data will be backed
up. You can add hosts only when the device access feature is enabled for the NearStore VTL appliance.
See Enabling Advanced Conguration Features for more information. To “add” a host you associate
a host name with a WWPN.

Complete this task to add hosts:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Hosts task
category.

2. Click the Add Host tab, located in the upper portion of the screen.

The Add Host screen appears.

3. Complete the following information:

Customer—species the name of the customer who owns the listed hosts. This eld is present only if
the Use Customer option has been selected under Advanced > Options.

Host Name—provides the name of the host.

69



Chapter 4 — Using Advanced Features

WWN—gives the World Wide Name for the host. This must be entered as a 16–character
hexadecimal value, or you can use the WWN drop-down menu to select the WWN of a host that
is visible from the system.

4. Click Apply to save the changes.

Deleting Hosts

When a host is no longer needed, you can delete it from the conguration of the NearStore VTL appliance.

Complete this task to delete hosts from the NearStore VTL appliance:

1. From the Conguration Tasks menu, located on the left side of the screen, click the Hosts task
category.

2. Click Delete Host tab, located in the upper portion of the screen.

The Delete Hosts screen appears and the hosts that are congured for the system are listed.

3. From the Action eld, click the name of the host that you want to delete.

4. When prompted, click Apply to conrm that you want to delete the specied host.
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Understanding Event Codes
Event codes are logged to the event log and cover a wide range of VTL events. Event code items do not
require any action on your part, although they might indicate trends that you want to follow up on. Action
Codes, described in Chapter 6 Responding to Action Codes, page 85, do require action by you. In some
cases, the same event produces both an event code and an action code.

Accessing the System Event Log
The system event log is available from both the Administrator Overview and the Event Log screens. The
Administrator Overview screen displays only the most-recent events. It also provides a link to the Event
Log screen. The Event Log screen displays the complete event log.

To access the Administrator Overview screen:

From the Daily Tasks menu, located on the left side of your screen, click the Monitoring task category.

The Administrator Overview screen appears. The most-recent event log information is available from the
Latest Event Log portion of the screen.

Time—provides the time at which the event was logged.

Code—gives the code of the event.

Description—provides a brief description of the event.

You can click the Complete Event Log link to display the Event Log screen.

To access the Event Log screen:

1. From the Daily Tasks menu, located on the left side of your screen, click the Monitoring task category.

2. Click the Event Log tab, located in the upper portion of your screen.

The Event Log screen appears, and the complete event log for your NearStore VTL appliance is displayed.

Time—provides the time at which the event was logged.
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Code—gives the code of the event.

Description—provides a brief description of the event.

Event Code Classes

Each event that is entered in the event log le is identied by an event code. Event codes are organized into
classes, with the classes shown in the following table.

Code Range Class
100-199 Events in this range are import or export-related.

200-399 Events in this range are device-related.

400-499 Events in this range are medium changer-related.

500-599 Events in this range are conguration store-related.

600-699 Events in this range are login-related.

700-709 Events in this range are start, stop, or restart-related.

710–719 Events in this range are system utilization-related.

790-799 Events in this range are system health-related.

800-899 Events in this range are conguration-related.

900-999 Events in this range are license-related.

1300-1399 Events in this range are system time-related.

1600-1699 Events in this range are back-end I/O error-related.

1700-1799 Events in this range are miscellaneous.

1800–1899 Events in this range are event system-related.

1900–1909 Events in this range are RAID group status-related.

2000–2009 Events in this range are platform-specic hardware
conguration-related.

2100–2109 Events in this range are notication-related (for example,
AutoSupport e-mail notication failure)

Import/Export Event Codes

The following table provides each import/export event code, its corresponding message, and a description
of the message.
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Code Message Description
100 Import of volume BARCODE

into library LIBNAME is
complete.

The virtual tape BARCODE has been
successfully imported into the virtual library
LIBNAME.

100 Exporting volume BARCODE.
Volume was not modied after
import. No transfer of data is
required.

The virtual tape BARCODE was requested to be
exported. Export will take place, but as no data
was modied since import, contents of volume
do not need to be copied. This behavior can
be changed by using the Virtual Tapes/Change
Export Status command.

100 Failed to migrate VOLUME
from SRC to DEST library.

The migration of the virtual tape VOLUME from
the source SRC to the destination DEST virtual
library failed.

100 Volume BARCODE is already
in library LIBNAME. No action
was taken.

No action was taken because the virtual tape
BARCODE was already in the virtual library
LIBNAME.

100 Exporting quick-load volume
BARCODE. No transfer of data
is required.

No action was taken because the special import
instruction to quick load was selected when the
physical tape was imported into NearStore VTL.

100 Exporting new empty volume
BARCODE. No transfer of data
is required.

No action was taken because the virtual tape
being exported is new and has no data on it.

100 Exported read-only volume
BARCODE. No transfer of data
is required.

No action was taken because the virtual tape was
created from a virtual tape that was imported as
read only; the data has not changed.

100 Export of volume BARCODE
from library LIBNAME is
complete.

The export of the virtual tape BARCODE from
the virtual tape library LIBNAME is complete.

101 Export of volume BARCODE
from library LIBNAME failed.

The export of the virtual tape BARCODE from
the virtual library LIBNAME failed.

101 Export of volume BARCODE
from library LIBNAME failed.
Request was aborted.

The export of the virtual tape BARCODE from
the virtual library LIBNAME failed because it
was aborted.

101 Import of volume BARCODE
into library LIBNAME failed.

The import of the virtual tape BARCODE into
the virtual library LIBNAME failed.

101 Import of volume BARCODE
into library LIBNAME failed.
Request was aborted.

The import of the virtual tape BARCODE into
the virtual library LIBNAME failed because it
was aborted.
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Code Message Description
102 Aborting the export of volume

BARCODE.
The export of the virtual tape BARCODE is
being aborted.

102 Aborting the import of volume
BARCODE.

The import of the virtual tape BARCODE is
being aborted.

102 Aborting the clone of volume
BARCODE.

The cloning of the virtual tape BARCODE is
being aborted.

102 Aborted the export of volume
BARCODE.

The export of the virtual tape BARCODE has
been aborted.

102 Aborted the import of volume
BARCODE.

The import of the virtual tape BARCODE has
been aborted.

103 The request to export volume
BARCODE from LIBNAME
was added.

An export request for the virtual tape BARCODE
from the virtual library LIBNAME has been
created.

103 The request to import volume
BARCODE into library
LIBNAME was added by
USERNAME.

The user USERNAME has requested the import
of the physical tape BARCODE into the virtual
library LIBNAME.

104 Import of volume BARCODE
into library LIBNAME added
to pick list.

The import of the physical tape BARCODE into
the virtual library LIBNAME has been initiated.
If the option to use pick lists has been enabled
from Conguration Tasks > Advanced, the
volume is added to the pick list.

104 Export of volume BARCODE
from library LIBNAME added
to pick list.

The export of the virtual tape BARCODE from
the virtual library LIBNAME has been initiated.
If the option to use pick lists has been enabled
from Conguration Tasks > Advanced, the
volume is added to the pick list.

105 Export of volume BARCODE
from library LIBNAME is
waiting for an available tape
drive.

The export of the virtual tape BARCODE from
the virtual library LIBNAME was initiated. The
export is pending until there is an available
physical tape drive.

105 Import of volume BARCODE
into library LIBNAME is
waiting for an available tape
drive.

The import of the virtual tape BARCODE into
the virtual library LIBNAME was initiated. The
import is pending until there is an available
physical tape drive.

106 Recommend loading physical
tape BARCODE into tape drive
DEVNAME.

The physical tapeBARCODE should bemounted
into the physical tape drive DEVNAME.
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Code Message Description
107 Physical tape BARCODE has

been loaded into tape drive
DEVNAME.

The physical tape BARCODE has been
successfully loaded into the physical tape drive
DEVNAME.

108 Physical tape BARCODE is
being mounted into tape drive
DEVNAME.

The physical tape BARCODE is in the process
of being mounted into the physical tape drive
DEVNAME.

109 Mount of BARCODE into tape
drive DEVNAME failed.

The mount of the physical tape BARCODE into
the physical tape drive DEVNAME failed.

110 Import of volume BARCODE
into library LIBNAME is in
progress.

The import of the virtual tape BARCODE into
the virtual library LIBNAME is in progress.

110 Export of volume BARCODE
from library LIBNAME is in
progress.

The export of the virtual tape BARCODE from
the virtual library LIBNAME is in progress.

112 Read encountered EOD
because of quick-load.

A read has caused end of data to be reached on a
tape imported with the quick-load feature. This
can occur because quick load copies only the
beginning of tape to disk. If this occurs, volume
should be reimported without using quick load.

112 Attempt to space to EOD on
quick-load tape.

A space command has caused end of data to be
reached on a tape imported with the quick-load
feature. This can occur because quick load
copies only the beginning of tape to disk. If this
occurs, volume should be reimported without
using quick load.

113 Physical volume BARCODE
not found

The physical volume BARCODE was not found.

Device Event Codes

The following table provides each device event code, its corresponding message, and a description of
the message.
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Code Message Description
200 Changer DEVNAME not found

after the system restarted.
The changer device DEVNAME which was
previously part of the conguration can not be
found after the system has been restarted.

200 Disk DEVNAME not found
after the system restarted.

The disk device DEVNAME which was
previously part of the conguration can not be
found after the system has been restarted.

200 Tape drive DEVNAME
not found after the system
restarted.

The tape drive device DEVNAME which was
previously part of the conguration can not be
found after the system has been restarted.

202 Disk DEVNAME has a label
from another system.

A disk DEVNAME has a valid NearStore VTL
label from another system.

202 Disk DEVNAME has a label
for this system, but none was
expected.

The disk DEVNAME has a valid label for this
system, but the disk was not expected to be
there.

203 Changer DEVNAME is
available for use.

The changer device DEVNAME is now ready
and available for use.

203 Disk DEVNAME is available
for use.

The disk device DEVNAME is now ready and
available for use.

203 Tape drive DEVNAME is
available for use.

The tape drive device DEVNAME is now ready
and available for use.

204 Missing tape drive DEVNAME
was dropped from the system.

There was a tape device DEVNAME, which was
previously part of the system conguration. The
device is now missing and is therefore being
dropped from the conguration.

205 Changer DEVNAME has
reappeared.

A changer device DEVNAME, which was
previously missing, has now appeared on the
system.

205 Tape drive DEVNAME has
reappeared.

A tape drive device DEVNAME, which was
previously, missing has now appeared on the
system.

207 Access to device DEVNAME is
switched to path PATHINFO

The access to the device DEVNAME is switched
to the path PATHINFO.
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Code Message Description
208 DiskDEVNAME has a different

capacity than expected, marked
as missing.

The disk device DEVNAME has reported a
capacity smaller than previously reported. The
disk is being marked as missing and will not be
used.

300 The device DEVNAME is in
error.

An error was detected on device DEVNAME.

Media Changer Event Codes

The following table provides each media changer event code, its corresponding message, and a description
of the message.

Code Message Description
400 Library LIBNAME : Volume

VOLUME loaded into drive
DRIVENAME.

The virtual tape VOLUME has been loaded
into the virtual tape drive DRIVENAME in the
virtual library LIBNAME.

401 Library LIBNAME : Volume
VOLUME unloaded from drive
DRIVENAME.

The virtual tape VOLUME has been unloaded
from the virtual tape drive DRIVENAME in the
virtual library LIBNAME.

Conguration Store Event Codes

The following table provides each conguration store event code, its corresponding message, and a
description of the message.
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Code Message Description
501 Conguration storage area is

nearing capacity
The conguration area (ash) is nearing
redundant capacity. The cong area is a circular
buffer containing multiple copies of cong
data. At this level there is space for the current
and at least one previous copy of cong data.

Conguration data is stored in RAM as
well as one or more copies in ash for
persistency. In general, as long as there is at
least one copy on ash, the system is fully
protected after a reset. Current design has
enough space for anticipated congurations.

To reduce space in cong area: delete empty
volumes and libraries, export unneeded volumes
to physical media, complete any outstanding
requests or actions, and delete any unused
customers.

502 Conguration storage area is
full!

The conguration area (ash) is full. At this
level there is enough space only for the current
copy of the cong data. You are fully protected
unless there is a problem during consolidation
processing (unlikely). See 501.

503 Conguration storage area is
dangerously close to capacity

The conguration area (ash) is nearing
redundant capacity. At this level there is enough
space for the current and possibly one previous
copy of cong data. You are still fully protected
unless the current copy goes bad (very unlikely).
See 501.

504 Conguration storage area has
exceeded its capacity

The conguration area (ash) is full and data
will be lost if the system is shut down. There
is still a copy of cong data in RAM; therefore
there may still be time to rectify this situation.
See 501.

505 Conguration storage area
encountered an I/O error.

The conguration storage area has encountered
an I/O error.
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Login Event Codes

The following table provides each login event code, its corresponding message, and a description of the
message.

Code Message Description
600 User NAME logged in to

system.
The user NAME has logged in to the system.

601 User NAME logged out from
the system.

The user NAME has logged out of the system.

602 User NAME failed to login to
system.

The user NAME made a failed attempt to log
in to the system.

Start, Stop, and Restart Event Codes

The following table provides each start, stop, or restart event code, its corresponding message, and a
description of the message.

Code Message Description
700 Appliance starting. Appliance is ready for use.

701 Appliance shutdown. Appliance has been shut down.

702 Appliance reboot Appliance has been rebooted.

703 Appliance restart Appliance has been restarted.

System Utilization Event Codes

The following table provides each system utilization event code, its corresponding message, and a
description of the message.

Code Message Description
710 Appliance’s memory usage is

normal at USAGE.
The system’s memory is normal for the usage
USAGE.

711 Appliance’s memory usage is
high at USAGE.

The system’s memory is high for the usage USAGE.
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Health Monitoring Event Codes

The following table provides each health monitoring event code, its corresponding message, and a
description of the message.

Code Message Description
790 All the sensors are working

normally.
All system sensors are functional.

790 NAME is available and is
working normally.

The device NAME is functional.

790 NAME is within normal range. The device NAME is within normal range.

791 UNIT is below normal range:
VALUE UNITS

UNIT is below normal values. VALUE is
expressed in {C, mV, RPM}

791 NAME has failed. The device NAME has failed.

792 UNIT is above normal range:
VALUE

UNIT as above, VALUE is expressed in {C, mV,
RPM}

793 Current reading for UNIT is
unavailable.

UNIT is one of {CPU1, FAN1, FAN2, FAN3,
FAN4, System, Vcore1, 3p3V, 5V, 12V}

793 Failed to nd the LED
controller.

The LED controller cannot be found.

793 Failed to open the device
NAME for LED control.

The device NAME could not open the device
for LED control.

793 Current reading for NAME is
unavailable.

The NearStore VTL cannot get a current reading
for the device NAME.

794 RAID, serial number RAIDSN,
does not respond.

RAIDSN is the 8–character hexadecimal value
for the RAID’s serial number.

795 RAID, serial number RAIDSN,
has a loose connection.

The RAID with the serial number RAIDSN has
reported that it has a loose connection.

795 RAID, serial number
RAIDSN, reports that
RAIDCOMPONENT needs
attention.

The RAID with the serial number RAIDSN
has reported that the RAID component
RAIDCOMPONENT needs attention.

795 RAID, serial number
RAIDSN, reports a status
of RAIDSTATUS.

The RAID with the serial number RAIDSN has
reported a status of RAIDSTATUS.

798 RAID, serial number RAIDSN
is ok.

The RAID with the serial number RAIDSN is
functional.
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Conguration Event Codes
The following table provides each conguration-related event code, its corresponding message, and
a description of the message.

Code Message Description
800 Conguration initialized. Brand new system with nothing congured.

License-Related Event Codes
The following table provides each license-related event code, its corresponding message, and a description
of the message.

Code Message Description
900 The MAC address has been

changed. The system is set to
be read-only.

The MAC address of the Ethernet has been changed.
Since the license of the system is tied to the MAC
address, the system has been placed into read-only
mode. A new license needs to be installed.

901 No valid license is available.
The system is set to be
read-only.

Because the license of the system is not valid, the
system has been placed into read-only mode. A new
license needs to be installed.

902 License doesn’t support the
current version of the product.
The system is set to be
read-only.

The license of the system is not valid for this version
of the NearStore VTL rmware. The system has been
placed into read-only mode. A new license needs to
be installed.

903 The capacity reaches the
maximum capacity allowed for
this system.

The capacity of disk that has been added into the
system has now reached the maximum capacity of the
installed license. A new license needs to be installed.

904 The evaluation license will be
expired in NUM days.

There is an evaluation license installed on the system.
The license will expire in the number of days NUM. A
new license needs to be installed.

904 The evaluation license is
expired. The system is set to
be read-only.

Since the evaluation license of the system is no longer
valid, the system has been placed into read-only mode.
A new license needs to be installed.

System Time Event Codes
The following table provides each system time event code, its corresponding message, and a description
of the message.
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Code Message Description
1300 NOTICE: System time

adjusted DIRECTION by DIFF
seconds (elapsed)

The system time was adjusted forwards or
backwards DIRECTION by DIFF number of
seconds.

1301 Connected to NTP server:
SERVER_ADDR

The system is connected to the NTP server
SERVER_ADDR.

1302 WARNING: could not
connect to the NTP server
SERVER_ADR

The NearStore VTL appliance could not connect
to the specied NTP server.

1303 WARNING: lost
synchronization with NTP
server.

The NearStore VTL appliance is not
synchronized with the NTP server.

1304 WARNING: unable to setup
NTP synchronization event.

The NearStore VTL appliance was unable to
synchronize with the NTP server.

Back-end I/O Error Event Codes

The following table provides each back-end I/O Error event code, its corresponding message, and a
description of the message.

Code Message Description
1600 OP failed on NAME : REASON The operation OP failed on the back-end device

NAME. The reason for the failure is REASON.

1601 OP failed on NAME : REASON
(repeated for count times.)

The operation OP failed on the back-end device
NAME. The reason for the failure is REASON.
The failure was repeated count times.

1601 LAST has repeated NUM times. The last LAST operation has repeated number
NUM of times.

1801 Previous event log corrupted.
Re-initializing event log.

The previous event log has been corrupted. The
NearStore VTL is reinitializing the event log.

Miscellaneous Event Codes

The following table provides each miscellaneous event code, its corresponding message, and a description
of the message.
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Code Message Description
1700 Firmware VERSION

(BUILDNUMBER) is installed.
Species that the rmware version VERSION
(BUILDNUMBER) has been installed on your
system.

1701 Previous Event Log corrupted:
Re-Initializing event log.

The event log was corrupted, so the NearStore
VTL is reinitializing the event log.

Import Status Event Code
The following table provides the event system event code, its corresponding message, and a description
of the message.

Code Message Description
1800 OBJ_TYPE - OBJ_NAME –

IMPORT_STATUS
Gives the status of the disk/virtual tape
OBJ_TYPE OBJ_NAME that the NearStore
VTL is importing.

RAID Group Status Event Codes
The following table provides each RAID group status event code, its corresponding message, and a
description of the event.

Code Message Description
1900 DEVNAME is missing. The RAID group DEVNAME is congured, but

cannot be accessed. You see this if all of the
underlying physical disks are inaccessible, for
example if the physical disks are not powered up or
are not connected.

1901 DEVNAME is degraded. The RAID group DEVNAME is degraded. This
might be due to an underlying physical disk being
not powered up or disconnected.

1902 DEVNAME is switched to ofine. The RAID group DEVNAME is ofine if more
than one of the underlying physical disks are not
powered up or are disconnected.

1903 DEVNAME repair task started A repair task has started for the RAID group
DEVNAME.

1904 DEVNAME repair task
completed.

The repair task on the RAID group DEVNAME is
done.
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1905 DEVNAME repair task stopped The repair task on the RAID group DEVNAME is
stopped.

1906 DEVNAME repair task
completed with errors.

The repair task on the RAID group DEVNAME
completed, but with errors.

Platform-Specic Conguration Event Codes

The following table provides each platform-specic conguration event code, the associated message and
additional information.

Code Message Description
2000 Unexpected NVRAM

conguration. Please remove the
NVRAM card. It is not required
for VTL.

Either an unneeded or unsupported NVRAM card
is installed. Remove the card.

2001 Unexpected NVRAM card
location. The NVRAM card must
be located on slot PCI1.

The NVRAM card must be installed in PCI bus slot
1, but there is an NVRAM card installed in another
PCI slot. Move the card to slot 1.

2002 Unexpected Fibre Channel card
location. The rst Fibre Channel
card must be in slot PCI4.

Fibre Channel cards must be installed starting in
PCI bus slot 4, with additional cards installed in slot
5, and so on. The system found a Fibre Channel
card in an incorrect slot. Move the card to slot 4 or
to the rst available slot.

Notication-Related Event Codes

The following table provides each notication-related event code, the associated message and additional
information.

Code Message Description

2100 Failed to send the AutoSupport
e-mail.

The system was unable to send an AutoSupport
e-mail.

2101 Failed to send the e-mail
Notication

The system was unable to send an event notication
e-mail.
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Responding to Action Codes
An action is generated when there is a change in the state of the NearStore VTL appliance that requires
user intervention. These actions are displayed on both the Administrator Overview and the Actions
Required screens.

As an example, when your system is initially powered on, an action to set the time of your system is
generated. This action requires you to set the time and date of your system to that of the local host.

When a required action is generated, the Action Required icon appears in the upper portion of the
NearStore VTL GUI. This icon blinks until the action is either acknowledged or resolved. If the action is
acknowledged, the icon stops blinking but is still displayed. If the action is resolved, the icon is no longer
displayed, unless there are other unresolved actions.

Clicking the Action Required icon brings you to the Actions Required screen.

Accessing Required Action Listings

A listing of required actions is available from both the Administrator Overview and the Actions Required
screens. The Administrator Overview screen displays only the most recent required actions. The Actions
Required screen displays a complete listing of actions that are required.

To access the Administrator Overview Screen:

1. From theDaily Tasksmenu, located on the left side of your screen, click theMonitoring task category.

The Administrator Overview screen appears. The most-recent required action information is
available from the Actions Required portion of the screen.
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Action—provides a link, that when selected, brings you to the task (screen) from which the action
can be resolved.

Priority—lists the priority of the action that is required. Valid priorities are low, medium, and high.

Code—provides the code of the required action.

Description—gives a brief description of the issue that is causing the required action.

Age—displays the amount of time that has elapsed since the occurrence of the event that caused the
required action.

Acknowledge—provides the option to acknowledge the action. Acknowledging an action does not
resolve it. Acknowledging an action stops the Action Required icon from blinking.

To access the Actions Required screen:

1. From theDaily Tasksmenu, located on the left side of your screen, click theMonitoring task category.

2. Click the Actions Required tab, located in the upper portion of your screen.

The Actions Required screen appears, and the complete list of the actions that are required for
your NearStore VTL appliance is displayed.

Action—provides a link, that when selected, displays the screen for the task you use to resolve
the action.

Priority—lists the priority of the action that is required. Valid priorities are low, medium, and high.

Code—provides the code of the required action.

Description—gives a brief description of the issue that is causing the required action.

Age—displays the amount of time that has elapsed since the occurrence of the event that caused
the required action to be triggered.

Acknowledge—provides the option to acknowledge the action. Acknowledging an action does not
resolve it. Acknowledging an action stops the action required icon from blinking.

Action Codes

The actions generated by the NearStore VTL are displayed along with a message. Although informative,
these messages tend to be terse. When required actions are listed in the interface, they are identied as
low, medium, or high priority. They are also organized into classes that identify which part of the system
has an issue.

The rst digit of the action code represents the status of the action. They correspond to the GOOD (1),
WARNING (2), and ERROR (3) lights on the STATUS INDICATOR in the upper portion on the interface.
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GOOD—when the action code starts with the digit 1, your system is still fully functional. In this case, it
is not necessary for you to resolve the action immediately. For example: action 1101 recommends that
you load a physical tape into a physical tape drive.

WARNING—if the action code starts with the digit 2, either a specic operation has failed, some component
of your system is not operational, or your attached disks are running out of space. For example, action 2300
warns that the disks attached to your system are nearing their capacity. This action should be resolved
in the near future.

ERROR—when the action code starts with the digit 3, your system no longer functions properly. You must
resolve the action immediately. For example: action 3501 species that your conguration storage area
(vstore) is full. This means that no conguration information can be saved until this action is resolved.

Informational or Low-Priority Action Codes

The following table describes the informational or low-priority action codes. An action code in this range
might be generated when an operation is blocked, but the system is still fully functional. These codes
are in the range 1000–1999.

Code Message Description
1000 Trap meant for testing SNMP conguration. The trap was meant for testing the SNMP

conguration of the system.

1000 Test mail meant for verifying E-Mail
conguration.

The e-mail was meant for testing the E-mail
notication feature of the system.

1100 Export of volume BARCODE from library
LIBNAME added to pick list.

The virtual tape BARCODE associated with
the library LIBNAME has been added to
the pick list. The associated physical tape
needs to be mounted before the export can
continue.

1100 Import of volume BARCODE into library
LIBNAME added to pick list.

The physical tape BARCODE associated
with the library LIBNAME has been added to
the pick list. This physical tape needs to be
mounted before the import can continue.

1101 Recommend loading physical tape
BARCODE into tape drive DEVNAME.

The physical tape BARCODE needs to
be loaded into the physical tape drive
DEVNAME.

1200 Import or export waiting, but there are no
physical tape devices enabled.

The import or export cannot be completed
because there are no physical tape devices
enabled for your NearStore VTL appliance.
Ensure that any connected tape devices have
been added to your system conguration and
that they have been enabled.
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Code Message Description
1300 Disk usage is nearing capacity Your disk is nearing its capacity.

1400 Maintenance disk pool is not empty A disk has been moved into the maintenance
pool.

1907 DEVNAME at Port=PORT SerialNo=SERIAL
Shelf=SHF Bay=BAY added to maintenance
disk pool

The specied disk has been moved to the
maintenance pool. This happens after a
degraded, manually failed, or failed disk has
been successfully replaced. The replaced
disk is moved to the maintenance pool for
actions such as removing and returning to
the factory.

1908 DEVNAME at Port=PORT SerialNo=SERIAL
Shelf=SHF Bay=BAY selected to return to
factory

The specied disk has been marked for
removal and return to factory

1909 DEVNAME at Port=PORT SerialNo=SERIAL
Shelf=SHF Bay=BAY returned to factory

The specied disk that had been marked for
return to the factory, has been removed.

1910 DEVNAME at Port=PORT SerialNo=SERIAL
Shelf=SHF Bay=BAY selected to return to
service

The specied disk has been selected to be
moved out of the maintenance pool, and into
the hot spares pool.

1911 DEVNAME at Port=PORT SerialNo=SERIAL
Shelf=SHF Bay=BAY returned to service

The specied disk has been returned to
service.

Warning Action Codes

The following table describes the medium priority action codes. An action code in this range might be
generated when an operation fails, a component fails, or your attached disks are nearly full. These codes
are in the range 2000–2999.

Code Message Description
2100 Import of volume BARCODE into library

LIBNAME failed. Request was aborted.
The import of the physical tape BARCODE
into the virtual library LIBNAME failed
because the request was aborted.

2100 Import of volume BARCODE into library
LIBNAME failed.

The import of the physical tape BARCODE
into the virtual library LIBNAME failed.

2100 Mount of BARCODE into tape drive
DEVNAME failed.

Themounting of the physical tapeBARCODE
into the physical tape drive DEVNAME
failed.
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Code Message Description
2101 Mount of BARCODE into tape drive

DEVNAME failed.
Themounting of the physical tapeBARCODE
into the physical tape drive DEVNAME
failed.

2101 Export of volume BARCODE from library
LIBNAME failed.

The export of the virtual tape BARCODE
from the virtual library LIBNAME failed.

2101 Export of volume BARCODE from library
LIBNAME failed. Request was aborted.

The export of the virtual tape BARCODE
from the virtual library LIBNAME failed
because the request was aborted.

2200 Tape drive DEVNAME not found after the
system restarted.

The tape drive DEVNAME was not found
after the system restarted. Check to ensure
that the tape drive is both powered on and
displayed on the Physical Tape Device List
screen. If it is not displayed, you might have
to add it to the system conguration.

2201 Changer DEVNAME not found after the
system restarted

The media changer DEVNAME was not
found after the system restarted. You might
have to add this physical tape library to the
conguration of your system.

2202 Changer DEVNAME is not ready. The media changer DEVNAME is not ready.
Ensure that the device is online.

2500 Conguration storage area is nearing
capacity.

The conguration storage area is nearing
its capacity. If the conguration area gets
dangerously close to capacity, some of your
conguration information might not be
saved.

2501 Conguration storage area is dangerously
close to capacity.

The conguration storage area is close to
capacity. In this state, some of your system
conguration information might not be
saved.

2502 Post install vstore, Need to import boot disk. You need to the import the boot disk from
your previous vstore.

2790 The hardware monitor has detected a value
that is out of the normal range. Please
examine the event log for details.

One of the values for your system is out of
the normal range. See the system event log
for more detailed information.

2791 The hardware monitor has detected a voltage
which is out of the normal range. Please
examine the event log for details.

The voltage of your system is out of the
normal range. See the system event log for
more detailed information.
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Code Message Description
2792 The hardware monitor has detected a

temperature which is out of the normal range.
Please examine the event log for details.

The temperature of your system is out of the
normal range. See the system event log for
more detailed information.

2793 The hardware monitor has detected a fan
speed which is out of the normal range.
Please examine the event log for details.

The speed of one of the fans in your system
is out of the normal range. The system
event log contains more detailed information
concerning this problem.

2794 A disk array in use by this system needs
attention.

There is a problem with one of the physical
disks connected to your system.

2795 The hardware monitor has detected a power
supply which is not functioning. Please
examine the event log for details.

One of the power supplies for your system is
not working. The system event log contains
more detailed information concerning this
problem.

2798 The hardware monitor has detected an
LED control that is not responding. Please
examine the event log for details.

One of the LED controls in your system is not
responding. The system event log contains
more detailed information concerning this
problem.

2920 Failed to send the AutoSupport e-mail. The system attempted to send an AutoSupport
e-mail, but the operation failed.

2921 Failed to send the e-mail notication. The system attempted to send a notication
e-mail, but the operation failed.

2950 Setup system date and time. The system date and time need to be set to
that of the local host.

2951 Hardware change detected; set up system
time

The system detected a hardware change that
requires you to reset the system time.

2952 Negative time change at startup; setup system
time.

There was a negative time change when
NearStore VTL was turned on. Set the
system time.

2960 A PCI card is inserted in the wrong slot.
Please examine the event log for details.

A PCI card has been detected and the card is
either not in a slot supporting that card, or the
card is not supported. Check the event log
and take appropriate action.

2970 Hot spare disk pool is empty. There are no disks in the hot spare pool. Add
a disk to the pool.

2970 All disks are missing in the hot spare pool. The disks assigned to the hot spare pool
cannot be found. The disks might be off-line
or have failed.
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Code Message Description
2971 DEVNAME is degraded. Auto repair is

disabled.
The RAID group DEVNAME is running in
degraded mode and autorepair is disabled.

2972 DEVNAME is degraded. The RAID group DEVNAME is degraded.
This might be due to an underlying physical
disk being not powered up or disconnected.

Error Action Codes

The following table describes the high-priority action codes. An action code in this range might be
generated when the system is no longer functioning properly. These codes are in the range 3000–3999.

Code Message Description
3200 Disk DEVNAME not found after the system

restarted.
Your system could not nd the attached
physical disk DEVNAME after it restarted.
Ensure that the disk is turned on.

3300 Storage device: DEVNAME is in error. There is a problem with one of the storage
devices DEVNAME attached to your system.

3301 Disk usage is at its capacity. The usage of an attached physical disk is at
its capacity.

3350 DEVNAME is missing. The RAID group DEVNAME is congured,
but cannot be accessed. You see this if
all of the underlying physical disks are
inaccessible, for example if the physical disks
are not powered up or are not connected.

3351 DEVNAME is switched to ofine. The RAID group DEVNAME is ofine if
more than one of the underlying physical
disks are not powered up or are disconnected.

3500 Conguration storage area has exceeded its
capacity.

The conguration storage area has exceeded
its capacity. When your system is in this
state, no conguration information is saved.
Existing conguration information is in
danger of being lost.

3501 Conguration storage area is full. The conguration storage area is full. When
your system is in this state, no conguration
information is saved.
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Code Message Description
3503 Conguration storage area encountered an

I/O error.
When your NearStore VTL appliance is
in this state, it has encountered an I/O
error that might be caused by a loose cable
connection to either the rmware disk or
ash card. It might also have been caused by
an unrecoverable hardware error.

3550 Appliance’s memory usage is high atUSAGE. The amount of conguration memory. The
value is USAGE.

3900 No valid license is available The system is
set to be read-only.

Because the license currently installed on the
NearStore VTL appliance is not valid, the
system has been set to read only. Install a
valid license to correct this condition.

3901 The evaluation license is expired. The system
to be set to read only.

Because the evaluation license currently
installed on the NearStore VTL appliance
is expired, the system has been set to read
only. Install a valid license to correct this
condition.

3902 License doesn’t support the current version
of the product. The system is set to read only.

Because the license currently installed on the
NearStore VTL appliance does not support
the installed version of rmware, the system
has been set to read only. Install a valid
license to correct this condition.

3903 The MAC address has been changed. The
system is to be set to read only.

The MAC address of the system has been
changed, and the system has been set to read
only. Update your license to reect the new
MAC address.
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A

Setting the IP Address from the Command
Line
Follow these steps to set the NearStore VTL IP address using the VTL CLI:

1. Connect to the VTL appliance.

Attach a monitor and keyboard directly to the system or connect a laptop or another computer via the
serial port of the system, using a program such as HyperTerminal.

Use the following parameters to connect.

Parameter Value
Speed 57600

Data 8

Parity N

Stopbits 1

2. Enter the following command to show the current network congurations of the system:

show net

The VTL displays the following (the values displayed below are for illustrative purposes only).

Note

If there is no IP address set for the system, the values are blank, with the exception of the MAC
address.

IP address 192.168.1.39

Netmask 255.255.255.0
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Gateway 192.168.1.1

MAC 00:11:25:19:32:6e

3. Enter the following command, using values that are appropriate for your network, to set the values
for the network:

Set net ip_addr netmask gateway_addr

For example:

set net 192.168.1.39 255.255.255.0 192.168.1.1

4. Enter the following command to ensure that the values are correct:

show net

The NetApp VTL displays the network values that you entered into the command line interface.
The table shows the values for this example.

IP address 192.168.1.39

Netmask 255.255.255.0

Gateway 192.168.1.1

MAC 00:11:25:19:32:6e
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B

Replacing a NearStore VTL Head
Use this procedure to rebuild the library conguration if it becomes necessary to replace the VTL head.
Some of the necessary data is kept on the physical disks, but before that data can be imported into the
new system, you must re-create some basic conguration data. Prior to starting, you need to know the
names of all the virtual libraries, their types, and the order in which they were created in the original
system. A convenient way to keep the necessary details is by printing out the SCSI addresses of all libraries
(Conguration Tasks >Virtual Libraries >SCSI Addresses) and the Virtual library list (Conguration Tasks
>Virtual Libraries >Virtual Library List). The order of the LUNs reects the order in which the libraries
were created. The table shows the values for the example.

Virtual Library List

Library
name

Capacity
allocated

Capacity
used

Library
type

#Virtual
tapes

#Slots #Drives Storage
pool

red 35.00 GB 8.00 GB NETAPP
7220

1 20 2 Default
Storage
Pool

blue 70.00 GB 11.29 GB NETAPP
7220

2 20 2 Default
Storage
Pool

SCSI Addresses

Library Device Vendor ID Product ID LUN
Robot EXABYTE EXB-440 0

Tape Device 0 QUANTUM DLT7000 1

red

Tape Device 1 QUANTUM DLT7000 2
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Library Device Vendor ID Product ID LUN
Robot EXABYTE EXB-440 3

Tape Device 0 QUANTUM DLT7000 4

blue

Tape Device 1 QUANTUM DLT7000 5

To rebuild the VTL conguration, do the following:

1. Remove and replace the VTL head. Cable the new head to the same conguration as the old head.
Make sure the new head has the same revision of rmware as the old head.

2. Connect and power on all disks.

3. From the serial console, bring up the server and set the IP address.

4. From the web browser, log in as admin.

The event log sees disks and displays messages such as:

Wed Oct 17 02:09:38 2001 16 Disk h2c0t6l1 has a label from another system.

5. Create all libraries with same names, types, and order as the original. Using the example, the correct
order is to create red followed by blue. Both libraries are of type NETAPP 7220.

6. Go to Conguration Tasks >RAID groups. In the Add RAID groups screen, the disks show that
they are “labeled by another system”.

7. Select Import RAID groups.

8. Select all the disks that belong to this system and click Apply. Scanning of these disks starts.

9. Select the link To view the list of importing physical disks, click here.

View the status of the scanning. This screen is not automatically updated. Use your browser refresh
button to update the screen. Scanning can take quite a long time (even hours, depending on the
total size of all the disks).

10. When the scanning is complete (and the screen has been refreshed), a new message is displayed:

The physical disks have been imported to this system, click here to assign the
virtual tapes to libraries

Click this link.

11. Assign the disks to the appropriate virtual libraries. The GUI displays the library name in which
the disk was originally used.

12. After you have completed this step, the system is operational.
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C

Recovering Data Guarantees
NearStore VTL appliances buffer both disk and compact ash writes for improved performance (as do tape
devices). After data is on the NearStore VTL disks and compact ash, user data can be recovered in the
event of failures such as reboot, power failure, disk failure, or compact ash failure. The differences in the
nature of the information written to disk and compact ash results in two different types of data recovery
guarantees: the ability to recover data after a reboot, including ones due to power failure, and recovery of
data after the failure of the compact ash.

Recovering Data after a Reboot

The SCSI standard denes a number of SCSI commands that are required to ush the buffers to media
before the device can return a successful status. NearStore VTL appliances comply with these requirements.
The commands are: WRITE_FILEMARKS, SPACE, LOCATE, LOAD/UNLOAD and REWIND. After
receiving one of these commands, all “tape-image” data received by the VTL appliance before the
command, is available in the event of a power failure or reboot (but might not be recoverable after a
compact ash failure. See Recovering Data after a Compact Flash Failure, page 97.)

Until one of the SCSI commands trigger a ush, the data in the current le is not guaranteed to be available
in the event of a power failure or reboot.

Recovering Data after a Compact Flash Failure

In the unlikely event of a Compact Flash failure, you might not be able to important any virtual tapes that
are loaded into virtual drives at the time of the failure, into a new system or the original system with a
replaced Compact Flash card.
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Glossary
Because the NearStore VTL appliance operates in an environment that is specic to its function, some of the
terms that are used in this guide do not necessarily follow the standard dictionary denition that you might
expect. This section provides the NearStore VTL-specic denitions of these terms.

action
An action is an activity that requires manual intervention. When the NearStore VTL Appliance cannot
proceed without manual intervention, an entry is created in the Action Required list. The action is
usually part of the normal operation, e.g., loading a physical tape into a tape drive, but it may also be
an exceptional condition, such as a tape drive that is not working correctly. The condition that caused
the action must be resolved before the action required entry will be deleted.

administrator
The administrator account is the privileged account. Only the administrator can manage the system
conguration. The administrator can perform such tasks as adding disks, physical tape devices and
new users; managing the import/export tapes; setting the various system preferences and the like.

customer
This is an optional feature that is enabled in the Conguration Tasks >Advanced >Options page. If
the administrator chooses to use customers, then every virtual library belongs to a customer. An
account is created that allows the customer to log in to NearStore VTL. The Customer can manage
jukeboxes that belong to the customer.

events
Events are recorded in the Event log when an item of interest to the administrator occurs. An event
may or may not have an associated Action Request.

export request
An export request is created when a virtual library exports a virtual tape. A virtual tape may be
exported by sending a SCSI command to the virtual library (usually from a backup application)
or by using the NearStore VTL web interface. The export request tracks the process of exporting
the data from the virtual tape

import request
An import request can be created by either the administrator or a customer. A virtual tape can be
imported by sending a SCSI command to the virtual library or by using the NearStore VTL web
interface. The import request will track the process of importing the data from the physical tape.

NearStore VTL appliance
The NearStore VTL appliance refers to the NearStore VTL controller and all of the physical disks
and physical tape drives used by the NearStore VTL controller.

pass through mode
When data is imported from a physical tape to a virtual tape, the data can be accessed shortly after the
importing starts. This is invoked by moving the virtual tape into a virtual tape drive.
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physical disk
Physical disks are connected to the NearStore VTL controller. All of the data stored in the virtual
system is stored on the physical disks.

physical tape drive
Physical tape drives are connected to the NearStore VTL controller. They can be connected either
through the Fibre Channel or through the parallel SCSI. The physical tape drives are used to transfer
the data from the virtual tape to a physical tape. The data is read during import and written during
export.

physical tape
A physical tape is a physical piece of tape media. It is called physical tape to clearly differentiate
it from a virtual tape.

quick load
When the data on a physical tape is imported to a virtual tape using the quick-load option, only the
rst 1 MB of data is transferred. This is useful if the virtual tape will immediately be overwritten
with new data. The rst 1 MB allows the data management application to verify the virtual tape
before it is overwritten. If an attempt is made to read or position beyond the 1 MB of data actually
imported, then an I/O error is returned. The virtual tape may be reimported in a normal mode
to permit access beyond the 1 MB.

RAID group
RAID groups are constructed from the NearStore VTL-attached physical disks, and provide a
virtualization layer between the physical disks and the virtual tapes. This layer lets you add, remove
and replace the physical disks without affecting the structure of the virtual tapes or the data stored
on the tapes. If a physical disk in a RAID group fails, the disk can be replaced, and the data on the
failed disk is reconstructed on to the new disk.

storage pool
Storage pools are an optional feature of NearStore VTL that allow the administrator to partition a
group of disks. When virtual libraries are assigned to a storage pool, the volumes created in the
library are stored only on disks that belong to that storage pool.

tape operator
The tape operator is a special account with limited privileges. The tape operator is responsible for
getting physical tapes, loading them into physical tape drives, and unloading the drives when the
NearStore VTL appliance is nished with the tape.

tape optimization
When tape optimization is enabled, NearStore VTL estimates the rate at which the data being sent to
it from a backup application can be compressed. This allows NearStore VTL to send an end of tape
signal to the backup application only when the compressed size of the incoming data lls the tape.

tape pick list
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Tape pick lists are an optional feature of NearStore VTL. A tape pick list is a list of physical tapes
required by NearStore VTL. It is used by the tape operator to get all of the tapes that NearStore VTL
needs. NearStore VTL then recommends that the tapes are loaded into specic drives.

virtual library
A virtual library is a logical representation of a physical tape library. It exhibits all the behaviors
of a physical tape library. It appears to have a robotic arm, one or more tape drives, tape cartridge
slots, mailbox (entry/exit) slots, and a barcode reader. It responds on the bus in exactly the same
way as a physical tape library.

virtual library type
A virtual library type determines how many slots, how many virtual tape drives, and what type of
virtual tape drives are in a virtual library. NearStore VTL has several predened virtual library types.
The administrator can create additional virtual library types if required.

virtual tape
A virtual tape is a logical representation of a physical tape. Virtual tapes are used inside virtual
libraries and written to by virtual tape drives in the same way as are physical tapes.

virtual tape drive
A virtual tape drive is a logical representation of a physical tape drive. Virtual tape drives are
congured within virtual libraries. A virtual library can have one or more virtual tape drives. Each
virtual tape drive emulates a standard tape drive.

virtual tape drive type
A virtual tape drive type determines how a virtual tape drive responds to SCSI inquiries and the
capacity of the tapes written by the virtual tape drive. NearStore VTL has several predened virtual
tape drive types. The administrator can create additional tape drive types if required.
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