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Overview of Config Advisor 

Config Advisor is a tool to validate configuration and health of NetApp Systems and it is 

used to check a NetApp system or solution for proper hardware, cabling, software 

configuration, and conformance of NetApp recommended best practice settings and 

standards. 

Config Advisor 4.0 introduced a new plug-in architecture in which new profiles can be 

dynamically added, upgraded, or removed from existing list of static Config Advisor 

profiles.  

Advantage of the new plug-in architecture is that the plug-in can be independently 

updated and released without the need for a Config Advisor tool release. 

Config Advisor supports validation of MetroCluster in clustered Data ONTAP, and E-

Series storage arrays using the plug-in architecture.  

Config Advisor 4.3 supports encryption of device credentials and saved queries and 

provides an option to require a password when launching Config Advisor. 

Note: This guide includes installation and administration details for the Config Advisor 

plug-ins. For more information about Config Advisor, see the Config Advisor Installation 

and Administration Guide. 

 

http://mysupport.netapp.com/NOW/download/tools/config_advisor/
http://mysupport.netapp.com/NOW/download/tools/config_advisor/


  6 

Config Advisor plug-ins 

Plug-ins may be added, upgraded or removed from the existing list of Config Advisor 

plug-ins that are installed. Profiles that come along with Config Advisor might also be 

overridden and extended using a plug-in. 

Config Advisor supports the following plug-ins: 

 E-Series plug-in 

The E-Series plug-in has both a storage array configuration validation as well as a 

host-side validation option. 

 Managed ONTAP SAN plug-in 

The Managed ONTAP SAN plug-in enables data collection and validation of 

mission critical SAN deployments.  

Note: This plug-in is available only on request and is used by the Managed ONTAP SAN 

service offering. 

 

 MetroCluster in clustered Data ONTAP plug-in 

The MetroCluster in clustered Data ONTAP plug-in enables data collection and 

validation of MetroCluster in clustered Data ONTAP. 

 FlexPod plug-in  

 The FlexPod plug-in enables you to run a detailed health check for all of the 

components in the FlexPod stack. 

The Config Advisor plug-ins are downloaded as separate installable packages. You must 

have Config Advisor 4.3 or later installed for any plug-in to work. Plug-ins are installed 

in the data directory of the Config Advisor tool. Plug-ins installed in the Config Advisor 

data directory may introduce new profiles accessible through the Config Advisor tool 

Profile drop-down box in the main window. 

Using the Config Advisor profile, a user can collect data, view and analyze results, 

generate PDF reports, post Config Advisor AutoSupport results to NetApp. 
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Preparing for installation 

You must be aware of the prerequisites and requirements before installing the Config 

Advisor plug-ins. 

Windows host requirements 

Config Advisor plug-ins are supported with the following Windows operating systems: 

 Windows 7 SP1 32-bit 

 Windows 7 SP1 64-bit 

Plug-in requirements 

 You must have installed Config Advisor 4.3 or later. For more information about 

installing Config Advisor, see the Config Advisor Installation and Administration Guide. 

 You must have downloaded the plug-in installation package to the host machine, in 

which you have installed Config Advisor. 

 

User type Plug-in download location 

External and 

internal users 

 

http://mysupport.netapp.com/NOW/download/tools/config_advisor/ 

 
 

 

 

http://mysupport.netapp.com/NOW/download/tools/config_advisor/
http://mysupport.netapp.com/NOW/download/tools/config_advisor/
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Installing Config Advisor plug-ins 

You should install Config Advisor framework and then install the desired plug-in. 

Plug-in versions supported 

A list of compatible versions of Config Advisor and the plug-in available on the Support 

Site is provided in the following table.  

Config Advisor Version Plug-in Version 

 Config Advisor 4.1 or 4.2  E-Series plug-in 1.1 

MetroCluster plug-in 1.1 in clustered Data ONTAP 

Config Advisor 4.3 E-Series plug-in 1.2 

MetroCluster plug-in 1.2 in clustered Data ONTAP 

Config Advisor 4.4 E-Series plug-in 2.0 

MetroCluster plug-in 1.3 in clustered Data ONTAP 

FlexPod plug-in 1.0 

Managed ONTAP SAN plug-in 1.1 

You can install any of the following Config Advisor plug-ins: 

 E-Series plug-in 

 Managed ONTAP SAN plug-in 

 MetroCluster in clustered Data ONTAP plug-in 

 FlexPod plug-in  

Steps 

1. Unzip the plug-in installation package (*.zip file) to the host machine and place the 

contents of the package in the below mentioned folder location under 

{USERPROFILE}\ConfigAdvisorData\plugin_eggs. Ensure that when entering the plug-

in folder name under plugin_eggs you are able to see the plug-in files especially 

profileConfig.xml or profileExtensionConfig.xml. 
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2. Relaunch Config Advisor. 

3. In the Config Advisor user interface, the Profiles drop down list (top left corner) displays 

the newly added plug-in along with other static profiles, such as Clustered Data 

ONTAP, Data ONTAP 7 and 8 (7-Mode), and FlexPod. 

4. In the Config Advisor user interface, Logs window displays a message after the plug-in is 

installed successfully.  

For example, if you have installed the E-Series plug-in, you should see the message, 

Plug-in ‘E-Series’ Loaded. 

  

Operating system Directory path to place plug-in files 

Windows 7 SP1 32-bit 

Windows 7 SP1 64-bit 

C:\Users\<windows_login>\ConfigAdvisorData\plugin_eggs 

or 

{USERPROFILE}\ConfigAdvisorData\plugin_eggs 
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Configurations supported by Config Advisor  

FlexPod configurations 

The configurations tested by Config Advisor for FlexPod Datacenter with Nexus 5000 

fabric are as follows: 

Hardware/Software FlexPod – 7-Mode Model Version 

NetApp Storage Controller FAS3200 8.2P4 

Cisco Nexus Fabric 5548UP 5.2(1)N1(3) 

Cisco Fabric Interconnects / UCS 

Manager 

6248UP 2.1(1a) , 2.2(2c) 

 

Hardware/Software FlexPod – Cluster 

Mode 

Model Version 

NetApp Storage Controller FAS3200 8.2P4 

Cisco Nexus Fabric 5548UP 5.2(1)N1(3) 

Cisco Fabric Interconnects / UCS 

Manager 

6248UP 2.1(1a) , 2.2(2c) 

Note: Config Advisor currently supports only a subset of the hardware mentioned. However, 

Config Advisor can also be used with other FlexPod configurations. Refer NetApp Interoperability 

Matrix Tool and FlexPod Technical specification for FlexPod supported configurations. 

Config Advisor can be used only for FlexPod Datacenter and not for FlexPod Express or FlexPod 

Select. 

The configurations tested by Config Advisor for FlexPod Datacenter with Nexus 7000 fabric are 

as follows: 

 

 

 

http://support.netapp.com/matrix
http://support.netapp.com/matrix
http://www.netapp.com/us/system/pdf-reader.aspx?m=tr-4036.pdf&cc=us
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Hardware/Software FlexPod – 7-Mode Model Version 

NetApp Storage Controller FAS3200 8.2P4 

Cisco Nexus Fabric Cisco Nexus 7000 4-

slot 

6.1(2) 

Cisco Fabric Interconnects / UCS 

Manager 

6248UP 2.1(1a)  

 

Hardware/Software FlexPod – Cluster 

Mode 

Model Version 

NetApp Storage Controller FAS3200 8.2P4 

Cisco Nexus Fabric Cisco Nexus 7000 4-

slot 

6.1(2) 

Cisco Fabric Interconnects / UCS 

Manager 

6248UP 2.1(1a) 

 

The configurations tested by Config Advisor for FlexPod Datacenter with Nexus 9000 fabric are 

as follows: 

Hardware/Software FlexPod – Cluster 

Mode 

Model Version 

NetApp Storage Controller FAS8040 8.3.1 

Cisco Nexus Fabric Cisco Nexus 9372PX 7.0(3)NI1(1a) 

Cisco Fabric Interconnects / UCS 

Manager 

6248UP 2.2(5b) 
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Data collection using Config Advisor plug-in 

After you have installed the required plug-in, you can select the profile (plug-in) using which 

Config Advisor performs the data collection. 

In the Config Advisor user interface, under Profile, select the required profile for the option 

Choose an Execution Profile. You can select any of the following profiles: 

E-Series 

Managed ONTAP SAN 

MetroCluster in clustered Data ONTAP 

FlexPod  

Data collection using a profile 

Steps 

1. In the Config Advisor user interface, under Profile, select the required profile for the option 

Choose an Execution Profile. 

2. Enter the details in the profile tab and click Collect Data. 

3. Enter the filename in which you want to save the collected data. 

The commands and their outputs are stored in a file with *.xml.gz extension in the Config Advisor 

data directory. Config Advisor opens the file at the end of data collection and the computed results 

are displayed in the Config Advisor Result Viewer interface. 

The previous data collection files are stored in the Config Advisor data directory and these results 

are displayed in the Config Advisor user interface, Recent Results pane. 

For more information about using the Recent Results pane, see the Config Advisor Installation 

and Administration Guide. 

If you want to save the values entered in the sub profiles, you can use the Save Query option in 

the Config Advisor user interface. 

E-Series 

The E-Series profile page is shown below: 
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The E-Series Plug-in 2.0 is developed to work with the Config Advisor tool, to enable data 

collection and validation from both an E-Series Storage Array and the host systems accessing that 

storage array.   

The storage-side E-Series profile has two data collection methods: 

 NetApp SANtricity Web Services Proxy 1.1 

 Network (SMcli) 

The host-side E-Series profile has one data collection method: 

 SSH (Secure Shell) 

Currently, E-Series Host supports scanning and comparison with the IMT data for Linux host 

systems. 

The latest IMT data file is updated  when the Config Advisor is launched if the network access is 

available. 

In the case of secure sites, no network access is available. You are required to manually download 

resource_binary.zip from 

http://mysupport.netapp.com/public/config_advisor/bin/resources_binary.zip and place it in the 

http://mysupport.netapp.com/public/config_advisor/bin/resources_binary.zip
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C:\Users\<windows_login> \ConfigAdvisorData folder and replace any existing file with the same 

name. Restart Config Advisor for the new file to take effect. 

NetApp SANtricity web services proxy 1.1 

The NetApp SANtricity Web Services Proxy provides Web APIs to configure, manage, and 

monitor E-Series and EF-Series arrays. The proxy provides access to a collection of REST 

(Representational State Transfer) style interfaces to access services defined for storage arrays. The 

proxy can be installed on a Windows or Linux system.  

Config Advisor uses NetApp SANtricity Web Services Proxy to collect data from multiple E-

Series Storage Arrays that is under the management of NetApp SANtricity Web Services Proxy. 

For more information, see http://community.netapp.com/t5/E-Series-SANtricity-and-Related-Plug-

ins-Articles-and-Resources/NetApp-SANtricity-Web-Services/ta-p/86931. 

Information on how to install, configure, and uninstall NetApp SANtricity Web Services Proxy 

1.2 can be found in the NetApp SANtricity Web Services Proxy 1.2 Installation Guide.  

For more detailed information on configuring and using NetApp SANtricity Web Services Proxy 

1.2 see the NetApp SANtricity Web Services Proxy 1.2 User Guide.  

See E-Series and EF-Series Systems Documentation Center and look for SANtricity Web Services 

Proxy 1.2 that is found in the SANtricity Management Plug-ins link.  

Credentials of the NetApp SANtricity Web Services Proxy is required to collect from E-Series 

Storage Systems that are under it is management. 

Field name Description 

Hostname (or IP) of Web 

Proxy 
The full hostname or IPv4 address of the NetApp 

SANtricity Web Services Proxy. 

Port Port through which the REST service is available. 

Username Username is defaulted to 'ro'. 

Password Password is defaulted to 'ro'. 

On clicking "Discovery" all the E-Series Storage Systems that are under the management of 

NetApp SANtricity Web Services Proxy is listed on a table below the "Discovery" button. Select 

the E-Series Storage Systems from which Config Advisor is to collect data and click on the 

"Collect Data" button.  

http://community.netapp.com/t5/E-Series-SANtricity-and-Related-Plug-ins-Articles-and-Resources/NetApp-SANtricity-Web-Services/ta-p/86931
http://community.netapp.com/t5/E-Series-SANtricity-and-Related-Plug-ins-Articles-and-Resources/NetApp-SANtricity-Web-Services/ta-p/86931
https://library.netapp.com/ecm/ecm_get_file/ECMP12428864
https://library.netapp.com/ecm/ecm_get_file/ECMP12428861
http://mysupport.netapp.com/eseries
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 Network (SMcli) (see E-Series Plug-in 1.1 Installation and Administration Guide for the 

following section). 

Network (SMcli)  

SANtricity Storage Manager Client is available as part of SANtricity Storage Manager Software 

for E-Series Storage Array. Config Advisor uses the SMCli.exe that gets installed with the 

SANtricity Storage Manager Client to collect data from the E-Series Storage Array. Currently, 

Config Advisor is tested with SANtricity Storage Manager version 11.10.XX00.0020. 

Steps 

1. Download and install the E-Series/EF-Series SANtricity Storage Manager  11.10.XX00.0020 

from 

http://mysupport.netapp.com/NOW/download/software/eseries_santricity/11.10.XX00.0020/         

Note: SANtricity Storage Manager installed in default location C:\Program Files (x86)\Storage 

Manager on Windows 7 Operating System does not have full administrative permissions to C:\ 

drive resulting in Config Advisor Error. See section Troubleshooting to resolve this error. 

The E-Series Storage Array contains two controllers but only one controller is accessed for data 

collection. Credentials for either controller can be entered for data collection. 

The credentials required for E-Series Storage Array are as follows: Credentials for E-Series 

Storage Array Description. 

Field name Description 

Hostname (or IP) The full hostname or IPv4 address of the E-Series Storage 

Array. 

Username Username is either ‘admin’ or ‘monitor’ only. 

Password Password if set on the Storage Array. 

 

Note: The credentials are not validated before data collection for E-Series. 

2. Enter credentials and click Collect Data. 

3. Enter the file name in which the collected data has to be saved. 

Config Advisor uses SMCli.exe from the SANtricity Storage to collect data from an E-Series 

Storage.  

http://mysupport.netapp.com/NOW/download/tools/config_advisor/4.2/E-Series-Plugin_1.1_for_Config_Advisor_Installation_and_Administration_Guide.pdf
http://mysupport.netapp.com/NOW/download/software/eseries_santricity/11.10.XX00.0020/
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The commands and their outputs are stored in a file with .xml.gz extension in Config Advisor 

DATA directory. The tool opens this file at the end of data collection which shows computed 

results in Graphical User Interface which is the Config Advisor Result Viewer. 

All the files of data collection stored in the in Config Advisor DATA directory are displayed on 

the tool on the main window > Recent Results at the bottom left pane. 

For more information, see Config Advisor Installation and Administration Guide. 

Note: SMcli support will be deprecated from Config Advisor version 4.5 onward.  

Host-side collection  

Collecting host-side information for analysis is currently limited to hosts running supported 

versions of the Linux operating system. This collection requires the use of a remote shell to 

execute commands and collect the results. Using 'telnet' to collect this information is considered 

insecure as the connection between Config Advisor and the host is not encrypted and can be 

"sniffed". The alternate to 'telnet' is to use Secure Shell, also known as "SSH". This option 

provides improved authentication facilities and the ability to encrypt the session between Config 

Advisor and the host. 

SecureShell is a feature provided in standard Linux distributions and may already be enabled on 

the hosts you intend to collect information from. For details, consult Linux documentation. 

Steps 

1. Enter credentials and click Collect Data. 

2. Enter the file name in which the collected data has to be saved. 



Field name Description 

Hostname (or IP) The full hostname or IPv4 address of the E-Series host 

system. 

Username By default, username is ‘root’. 

Password Password of the E-Series host system. 

You can run host side checks and run comparisons against IMT data for a Linux based E-Series 

host system. To run from a multiple host systems, you might use the Collect from Query Group 

http://mysupport.netapp.com/NOW/download/tools/config_advisor/
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feature. Save multiple E-Series host credentials into a single query group and click the Collect 

from Query Group button. 

Rules analysis and reporting is grouped for multiple systems when using the Collect from Query 

Group feature. 

The E-Series 2.0 plug-in for Config Advisor introduces support for collection of host-side 

information. Some of the known restrictions/limitations of host-side support are as follows:  

The host-side collection is currently in Beta and known to work on the following Linux Operating 

Systems  for Intel/AMD 64-bit systems (PowerPC architectures not tested).  Additional support 

will be added in future releases: 

 RHEL 6.6, 7.1, and 7.2 

 SLES 11.3, 12.1 

 OVM 6.2 

 OEL 6.7 

 CentOS 6.5 

 IB-iSER configurations are reported as iSCSI protocol. 

 Multipath validation is only performed for Device Mapper Multipath (DM-MP) 

configurations. 

Managed ONTAP SAN 

The Managed ONTAP SAN profile page is shown below: 
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On the Config Advisor tool, in the main window, select > Profile > option > Choose an 

Execution Profile > Managed ONTAP SAN and the Managed ONTAP SAN page is loaded. 

The fields in Managed ONTAP SAN sub-profiles tab are as follows: 

 

GUI field/GUI 

button 

Description 

Hostname (or IP) Host name or IP address of the controller  

Username  User name to access the node 

Password Password to access the controller 

 

Steps 

1. Enter credentials and click Collect Data.  

2. Enter the file name in which the collected data has to be saved. 



  Data collection using Config Advisor plug-ines | 19 

MetroCluster in clustered Data ONTAP 



Details of common fields in the different profile pages are as follows: 

Field name Description 

Hostname (or IP) Hostname or IP address of the node, switch, or ATTO bridge. 

Username User name to access the node, switch, or ATTO bridge. 

Password Password to access the node, switch, or ATTO bridge. 

Collect Data Initiates the collect data request from Config Advisor. 

Save this Query Saves the profile details as a query for later use. 

Clear All Clears the details entered in the fields in the profile page. 
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Note: All switches mentioned here are the back-end Fibre Channel switches.  

 

Note: The node that is entered in Run Switchover Simulation on Cluster Node must be one of 

the nodes that is configured in the 2Node or 4Node profile. 

This profile collects data from MetroCluster in clustered Data ONTAP (MCC) setup. It requires 

collecting data from nodes of the two clusters, backend Fibre Channel switches, and ATTO 

bridges. You can select a sub profile that best describes the MCC setup by clicking the appropriate 

tab and option buttons. If the number of ATTO bridges in MCC setup is fewer than available 

fields, extra fields can be left as-is. MCC plugin 1.3 version supports Data ONTAP version 8.3.0, 

8.3.1, and 8.3.2. NetApp recommends performing data collection when all devices are up and 

running, make sure that the controllers are not in switch over or taken over state during data 

collection. 

 Four-node configuration: This sub profile requires collecting data from the devices 

[Controllers, switches, and Atto bridges] based on the type of FC switch model that is being 

used in the configuration. 

Four-node with fabric configuration 




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 Two-node configuration: There are three types of configuration for this sub-profile. Two-

node with FC Storage fabrics/Two-node with (optical) SAS cables/Two-node with FC-to-SAS- 

bridges.  

Two-node with fabric configuration 



 Two-node with FC Storage fabrics: This requires collecting data from the devices 

[Controllers, switches, and Atto bridges] based on the type of FC Switch model that is being 

used in the configuration. 

 Two-node with (optical) SAS cables: This requires collecting data from both the nodes of 

the two clusters. 

 Two-node with FC-to-SAS- bridges: This requires collecting data from both the nodes of the 

two clusters and the Atto bridges. 

Considerations for data collection 

Based on the Profile selected, you can refer to the following sections. Data is collected for 

controllers using the SSH protocol. If connectivity fails, then the fall back mechanism selects 

HTTPS protocol as the alternative. 
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Data is collected for ATTO bridges using the Telnet protocol. If connectivity fails, then there is no 

fall back mechanism. The maximum number of ATTO bridges supported by Config Advisor is 40. 

You can enter the data for the ATTO bridge as per the configuration. If the configuration contains 

less than 40 ATTO bridges, the remaining fields can be left blank. 

Data collection on all sub profiles must be done in a state where all the nodes, switches, and 

bridges are running. If this requirement is not met, this results in some of the rules falling into the 

Not Evaluated state. 

Additional data collection considerations that are dependent on the profile: 

For MetroCluster in clustered Data ONTAP plug-in, the following sub profiles are supported: 

 Brocade 6510 

This profile is a four switch configuration with Brocade 6510 switches connecting all of the two or 

four nodes and ATTO bridges. 

 Brocade 6505 

This profile is a four switch configuration with Brocade 6505 switches connecting all of the two or 

four nodes and ATTO bridges. 

 Cisco 9148 

This profile is a four switch configuration with Cisco 9148 switches connecting all of the two or 

four nodes and ATTO bridges. 

 Cisco 9148S 

This profile is a four switch configuration with Cisco 9148S switches connecting all of the two or 

four nodes and ATTO bridges. 

 Cisco 9250i 

This profile is a four switch configuration with Cisco 9250i switches connecting all of the two or 

four nodes and ATTO bridges. 
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FlexPod 

To verify some of the most common configuration errors in standard FlexPod setups, you must 

collect data from a single Cisco UCS Manager domain (two Cisco Fabric Interconnects), two 

Cisco Nexus 5000/7000/9000 series switches, and NetApp storage controllers. Optionally, data 

may be collected from VMware vCenter Server to receive recommendations on the latest 

supported firmware from NetApp Interoperability Matrix Tool. As with all FlexPod setups, the 

recommendations are related only to the core infrastructure and SAN boot configuration; the 

hypervisor or any application workloads running on the infrastructure are not checked.  

Note: Config Advisor supports only NX-OS mode for Cisco Nexus 9000 series switches. 

 

Note: All the FlexPod device (One Cisco UCS Cluster, two Cisco Nexus Switches, one Cluster 

Interconnect and NetApp Storage Controllers) credentials are mandatory. 

These checks are not comprehensive, and absence of failures do not indicate proper configuration 

of the FlexPod setups. 

Config Advisor supports data collection from the controllers using Manage ONTAP Solution, 

SSH, or Telnet. 

The connections to a controller by using a Service Processor, RLM, BMC, or ACP are not 

supported. 

You can use the Config Advisor FlexPod profile to run a detailed health check for all the 

components in the FlexPod stack. This profile can be used when commissioning a newly 

configured FlexPod system or when running the checks on the existing FlexPod stack. There are 

some checks that alert you about potential outage. 

Note: Ensure that there are no pending configurations in FlexPod. 

The FlexPod checks focus on the cabling between the FlexPod components and the configurations 

that run on them. The checks that focus on the cabling check for a minimum number of links that 

have to be present between the components as per the design. The checks that focus on the 

configuration collect the running configuration data of all the components and correlate them with 

the validated design configuration. In addition, the checks indicate an appropriate severity level 

whenever there is a deviation in the cabling or configuration.  

For configuration or cabling recommendations, see the Cisco Validated Design (CVD) guide 

available at cisconetapp.com, www.cisco.com/go/flexpod, or contact technical support. 

http://support.netapp.com/matrix
http://www.cisconetapp.com/
http://www.cisco.com/go/flexpod
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See FlexPod configuration validations & health checks for a detailed description of all the 

FlexPod checks that are run. 

In the FlexPod profile, you can collect data by using one of the following tabs in Config Advisor: 

 FlexPod – 7-Mode 

 FlexPod – Clustered Data ONTAP 

 In the FlexPod clustered Data ONTAP profile, you can choose any one of the following 

cluster interconnects: 

 Cisco NX5010/5020/5596/5596T 

 NetApp CN1610 

 Switchless 

 Based on the Cisco Nexus switch model used, you can choose any one of the following 

options:  

 Cisco Nexus 5000  

 Cisco Nexus 7000  

 Cisco Nexus 9000 (NX-OS mode only) 

 

Note: When you choose Cisco Nexus 7000 series switch as your switch model, the FlexPod SAN 

Boot Architecture can only be End-to-End FCoE. 

Note: When you choose Cisco Nexus 9000 series switch as your switch model, the FlexPod SAN 

Boot Architecture can only be iSCSI. 

Based on the FlexPod SAN Boot architecture used, you can choose any one of the following 

options in the tab: 

 FCoE to the storage controller 

 Classic FCP to the storage controller 

 Do not check FCP/FCoE configuration 

 End-to-End FCoE  

 iSCSI 

Note: The process of collecting data from any one of the FlexPod profiles is the same.  
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Data collection from FlexPod – Clustered Data ONTAP  

The process of collecting data from any one of the FlexPod profiles is the same. For more 

information see, Data collection from FlexPod – 7-Mode. 

Note: Only 2-node clusters are supported. 

The FlexPod– Clustered Data ONTAP profile tab is as shown: 

 

Fields in FlexPod – Clustered Data ONTAP profile tab 

The fields in FlexPod setup profile tab are as follows: 

GUI field/GUI 

button 

Description 

Admin VDC name 

(or IP) 

Name of the Admin VDC or IP address (for a Cisco Nexus 7000 series 

switch) 

Ethernet VDC name Name of the Ethernet VDC (for a Cisco Nexus 7000 series switch) 

Storage VDC name Name of the Storage VDC (for a Cisco Nexus 7000 series switch) 

Hostname (or IP) Host name or IP address of the Cisco UCS Cluster, VMware vCenter 

Server, and NetApp Cluster 
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GUI field/GUI 

button 

Description 

Switch Name (or IP) Name or IP address of the Cisco Nexus Fabric A and B and Cisco 

Nexus Cluster Interconnect switches 

Username User name to access the Cisco UCS Cluster, VMware vCenter Server, 

Cisco Nexus Fabric A and B, NetApp Cluster, and Cisco Nexus Cluster 

Interconnect switches 

Password Password to access the Cisco UCS Cluster, VMware vCenter Server, 

Cisco Nexus Fabric A and B, NetApp Cluster, and Cisco Nexus Cluster 

Interconnect switches 

Test Login Displays the connection status 

Config Advisor attempts to connect using Cisco UCS API for Cisco 

UCS Cluster in the following order: HTTPS > HTTP 

Config Advisor attempts to connect using VMware vSphere SDK for 

VMware vCenter Server 

Config Advisor attempts to connect to Cisco Nexus in the following 

order: SSH >Telnet 

Config Advisor uses the network fallback mechanism to connect to the 

cluster node in the following order: Manage ONTAP Solution > SSH 

>Telnet 

 The statuses are as follows: 

Insufficient Data: Displayed if the device name and credentials are not 

entered 

Click on ‘Test Login’ to verify: Displayed if all the necessary details 

are entered 

Valid <login type> Login: Displayed if the connection is valid, where 

the login type is HTTPS, HTTP, SSH, or Telnet 

Connection Failed: Displayed if the connection to the device fails 

Note: The connection to a device fails if the host name or IP details are 

wrong, or if the device type is wrong, or if the device is powered off. 

Additional information about the failure is displayed in the Config 

Advisor Logs pane.  

Collect Data  Collects data from FlexPod setup 

Save this Query Saves the login credentials as a query for later use 

Clear All Clears all the information entered in the fields 

Note: The Config Advisor Log that is at the bottom of the main Config Advisor window has two 

tabs, Info and Errors. These tabs display details of data collection and connection testing 

processes. The Config Advisor Log also shows log details for Status, Invalid Credentials, and 

Connection Failure (along with the reasons for failure).  
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Data collection from FlexPod – 7-Mode  

Steps 

1. Enter the login details for two NetApp storage system nodes, two Cisco Nexus switches, and 

one Cisco UCS cluster. 

Note: For a Cisco Nexus 7000 series switch you have to enter the Admin VDC name (or IP); 

Ethernet VDC name and Storage VDC name to collect data  

2. Alternatively, you can select the login credentials from the Query Groups pane. 

3. Click Test Login to test the network connection for each system. 

4. Click Collect Data to start the data collection. 

The Results File dialog box is displayed.  

5. Enter a name for the result file or accept the default name, and click OK. 

The data collection starts and a progress bar is displayed. The command exceptions are displayed 

in the Config Advisor Logs pane. 

After the data collection and analysis are complete, the result file is displayed in the Recent 

Results pane.  

Note: Data collection takes place and a Config Advisor result file is displayed even if the status 

check fails. 

6. Click Save this Query to save the credentials as a query.  

The FlexPod – 7-Mode profile tab is as shown: 
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Fields in FlexPod – 7-Mode profile tab 

The fields in FlexPod setup profile tab are as follows: 

GUI field/GUI 

button 

Description 

Admin VDC name 

(or IP) 

Name of the Admin VDC or IP address (for a Cisco Nexus 7000 series 

switch) 

Ethernet VDC name Name of the Ethernet VDC (for a Cisco Nexus 7000 series switch) 

Storage VDC name Name of the Storage VDC (for a Cisco Nexus 7000 series switch) 

Hostname (or IP) Host name or IP address of the Cisco UCS Cluster and NetApp storage 

HA pair 

Switch Name (or IP) Name or IP address of the Cisco Nexus Fabric A and B 

Username User name to access the Cisco UCS Cluster, Cisco Nexus Fabric A and 

B, and NetApp storage HA pair  

Password Password to access the Cisco UCS Cluster, Cisco Nexus Fabric A and 

B, and NetApp storage HA pair  
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GUI field/GUI 

button 

Description 

Test Login Displays the connection status 

Config Advisor attempts to connect using Cisco UCS API for Cisco 

UCS Cluster in the following order: HTTPS > HTTP 

 Config Advisor attempts to connect to Cisco Nexus in the following 

order: SSH >Telnet 

Config Advisor uses the network fallback mechanism to connect to the 

cluster node in the following order: Manage ONTAP Solution > SSH 

>Telnet 

The statuses are as follows: 

Insufficient Data: Displayed if the device name and credentials are not 

entered 

Click on ‘Test Login’ to verify: Displayed if all the necessary details 

are entered 

Valid <login type> Login: Displayed if the connection is valid, where 

the login type is HTTPS, HTTP, SSH, or Telnet 

Connection Failed: Displayed if the connection to the device fails 

Note: The connection to a device fails if the host name or IP details are 

wrong, or if the device type is wrong, or if the device is powered off. 

Additional information about the failure is displayed in the Config 

Advisor Logs pane.  

Collect Data  Collects data from FlexPod setup 

Save this Query Saves the login credentials as a query for later use 

Clear All Clears all the information entered in the fields 

Note: The Config Advisor Log that is at the bottom of the main Config Advisor window has two 

tabs, Info and Errors. These tabs display details of data collection and connection testing 

processes. The Config Advisor Log also shows log details for Status, Invalid Credentials, and 

Connection Failure (along with the reasons for failure).  
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Viewing plug-in results in Config Advisor 

Using the selected Config Advisor plug-in (profile), the Config Advisor Result Viewer opens are 

the end of data collection displaying the computed results. 

Example of data collection results from E-Series Storage Array 

 

Example of data collection results from Managed ONTAP SAN 

 

 

 

 

 

 

 

 

 

Example of data collection results from MetroCluster in clustered Data ONTAP 
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The results window is divided into the following panes: 

Device Listing: You can view the details of the devices from the results pane. 

Configuration Validations and Health Checks: You can use filters to view the rules that were 

run on the collected data and the results. For more information about the results, see the Config 

Advisor Installation and Administration Guide. 

Details of fields in the Config Advisor Result Viewer pane are as follows: 

 

Field name Description 

Configuration 

Check Profile 

Displays the profile on which the configuration check was done. 

For example, if Managed ONTAP SAN is selected as the execution 

profile, then the value is Managed ONTAP SAN: diff_svcs_profile. 

Filters Provides an option to filter the results in the configuration check 
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Field name Description 

pane. You can use the following options to filter the results: 

 All Devices: Displays the configuration checks for all the 

controllers and switches 

 Only Selected Devices: Displays the configuration checks 

for only the selected controllers or switches 

  High Impact: Critical impact potential, and should be 

addressed immediately 

  Medium Impact: Disruptive impact potential, and should 

be addressed as soon as possible 

  Low Impact: Low impact potential, and should be 

addressed in the next maintenance window 

  Best Practice: Best practice recommendations 

  Pass: Displays the rules that have passed the 

configuration checks 

  Fail: Displays the rules that have failed 

   Not evaluated: Displays the rules that have not been 

evaluated 

 

Dashboard 

failures 

 

Can be activated by clicking ‘View Details’ link on a FlexPod Dashboard. 

Displays configuration checks related to that link. To revert to normal 

view select ‘All Devices’. 

Impact Level Displays the impact level of the configuration checks and can be 

set to any one of the following values: 

  High Impact 

  Medium Impact 

   Low Impact 

   Best Practice 

   Pass 
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Field name Description 

 Fail: 

  Not evaluated 

Category Displays the name of the configuration check. 

Rule Target Displays the name of the E-Series storage array, or Managed 

ONTAP SAN node of interest, or MetroCluster in clustered Data 

ONTAP. 

Risk/Description Displays the short description of the configuration check. 

Details Displays the details of the configuration check describing the 

outcome of the rule check. 

More 

Information 

Displays additional information or links, if any. 

 

The Config Advisor result details from previous data collections are displayed in the Config 

Advisor main window, Recent Results pane. You can right-click any one of the results to view 

the available options. 

For more information on Saving and Loading credentials, see Config Advisor Installation and 

Administration Guide. 

http://mysupport.netapp.com/NOW/download/tools/config_advisor/
http://mysupport.netapp.com/NOW/download/tools/config_advisor/
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Viewing FlexPod – Clustered Data ONTAP results in Config 

Advisor 

Steps 

1. In the Recent Results pane, right-click the required file. 

2. Select View Analysis.  

Following is the Config Advisor (FlexPod Results) window is displayed: 

 

The Config Advisor (FlexPod Results) window is divided into the following panes: 

 Dashboard, Firmware Recommendation, Nodes, Cluster Interconnect Switches, and 

Cisco Nexus Switches:  

 Nodes - Network Interfaces, Cabling, System Config Summary, Aggregate Info tabs 

 Cluster Interconnect Switches – (port, Connected Type, Connected Host, Speed, 

Network Interface) tab 

 Cisco Nexus Switches – (port, Connected Type, Connected Host, Speed, Network 

Interface) tab 

 Configuration Validations & Health Checks: You can use filters to see the rules that 

were run on the collected data and the results.  
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Navigation pane 

The navigation pane allows the user to navigate between Dashboard, Firmware Recommendation, 

Nodes, Cluster Interconnect Switches, and Cisco Nexus Switches of the FlexPod setup. By 

default, Dashboard is selected. 

 Dashboard tab 

The Dashboard tab lists the inventory of FlexPod categorized by Compute, Network and Storage. 

Each category has the following sections:  

 Hardware Validated 

This section checks for minimum hardware requirement as per FlexPod technical specifications 

(TR-4036). 

 Cabling Validated 

This section checks for minimum cabling requirement as per FlexPod technical specifications (TR-

4036). 

The possible values in this section are highlighted in green check mark (√) and a red cross mark 

(x). In case of any failure, the cross mark is displayed and upon clicking View Details it shows the 

corresponding errors. 

The filter Dashboard failures is selected by default when you click the View Details link. This 

filter cannot be selected otherwise. To revert, select the All Devices filter. 

 Firmware Recommendation tab 

On the left pane, a list of Cisco UCS blade servers running VMware is displayed. You can select 

any one of the blade servers to receive the latest recommended firmware versions for the entire 

FlexPod stack. The first blade server is selected by default. 

Firmware Recommendation tab lists the current running and latest recommended firmware version 

for Hypervisor (VMware), Compute, Network, and Storage. The latest recommended firmware 

revision is received from IMT at the time of Config Advisor launch if the network access is 

available. 

https://fieldportal.netapp.com/Core/DownloadDoc.aspx?documentID=69513&contentID=73946
https://fieldportal.netapp.com/Core/DownloadDoc.aspx?documentID=69513&contentID=73946
https://fieldportal.netapp.com/Core/DownloadDoc.aspx?documentID=69513&contentID=73946
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In the case of secure sites, no network access is available. You are required to manually download 

resource_binary.zip from 

http://mysupport.netapp.com/public/config_advisor/bin/resources_binary.zip and place it in the 

C:\Users\<windows_login> \ConfigAdvisorData folder and replace any existing file with the same 

name. Restart Config Advisor for the new file to take effect. 

If the current running Firmware version is unsupported, a red (x) is displayed next to the Firmware 

version. If the current running Firmware version is supported, a green check mark (√) is displayed. 

 

Nodes tab 

http://mysupport.netapp.com/public/config_advisor/bin/resources_binary.zip


  es | 37 

You can view the details such as Network Interfaces, Cabling, System Config Summary, and 

Aggregate Info of the nodes of the clustered Data ONTAP system.  

Cisco Nexus Switches tab 

You can view the details of a switch by selecting a switch from the Cisco Nexus Switches tab. 

The Config Advisor (FlexPod Results) window for Cisco Nexus Switches is as shown: 

The fields in the Cisco Nexus Switches are as follows: 

Fields Description  

Port Displays the interfaces on the cluster switches that are physically 

connected to the cluster nodes or the management switches, or an Inter-

Switch Link (ISL) to the other cluster switch 

Connected Type Displays the type of the device to which the cluster switch interface is 

connected (Controller or ISL) 

Connected Host 

(Port) 

Displays the host name and interface name of the cluster node or switch 

(cluster switch or management switch) to which the interface of the 

cluster switch is connected 

Speed Displays the speed of the interfaces of the cluster switch 

Network Address Displays the network IP address configured on the interfaces of the 

cluster switch 

 

Displays that the power supply or fan has errors 

 

Displays that the power supply or fan works without errors 
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Viewing FlexPod 7-Mode results in Config Advisor 

Steps 

1. In the Recent Results pane, right-click the required file. 

2. Select View Analysis. The Config Advisor (FlexPod Results) window is displayed.  

The Config Advisor (FlexPod Results) window is as shown: 

 

The Config Advisor (FlexPod Results) window is divided into the following panes: 

 Dashboard, NetApp Storage, and Cisco Nexus Switches:  

 NetApp Storage:  Cabling, System Config Summary, Aggregate Info, Volume Info, LUN 

Info tabs 

 Cisco Nexus Switches: Network Interfaces tab 

 Configuration Validations & Health Checks: You can use filters to see the rules that were 

run on the collected data and the results.  

Navigation pane 

The navigation pane allows the user to navigate between the Dashboard, NetApp Storage and 

Cisco Nexus Switches of the FlexPod setup. By default, Dashboard is selected. 

Dashboard tab 
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The Dashboard tab lists the inventory of FlexPod categorized by Compute, Network, and 

Storage. Each category has the following sections:  

Hardware Validated 

This section checks for minimum hardware requirement as per FlexPod technical specifications 

(TR-4036). 

Cabling Validated 

This section checks for minimum cabling requirement as per FlexPod technical specifications (TR-

4036). 

The possible values in this section are highlighted in green check mark (√) and a red cross mark 

(x). In case of any failure, the cross mark is displayed and upon clicking View Details it shows the 

corresponding errors. 

The filter Dashboard failures is selected by default when you click the View Details link. This 

filter cannot be selected otherwise. To revert, select the All Devices filter. 

NetApp Storage tab 

You can view the details of the 7-Mode HA pair nodes with the host name (model) of each 

controller. 

Cabling tab 

You can view the details of a controller from the nodes pane.  

The controller stack diagram is displayed in the Cabling tab. 

If you are viewing the details of an HA pair, the partner controller details are displayed in a 

separate tab.  

Note: If the partner controller details of an HA pair are not available in the Config Advisor file, 

they are not displayed. 

You can view shelf and disk information by clicking the       icon in the Cabling tab and 

expanding the stack tree. For more information on the fields in this tab, see Cabling tab. 

System Config Summary tab 

You can view the hardware overview, module details, shelf details, and disk overview in the 

System Config Summary tab. For more information on the fields in this tab, see System Config 

Summary tab. 

https://fieldportal.netapp.com/Core/DownloadDoc.aspx?documentID=69513&contentID=73946
https://fieldportal.netapp.com/Core/DownloadDoc.aspx?documentID=69513&contentID=73946
https://fieldportal.netapp.com/Core/DownloadDoc.aspx?documentID=69513&contentID=73946
file:///C:/D%20Drive/Technical%20Writing%202015/Config%20Advisor/DOCUMENTATION/CONFIG%20ADVISOR%204.4/Config_Advisor_4.4_Installation_and_Administration_Guide.docx%23Cabling_tab
file:///C:/D%20Drive/Technical%20Writing%202015/Config%20Advisor/DOCUMENTATION/CONFIG%20ADVISOR%204.4/Config_Advisor_4.4_Installation_and_Administration_Guide.docx%23System_Config_Summary_tab
file:///C:/D%20Drive/Technical%20Writing%202015/Config%20Advisor/DOCUMENTATION/CONFIG%20ADVISOR%204.4/Config_Advisor_4.4_Installation_and_Administration_Guide.docx%23System_Config_Summary_tab
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Aggregate Info tab 

You can view the aggregate information in the Aggregate Info tab. For more information on the 

fields in this tab, see Aggregate Info tab. 

Volume Info tab 

You can view the volume information by clicking the Volume Info tab. For more information on 

the fields in this tab, see Volume Info tab. 

LUN Info tab 

You can view the LUN information by clicking the LUN Info tab. For more information on the 

fields in this tab, see LUN Info tab. 

Cisco Nexus Switches tab 

You can view the details of a switch by selecting a switch from the Cisco Nexus Switches tab. 

The Config Advisor (FlexPod Results) window for Cisco Nexus Switches is as shown: 

The fields in the Cisco Nexus Switches are as follows: 

Fields Description  

Port Displays the interfaces on the cluster switches that are physically 

connected to the cluster nodes or the management switches, or an Inter-

Switch Link (ISL) to the other cluster switch. 

Connected Type Displays the type of the device to which the cluster switch interface is 

connected (Controller or ISL). 

Connected Host 

(Port) 

Displays the host name and interface name of the cluster node or switch 

(cluster switch or management switch) to which the interface of the 

cluster switch is connected. 

Speed Displays the speed of the interfaces of the cluster switch. 

Network Address Displays the network IP address configured on the interfaces of the 

cluster switch. 

 

Displays that the power supply or fan has errors. 

 

Displays that the power supply or fan works without errors. 

  

file:///C:/D%20Drive/Technical%20Writing%202015/Config%20Advisor/DOCUMENTATION/CONFIG%20ADVISOR%204.4/Config_Advisor_4.4_Installation_and_Administration_Guide.docx%23Aggregate_Info_tab
file:///C:/D%20Drive/Technical%20Writing%202015/Config%20Advisor/DOCUMENTATION/CONFIG%20ADVISOR%204.4/Config_Advisor_4.4_Installation_and_Administration_Guide.docx%23Volume_Info_tab
file:///C:/D%20Drive/Technical%20Writing%202015/Config%20Advisor/DOCUMENTATION/CONFIG%20ADVISOR%204.4/Config_Advisor_4.4_Installation_and_Administration_Guide.docx%23LUN_Info_tab
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Generating PDF report from plug-in results 

You can generate a PDF report from the Config Advisor plug-in results file, which contains the 

summary of the configuration and the failed checks. 

In the Config Advisor main window, Recent Results pane, on any of the results file, right-click 

and select View PDF Report, to generate a PDF report of the results. 

 

 

 

 

 

 

 

 

 

The generated reports and result files are stored in the Config Advisor data directory under the 

folder pdf_files. You can right-click the result file for which you generated the PDF report and 

select Open Containing Folder, to open the folder where the PDF reports are saved. 

Note: You cannot generate reports in Microsoft Word or Microsoft Excel format for the plug-in 

results. An error message is displayed if you select options View MS Excel Report or View MS 

Word Report. 
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Saving plug-in credentials in Config Advisor 

You can save the plug-in credentials entered for data collection for later use. 

Steps 

1. Enter the credentials in the plug-in page for which you want save the details, and click Save 

this Query. 

A dialog box appears, enter the name with which the plug-in credentials have to be saved. You can 

specify a query name or use the default name. 

2. Click Ok. 

3. You can select the option Save Passwords to save the plug-in credentials with a password. 

The passwords are encrypted when saved. 
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Loading saved plug-in credentials 

You can view the saved credentials query name and the associated profiles from the Config 

Advisor main window.  

Steps 

1. Navigate to the Config Advisor main window. 

2. Double-click a name from the list to load the saved credentials to the specific plug-in page. 

The Saved Query with the Execution Profile is displayed. 

 

 

 

 

 

 

 

Note: You can right-click the query name and choose to modify or delete a saved plug-in query. 
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Config Advisor AutoSupport for plug-in results 

If the Config Advisor AutoSupport option is enabled, then at the end of each plug-in data 

collection, Config Advisor sends an AutoSupport message to the NetApp AutoSupport 

WareHouse.  

The Config Advisor AutoSupport message generated contains details of data collected by the 

plug-in and the computed results. The log window provides details of when the Config Advisor 

AutoSupport is generated and posted. 

For more information on Config Advisor AutoSupport configuration, see the Config advisor 

Installation and Administration Guide. 

 

http://mysupport.netapp.com/NOW/download/tools/config_advisor/
http://mysupport.netapp.com/NOW/download/tools/config_advisor/
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Upgrading Config Advisor plug-in 

If a new version of Config Advisor plug-in for E-Series or Managed ONTAP SAN or 

MetroCluster for clustered Data ONTAP is available, when you launch Config Advisor, a 

notification is displayed in the tool. 

You can download the new plug-in version and follow the installation steps mentioned in the 

Installing Config Advisor plug-in section. 

The upgrade notification can be hidden for two weeks using the Remind Me Later option. 

Optionally, you can check for updates from the Config Advisor Main Menu > Help > Check for 

Updates. 

Note: CA 4.4 supports MCC 1.3. If you get an upgrade notification, you should first upgrade 

Config Advisor version to 4.4.
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Uninstalling Config Advisor plug-in 

You must delete the plug-in specific folder from the Config Advisor DATA directory to uninstall 

a Config Advisor plug-in from the host machine.  

 For E-Series, plug-in folder is eseries 

 For Managed ONTAP SAN, plug-in folder is MCBP 

 For MetroCluster for clustered Data ONTAP, plug-in folder is MCC 

You can access the plug-in folders from the following locations: 

 

Operating system Config Advisor DATA directory location 

Windows 7 SP1 32-bit 

and 64-bit 

C:\Users\<windows_username>\ConfigAdvisorData\plugin_eggs 
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Periodic data collection for issues diagnostic 

Support staff requires periodic data collection for troubleshooting complex customer issues. There 

are certain CAP/Escalation cases and other potential support engagements in which periodic data 

collection is required to debug the root cause. 

To support periodic data collection, a Command Line Interface (CLI) is provided to launch and 

execute Config Advisor. This along with Microsoft Task Scheduler allows you to periodically 

collect, execute rules, and store results in a chronological folder structure. 

Note: Currently, this feature is supported only for plug-in profiles. 

 

Note: For getting help on creating scheduled tasks, refer to MSDN articles. 

Using Config Advisor through the command prompt 

For a typical installation, Config Advisor is installed in C:\Program Files 

(x86)\ConfigAdvisor\ or C:\Program Files\ConfigAdvisor\. This folder contains the 

configadvisor.exe executable file. If no command line arguments are specified in the 

executable file, Graphical User Interface is launched. 

The CLI for Config Advisor requires the following three command line arguments. 

configadvisor.exe –query <absolute_path_to_the_crypt_file> [--password 

<USER_DEFINED_PASSWORD> --destination <absolute_path_to save_files_generated] 

 -q or –query is a mandatory argument for the CLI. Here you must specify the location of 

the .crypt file containing the credentials saved from the plug-in profile. For details on the 

.crypt file, see Working with credentials in the Config advisor Installation and 

Administration Guide. 

 The query saved in the .crypt file knows which plug-in was used to create the query. The 

same plug-in profile is then used to determine the data collection commands and rules 

that require execution.  

If there are more than one query within the .crypt file, data collection will not proceed 

and an error is displayed in the log file. 

http://mysupport.netapp.com/NOW/download/tools/config_advisor/
http://mysupport.netapp.com/NOW/download/tools/config_advisor/
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 -p or –password is a mandatory argument if the .crypt file specified as a value for –query 

is encrypted with a user defined password. If you do not provide the password, then it is 

presumed that the .crypt file was encrypted using the default password. 

  -d or –destination is an optional argument. It specifies the directory location to save the 

collected data, PDF report, log information and AutoSupport file. AutoSupport file also 

contains the rule results in XML. 

If the argument is not specified, $HOME\ConfigAdvisorData is set as the destination 

folder. 

You must ensure that the destination folder specified has sufficient space and is writable. 

For every instance of data collection, sub folders are created inside the destination folder 

before placing the result files. The sub folders are created automatically using the 

following format: <ProfileName>\Year\Month\Day\Time. For example<destination>\ 

MetroCluster in clustered Data ONTAP \2014\08\10\21_30\. 

 

If you specify a valid query, data collection will proceed and the following files will be 

created in the destination folder.  

 Collected data file – This is a .gzip file that contains the collected raw data in XML. 

This same file can be reopened using the Config Advisor GUI. Navigate through the GUI 

menu, click File > Open Config Advisor File.  

 AutoSupport file. – The AutoSupport file is not posted, but pasted into the same 

directory location. This file is a tgz (tar.gz) file containing the Collected Data, Rules 

Results in XML, Equipment Details, Manifest File, and a header. You should send this 

file back to NetApp for support. 

 PDF report – A PDF report is generated by evaluating and presenting the Rule Results 

in a PDF format. 

Note: The PDF file is not automatically opened. You must locate the file inside the destination 

folder to view the contents.  

 Log data – A plain text log is also provided that specifies the command line execution 

status. Here, the exceptions are also recorded. 

If data collection fails and equipment is not correctly identified, then the AutoSupport File 

and PDF report is not generated. The Collected Data File and Log Data will be available. If 

the plug-in is not identified and Data Collection is not even initiated, only the Log Data will 
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be present. The Log Data file will be available in either of the following locations depending 

on the execution progress: 

 $HOME$/ConfigAdvisorData/logs 

 <DESTINATION_FOLDER_SPECIFIED>/<ProfileName>/Year/Month/Day/Time 

If you execute Config Advisor on the CLI, you will be redirected to the command prompt. 

Standard output and errors are not captured on the console. When using the CLI, you can rely only 

on the log data file created in the destination folder, or $HOME/ConfigAdvisorData/logs as 

specified in the preceding section. The log file is named as <timestamp>_log.txt where timestamp 

is the Greenwich Mean Time of the system. 

With CLI, you can execute the Config Advisor through the command prompt and generate the 

preceding four files into the destination folder location. You can execute multiple instances of 

Config Advisor using CLI and they do not conflict with each other.  

Scheduling periodic data collection 

For scheduling periodic data collection, you need to use the Windows Task Scheduler. Task 

Scheduler is a Microsoft Windows component. You can use Task Scheduler to run programs or 

scripts at a time that is most convenient for you. The Windows Event Log service must run before 

the Task Scheduler starts up. 

For creating a basic task or an advanced task, see Windows Task Scheduler documentation that 

can help you invoke the Config Advisor Command Line interface based on a predetermined 

schedule (for example, hourly or daily). 

Email notification 

You can enable an Email Notification feature if you encounter high impact issues during Periodic 

Data Collection. This feature is enabled through the Graphical User Interface. 

Steps 

1. Navigate to GUI Menu > Options > Email Notification for Periodic Config Check. 
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2. Enter the SMTP server host, port, username, password, and email addresses. Select the 

check box if you want to receive email notification periodically. 

3. Use the Send Test Email button to test the SMTP server. A test email will be send to the 

email notification recipients. 

SwitchOver Simulation 

MetroCluster 1.2 supports performing switchover simulation in all of the sub profiles of MCC 

setup as a use case, this check can be run on any node in a cluster.  

This feature ensures that all of the 10 essential checks are performed and MetroCluster setup is in 

a good state if disaster strikes. However, you must not run this rule with periodic data collection 

and also very frequently. Running this check can tentatively impair switchover capabilities (by a 

few minutes).  

Note: Discretion is advised in using this feature. 
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Reporting plug-in issues in Config Advisor 

You can report any issues with the Config Advisor plug-ins, from the Config Advisor Main Menu 

> Help > Open Support Ticket. 

For more information on reporting in Config Advisor, see the Config advisor Installation and 

Administration Guide. 
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Troubleshooting 

You can find information about how to troubleshoot some of the issues that you might come 

across when you use the Config Advisor plug-ins. You can find details of the issue, possible cause 

and workaround for the issue. 

Null script execution halted due to error – Smcli failed message displayed 

Issue 

E-Series data collection fails for the show storageArraySummary command, the Config Advisor 

result file does not open the ConfigAdvisor AutoSupport generation fails. 

Config Advisor error for E-Series plug-in: 

 

 

Possible cause 

SANtricity Storage Manager is installed in the default location C:\Program Files 

(x86)\StorageManager on Windows 7 operating system and you do not have full administrative 

permissions to the C:\ drive resulting in the error. 

Workaround 

Option 1: Install SANtricity in a non-default location on the Windows 7 operating system. 

Steps 

1. Install the E-Series/EF-Series SANtricity Storage Manager 11.10.XX00.0020 on the host 

machine desktop or any other folder for which you have complete permissions. 

Example: 

You can install SANtricity Storage Manager in a specific folder created on the host machine. 

C:\Users\<windows_login>\Desktop\SANtricity 
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Option 2: Modify the permissions of the default installation folder where SANtricity is installed. 

Steps 

1. Navigate to C:\Program Files (x86)\StorageManager, and select the folder client. 

2. Right-click the client folder and select Properties. 

3. In the Properties window, click the Security tab, and check if Full control is enabled for the 

specific user. 

4. If the user does not have Full control enabled, click Advanced, and in the Permissions tab 

check the permissions allowed for the specific user. 

5. Click Change Permissions, select the specific user in the Permission entries list, and click 

Edit. 

6. In the Permission Entry window, select the Full control check box in the Allow column. 

7. Click Ok. 

 

E-Series data collection fails when SANtricity storage manager client is not 

installed  

E-Series data collection failure when SANtricity Storage Manager Client is not installed is as 

shown:  

Issue  

E-Series data collection fails when SANtricity Storage Manager Client is not installed.  

Possible Cause  

SANtricity Storage Manager Client is not installed on the same system as Config Advisor.  

Work Around  

Install SANtricity Storage Manager Client by following NetApp SANtricity web services proxy 1.1 

section. 
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Microsoft Excel and Microsoft Word report generation fails on plug-in result 

files  

Issue 

Microsoft Excel and Microsoft Word report generation fails on plug-in result files.  

 

 

 

 

 

 

Possible cause 

Microsoft Excel and Microsoft Word report generation is not supported for plug-in result files. 
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Appendix 

E-Series configuration validation and health checks 

Check name Description 

E-Series Volume Health Check Verifies if a storage array’s volume health is 

optimal. 

E-Series Drive Health Check Verifies if a storage array’s drive health is optimal. 

E-Series Hot Spare Coverage 

Check 

Verifies if there is adequate spare drive coverage in 

case of fail over. 

E-Series Storage Array Auto 

Support Check 

Verifies if Auto Support is configured on the 

storage array. 

E-Series Storage Array Health 

Check 

Verifies the health of the storage array. 

E-Series Storage Array Battery 

Check 

Verifies the health of the cache battery. 

E-Series Controller Firmware 

Check 

Checks to ensure the Controller is at its most recent 

CFW level. 

E-Series Thin Provisioning with 

SSD 

Checks to ensure that E-Series Thin Provisioned 

Volumes are not created when SSDs are configured 

as a DDP. 

E-Series Drive Location in 

DE6600 

Verifies if drives are properly located by slot 

position within a DE6600 Enclosure. 

E-Series SSD Wear Leveling Checks SSD’s lifecycle. Warns when >80% wear, 

recommending replacement. 

FDE and Non FDE Drives co-

existing in same RAID Group 

Verifies if FDE and Non FDE Drives are 

configured in the same RAID Group or DDP. 

E-Series Tray Loss Check Checks for Tray Loss when using DE6600 Shelves. 

E-Series Thin Provisioned 

Volume Check 

Checks to ensure that E-Series Thin Provisioned 

Volumes are not created when SSDs are configured 

as a DDP. 
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E-Series Drive/Slot Location Checks to make sure Drives are populated in the 

front 20 slots on DE6600. 

E-Series FDE/NON-FDE Check Verifies if FDE and Non FDE Drives are 

configured in the same RAID Group or DDP. 
 

Note: The preceding section provides high-level rules and each rule has one or more triggers. For 

more details on the E-Series checks/triggers, visit 

https://fieldportal.netapp.com/configadvisor.aspx#139861. 

 

E-Series hosts configuration validation and health checks 

Check name Description 

E-Series Host Multipath Service Verifies if a host multipathed service is optimal 

E-Series Host Multipath Version Verifies if a recommended host multipath service is 

installed 

E-Series Host Multipath 

Configuration 

Verifies if a host multipath configuration is correct 

E-Series Host Multipath 

Configuration File 

Verifies if any syntax errors in the multipath 

configuration file 

E-Series Host Type Check Verifies if the correct host type is selected in 

SANtricity Storage Manager 

E-Series Host IMT Check
1
 Verifies if a host configuration is supported as per 

IMT 

E-Series Host File System 

Checks 

Verifies if host file systems are configured properly 

  

                                                      
 
 
1
 Because this is the first beta release of the host IMT check for E-Series, there are limited fields in 

IMT being checked at this point. A successful pass on this rule does NOT mean that the 

configuration is in total compliance with IMT. That functionality will be built out in future 

versions of the E-Series plug-in. 

https://fieldportal.netapp.com/configadvisor.aspx#139861
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Managed ONTAP SAN configuration validation and health 

checks 
 

Check name Description 

Node Health Check Verifies the nodes are healthy and can be queried 

for information. 

Differentiated Services Bit Check Verifies that all nodes have been marked for 

differentiated services. 

Model Check Verifies that all nodes are of supported models for 

the manage ONTAP SAN program. 

Network Interfaces Check Ensures that only SAN LIFs exist on the cluster. 

Aggregates per Node Check Verifies there are between 2 and 3 data aggregates 

on each node. 

Aggregates at Home Check Verifies all Aggregates are currently being serviced 

by their owning node. 

Aggregates Utilization Check Verifies that no aggregates exceed 75% utilization. 

Aggregate Raid Group Size Check Verifies that raid groups do not exceed 16 disks. 

Disks per Node Check Verifies no nodes have more than 432 disks. 

SSDs per Aggregate Check Verifies that data aggregates have at least 4 SSDs. 

Disks per Aggregate Check Verifies that aggregates all have between 96 and 

144 disks. 

Volumes per Node Check Verifies no nodes own more than 200 volumes. 

Snapshots per Volume Check Verifies no volumes have more than 40 snapshots. 

Offline Dedupe with one stream 

maximum 

Verifies Offline Dedupe is restricted  to one stream. 

 Inline Compression is Enabled  Verifies Inline compression is enabled. 

LUNs per Node Check Verifies no nodes own more than 4096 LUNs. 

LUN Space Allocation Check Verifies that space-allocation is disabled for all 

LUNs. 
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Note: The preceding section provides high level rules and each rule has one or more triggers. For 

more details on the Managed ONTAP SAN checks/triggers, visit 

https://fieldportal.netapp.com/configadvisor.aspx#139861. 

 

 

 

https://fieldportal.netapp.com/configadvisor.aspx#139861
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MetroCluster in clustered Data ONTAP configuration 

validation and health checks 

Rule 

Name 
Rule Description 

2Node Direct Connect 2Node and 4Node Fabric Connect 

Direct 

SAS 

ATTO 

FibreBridge 

Brocade Cisco 

NetApp 

Disk 

Storage 

Array 

NetApp 

Disk 

Storage 

Array 

Rules that run for every configuration 

PreCheck 

Prepare the 

environment and 

determine checks 

to run. 

      

Switchove

r_Simulat

e 

Verifies if 

switchover 

simulation 

succeeds. 

      

Controller

PlatformS

upported 

Verifies that the 

hardware platform 

is supported. 
      

DrGroupS

ameContr

ollerType 

Verifies that all 

nodes in the 

DrGroup are of the 

same platform 

type. 

      

NodeInDr

GroupSam

eOntap 

Verifies that all 

nodes in the 

DrGroup are 

running the same 

version of Data 

ONTAP. 

      

DrGroupS

ysIdMatch 

Verifies that the 

hardware SysID 

and HaSysID 

match, and that the 

node SysIds match 

the table SysIds. 

      

DrGroupN

ameMatch 

Verifies that the 

names in the tables 

match on all nodes. 
      

DrGroupB

IOSFwMa

tch 

Verifies that all 

nodes in the 

DrGroup run the 

same BIOS 

firmware. 

      
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DrGroupS

PFwMatc

h 

Verifies that all 

nodes in the 

DrGroup run the 

same Service 

Processor 

firmware. 

      

StorageHb

a_Related

AdapterSa

meSpeed 

Verifies that all 

related adapters 

operate at the same 

speed. 

      

CorrectCo

mbination

Storage 

Verifies that each 

adapters 

connecting storage 

are of the correct 

combination. 

      

StorageHb

a_MinMa

xPath 

Verifies that no 

less than min-Path 

and not more than 

max-path HBA 

initiator ports are 

used to connect 

storage devices. 

      

FcViAdap

terSameSp

eed 

Verifies that all 

FCVI adapters 

operate at the same 

speed. 

      

StackShelf

Combinati

onSupport

ed 

Verifies that the 

combination of 

shelves in each 

stack is supported. 

      

ShelfUniq

ueID 

Verifies that all 

shelves in the 

DrGroup have a 

unique shelf ID. 

      

DiskVisibl

eOnAllRel

Adapters 

Verifies that all 

storage devices 

(NetApp disk or 

Array LUN) are 

visible on all 

related adapters, 

that no failed 

disks, no disks 

with invalid serial 

number and no 

disk ‘found in 

scan' are present. 

      

AllPlexMi

rrored 

Verifies that all 

plexes are 

mirrored. 
      
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AllPlexOn

ePoolOnly 

Verifies that all 

plexes consist of 

disks from one 

pool only. 

      

          

Rules that run if a fabric switch is present to connect storage 

SwitchG

eneric_S

witchBla

deSuppor

ted 

Verifies that the 

switch and blade 

connecting the DR-

Group(s) is 

supported for this 

version of ONTAP. 

    

    

SwitchG

eneric_S

witchFw

Supporte

d 

Verifies that the 

switch and switch 

module firmware is 

supported for this 

version of ONTAP 

for this DrGroup. 

    

    

SwitchG

eneric_S

wUnique

Name 

Verifies that all 

switches have a 

unique name. 

    

    

SwitchG

eneric_D

rGroupC

orrectNu

mSwitch

es 

Verifies that all 

controllers within 

the DrGroup 

connect to the 

correct number of 

switches. 

    

    

SwitchG

eneric_T

opology 

Verifies that all 

controllers within 

the DrGroup have a 

consistent view of 

the fabric topology. 

    

    

StorageH

ba_Conn

ectEvenl

yToFabri

cs 

Verifies that the 

related storage 

adapters evenly 

connect into the 

fabrics of blades. 

    

    

FcViSam

ePortBot

hSwitche

s 

Verifies that a FCVI 

Adapter in one node 

connects to the 

same ports on both 

switches/blades. 

    

    

FCVIMa

xCommo

nSpeed 

Verifies that the 

FCVI adapter and 

switch port it is 

connected to is 

operating at the max 

    

    
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common speed. 

DiskAssi

gnedPool

sCorrect

Site 

Verifies that all 

disks are assigned at 

the correct site. All 

disk assigned to 

Pool0 must be 

assigned to switches 

local the controller, 

all disks assigned to 

Pool1 must be 

assigned to switches 

at the remote site. 

    

    

                

Rules that run if Brocade switches are found to connect storage 

SwBroca

de_VfDi

sabled 

Verify that the 

virtual fabric (VF) 

feature is disabled. 

  
      

  

SwBroca

de_Routi

ngPolicie

s 

Verifies that the 

routing in the fabric 

and on the 

controllers in the 

DrGroup are 

consistent and 

matching. 

    

  

    

HBAEnc

ryptionC

ompressi

on 

Verifies that a 

switch port 

connecting a storage 

initiator (HBA) port 

has valid Encryption 

and Compression 

settings. 

    

  

    

Switchpo

rtToHBA

FixedSpe

edCheck 

Verifies that a 

switchport 

connecting storage 

initiator (HBA) is 

set to fixed speed. 

    

  

    

HBADist

anceSetti

ngCheck 

Verifies that a 

switchport 

connecting a storage 

initiator HBA has a 

distance setting of 

L0. 

    

  

    

FCVIEnc

ryptionC

ompressi

on 

Verifies that a 

switch port 

connecting an FCVI 

interconnect port 

has valid Encryption 

and Compression 

    

  
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settings. 

FCVIFix

edSpeed 

Verifies that a 

switchport 

connecting FCVI 

interconnect is set to 

fixed speed. 

    

  

    

FCVIDis

tanceOfL

0 

Verifies that a 

switchport FCVI 

interconnect is 

connected to is set 

to L0 distance. 

    

  

    

Brocade

FCSwitc

hISLSam

eDistanc

eModeC

heck 

Verifies that the ISL 

ports operate at the 

same distance 

mode. 

    

  

    

Brocade

FCSwitc

hISLSam

eDistanc

eCheck 

Verifies that the ISL 

ports operate at the 

same distance. 

    

  

    

Brocade

FCSwitc

hISLPort

SameSpe

edCheck 

Verifies that the ISL 

ports in one fabric 

operate at the same 

speed. 

    

  

    

Brocade

FCSwitc

hISLPort

SpeedCh

eck 

Verifies that the ISL 

ports have their 

speed set to a fixed 

speed and not auto-

negotiate. 

    

  

    

Brocade

FCSwitc

hISLPort

Trunking

Check 

Verifies that the 

ISLs are trunked. 

    

  

    

SwBroca

deIslEncr

yptionCo

mpressio

n 

Verifies that the ISL 

ports have a valid 

setting for 

Encryption and 

compression. 

    

  

    

BrocadeI

SLQosE

nabledCh

eck 

Verifies that all 

ISLs have QoS 

enabled and active. 

    

  

    

BrocadeI

SLMinS

Verifies that the ISL 

ports are operating 
    

      
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peedChe

ck 

at the minimal 

supported speed. 

NoTraffi

cIsolatio

nZone 

Verifies that no 

TrafficIsolation (TI) 

zone exist on any of 

the back-end 

switches. 

    

  

    

FCVIZo

neCheck 

Verifies that a zone 

exists in the defined 

configuration 

containing all FCVI 

ports from one 

DrGroup in one 

fabric that this zone 

is a QoS zone with 

high priority and all 

zone members are 

represented by 

domain/port and not 

by WWN. 

    

  

    

                

Rules that run if Atto FibreBridges are found that are connected to a Brocade fabric 

AttoEncr

yptionCo

mpressio

n 

Verifies that a 

switchport 

connecting ATTO 

FibreBridge has 

valid settings for 

Encryption and 

Compression. 

    

    

ATTOFi

xedSpee

d 

Verifies that a 

switchport 

connecting ATTO 

FibreBridge is set to 

fixed speed of 

8G/16G based on 

the ATTO bridge 

type 

(6500N/7500N) 

used. 

    

   

    

ATTODi

stanceof

L0 

Verifies that a 

switchport 

connecting ATTO 

FibreBridge has a 

distance setting of 

L0. 

    

   

    

FASStor

ageZonin

gCheck 

Verifies that zones 

exist in the defined 

configuration where 

    
 
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each zone contains 

all storage initiator 

ports from all 

controllers and one 

single target port 

connecting ATTO 

FibreBridge. One 

exists per ATTO 

FibreBridge. There 

is a change in 

storage zoning if 

7500N bridges are 

used. 
All zone members 

must be represented 

by domain/port and 

not by WWN. 

                

Rules that run if storage arrays are found that are connected to a Brocade fabric 

VStorage

ZoningC

heck 

Verifies that the 

zoning is correct to 

connect storage 

arrays. 

    

   

    

                

Rules that run if ATTO FibreBridges are found 

ListOrph

anedBrid

ges 

List FibreBridges 

that are configured 

in ConfigAdvisor 

and not seen by any 

node, or 

FibreBridges that 

are seen by at least 

one node and are 

not configured in 

ConfigAdvisor. 

  

  

  

 

  

AttoFW 

Verify that the 

ATTO bridges 

running the 

minimum required 

firmware. 

  

  

  

 

  

AttoSpee

d 

Verifies that the 

speed of the 

connected FC port 

on the Atto 

FibreBridge is set to 

fixed speed. 

  

  
   

AttoTop Verifies that the     
 

 
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ology topology of the 

connected FC port 

on the Atto 

FibreBridge is set to 

the correct 

topology. 

AttoCorr

ectFcPort 

Verifies that the 

Atto FibreBridge is 

connected via the 

correct FC ports. 

  

  

  

 

  

AttoSN

MP 

Verifies SNMP 

feature is disabled if 

Atto FibreBridge is 

running firmware 

version is 1.60/1.61. 

  

  
 

 

  

                

Rules that run if storage arrays are found 

 

VSeriesL

icense 

Verifies that if 

Array LUNs are 

connected to the 

controller a 

V_StorageAttach 

license is present 

and if one controller 

in the DrGroup has 

Array LUNS 

connected, then all 

controllers in this 

DrGroup require a 

V_StorageAttach 

license. 

      

 

 

 

NoShare

dInitiator

sTargets 

Verifies that there 

are no shared HBA 

Initiator and target 

array ports. 

      

   
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FlexPod configuration validations & health checks 

Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod Running 

Config Check 

Checks that the Cisco Nexus Switch 

running-config matches its startup-

config. 

  

FlexPod SSH and 

Telnet Check (Cisco 

Nexus) 

Checks that only secure management 

methods are being used for switch 

administration. 

  

FlexPod SSH and 

Telnet Check 

(Storage) 

Checks that telnet is off and ssh is on, on 

the storage controllers. 

 

  

FlexPod CDP Check Checks if Cisco Discovery Protocol is 

enabled on FAS controller for use in 

connectivity checks. 

  

FlexPod LACP and 

VPC Check 

Checks if LACP is enabled on the 

switches. LACP and Virtual Port 

Channels are used on the Cisco Nexus 

switches to provide redundant 

connectivity within the FlexPod. 

  

FlexPod UCSM HA 

Check 

Ensures high availability for the UCS 

Manager by checking that both fabric 

interconnects are operable and in a 

cluster relationship. 

  

FlexPod Service 

Profile vNICs Check 

Checks the service profile for HA 

configuration on the vNICs. (Either 

failover or multipath) 

  

FlexPod Service 

Profile vNICs Check 

Checks the service profile for HA 

configuration on the vNICs. (Either 

failover or multipath) 

  

FlexPod VPC Health 

Check 

Checks that the Virtual Port Channel 

domain is healthy: peer is alive, peer-link 

is up, and all vPCs are consistent and 

online. 

  

FlexPod Secure 

Management Check 

Checks that https administration is on 

and http administration is off on the 

physical controller (vfiler0 or storage 

virtual machine). Checks that only secure 

management methods are being used for 

storage controller administration. 

  
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Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod 10GbE 

Uplinks Check 

Checks that each fabric interconnect has 

at least 2 10GbE uplinks. Does not check 

connectivity or confirm that they are 

configured for high availability. 

  

FlexPod Service 

Profile HA 

Checks that assigned service profiles 

should have at least one vHBA on each 

SAN fabric. 

  

FlexPod Maintenance 

Policy 

Checks that the default maintenance 

policy is set to something other than 

‘immediate’. 

  

FlexPod Storage 

Switch Network 

Correlation Check 

Checks that storage controller has an 

ifgroup connected to a Virtual Port 

Channel (vPC) on the Cisco Nexus 5k 

switches (using CDP). 

  

FlexPod Storage 

Protocols Check 

Checks that storage protocols features are 

enabled: fcoe, npiv, fport-channel-trunk.   

FlexPod FCP Check 

(Storage) 

Checks that FCP is licensed and enabled 

on the controller. 
  

FlexPod UCS Switch 

Network Correlation 

Check 

Checks that fabric interconnect has an 

uplink port channel connected to a 

Virtual Port Channel (vPC) on the Cisco 

Nexus 5k switches (using CDP) 

  

FlexPod SAN port 

channel Check 

Checks that each Fabric Interconnect has 

an uplink SAN port channel with at least 

2 links. 

  

FlexPod Service 

Profile State Check 

Reports service profiles in the 'config-

failure' state.   

FlexPod 

Blades/Servers 

Discovery 

Verifies that all physical blades/servers 

are discovered.   

FCoE QoS 

Configuration 

Checks that minimum QoS configuration 

is in place to support FCoE:  

1. Check for missing CoS value 

2. Check for missing class-fcoe in 

network-qos, Queuing policy 

3. Check for 'mtu 2158' for FCoE 

  
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Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod Chassis 

Discovery Policy 

Checks the chassis discovery policy. 

1. Check for aggregate links 

2. Check for at least 2-link 
  

FlexPod FEX Uplink 

Check 

Checks that each FEX has at least 2 

10GbE uplinks to the fabric interconnect   

FlexPod Device 

Online 

Checks that the FlexPod devices were 

online and data collection successful.   

FlexPod Redundant 

Cisco Nexus Switch 

Exactly 2 Cisco Nexus 5000 or 7000 

series switches (must be same model)    

FlexPod Redundant 

FAS 

Check for FAS controllers in HA pair 
  

FlexPod UCS Server 

Config 

Checks for at least 1 blade chassis with at 

least 2 blades or at least 2 Fabric 

Extenders with at least 2 servers 

  

FlexPod UCS IO 

Module Check 

Blade Chassis requires exactly 2 IO 

modules. 
  

FlexPod Storage FC 

Uplinks 

FAS must be directly connected to Cisco 

Nexus using Fibre Channel links   

FlexPod Jumbo 

Frames 

Ensures jumbo frames are enabled on the 

Cisco Nexus switches 
  

FlexPod Redundant 

UCS-FI Check 

Exactly 2 UCS fabric interconnects in 

cluster (HA) relationship. 
  

FlexPod Cisco Nexus 

vPC Peer Link 

Checks that Cisco Nexus switches has a 

working peer-link for vPC failover 

traffic. At least 2 10GbE links must be 

connected between the two Cisco Nexus 

switches in a port channel for use as a 

vPC peer-link. 

  

FlexPod SAN Boot 

Features 

Ensures features necessary for SAN boot 

are licensed and enabled on the Cisco 

Nexus switches. 

  

FlexPod UCS Server 

KVM Addresses 

Check that there is a KVM IP address 

pool with at least as many addresses as 

KVM-IP-less blades in the environment 

  
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Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod FC Zoning 

Check 

Ensures that FC zones are configured 

correctly. 

1. Check the initiator WWPN is zoned in 

Cisco Nexus 

2. Check for the initiator WWPN is part 

of the igroup 

3. Check for active zonesets 

4. Check for 1 initiator WWPN present in 

a zone 

5. Check for LUN is mapped and online 

6. Check for 2 initiators are present in 

igroup 

  

FlexPod Firmware 

recommendations 

(All components) 

All components must be running at least 

the minimum validated software 

versions. 
  

FlexPod UCS 

Ethernet End-Host 

Mode 

UCS must be configured in End-Host 

mode for Ethernet   

FlexPod VLAN 

Correlation Check 

Checks that allowed VLAN lists are 

consistent across the infrastructure.   

FlexPod Cisco Nexus 

VSAN-FCoE VLAN 

Mapping Check 

Each Cisco Nexus switch must have a 

VSAN configured for the respective 

Fabric and FCoE vlan mapped to it 

  

FlexPod VFC-FCoE 

UCS-FI Port Channel 

Binding Check 

A vfc interface must be binded to the 

fcoe port-channel between the Cisco 

Nexus and the FI and the VFC interface 

should be assigned to the Fabric in the 

vsan database 

  

FlexPod VFC-

Storage Interface 

Binding Check 

A vfc interface must be bound to all the 

Ethernet interfaces that are connected to 

the Storage, the VFC interfaces should 

have the Fabric vsan as the allowed 

VSAN and the VFC interface should be 

assigned to Fabric in vsan database 

  

FlexPod VFC-

Storage Interface 

Binding Check 

A vfc interface must be bound to all the 

Ethernet interfaces that are connected to 

the Storage, the VFC interfaces should 

have the Fabric vsan as the allowed 

VSAN and the VFC interface should be 

assigned to Fabric in vsan database 

  



  Appendixes | 71 

Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod vPC Peer-

Link no FCoE VLAN 

Check 

The FCoE VLAN in each Cisco Nexus 

should not be in the allowed VLANs list 

in the vPC peer-link port-channel 

  

FlexPod Cisco 

Nexus-FI FCoE Port 

Channel- no vPC 

Check 

The fcoe port-channel between the Cisco 

Nexus and the FI should not be 

configured as a vpc 
  

FlexPod UCS FCoE 

Uplink Ports Check 

For FCoE traffic, a minimum of 2 

interfaces must be configured as FCoE 

Uplink Ports in each FI and Admin State 

of the interfaces must be Enabled 

  

FlexPod UCS VSAN-

FCoE VLAN 

Mapping Check 

Each FI must have a VSAN configured 

for the respective Fabric and FCoE vlan 

should be mapped to it 

  

FlexPod UCS VSAN-

FCoE VLAN 

Mapping Check 

Each FI must have a VSAN configured 

for the respective Fabric and FCoE vlan 

should be mapped to it 

  

FlexPod UCS-FI 

FCoE Port-Channel 

Check 

Each FI must have a FCoE Port-channel 

configured   

FlexPod UCS FCoE 

Uplink Check 

Each FI must uplink into the northbound 

Cisco Nexus in the same FCoE Fabric   

FlexPod Cisco Nexus 

Spanning Tree 

Portfast Check 

The end-host ports should have the 

spanning tree portfast feature to enable 

Bridge assurance 

  

FlexPod Running 

Config Check 

(Admin VDC) 

Checks that the running-config matches 

its startup-config.   

FlexPod Running 

Config Check 

(Ethernet VDC) 

Checks that the running-config matches 

its startup-config.   

FlexPod Running 

Config Check 

(Storage VDC) 

Checks that the running-config matches 

its startup-config.   

FlexPod SSH and 

Telnet Check (Admin 

VDC) 

Check that only secure management 

methods are being used for switch 

administration. 

  

FlexPod SSH and 

Telnet Check 

(Ethernet VDC) 

Check that only secure management 

methods are being used for switch 

administration. 

  
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Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod SSH and 

Telnet Check 

(Storage VDC) 

Check that only secure management 

methods are being used for switch 

administration. 

  

FlexPod LACP 

Check (Ethernet 

VDC) 

Checks if LACP is enabled on Ethernet 

VDC of the switches.   

FlexPod LACP 

Check (Storage VDC) 

Checks if LACP is enabled on Ethernet 

VDC of the switches.   

FlexPod VPC Check 

(Ethernet VDC) 

Checks if VPC is enabled on the Ethernet 

VDC of switches. Virtual Port Channels 

are used on the Nexus switches to 

provide redundant connectivity within 

the FlexPod. 

  

FlexPod UDLD 

Check 

Checks if UDLD is enabled on Ethernet 

VDC of the switches.   

FlexPod Nexus 7K 

VPC Health Check 

Checks that the Virtual Port Channel 

domain is healthy: peer is alive, peer-link 

is up, and all vPCs are consistent and 

online. 

  

FlexPod Nexus 7K 

Storage Protocols 

Check 

Checks that storage protocols features are 

enabled: fcoe, npiv, lldp.   

FlexPod Jumbo 

Frames Check 

Ensures jumbo frames are enabled on the 

Nexus switches.   

FlexPod Nexus 7K 

vPC Peer Link Check 

The Nexus switches must have a working 

peer-link for vPC failover traffic. At least 

2 10GbE links must be connected 

between the two Nexus switches in a port 

channel for use as a vPC 

  

FlexPod Nexus 7000 

- FCoE VLAN 

allowed on the vFC 

port-channel between 

Nexus and UCS FI 

check 

The FCoE vlan should be allowed in vFC 

port channel between Nexus and UCS FI 

  

FlexPod Nexus 7000 

- UCS FI FCoE port 

channel bound to vFC 

port channel check 

The FCoE port-channel should be bound 

to a vFC port channel between Nexus 

and UCS FI 
  
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Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod Nexus 7000 

- vFC port-channel 

between Nexus and 

UCS FI added to vsan 

database check 

The vFC port-channel between Nexus 

and UCS FI should be added to VSAN 

database   

FlexPod Nexus 7000 

Ethernet VDC Check 

The Nexus Switch must have an Ethernet 

VDC   

FlexPod Nexus 7000 

Ethernet VDC 

Interfaces Check 

A minimum of eight Ethernet interfaces 

have to be allocated to the Ethernet VDC 

to facilitate all the configurations 

  

FlexPod Nexus 7000 

F2-series module 

license check 

F2-series module should be licensed to 

use FCoE   

FlexPod Nexus 7000 

FCoE QoS check 

Check for system wide FCoE QoS and 

define the QoS policy to be used   

FlexPod Nexus 7000 

F-series module 

Compliance Check 

The Ethernet VDC should be compliant 

for F-series module(s) being used   

FlexPod Nexus 7000 

global FCoE feature-

set check 

Check for FCoE feature-set installed 

globally   

FlexPod Nexus 7000 

Global MTU Check 

The Ethernet VDC in the Nexus Switch 

must be enabled for jumbo frame support   

FlexPod Nexus 7000 

spanning tree defaults 

check 

The spanning tree defaults should be 

enabled on Ethernet VDC to enable 

Bridge assurance 

  

FlexPod Nexus 7000 

spanning tree portfast 

enabled on ports 

connected to FAS 

storage check 

The end-host ports should have the 

spanning tree portfast feature to enable 

Bridge assurance   

FlexPod Nexus 7000 

Storage Switch 

Network Correlation 

Check 

Check each storage controller is directly 

connected to each Nexus switch 
  

FlexPod Nexus 7000 

Storage VDC Check 

The Nexus Switch must have a Storage 

VDC   
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Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod Nexus 7000 

Storage VDC fcoe 

feature-set Check 

Checks if the FCoE feature-set is enabled 

in the Storage VDC   

FlexPod Nexus 7000 

Storage VDC FCoE 

VLAN Check 

There must be a FCoE VLAN configured 

in the Storage VDC of the Nexus Switch   

FlexPod Nexus 7000 

Storage VDC FCoE 

VLAN range Check 

A FCoE VLAN has to be allocated to the 

Storage VDC   

FlexPod Nexus 7000 

Storage VDC FCoE 

VSAN Check 

The Storage VDC VSAN must be set as 

the FCoE VSAN in the Nexus Switch   

FlexPod Nexus 7000 

Storage VDC 

Interfaces Check 

A minimum of four Ethernet interfaces 

have to be allocated to the Storage VDC 

to facilitate all the configurations. 

  

FlexPod Nexus 7000 

Storage VDC VLAN 

FCoE VSAN 

Mapping Check 

The IDs of the FCoE VLAN and VSAN 

must be the same in the Storage VDC of 

the Nexus Switch 
  

FlexPod Nexus 7000 

Storage VDC VSAN 

Check 

The Storage VDC in the Nexus Switch 

must have a VSAN configured   

FlexPod Nexus 7000 

Switch Storage 

Portchannel MTU 

Check 

The Ethernet Portchannels between the 

Ethernet VDC of the Nexus Switch and 

NetApp Storage must have an MTU 

value of 9216 

  

FlexPod Nexus 7000 

Switch UCS FCoE 

Uplink Check 

Each FI must uplink into Storage VDC of 

the northbound Nexus7000 switch in the 

same FCoE Fabric 

  

FlexPod Nexus 7000 

Switch UCS 

Portchannel MTU 

Check 

The Ethernet Portchannels between the 

Ethernet VDC of the Nexus Switch and 

Cisco UCS Fabric Interconnects must 

have a MTU value of 9216 

  

FlexPod UCS Nexus 

7000 Switch Network 

Correlation Check 

Checks that fabric interconnect has an 

uplink port channel connected to a 

Virtual Port Channel (vPC) on the Nexus 

7K switches (using CDP) 

  
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Check Name Description Supports 

Cluster 

Mode  

Supports 

7-Mode 

FlexPod Cisco UCS 

C-Series Server 

Connectivity Check 

C-Series servers can be connected to the 

Fabric Interconnects either directly or via 

a pair of Fabric Extenders. While running 

UCS Manager version lower than 2.2 the 

servers can only be connected via the 

Fabric Extenders." 

  

FlexPod FAS8000-

UTA2 Port Mode 

Check 

The UTA2 ports type must be in 'fc' 

mode and in 'target' type to support the 

'Classic FCP to the storage controller' 

SAN boot architecture. 

  

FlexPod UCS iSCSI 

Initiators in Storage 

igroup Check 

Check if the UCS initiators are present in 

storage igroup  
 

FlexPod Storage 

iSCSI Feature Check 

Check if iSCSI is licensed and enabled 

on the controller.  
 

FlexPod Storage 

iSCSI LUN Map 

Check 

Check if LUN is provisioned and mapped 

to igroup.  
 

FlexPod Lifecycle 

Management 

Check if running configuration is 

supported as per NetApp NetApp 

Interoperability Matrix Tool. 

 
 

  

http://support.netapp.com/matrix
http://support.netapp.com/matrix
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