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Preface

About this guide

Audience

Terminology

Command
conventions

Formatting
conventions

Preface

This guide describes how to protect, back up, restore, and copy data between
Network Appliance® filersthat run Data ONTAP™ software and that are
Serving Data by Design™. This guide covers all filer models.

This guide is for system administrators who are familiar with operating systems
that run on the filer’s clients, such as UNIX®, Windows 95™, Windows NT®,
and Windows® 2000. It also assumes that you are familiar with how to configure
thefiler and how the NFS, CIFS, and HTTP protocols are used for file sharing or
transfers. This guide does not cover basic system or network administration
topics, such as I P addressing, routing, and network topology; it emphasizes the
characteristics of the NetApp® filer.

Network Appliance's storage products (filer, FAS appliances, and NearStore
systems) are all storage systems. All these products are also sometimes called
filers or storage appliances.

This guide uses the term “type” to mean pressing one or more keys on the
keyboard. It usesthe term “enter” to mean pressing one or more keys and then
pressing the Enter key.

You can enter filer commands on the system console or from any client that can
obtain access to the filer using a Telnet session. In examples that illustrate
commands executed on a UNIX® workstation, the command syntax and output
might differ, depending on your version of UNIX.

The following table lists different character formats used in this guide to set off
specia information.

Xi



Keyboard
conventions

Xii

Formatting
convention

Type of infor mation

Italic type

Words or characters that require special attention.

Placeholders for information you must supply.
For example, if the guide requiresyou to enter the
f ct est adaptername command, you enter the
characters*“fctest” followed by the actual name of
the adapter.

Book titlesin cross-references.

Monospaced font

0

Command and daemon names.

Information displayed on the system console or
other computer monitors.

The contents of files.

Bol d nonospaced
font

Words or characters you type. What you type is
always shown in lowercase | etters, unless your
program is case-sensitive and uppercase letters are
necessary for it to work properly.

This guide uses capitalization and some abbreviations to refer to the keys on the
keyboard. The keys on your keyboard might not be labeled exactly asthey arein

this guide.

What isin thisguide...

What it means...

hyphen (-)

Used to separate individual keys. For example,
Ctrl-D means holding down the Ctrl key while
pressing the D key.

Enter

Used to refer to the key that generates a carriage
return; the key is named Return on some
keyboards.

type

Used to mean pressing one or more keys on the
keyboard.

enter

Used to mean pressing one or more keys and then
pressing the Enter key.
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Special messages

Preface

This guide contains special messages that are described as follows:

Note

A note contains important information that helps you install or operate the
system efficiently.

Caution

A caution contains instructions that you must follow to avoid damage to the
equipment, a system crash, or loss of data.

WARNING

A warning containsinstructions that you must follow to avoid personal
injury.
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Introduction to Data Protection 1

About this chapter This chapter introduces the data backup, restore, and protection capabilities that
are availablein thisrelease of Data ONTAP.

Topics in this This chapter discusses the following topics:
chapter 0 “Dataprotection options” on page 2
O “Tape backup and recovery” on page 4
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Data protection options

About data
protection

Why data needs
protection

Methods of
protecting data

Data protection means backing up data and being able to recover it. You protect
the data by making copies of it so that it is available for restoration even if the
original isno longer available.

Reasons that businesses need data backup and protection systemsinclude the

following:

O To protect data from accidentally deleted files, application crashes, data
corruption, and viruses

To archive data for future use
To recover from a disaster

Depending on your data protection and backup needs, Data ONTAP offersa
variety of features and methods to ensure against accidental, malicious, or
disaster-induced loss of filer data. This guide describes how to use Data ONTAP
to back up and recover data from tape. See the Online Backup and Recovery
Guide for information about how to use Data ONTAP features like SnapMirror®
software to protect data.

Data
Protection
Feature Description
Tape backup Tape backup and restore.
dunp and
U The dunp and r est or e commands allow you to back up
restore filer snapshots to tape. The dunp command takes a snapshot
commands '

of the volume and then copies that data to tape. Because the
snapshot, not the active file system, isbacked up to tape, the
filer can continue its normal functions while the tape
backup takes place.

See Chapter 2, “Tape Drive Management” on page 7,
Chapter 3, “Data Backup to Tape” on page 43, and Chapter
4, “Data Restoration from Tape” on page 97.
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Data
Protection
Feature

Description

NDMP support

Support for tape backup management of the filer by third-
party applications that use the Network Data Management
Protocol (NDMP).

Data ONTAP aso provides an NDMP copy command that
you can use to carry out NDM P-compliant backups and
restores. Security login restricts accessto NDMP
operations.

See Chapter 5, “Using NDMP Services” on page 137.
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Tape backup and recovery

When to use tape
backup and
recovery

Advantages of tape
archives

Disadvantages of
tape archives

Where to find
backup and restore
information

You use tape backup and recovery to create tape archives or retrieve data from
tape archives. Tape archives complement online backup methods, and you should
plan to do tape backups regardless of the online backup and recovery methods

you use.

Making tape archives gives you the following advantages over relying solely on

online storage:

O  Once made, they require few resources to maintain.
O You can put the archivesin a more secure place than you can put afiler.
O You can recover data on Sun Solaris systems with the uf srest ore

command.

0 Dataarchived on tapeis on aphysically stable medium and is stored in a
standard format. You can recover data from any release of Data ONTAP.

Tape archives have the following disadvantages compared to online storage:
O It takes along time to restore datafrom tape.

0 Itistime-consuming to find a particular file or directory on tape.

O Some systems are too large to be backed up to tape efficiently.

Largefile systems might need to be broken into multiple volumes and
backed up on different nights. Volumes over 500 GB or total data set sizes
greater than 1.4 TB can take along time to restore. These volumes are good
candidates for backup using the SnapMirror® or SnapVault™ features.

If you want to perform backups to tape and restores from tape, you should be
familiar with the topics listed in the following table.

Topic

Chapter

Understanding tapes
and controlling tape
drives

Chapter 2, “Tape Drive Management” on page 7

Tape backup and recovery



Topic Chapter

Backing up datato tape | Chapter 3, “Data Backup to Tape” on page 43

Restoring data from Chapter 4, “Data Restoration from Tape” on
tape page 97
Using the NDMP Chapter 5, “Using NDMP Services’ on page 137

protocol, which third-
party backup software
vendors use
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Tape Drive Management 2

About this chapter

Topics in this
chapter

This chapter describes methods for using tape devices (software functionality
designations), tape drives (the physical hardware modules that house and control
the tapes), and tape aliases (methods of addressing tape drives). You need to
manage tape drives when you back up data from the filer to tape or when you
recover data from tape to thefiler. In particular, you need to understand the
relationship between tape devices and tape drives so you can specify devicesin
performing backups and restores. Tape aliases are names you assign to tape
drivesto make it easier to keep track of tape drives used for multiple filers.

In this and subsequent chapters, the term tape device means a specific
functionality of aphysica tape drive that you create by specifying informationin
the tape device name when you install atape drive, which handles a single tape,
or atape stacker or tape library (medium changer), which handles multiple tapes.

This chapter discusses the following topics:

“Understanding tape devices’ on page 8

“Displaying tape device statistics’ on page 12

“Displaying supported tape drives’ on page 14

“Assigning tape aliases’ on page 16

“Displaying tape device and tape drive information” on page 24
“Understanding tape files” on page 28

“Controlling tape drives’ on page 29

“Qualifying tape drives dynamically” on page 34

“Using nonqualified tape drives’ on page 38

“Enabling and disabling persistent reservations’ on page 42

O ooooooo oo
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Understanding tape devices

About tape devices

Kinds of tape
devices

Tape device name
format

When you ingtall atape drive or tape stacker on afiler according to the tape drive
manufacturer’s instructions, Data ONTAP creates tape devices associated with
the tape drive or stacker. A deviceis created for each combination of rewind and
compression capability. Therefore, atape drive or tape stacker can have severa
tape devices associated with it. You must specify atape device to move, write, or
read tapes.

Data ONTAP detects tape drives and tape stackers attached before or after bootup
and assigns logical numbers and tape devices to them.

The following kinds of tape devices are available:
0 A local tape device on thefiler that is performing atape operation
O A remote tape device on aNetApp or Solaris machine that
0  Isnot the machine that is performing atape operation, but is connected
through the network to a host that is performing the tape operation
Isrunning ther nt protocol

Has a trust relationship with the filer that is performing the tape
operation

Note
You cannot use tape devices associated with tape stackers or tape libraries
(medium changers) on a remote Solaris system.

The format of atape device nameis asfollows:

[rempte_host:]rewi nd_type st drive_nunber conpression_type

remote_host is optional. You specify aremote host filer if you want to use atape
drive that is attached to that host. You must follow the remote host name with a
colon (3).
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rewind_typeis the rewind type, as shown in the following table.

Rewind type

Description

r

Rewind. Data ONTAP rewinds the tape after it finishes
writing the tapefile.

nr

No rewind. Data ONTAP does not rewind the tape after it

finishes writing the tapefile. If you want to write multiple
tape files on the same tape, specify no-rewind tape device
names.

ur

Unload/reload. You can use thisonly if you are performing
operations on tapes in tape stackers. When you use these
devices, the stacker unloads the tape when it reaches the end
of atapefile, and then loads the next tape if there is one.

Use thisrewind type only under the following circumstances:

O Thetape drive associated with this deviceis housed in a
tape stacker or a medium changer that is set to stacker
mode.

0 The tape drive associated with this device is attached to
afiler.

O  Sufficient tapes for the operation that you are
performing are available in the stacker tape sequence
defined for this tape drive.

Note

If you record a tape using a no-rewind device, you must rewind the tape before

you read it.

st isthe standard designation for a tape drive.

drive_number isthe drive number. It isincremented for each tape drive; if thereis
only one tape drive attached to the filer or remote host, the number is 0. The
assigned drive number persists through reboots.

Chapter 2: Tape Drive Management




Sample listing of
tape devices

10

compression_typeis a drive-specific code for the density of data on the tape and
the type of compression. The values for compression_type are shown in the
following table.

Compression type Description

a Highest compression
h High compression

| Low compression

m Medium compression

Examples: nrst 0a specifies a no-rewind device on tape drive O using the
highest compression.

renfiler: nrst0Oa specifies ano-rewind device on tape drive 0 on the remote
host remfiler that uses the highest compression.

Caution
When using the ur st device with the dunp or r est or e command, ensure that the
tape drivesit is used with are stackers and that there are sufficient tapesin the
stacker sequence. Otherwise, the tape drives involved will terminate the
command sequence or overwrite the same tape multiple times.

The following example shows the tape devices associated with a Digital ™
DLT7000:

rstOl - rewind device, format is: 81633 bpi 40 GB (w conp)

nrst0l - no rew nd device, format is: 81633 bpi 40 GB (w conp)
urstOl - unload/reload device, format is: 81633 bpi 40 GB (w conp)
rstOm- rewind device, format is: 85937 bpi 35 GB

nrstOm- no rew nd device, format is: 85937 bpi 35 GB

urstOm - unload/rel oad device, format is: 85937 bpi 35 GB

rstOh - rewind device, format is: 85937 bpi 50 GB (w conp)

nrstOh - no rew nd device, format is: 85937 bpi 50 GB (w conp)
urstOh - unl oad/rel oad device, format is: 85937 bpi 50 GB (w conp)
rstOa - rewind device, format is: 85937 bpi 70 GB (w conp)

nrst0a - no rew nd device, fornmat is: 85937 bpi 70 GB (w conp)
urstOa - unload/rel oad device, format is: 85937 bpi 70 GB (w conp)

Understanding tape devices



The abbreviationsin the example are defined as follows:

O bpi—Bits per inch; thisisthe density of the tape.

0 GB—Gigabytes; thisis the capacity of the tape.

O w/comp—With compression; this shows the tape capacity with compression.
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Displaying tape device statistics

Why to display tape
drive statistics

How to display tape
drive statistics

Example of the
output of the
storage stats tape
command
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It can be helpful to display tape device statistics to understand tape performance
and check usage patterns. You can zero out the statistics reading and restart the
process of displaying the statistics whenever you want.

To display the statistics for a specified tape device, complete the following step.

Step

Action

1

Enter the following command:

storage stats tape tape

tape is the name of atape device.

Examp

The following example shows the statistics for the tape device nrst01.

le: storage stats tape nrstOl

filerA> storage stats tape nrstOl

Bytes Read: 71471104
Bytes Witten: 382147584

Comand Num i ssued Max (ns)
VWRI TE - Total 2518 1927
44- 48KB 897 372
60- 64KB 421 1927
128- 132KB 800 131
508KB+ 400 481
READ - Tot al 1092 1570
60- 64KB 92 1390
64- 68KB 1000 1570
VECF 5 2827
FSF 1 13055
BS 0 0
FSR 2 1390
BSR 1 23
REW ND 9 67606

Mn (ns) Avg (ms)

2 24

2 6

3 13

8 19

32 83

5 14

5 25

5 13
2787 2810
13055 13055
0 0

5 697

23 23
94 22260

6269
6531
4796
6761
6242
4582
2493
4958

KB/ s
KB/ s
KB/ s
KB/ s
KB/ s
KB/ s
KB/ s
KB/ s
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ERASE 0 0
EOM 1 63223
How to zero out To zero out the statistics so that only new tape device statistics beginning from

tape drive statistics  thetimethis command is entered will be displayed the next time you enter the

command, compl ete the following step.

Step

Action

1

Enter the following command:

storage stats tape zero tape

tape is the name of atape drive.

Example: storage stats tape zero nrst0l

Chapter 2: Tape Drive Management
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Displaying supported tape drives

Why to display
supported tape
drives

How to display
supported tape
drives

Sample output of
the storage show
tape supported
command

Sample output of
the storage show
tape supported -v
command
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Before connecting atape drive to afiler, you should make sure the tape drive is
supported by the filer.

To display alist of the tape drives supported by the filer, complete the following
step.

Step | Action

1 | Enter the following command:

storage show tape supported [-V]

- v isan option that displays more complete information about each
tapedrive.

The following example shows the output of the st or age show t ape support ed
command.

st orage show tape supported
Supported Tapes

Exabyt e 8500C 8mm

Exabyte 8505 8mm

Digital DLT2000

Quant um DLT2000

The following example shows the output of the st orage show t ape support ed
command with the - v option.

st orage show tape supported -v
Supported Tapes

Exabyt e 8500C 8mm
Density Conpression

Displaying supported tape drives




Setting Setting

0x14 0x00
0x90 0x10
0x15 0x00
0x8c 0x10

Exabyte 8505 8mm
Density Conpression
Setting Setting

0x14 0x00
0x90 0x10
0x15 0x00
0x8c 0x10

Digital DLT2000
Density Conpression
Setting Setting

0x00 0x00
0x17 0x00
0x18 0x00
0x19 0x10

Quant um DLT2000
Density Conpression
Setting Setting

0x00 0x00
0x17 0x00
0x18 0x00
0x19 0x10

Chapter 2: Tape Drive Management

EXB-
EXB-
EXB-
EXB-

EXB-
EXB-
EXB-
EXB-

8200 2.5@B
8200C (w conpr essi on)
8500 5.0GB
8500C (w conpr essi on)

8200 2.5@B
8200C (w conpr essi on)
8500 5.0@B
8500C (w conpr essi on)

default density
42500 bpi 2.6GB
42500 bpi 6.0GB
62500 bpi 20 GB (w conp)

default density
42500 bpi 2.6GB
42500 bpi 6.0GB
62500 bpi 20 GB (w conp)
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Assigning tape aliases

Why to assign tape  When you use more than one tape drive (or tape stacker or medium changer) on a

aliases filer, Data ONTAP assigns the addresses on afirst-come, first-served basis when
the softwareisinstalled. However, if afiler sharestape drives, or if tapedrivesare
moved around, the software-assigned addresses do not move with the physical
devices. After reboot, these addresses are not necessarily reassigned in the same
order.

If you use large or multi-filer configurations, or if your filers share backup tape
devices, the filers may assign different names to the same tape drives. Tape
aliasing enables you to make sure that the same name is dways associated with
the same tape drive.

What tape aliasing Tape aliasing provides a correspondence between the logical names of backup
does devices (for example, st 0 or nc1) and a name permanently assigned to a port or
to atape drive or medium changer.

Note
st 0 and st 00 are considered different logical names.

You can use tape aliases as arguments to the dunp, restore, and snapnirror
st or e commands.

Note
Logical and worldwide names are used only to access a device. Once accessed,
the device returns all error messages using the physical path name.

Names available for  Thetwo kinds of names available for aliasing are physical path names (PPNs)
aliasing and worldwide names (WWNSs).

What physical path Physical path names (PPNs) are the numerical address sequences that Data

names are ONTAP assigns to tape drives and tape libraries based on which SCSI-2/3
adapter or switch (specific location) they are connected to on the filer. PPNs are
also known as electrical names.
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Format of the PPN Direct-attached devices: PPNs of direct-attached devices use the following
format:

host_adapter.device id lun

For example, the PPN 8.6 indicates that the host adapter number is 8, the device
ID is6, and the logical unit number (LUN) isO.

Note
On disk drives, the LUN isaways 0 and istherefore never shown. On tape drives
and medium changers, the LUN is also not shown if itisO.

Switch-attached devices: PPNsof switch-attached devices use thefollowing
format:

switch:port_id.device id_lun

For example, the PPN MY _SWITCH:5.3L 2 indicates that the tape drive
connected to port 5 of aswitch called MY_SWITCH is set with SCSI ID 3 and
hasthe LUN 2.

The LUN is determined by the driveitself. Both Fibre Channel and SCSI tape
drives and libraries, as well as disks, have PPNs.

Examples using In the following example, the dunp command is using the tape device name of a
PPNs tape drive:

dunp Of /dev/nrstOa /vol/vol0

In the following example, the same dunp command is using the PPN of the tape
drive:

dunp Of /dev/nr.MW_SWTCH 5.6.a /vol /vol 0

PPNs of tape drives and libraries do not change unless the name of the switch

changes, the tape drive or library moves, or the tapedriveor library is
reconfigured. PPNs remain unchanged after reboot.

For example, if atape drive named MY _SWITCH:5.3L2 isremoved and a new
tape drive with the same SCSI ID and LUN is connected to port 5 of switch

MY _SWITCH, the new tape drive would be accessible via the name
MY_SWITCH:5.3L2.
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names are
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Examples using
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Tape drives and libraries are assigned worldwide names (WWNs) at the time of
manufacture. WWNSs are similar to the media access control (MAC) addresseson
Ethernet cards. All Fibre Channel devices have WWNSs, but SCSI-attached
devices do not have WWNs and cannot be accessed with a WWN.

Accessing atape drive or library viathe WWN allows multiple filers to track the
same device. Depending on whether atape drive is connected to a Fibre Channel
switch or hub or is directly attached to a Fibre Channel adapter, different filers
may have different PPNs for the same device. Using the WWN in these cases
eliminates any confusion.

Also, if aswitch isrenamed or atape driveis moved on the filer, the WWN of the
tapedrive or library does not change, and scripts or backup programs do not need
to change the name of the tape drive or library to which they are backing up.

The WWN of atape device uses the following format:
WW N [#:HHE T A L

#isahexadecimal character and L isthe LUN of thedevice. If the LUN isQ, itis
not shown.

Each WWN consists of eight bytes, and the format for the WWN is not case-
sensitive.

In the following example, the dunp command uses the logical hame of atape
drive:

dunp Of /dev/nrstOa /vol/vol0

In the following example, the same dunp command uses the worldwide name of
the tape drive:

dunp Of /dev/nr. WW 2: 000: 00e08b: 01523¢] . a /vol /vol 0

Assigning tape aliases



Displaying existing  To display existing aliases of tape drives, complete the following step:
aliases of tape
drives

Step | Action

1 | Enter the following command:

storage alias

Result: A display like the following appears:
Alias Mappi ng

st0 MY_SW TCH; 5. 3L3

st 2 MY_SW TCH: 5. 4L6

mcl 2: 4e3: 38f e3f : 758eab
nc348 MY_SW TCH: 5. 3LO

In this example, the display shows that there are two tape drives and
two medium changers attached to the filer. Tape drives stO and st2
and medium changer mc348 are attached to port 5 of the switch
MY_SWITCH. Medium changer mcl has the worldwide name
2:4e3:38fe3f: 758eab.

Displaying To display information about tape drives and tape libraries (medium changers) to
information about help you assign tape aliases, complete the following step.

tape drives or
libraries

Step | Action

1 | Enter the following command:

storage show {tape | ne} [{alias | PPN | WW}]
aliasisthelogical name of the tape drive or medium changer.
PPN isthe physical path name.

WWN is the worldwide name.

Examples:

st orage show t ape

Tape Drive: MY_SWTCH: 5. 3L4
Descri ption: Quant um DLT7000
Serial Number: 12345679

Wrld Wde Nane: W[ 2: 333: 444444: 555555] L4
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Alias Name(s):

Tape Drive:
Descripti on:
Serial Nunber:
Wrld Wde Nane:
Alias Name(s):

storage show tape st0
Tape Drive:
Descripti on:
Serial Nunber:
Wrld Wde Nane:
Alias Name(s):

st0 stl st2 st3

MY_SW TCH: 5. 3L5

Quant um DLT7000

12345678

VWW 2: 777: 888888: 999999] L5
st10 stl1ll st12 stl13

MY_SW TCH: 5. 3L4

Quant um DLT7000

12345679

W\ 2: 333: 444444 555555] L4
st0 stl st2 st3

st orage show tape MY_SW TCH: 5. 3L4

Tape Drive:
Descri ption:
Serial Nunber:
Wrld Wde Nane:
Alias Name(s):

Assigning tape

aliases step.

MY_SW TCH: 5. 3L4

Quant um DLT7000

12345679

VW[ 2: 333: 444444: 555555] L4
st0 stl st2 st3

To assign an alias to a tape drive or medium changer, complete the following

Step | Action

1 | Enter the following command:
storage alias [alias {PPN | VWW}]

aliasisthelogical name of the tape drive or medium changer to
which you want to add the alias.

PPN is the physical path name to which you want to assign the tape
drive or medium changer.

WWN is the worl dwide name to which you want to assign the tape
drive or medium changer.

Example: storage alias st0 MY_SWTCH 5. 3L3
storage alias nc80 WW 2: 4e3: 38f e3f : 758eab]

20
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Removing tape
aliases

Propagating tape
aliases to multiple
filers

Result: Thetape device st0 is assigned the physical path name
MY _SWITCH:5.3L 3. The medium changer mc80 is assigned the worldwide
name WWN][2:4e3:38fe3f:758eab)].

To remove an dias from atape drive or medium changer, complete the following
step.

Step | Action

1 | Enter the following command:
storage unalias {alias | -a| -m| -t}

aliasisthelogical name of the tape drive or medium changer from
which you want to remove the alias.

-a removes al aiases.
- mremoves the aliases from all medium changers.

-t removes the aliases from all tape drives.

Example: storage unalias st0
storage unalias nc80

Result: The aliases are removed from the tape device stO and from the medium
changer mc80.

If you need to use the same set of tape drives to back up more than one filer, you
can save the tape alias information in afile.

To propagate tape aliases to multiple filers, complete the following steps.

Step | Action

1 | Create afile named tape_alias containing the tape alias information.

Example:

storage unalias -a
storage alias st0 8.6
storage alias stl1 8.7
storage alias nt0 8.1
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Step | Action

2 | Copy thefileto the root volume of each filer.

3 | Execute the following command on each filer:

source /vol /root _vol une_nane/tape_al i as
root_volume_name specifies the root volume.

Result: Thefilersall contain the same configuration information.

To ensure that multiple filers assign the same alias to atape drive or medium
changer, you can type the same set of storage alias commands on each filer.

Alternatively, UNIX users can use a shell script like the following to propagate
the source script information to thefilers.

#!'/ bin/ sh

# Check for the source file

if [ "$#" 1="1" ]

t hen
echo "Usage: $0 <source file>"
exit 1

f

if [ ! -r $1]

t hen
echo "Cannot open source file \"$1\""
exit 1

f

while [ 1]

do

echo Hit ctrl-c to termnate programwhen all filers have been
entered.

# Gather up filer and passwd from user
printf "File Server: "
read FILER
printf "Password:
read PASSVWD
stty -echo
stty echo
printf "\n"

# Now i ssue the commands in the source script to
# the remote filer.

Assigning tape aliases



while read cnd

do
echo Issuing command \"$crmd\" to filer $FILER
rsh $FILER -1 root: $PASSWD "$cmd" < /dev/ nul |
done < $1
printf "\n"
done
Adding Fibre- You can add Fibre-Channel -attached tape drives and librariesto filers
Channel-attached dynamically (without taking the filers offline). When the new medium changer is
tape drives and added, the filer detects its presence and adds it to the configuration. If the
libraries medium changer is already referenced in the alias information, no new logical

names are created. If the library is not referenced, the filer creates anew diasfor
the medium changer.
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Before you back up to atape device attached to thefiler, you might want to verify
that the filer detects the tape drive associated with the device and verify the
available tape device names associated with the tape drive.

Qualified tape drives are tape drives that Network Appliance hastested and found
to work properly with filers. A list of qualified tape drivesis available on the
NOW site at

http://now.netapp.com/NOW/knowledge/docs/olio/cert_matrices/

Nonqualified tape drives are not supported by Network Appliance. You can use a
nonqualified tape drive by qualifying the tape drive dynamically, as described in
“Qualifying tape drives dynamically” on page 34, or by making it emulate a

qualified tape drive, as described in “Using nonqualified tape drives” on page 38.

Qualified tape drives that are in tape stackers or libraries are listed by drive. For
example, aBreece-Hill library isnot listed in all displays, whereas the DLT7000
tape drives that it contains are listed.

You can display information about

O Quadlified tape drives

0 Nonqualified tape drives

O Tape stackers

0 Tapedrive connections to the filer
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Displaying To display information about all tape drives on afiler, complete the following

information about step.
tape drives
Step | Action
1 | Enter the following command:

sysconfig -t

Result: A display like the following appears. The numbers following “ Tape drive” show the
slot on the filer that the drive is attached to, followed by the drive’'s SCSI ID. In the following
example, the Exabyte 8900 has SCSI ID 1 and is attached to a controller in slot Ob. Information
about the Digital DLT7000 includes bpi specifications provided by the manufacturer.

Note
Compression capacity in the display is estimated; actual capacity depends on how much the data
being written to the tape can be compressed.

Tape drive (0Ob.1) Exabyte 8900 8mm

rstOl - rew nd device, format is: EXB-8500 5.0GB(readonly)
nrstOl - no rew nd device, format is: EXB-8500 5.0GB(readonly)
urstOl - unload/rel oad device, format is: EXB-8500 5.0GB(readonly)
rstOm - rew nd device, format is: EXB-8500C (w conpression)
nrstOm- no rew nd device, format is: EXB-8500C (w conpression)
urstOm- unload/rel oad device, format is: EXB-8500C (w conpression)
rstOh - rew nd device, format is: EXB-8900 10.0GB

nrstOh - no rew nd device, format is: EXB-8900 10.0GB

urstOh - unload/rel oad device, format is: EXB-8900 10.0GB

rst0a - rew nd device, format is: EXB-8900C (w conpression)
nrst0a - no rew nd device, format is: EXB-8900C (w conpression)
urstO0a - unload/rel oad device, format is: EXB-8900C (w conpression)
Tape drive (5.3) Digital DLT7000

rstll - rew nd device, format is: 81633 bpi 40 GB (w conp)
nrstll - no rew nd device, format is: 81633 bpi 40 GB (w conp)
urstll - unload/rel oad device, format is: 81633 bpi 40 GB (w conp)
rstlm - rew nd device, format is: 85937 bpi 35 GB

nrstim- no rew nd device, format is: 85937 bpi 35 GB

urstim- unload/rel oad device, format is: 85937 bpi 35 GB

rstlh - rew nd device, format is: 85937 bpi 50 GB (w conp)
nrstlh - no rew nd device, format is: 85937 bpi 50 GB (w conp)
urstlh - unload/rel oad device, format is: 85937 bpi 50 GB (w conp)
rstla - rew nd device, format is: 85937 bpi 70 GB (w conp)
nrstla - no rew nd device, format is: 85937 bpi 70 GB (w conp)

urstla

unl oad/rel oad device, format is: 85937 bpi 70 GB (w conp)
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To display information about tape medium changers, complete the following

step.

Step

Action

1

Enter the following command:
sysconfig -m

Result: A display like thefollowing appears. In this example, atape
stacker with SCSI ID 4 is attached to slot 6 of thefiler.

Medi um changer (6.4) BHTi Quad 7
mcO - medi um changer device

Note
If autoload on the medium changer is set to On, the medium changer
information might not appear.

To display information about tape drive connections to the filer, compl ete the

following steps.
Step | Action
1 | Enter the following command:

sysconfig -v

Look for the information about the SCS| adapter to which the tape
devices are attached.

Example: Thisexample shows a tape medium changer with SCSI ID 6 and a
tape drive with SCSI ID 4 attached to slot 6 of the filer. The SCSI firmwareis
2.26, and the SCSI adapter clock rateis 60 MHz. For each drive, the following
information appears:

O o o o

SCSI ID

Vendor ID
Product ID
Firmware version

Displaying tape device and tape drive information




slot 6: SCSI Host Adapter 6 (QLogic |SP 1040B)
Firmnare Version 2.26 O ock Rate 60MHz.
6: BHTi Qad 7 1.41
4: QUANTUM DLT7000 1B41
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Understanding tape files

What a tape file is All dataon atapeis stored in tape files. Tape files are separated by file marks on
the tape and have no names. You specify atape file by its position on the tape.

Reading and writing  You write atape file using atape device that you specify. When you read the tape

tape files file, you must specify a device that has the same compression type that you used
to writeit. The compression typeis indicated by the last character in the tape
device name, for example, thea innr st Oa.

For example, if you have two tape drives of the same model with tape drive
numbers 1 and 2 and you write afile on nr st 0a, you can read it safely on the
other tape drive using r st 1a, because devices of the same model have the same
compression type (type a).
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Controlling tape drives

About controlling
tape drives

The mt command
syntax

You can control tape drives with thent command to move and position the tape
in several ways. This section describes how to perform the following tasks:

Move atape to the end of data. You do this to append a backup.

Skip forward over files. You do thisto access a particular tapefile.
Skip backward over files. You do thisto access a particular tapefile.
Append a backup. You do this to save tape if you have small backups.

Rewind atape. You do this to get to the beginning of the tape after using a
no-rewind device.

A A

[

Take atape drive offline. You do this to service atape drive.

Display status information. You do thisto find out whether you can read the
tape with adevice or to verify that atape driveisnot in use.

The syntax of thent command is asfollows:

m {-f|]-t} device command [ count ]

The-f and-t optionsareinterchangeable; they indicate that the next argument is
adevice.

device isatape device.

command isan nt command. The following table discusses the most common nt
commands.

count specifies the number of times to execute acommand that supports multiple
operations.

This section discusses the nt commands listed in the following table. For a
description of all thent commands, see the mt(1) man page.

Command Task

eom Position the tape to the end of the data or the end of the
medium if the tapeisfull.

f sf Move the tape forward, skipping a specified number of files.

Chapter 2: Tape Drive Management 29



Moving atapeto the
end of data
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Command Task

bsf Move the tape backward, skipping a specified number of
files.

rew nd Rewind the tape.

of fline Rewind the tape and unload the tape medium if possible.

stat us Display information about a device and the drive associated
with it.

Note

Usenrst devicesfor al tape status and movement operations. Using other
rewind types might produce unwanted side effects.

Caution
When you use the ur st device with thent command, the tape drivesit is used
with must be stackers and there must be sufficient tapes in the stacker sequence.
Otherwise, the tape drives involved will terminate the command sequence or
overwrite the same tape multiple times.

You move atape to the end of dataif you want to append data on a tape.

To move atape to the end of data, or end of medium if the tape is full, complete
the following step.

Step | Action

1 | Enter the following command:

m -f device eom

device is the name of a no-rewind tape device.

Example: nt -f nrstOa eom

Note
If you use arewind or unload/reload tape device, this command rewinds the
device, moves the tape to the beginning of data, and unloadsit if possible.
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Moving forward toa  You move forward to access a particular tape file further along the tape. You can
file skip over a specified number of file marks and stop at the end-of-tape side of a
file mark. This puts the tape drive head at the beginning of afile.

To move forward to the beginning of atape file, complete the following step.

Step

Action

1

Enter the following command:
m -f device fsf n

device is the name of atape device used on the tape.

n is the number of tape file marks you want to skip over going
forward. The tape moves to the beginning of the nth file after the file
where it is when the command isissued.

Example: If you enter the following command in the middle of the third file on
the tape, it moves the tape to the beginning of the eighth file on the tape:

m -f nrstOa fsf 5

Moving backwardto  You move backward to access a particular tape file further back on the tape.

the beginning of a
file

To move backward to the beginning of atape file, compl ete the following step.

Step

Action

1

Enter the following command:
m -f device bsf n

device is the name of atape device used on the tape.

n is the number of tape file marks you want to skip over going
backward. The tape moves to the beginning of the nth file before the
file where it is when the command isissued.

Example: If you enter the following command in the middle of the fifth file on
the tape, it moves the tape to the beginning of the second file on the tape:

m -f nrstOa bsf 3
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You rewind atape to get to the beginning of the tape when using a no-rewind
device. You do this before performing arestore of a backup that was done using a
no-rewind device, provided that there is no other data before the backed-up data
on the tape and it is not unloaded.

To rewind atape, complete the following step.

Step

Action

1

Enter the following command:

m -f device rew nd

device is the name of atape device used on the tape.

Example: nt -f nrstOa rewind

You take atape drive offline to service it.

To rewind the tape and take the tape drive offline by unloading the tape, complete
the following step.

Step

Action

1

Enter the following command:

m -f device offline

device is the name of atape device used on the tape.

Example: nt -f nrstOa of fline
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Displaying status
information

You display status information to find out whether you can read with a device or
to verify that atape driveis not in use.

To display statusinformation about a tape device and the drive associated with it,
complete the following step.

Step | Action

1 | Enter the following command:

m -f device status

device is the name of atape device.

Example: nt -f nrstOa status

Result: A display like the following appears:

Tape drive: Quantum DLT7000

Status: ready, wite enabled

Format: 85937 bpi 70 GB (w conp)

fileno = 0 blockno = 95603 resid =0
Thefieldsin the display are asfollows:

0 Tapedrive—The model of the tape drive

O Status—Whether the tape drive is ready and write-enabled

0 Format—The number of bytes per inch, total capacity in gigabytes, and
whether data compression is used

fileno—The current tape file number; numbering starts at 0
blockno—The current block number

resid—The number of bytes that the drive attempted to write or read but
could not because the end of tape was reached
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A qualified tape drive is atape drive that has been tested and found to work
properly on Network Appliancefilers. A qualified tape drive isin the Data
ONTAP kernel’s internal tape qualification list.

You can qualify a nonqualified tape drive by entering avalid tape qualification
filein thefiler's/etc/tape _config directory. You get the information you need for
this file from the tape vendor’s drive documentation. You can use a text editor to
create the tape qualification file. There can be multiple filesin the directory, one
for each model being qualified.

The /etc/tape_config directory contains a sample tape qualification file, which
includes an explanation of the requirements for atape qualification file, alist of
the default SCSI command timeout values used by the tape drive, and an example
of atape qualification file.

When you create a new tape qualification file, you can use any valid file name,
except afile name that begins with aperiod (.).

The format of the tape qualification file is as follows:

vendor_id (string, limit of 8 bytes)—The vendor ID as reported by the SCSI
I nqui ry command.

product_id (string, limit of 16 bytes)—The product ID as reported by the SCSI
I nqui ry command.

id_match_size (number)—The number of bytes of the product ID to be used for
matching to detect the tape drive to be identified, beginning with the first
character of the product ID in the Inquiry data.

vendor_pretty (string, limit 16 bytes)—If this parameter is present, it is specified
by the string displayed by sysconfig -v or sysconfig -t; otherwise, the
INQ_VENDOR_ID isdisplayed.

product_pretty (string, limit 16 bytes)—If this parameter is present, it is specified
by the string displayed by sysconfi g -v or sysconfig -t; otherwise, the
INQ_VENDOR_ID isdisplayed.
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Note

The vendor_pretty and product_pretty fields are optional, but if you specify a
value for one of these fields, you must also specify avalue for the other.

You must specify adescription, density code, and compression algorithm for |, m,
h, and a, as follows:

0 {l|m|h]|a}_description= (string, limit 16 bytes)—The string to print for
sysconfig -t that describes characteristics of the particular density setting
o {I|m|h]|a}_density= (hex codes)—The density code to be set in the SCSI

mode page block descriptor corresponding to the desired density code for I,
m, h, or a

o {l| m|h|a}_algorithm= (hex codes)—The compression algorithm to be set
in the SCSI Compression Mode Page corresponding to the density code and
the desired density characteristic

The following fields are optional:

O autoload= (Boolean yes/no)—Set thisfield to yesif the tape drive has an
automatic loading feature; that is, after you insert a tape cartridge, the tape
drive becomes ready without the need to execute a SCSI load (start/stop unit)
command. The default for thisfield is no.

0  cmd_timeout_Ox*—Individual timeout value. Usethisfield only if you want
to specify adifferent timeout value from the one being used as a default by
the tape driver. The sample file lists the default SCSI command timeout
values used by the tape driver. The timeout value can be expressed in
minutes (M), seconds (s), or milliseconds (ms).

Example of a tape The following example shows a tape configuration file for the tape drive Tape
configuration file Drive 2001.

vendor _i d="TAPECO'
pr oduct _i d="TAPEDRI VE2001"
i d_match_size=11

vendor _pretty="Tape Company"
product _pretty="Tape Drive 2001"

| _description="2 GB"

| _densi ty=0x01
| _al gorithnr0x81
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m description="4 @B (conpression)"
m densi t y=0x01
m al gor it hn=0x82

h_description="6 GB"
h_densi t y=0x10
h_al gorit hm=0x88

a_description="12 GB (conpression)"
a_densi t y=0x10
a_al gorithm=0x89

aut ol oad="yes"
# no entry for autoload is the same as autol oad="no"

cmd_ti neout _0x01=5m
cnd_ti meout _0x12=700ns
cnd_ti neout _0x1b=60s

Thefiler’'s/etc/tape_config directory is created automatically when the filer
boots. When you add atape qualification file to this directory, the filer checksthe
file'sformat at the next boot time or the next time any tapeis accessed. If the
format isvalid, theinformation is entered into theinternal tape qualification table
and a success message similar to the following is printed to the console and
system log. Information about the tape persists aslong asthefileisin the
directory or until thefileis altered.

Dynam ¢ Tape Qualification file:/etc/tape_config/filenane fornat
check was successful. Internal tape qualification table was updated
with Tape Drive product infornation.

If the format isincorrect, an error message similar to one of the following is
printed to the console and system log.

Dynam ¢ Tape Qualification file: /etc/tape_config/filename has

m ssing or badly formatted required key(s).

Dynam c Tape Qualification file: /etc/tape_config/filenane has a
format error in the information appended to the required key.

When you connect atape drive to thefiler, the filer looks for aproduct_id match
between information obtained during the tape discovery process and information
contained in the internal tape qualification table. If amatch is discovered, the
driveis marked as qualified and the filer can access the tape drive. If amatch is
not found, the tape drive remains in the unqualified state and is not accessed.

Qualifying tape drives dynamically



Qualified SCSI drives must be attached to the filer before reboot to be
recognized; qualified Fibre Channel drives are recognized whenever they are
attached.
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Using nonqualified tape drives

How you can usea  You can use anonqualified tape drive (one that is not on the list of qualified tape

nonqualified tape drives) on afiler if it can emulate a qualified tape drive. It isthen treated as
drive though it were a qualified tape drive.
Displaying To display information about nonqualified tape drives, complete the following
information about steps.
nonqualified tape
drives Step | Action

1| If thefiler... Then...

Has accessed the tape drive Goto Step 3.

through the dunp or nt command

Has not accessed the tape drive | Go to Step 2, then proceed to
through the dunp or nt command | Step 3.

2 | Enter the following command to access the tape drive:

m -f device status

device is any device that contains the tape drive number that you
think is assigned to the tape drive.

Example: nt -f nrstla status

3 | Enter the following command:

sysconfig -t

Result: If thefiler has registered atape drive as emulating a
qualified tape drive, it displays a message like the following:
Tape drive (6.5) DLT9000 enul ates Digital DLT7000.

If thefiler has not registered atape drive asemulating aqualified tape
drive, it displays a message like the following:

Tape drive (6.5) DLTXXXX (Non-qualified tape drive)
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Getting tape drive You must supply the following information about the nonqualified tape drive
information for from your tape drive documentation to emulate a qualified tape drive:

emulation 0 What qualified tape drive the nonqualified tape drive can emulate.

0 Thevendor ID string. ThisisaSCSI string and should bein the SCSI section
of your tape drive manual.

O Theproduct ID string. Thisisa SCSI string and should be in the SCSI
section of your tape drive manual.

Note

Your nongualified tape drive must be able to emulate aqualified tape drive for the
emulation to succeed.

Emulating a To emulate a qualified tape drive, complete the following steps.

qualified tape drive

Step

Action

1

Make sure that you have a tape adapter available on thefiler.

Halt thefiler.

Connect the tape drive to the filer according the tape drive
manufacturer’s instructions.

Turn on the tape drive.

Turn on thefiler.

Result: When the filer boots, an error message tells you that the
tape drive is unsupported. It also contains the vendor 1D and the
product ID for the tape drive.

Record the vendor 1D and product 1D from Step 5 for later use.

Enter the following command to determine the highest tape drive
number on your filer:

sysconfig -t
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Step

Action

8 | Enter the following command to create the filer /etc/cloned_tapes
file
m -f nrstna status
n is one plus the highest tape drive number from Step 7.
Example: nt -f nrst2a status

9 | Openthefiler's/etc/cloned tapesfilein atext editor on aclient that
can access it.

10 | For each nonqualified tape drive, create aline with either of
following formats:
clone_vendor_ID clone_product_ID EMILATES vendor_I1D
product_ID
clone_product_ID EMULATES product_ID
clone_vendor_ID isthe vendor of the nonqualified tape drive.
clone_product_ID isthe model number of the nonqualified tape
drive.
vendor_|ID isthe vendor of a qualified tape drive that you want the
nonqualified tape drive to emulate.
product_ID isthe model nhumber of aqualified tape drive that you
want the nonqualified tape drive to emulate.
Example: Thefollowing entry in the /etc/cloned_tapes file enables
thefiler to treat the nonqualified Quantum DLT9000 tape drive as a
clone of the qualified Quantum DLT 7000 tape drive:
QUANTUM DLT9000 EMULATES QUANTUM DLT7000
11 | Enter the following command to put the emulation into effect:

m -f rstna status

n is one plus the highest tape drive number from Step 7.

Example: nt -f rst2a status
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Step

Action

12

Verify that the drive appears, along with all your previously installed
devices, by entering the following command:

sysconfig -t
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Because multiple filers can share access to one tape drive or medium changer, it
is advantageous to prevent more than one filer from accessing a tape drive or a
medium changer at atime. Tape reservation solves this problem by enabling
SCSI-persistent reservations for al Fibre-Channel-attached tape drives and
medium changers. These reservations provide a method for tape drives and
medium changers to accept commands from only one filer at atime.

These reservations cannot be enabled or disabled on an individual device basis.

Because not all tape drives and medium changers implement SCSI-persistent
reservations correctly, this option is disabled by default to prevent problems from
occurring with these devices.

To turn on persistent reservations, complete the following step.

Step | Action

1 | Enter the following command:

options tape. persistent_reservations on

Enabling this option may cause problemsif tape drives or medium changers do
not work properly. If tape commands report the device is reserved when no other
filers are using the device, this option should be disabled.

To turn off persistent reservations, complete the following step.

Step | Action

1 | Enter the following command:

options tape. persistent_reservations off
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Data Backup to Tape

3

About this chapter This chapter describes how to use the dunp command to back up data on the filer

to tape.

Topics in this This chapter discusses the following topics:

chapter “Introduction to data backup to tape” on page 44

“How the dump command works” on page 48

“Preparing to use the dump command” on page 50

“Using the dump command” on page 54

“ Appending backups to atape” on page 77

“Examples of the dump command” on page 78

“Verifying the contents of a dump command backup” on page 91
“Checking the status of a dump command backup” on page 92
“Restarting a dump command backup” on page 94

“Deleting restartable dump command backups’ on page 96

O ooooooo oo
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Introduction to data backup to tape

About data backup Although data backup can also mean copying data to standard output, for this
chapter, data backup means copying data from disk to tape.

Reasons to back up  You back up datafrom disk to tape for the following reasons:

data from disk to 0 You can store the backup tapes at an off-site archive to protect the data
tape against natural disasters.

O  You can restore data from tapeif an application or a user inadvertently
corrupts or deletes files that cannot be recovered using the Snapshot™
feature.

O You can restore data from tape after you reinstall the file system on the filer
(for example, when migrating to larger disks or converting a single-volume
filer to amultivolumefiler).

For detailed The following sections present information about the types of backups you can
information perform, how to perform them, and what gets backed up:

0 “Typesand methods of backup” on page 45
O “What the dump command backs up” on page 47
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Introduction to data backup to tape

Types and methods of backup

Types of backups

Backup methods

Comparison of
backup methods

You can do both full and incremental backups:
O Inafull backup, everything is backed up.

O Inanincremental backup, only files changed since a previous backup are
written to the backup media.

Data ONTAP supports three backup methods:
O Using the Data ONTAP dunp command.

0  Using an NDMP-compliant backup application. For more information about
NDMP, see Chapter 5, “Using NDMP Services,” on page 137.

0O  Using commands or anon-NDM P-compliant application from an NFS client
or aCIFSclient, such asthet ar or cpi o0 command on an NFS client.

Caution

If you usethet ar or cpi o command on an NFS client to back up thefiler, be
aware that some versions of these commands fail with file systems that contain
long path names, unusua file names, or hard links.

The following table compares the backup methods.

Commands or
non-NDMP
applications on
Filer dump NDMP NFSor CIFS
command applications client
Where Initiates the Initiatethebackup | Initiate the backup
backup is backup session session from the session from an
initiated from thefiler computer running | NFSclient or a
console or froma | the NDMP CIFSclient.
trusted host application.
through ther sh
command.
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Commands or
non-NDMP
applicationson
Filer dump NDMP NFSor CIFS
command applications client
What is Backsup any files | Back up any files Back up thefiles
backed up or directories. or directories. or directories that
are mounted or
shared by the
client.
Wheredata | Backsup datato Back up datato Back up datato
is backed tape drives tape drives tape drives
up attached to the attached to the attached to the
filer being backed | filer being backed | client or, if the
up, toanother filer, | up, to the client supports the
or to another computer running | rnt protocol, to
computer that the NDMP tape drives
supportsther nt application, or to attached to the
protocol. another filer, as filer. The details
well asto NDMP- | are application-
compliant tape dependent.
libraries.
What Preserves both PreservebothNFS | Preserved
attributes NFSand CIFS and CIFS attributes are
are attributes. attributes. application-
preserved dependent.
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Introduction to data backup to tape
What the dump command backs up

What the dump
command can back

up

Dump command
data format

Dump and restore
permissions
limitations

The dunp command backs up data so that it can look the same when restored as it
did when it was backed up.

The dunp command can back up the following objects:

o Afile

O A directory

0O Aqtree

O Anentirevolume

In addition to backing up datain files, the durp command can back up the
following information about each file, as applicable:

O UNIX GID (Group ID), owner UID (User ID), and file permissions
UNIX access, creation, and modification time

Filetype

Filesize

DOS name, DOS attributes, and creation time

Windows NT Access Control Lists (ACLS)

Qtreeinformation

O o oo o g

The datais written to tape in aformat compatible with the standard BSD-dump
format. This meansthat you can restore Network Appliance dump tapes using the
Solaris uf sr est ore command. The only data that you cannot restore with this
command isthe CIFS (Windows NT) attributes, because Solaris does not support
them. However, the dataitself is accessible.

If you dump afile that has only Windows NT permissions and restore it into a
UNIX-style gtree or volume, the file gets the default UNIX permissions for that
gtree or volume.

If you dump afile that has only UNIX permissions and restoreit into an NTFS-
style gtree or volume, thefile gets the default Windows permissions for that gtree
or volume. Other dumps and restores preserve permissions.
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The dunmp command writes file system data from disk to tape. It is optimized for
datarestoration to afiler using the Data ONTAP T est or e command.

There are three kinds of backups:
O Full volume backup, where you back up an entire volume
O Full gtree backup, where you back up an entire gtree

O  Miscellaneous backup, where you back up a subtree that is neither an entire
volume nor an entire gtree

Data ONTAP uses the process described in the following table to back up the
object indicated by the dump path.

Stage | Action

1 | For lessthan full volume or full gtree backups, Data ONTAP
traverses directories to identify files to be backed up. If you are
backing up an entire volume or gtree, Data ONTAP combines this
step with Step 2.

2 | For afull volume or full gtree backup, Data ONTAP identifies the
directoriesin the volumes or gtrees to be backed up.

3 | Data ONTAP writes the directories to tape.

4 | Data ONTAP writesthefilesto tape.

5 | Data ONTAP writesthe access control list (ACL) information (if
applicable) to tape.

The dump command uses a snapshot of your data for the backup, so you do not
need to take the filer or volume offline before initiating the backup.

The dunp command names each snapshot it creates snapshot_for_backup.n.
O nisaninteger starting at 0.

How the dump command works



0  Eachtimethe dunp command creates a snapshot, it incrementstheinteger by
1.

O Thefiler resets the integer to 0 when it is rebooted.

When Data ONTAP executes multiple dunp commands simultaneously, the dunp
commands create multiple snapshots. For example, if Data ONTAP is running
two dunp commands simultaneously, you find these snapshots in the volumes
from which datais being backed up: snapshot_for_backup.0 and
snapshot_for_backup.1.

Note
When you are backing up from a snapshot, dunp does not create an additional

snapshot.
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Before backing up data with the dunp command, you need to make preparations.
You must have sufficient tapes to store the data and know how you will enter the
dunp command.

The following topics discuss what you need to do to prepare for using the dump
command:

0 “Determining the amount of backup data” on page 51
0 “Estimating the number of tapes for the backup” on page 52
0 “Deciding how to enter the dump command” on page 53
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Preparing to use the dump command
Determining the amount of backup data

About determining Before you enter the dunp command, it is helpful to estimate the amount of

the amount of backup data so that you can determine the number of tape files and the number of
backup data tapes required for the backup.
Note

This method of estimation works only for full backups of volumes. It is
impossible to determine how much datais being backed up in an incremental

backup.
Estimating the To estimate the amount of datain a full backup, complete the following steps.
amount of backup
datain avolume Step | Action

1 | For each item that you want to back up, enter the following
command:

df path_name

path_name is the name of the item.

2 | For multiple items, such as multiple volumes, add up the data for
each item to determine the total amount of data to be backed up.
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You should estimate the number of tapes required for the backup before entering
the dunp command for these reasons:

O  You can ensure that the dunp command does not fail because it runs out of

tapes.

0  You can load the required number of tapesin the tape drives or stackersin
advance for an unattended backup. If you do not load enough tapes before
entering the dunp command and you start the dunp command from the
console, Data ONTAP prompts you to load additional tapes. But if you start
the dunp command through a Remote Shell connection, you do not see the
prompts from Data ONTAP and the dunp command terminates if there are
not enough tapes.

To estimate the number of tapes required for the backup, complete the following

steps.

Step

Action

Determine the capacity of the tape device you are using for the
backup by entering the following command:

sysconfig -t

Determine the amount of data that needs to be backed up, as
described in “ Determining the amount of backup data” on page 51.

Divide the amount of data by the capacity of atape.

If your estimate indicates that your datawill nearly fill the last tape,
add atape to the estimate in case the backup exceeds your estimate.
Thisis especially important when using compression, because
compression rates vary based on the data.
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Preparing to use the dump command
Deciding how to enter the dump command

About entering the
dump command

Benefits of entering
the dump command
through a Remote
Shell connection

Benefits of entering
the dump command
at the console

You can enter the dunp command through a Remote Shell connection, such as
through the r sh command, through a Telnet session accessing the filer console,
or through the filer console directly.

Other than potential problems associated with any remote connection, console
access through a Telnet session and direct console connection to the filer behave
the same way.

Entering the dunp command through a Remote Shell connection gives you these
benefits:

0O  When the dunp command isin progress, you can till use the console to
managethefiler. If the dunp command entered on the consoleisbacking up a
large number of files, you cannot use the console for along time.

You can start multiple dunp commands through the r sh command.

Data ONTAP isless likely to inadvertently terminate the dunp command,
especialy if itisrunin the background from a Solaris system. If you enter a
dump command on thefiler console, it could be terminated by Ctrl-C entered
on a host connected to the filer using a Telnet session.

O You can automate filer backups through shell scripts and crontab entries.

If you enter the dunp command at the console, you can read and respond to
screen messages and prompts displayed by the command. For example, the
command might prompt you for another tape to compl ete the backup, whereas a
dunp command entered through a Remote Shell connection does not generate any
messages when the command needs user intervention, and terminates instead.
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Using the dump command

About the dump You can enter the dunp command any time the tape devices you want to use are
command free to back up datain a specified path. After the dunp command is finished, the
datain the path is written to tape.

You can run up to eight dunp commands (depending on the hardware you are
using) in parallel on up to eight tape drives, one command per drive. Parallel
backups increase throughpuit.

For detailed The dump command is complex and has many options. The following sections
information discuss how to construct a dump command:

0

O oooooooooo o
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“Dump command syntax” on page 55
“Recommendations for performing a backup” on page 58
“ Specifying the backup level” on page 61
“Understanding increment chains” on page 62

“ Specifying the tape device” on page 64

“Specifying the dump path” on page 66

“Specifying alist of files’ on page 67

“Excluding items from a backup” on page 68
“Specifying a name for a backup” on page 70
“Specifying no Windows NT ACLS’ on page 71
“Specifying the blocking factor” on page 72

“Specifying the tape file size” on page 74

“ Specifying updates to the /etc/dumpdates file” on page 75
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Using the dump command

Dump command syntax

Syntax of the dump  The dunp command syntax is as follows:

command dunp options arguments dunp_path

Note

Not al options are mandatory, and some do not have any arguments.
Rules for entering The following list describes the rules for entering the dunp command:

the dump command

O

O o o o
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You can list one or more options. You must list all options together; do not

separate the options by commas or spaces.
You can list optionsin any order.
You must include a backup level and atape file in the options.

arguments can be one argument or alist of arguments, each of whichis
associated with an option.

List all arguments in the same order as their corresponding options.
Separate each argument with one or more spaces.
If the argument isalist, use commas to separate the itemsin the list.

dump_path is the complete path name of the volume, directory, or gtree
batch file to be backed up by the dunp command.

Always precede the volume name by / vol / even if the volumeis aroot
volume, because between different levels of backups, you might have
changed the root volume.
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Example of asimple
dump command

The following figure illustrates the dunp command syntax:

N

The dump path is /vol/volO/.
This command backs up to
tape all files and directories
in the volO volume.

dump O0fb rstOa 63 /vol/vol0/
AN
0 is the f specifies\b specifies
backup the tape file. the blocking
level. Its argument factor. Its
is rstOa (the argument is
tape device). 63.

Dump options

The following table summarizes the meanings of the dunp command options. For

general recommendations on using them, read “Recommendations for
performing a backup” on page 58.

Option

M eaning

For moreinformation, see...

backup
level

Level Oisafull backup; levels
1 through 9 are for incremental
backups.

“ Specifying the backup level”
on page 61 and “Understanding
increment chains’ on page 62

Do not back up Windows NT
ACLs.

“Specifying no Windows NT
ACLS’ on page 71

The blocking factor.

Argument: The number of 1-
KB blocksin each write. For a
filer, therangeis 4 through 64,
and the default is 63.

“Specifying the blocking
factor” on page 72

Write the specified number of
tape blocksto atapefile before
starting a new tapefile.

Argument: The number of
tape blocksin atapefile.

“Specifying the tape file size”
on page 74
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Option Meaning For moreinformation, see...
f Specify the tape devicefor the | “Specifyingthetape device” on
backup. It is mandatory. page 64
Argument: At least one tape
device name as an argument.
Separate additional tape device
names with commas.
Back up only specific filesand | “Specifying alist of files” on
directoriesin the dump path. page 67
You must use the n option
when using the| option.
n Provide a name for the backup | “Specifying anamefor a
to be recorded in the backup” on page 70
/etc/dumpdates file. It takesa
string as an argument. It is
required if you usethel
option.
Q Back up all datain the “Excluding all datain qgtrees’
specified volume that doesnot | on page 68
residein aqtree.
u Update the /etc/dumpdatesfile. | “Specifying updates to the
You must usethisoptionif you | /etc/dumpdatesfile’ on
plan to perform incremental page 75
backups in the future.
X Exclude specified files from “Excluding specified files” on
the backup. It takes a string page 69
specifying exclusion prefixes
or suffixes as an argument.
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recommendations

Recommendations
for minimizing
backup time and
data loss
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Avoid backing up too much datain a single dunp command to reduce the risk of
encountering an error that requires restarting a dunp command. If the dunp
command encounters an error, however, you might be able to correct the error
and proceed from the point where the command terminated. (See “ Restarting a
dump command backup” on page 94.)

If the filer console appears to be hung during abackup, it is because a backup can
take along time. The console becomes responsive and the prompt returns when
the backup is completed.

You can minimize both the time required to perform a backup and the possibility
of dataloss. The shorter the time for the dunp command to finish, the more
incremental backups you can perform.

0  Perform frequent incremental backups to minimize the amount of
unrecoverable datain case of errors.

Note
There is a disadvantage to having alarge number of incremental backups. When
you restore data, you must restore from all the incremental backup tapes, which
requires running multiple restores and manipulating multiple tape sets.

0 Useloca tapedrives. The filer can write faster to alocal tape drivethanto a
tape drive attached to a remote system.

O  Organize data to be backed up.

The dump command runs faster if the dump path specifies one of the
following:

0 A full volume
0 Full gtrees
O A full volume excluding gtrees
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Recommendations
for decreasing tape
backup time

Recommendations
for minimizing the
number of tape
drives required

Recommendations
for recording
information for
restores

Follow these guidelines to decrease tape backup time:

0

O o o o

Divide large volumes into smaller volumes or gtrees.

For example, if you divide a 500-GB volume into three gtrees, you can back
up each gtree to a separate tape drive or run separate full backups on three
different nights.

Limit the amount of datain a volume or gtree to be backed up to 200 GB.
Schedule the backups in appropriate rotations.

Schedul e backups when the load on the filer is light.

Do not divide a backup into more than 15 qgtrees.

Because Data ONTAP supportsther nt protocol, severa filers can share the same
tape drive. Attach the tape driveto the filer with the most data to back up. Follow
these guidelines if multiple filers back up to the same tape drive:

0

Use a private network for the backup so that the traffic load on the network
does not slow down the backup process.

Schedul e the dump command on each filer so that it starts only when no other
filers are using the tape drive.

For ease of use during arestore, you should label the backup tapes with the
following information;

0

O o o o
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The dump path of each backup on atape.

Thelevel of each backup on atape.

The date of each backup.

The blocking factor. This must match for backups and restores.

Tape file contents of a multifile tape. A brief description of the contents of
each tape file on a multifile tape helps you locate a desired tape file for
restoring.

The sequence of tape files on a multifile tape. This enables you to specify
which file to restore. To specify atapefile, you need to know where in the
sequence of tapefilesitis.

The Data ONTAP version of each backup.
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Recommendation If you suspect that a backup might have errors, verify the backup by performing a

for verifying test restore, as described in “ Specifying a test restore” on page 127. For

backups information about restoring information from tape backups, see “Data
Restoration from Tape” on page 97.
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Specifying the backup level

What a backup level
is for

Kinds of backup
levels

Specifying abackup
level

You use a backup level to specify whether all files or only the most recently
changed files are backed up.

A level-0 backup isafull backup. A full backup backs up all the datain the dump
path.

Backups at levels from 1 through 9 are incremental backups. An incremental
backup backs up only the items in the dump path that have been created or
changed since the most recent backup of alower level.

To specify the backup level, complete the following step.

Step | Action

1 | Includethe level number as an option. The rangeis 0 through 9.

Example: The following command performs alevel-0 backup of the /vol/volO
volume:

dump Of rstOa /vol/vol0

!

0 specifies a level 0 backup.

Note
Incremental updates do not run unless the baseline transfer has updated the
dumpdatesfile.
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Understanding increment chains

Definition of an
increment chain

Types of increment
chains

Incremental backup
sources

62

An increment chain consists of a series of incremental backups of the same path.
Because you can specify any level of backup at any time, you must understand
increment chains to be able to perform backups that result in the files that you

want being restored.

There are two types of increment chain:

O A consecutive increment chain is a sequence of incremental backups that
starts with level 0 and isincremented by one. If thisis how you do
incremental backups, you do not need to read the rest of this section.

O A nonconsecutive increment chain isone in which incremental backups skip
levels or have levels that are out of sequence. An example of such achainis
one where the levels have been specified in the following order: O, 2, 3, 1, 4,
or more commonly, 0,1,1,1 or 0,1,2,1,2.

Incremental backups base themselves on the most recent lower-level backup. For
exampl e, the sequence of backup levels 0, 2, 3, 1, 4 gives two increment chains:
0, 2,3 and 0, 1, 4. The bases of the incremental backups are shown in the

following table.

Back- Incre- | Incre-
up ment ment
order level chain Base Filesbacked up
0 Both Fileson thefiler All filesin the backup
path
2 0,2,3 | Thelevel-0backup | Filesin the backup path
created since the
level-0 backup
3 0,2,3 | Thelevel-2 backup | Filesinthe backup path
created since the
level-2 backup
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backup, because it
is both of alower
level and more
recent than the
level-0, level-2, or
level-3 backups

Back- Incre- | Incre-
up ment ment
order level chain Base Filesbacked up
1 0,1,4 | Thelevel-0 Filesin the backup path
backup, because created since the
that is the most level-0 backup,
recent level that is | including filesthat are
lower than the inthelevel-2 and level-
level-1 backup 3 backups
4 0,1,4 | Thelevel-1 Files created since the

level-1 backup
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Specifying the tape device

About specifying
tape devices

Specifying a local
tape device

64

You must specify at least one tape device to do the backup. If you specify more
than one tape device, each tape deviceinthelist is used in the order listed to write
atapefile. If the backup requires more tape files than the number of tape devices
specified, the last tape device is used for all remaining tape files.

Caution
If you specify more than one rewind device on the same tape drive, thefiler
displays awarning and terminates the dunp command.

Note
Filer device names might not be valid on remote tape drive hosts. For tape drives
attached to remote hosts, use tape device names that follow the host naming
conventions.

You can specify two kinds of tape devices: local and remote.

To specify local tape devices for abackup, complete the following step.

Step | Action

1 | Usethef option with alist of one or more tape devices, separated by
commas, as an argument.

Note
You cannot combine local and remote tape devices in one command,
and you can write to only one remote machine in a command.
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Specifying a tape
device on a remote
filer

Example: The following command specifies that one tape file be written with
one device:

The device is rstOa.

dump Of rstl0a /vol/volO

f indicates that a device is specified.

To specify tape devices for a backup on atape drive attached to aremotefiler,
complete the following step.

Step | Action

1 | Usethef option with alist of one or more tape devices, separated by
commeas, as an argument.

Do not repeat the remote machine name.

Note
You cannot combine local and remote tape devices in one command,
and you can write to only one remote machine in a command.

Example: The following command specifies that two tape files, one using
nrstOa and the other using rstOa, be written on the remote filer named remfil:

dump Of remfil:nrstOa,rstO0a /vol/vol0/

The remote The first device The second
filer is remfil. is nrstOa. device is rstOa.
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Specifying the dump path

What the dump path
does

Specifying a single
path name

66

The dump path specifies one volume, gtree, or subtree to back up. A subtreeisa
directory in avolume or gtree.

You can specify adump path by specifying avolume, gtree, or subtree to back up
all the datain it. The volume, gtree, or subtree can be in either of the following
locations:

O Theactivefile system, for example, /vol/volname/home
0 A snapshot, for example, /vol/volname/.snapshot/weekly.0/home

To specify asingle dump path, complete the following step.

Step | Action

1 | Put the path name of the volume, gtree, or subtree that you want to

back up at the end of the dunp command.

Example: The following command contains the dump path /vol/volO:

dump 0f rstOa /vol/volO

!

The dump path is /vol/volO.
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Specifying a list of files

About specifying a You can specify for backup alist of one or morefiles. The filesmust al bein the
list of files same dump path.

You use this method to back up some, but not all, subdirectories or filesin the
dump path with only one dunp command. Using alist is easier than using adunp
command for each subdirectory or file, and it is quicker because it avoids the
overhead of starting up multiple dunp commands.

Note

Because the dunp command reads the files from standard input, you must use a
script to specify alist of filesif you use a Remote Shell connection.

Specifying the file To specify alist of files, complete the following steps.

list

Step

Action

1

Usethen and | optionsin the command line.

Include a name for the backup as an argument to the n option.

Put the path name of the volume, gtree, or subtree that you want to
back up at the end of the dunp command.

Enter the dunp command line.

In response to prompts, enter each name as a path name relative to
the dump path in the dunp command.

Note
Do not specify aparent directory (..) or adirectory that isasymbolic
link.

To end the list, press the Enter key.
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Excluding items from a backup

What you can
exclude from a
backup

About excluding all
datain gtrees

Excluding all datain
gtrees

68

You can exclude the following items from a backup:
O Datainqtrees
0  Specified files

You can back up al datain aspecified volumethat is not in aqtree. The specified
volumeisthe dump path. You use this method if you back up on agtree basis and
want to back up the remaining datain avolume. Usually, the datain gtrees
changes frequently, while the remaining data, such as configuration files, changes
rarely.

Note
You cannot do incremental backups using this method.

To back up all non-gtree datain a specified volume, compl ete the following step.

Step | Action

1 | Usethe Qoptioninthe command line.

Example: Thefollowing command backsup all itemsin/vol/volOthat arenot in
agtree:

dump OfQ rstOa /vol/volO0

! T

Q excludes items The dump path
in gtrees is /vol/volO.
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About excluding
specified files

Rules for excluding
specified files

Excluding specified
files

You can exclude alist of filesand al files that match a specified pattern. You
specify a pattern to avoid backing up classes of files that you don’t want, such as
filesthat end with .core.

Therules for constructing a string for excluding files are as follows:
O A string can be afile name.
O  You can use the asterisk (*) as awildcard character.

0 Thewildcard character must be the first or last character of the string. Each
string can contain up to two wildcard characters. For example, you can
specify *. core, core. *, or *core. *, but not core*. 1.

O If you have more than one string, you must separate the strings with a
comma.

You cannot have acommain the file name or pattern.
You can specify up to 32 strings.

To exclude files from a backup, complete the following steps.

Step | Action

1 | Usethe X option inthe command line.

2 | Include astring or comma-separated list of strings as an argument to
the X option.

Example: Thefollowing command backsup all itemsin /vol/vol0 except for the
file dontbackup and all filesthat end in .core:

Exclude from the backup

the file dontbackup and
all files that end with .core.

dump 0fX rstOa dontbackup, *.core /vol/vol0

!

X excludes The dump path
items in its is /vol/volO.
argument.
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Specifying a name for a backup

When to specify a
name for a backup

Naming a backup

70

You can name a backup and, if you use the u option, have the name of the backup
recorded in the /etc/dumpdates file. You do thisin two situations:

O  You are specifying alist of directories or files in the backup with the |
option.

O You want to monitor the backup history of a backup.

To specify aname for abackup, complete the following steps.

Step | Action

1 | Includethen optioninthe dunp command line.

2 | Include a name for the backup as an argument to the n option.

Example: The following command gives the name thisbackup to a backup:

dump Ofn rstOa thisbackup /vol/volO

| T

n specifies to The name of the
name this backup. backup is thisbackup.

Result: A linelike the following appears in the /etc/dumpdates file:

t hi sbackup 0 Tue Jul 24 20:40:09 2001
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Specifying no Windows NT ACLs

Reasons to omit You can omit Windows NT ACLs (access control lists) from a backup. This
Windows NT ACLs provides adight performance enhancement. You omit WindowsNT ACLsintwo
situations:

O  You plan to restore to avolume that will be used in a UNIX environment or
to apre-5.1 version of Data ONTAP.

O  You are backing up no files or directories that contain Windows NT ACLs.

Omitting Windows To omit Windows NT ACLs from a backup, complete the following step.
NT ACLs

Step | Action

1 | IncludetheA optioninthe dunp command line.

Note
This option does not take an argument.

Example: The following command backs up the /vol/vol0 volume without
backing up Windows NT ACLs:

dump OFA rstOa /vol/vol0

A specifies that no Windows
NT ACLs will be backed up.
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Specifying the blocking factor

What the blocking
factor is

Blocking factor
range on afiler

Blocking factor
choice on other
machines

Specifying a
blocking factor

72

A tape block is 1,024 bytes of data. In the dunp command, you can specify the
number of tape blocksthat are transferred in each write operation. Thisnumber is
called the blocking factor.

If you use afiler for both the backup and the restore, you do not need to specify a
blocking factor. Network Appliance recommends that you use the default
blocking factor of 63. On afiler, you can specify ablocking factor from 4 through
64.

On aremote host that is not afiler, you can use a blocking factor from 4 through
256, provided that the host supports the blocking factor that you choose.

Note
SunOS 4.x and earlier versions do not support a blocking factor greater than 63.

If you plan to restore to a system other than the system that did the backup, the
restore system must support the blocking factor that you used for the backup. For
example, if you use a blocking factor of 128, the system on which you restore
that backup must support a blocking factor of 128. A blocking factor of 128
would mean that you could not restore the backup using atape drive that is
connected to afiler.

To specify ablocking factor for a backup, complete the following step.

Step | Action

1 | Includetheb option inthe dunp command line.

Note
This option does not take an argument.
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Example: The following command backs up the /vol/volO volume using a
blocking factor of 32, so that 32 KB of data are transferred at atime:

dump Ofb rstOa 32 /vol/volO

b specifies that The blocking
a blocking factor factor is 32.
is in the command.
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Specifying the tape file size

Maximum tape file
sizes

When to specify the
tape file size

Specifying the tape
file size

74

In the dunp command, you can specify the maximum size of thetapefilein terms
of tape blocks. For example, if you want the maximum tape file to be 2 GB,
specify 2,097,151. This specifies that the largest tape file can contain 2,097,151
tape blocks, which are 1 kilobyte each. The tape file size must be equal to or
greater than the blocking factor; otherwise, the dump process terminates.

If you do a remote backup or plan to restore the backup on a system other than
thefiler, you might need to specify atape file size. Some systems support only
tapefilesof alimited size; for example, some Solaris systems do not support tape
fileslarger than 2 GB.

To specify atape file size, complete the following steps.

Step | Action

1 | IncludetheB optioninthe dunp command line.

2 | Includethe tape file size, in kilobytes, in the dunp command as an
argument to the B option. The size appliesto all tape filesin the
backup.

Example: The following command backs up the /vol/vol0 volume using atape
file size of 2,097,151, so that atapefileisno larger than 2 GB:

dump OfB rstOa 2097151 /vol/volO

T

B specifies that The file size is
the file size is 2,097,15KB
in the command.
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Specifying updates to the /etc/dumpdates file

What the
/etc/dumpdates file
is for

Why to update the
/etc/dumpdates file

Principles applying
to the
/etc/dumpdates file

Example of an
letc/dumpdates file
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The /etc/dumpdates file enables you to keep track of backups. It records the
following information:

O The name of the backup. The name is one of the following:
0 If you use the n option, the name you supply

O If you use the Q option, the volume you are backing up followed by the
notation/al | _non_quota_fil es

0 If you use neither, the dump path
Thelevel of the backup.
The time of the snapshot used for the backup.

You update the /etc/dumpdates file for the following reasons:

O  You plan to perform incremental backups. The filer uses the datain the
/etc/dumpdates file to determine what to include in incremental backups.

O You want to keep a history of a backup.

The following principles apply to the /etc/dumpdates file;

O If the /etc/dumpdates file does not exist when you try to update it, the filer
createsit.

You can edit the /etc/dumpdates file manually, if needed.
A new backup of the same path and level overwritesthe old entry.

An /etc/dumpdates file lists one backup per line. Each line contains the name of
the backup, followed by the level of the backup, then the date of the backup. An
/etc/dumpdates file looks like the following:

/vol /vol 1/ 0 Tue Jul 24 22:07:48 2001

/vol /vol O/ 0 Tue Jul 24 21:06:53 2001

/vol /vol O/etc O Tue Jul 24 19:06: 15 2001

my_nanmed_dunp 0 Tue Jul 24 20:40:09 2001

/vol /vol 0/al |l _non_quota_files 0O Tue Jul 24 20:54:06 2001
/vol /vol 0/ home 0 Tue Jul 24 21:06:39 2001
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Updating the
letc/dumpdates file
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/vol/vol 1/ 1 Tue Jul 24 22:08:09 2001
/vol /vol 1/ 2 Tue Jul 24 22:08:20 2001
my_nanmed_dunp 1 Tue Jul 24 22:12:26 2001
/vol /vol O/ home 5 Tue Jul 24 22:12:45 2001

To update the /etc/dumpdates file, complete the following step.

Step | Action

1 | Includetheu option in the dunp command line.

Note
This option does not take an argument.

Example: The following command backs up the /vol/vol 0 volume and adds the
backup information to the /etc/dumpdates file:

dump O0fu rstla /vol/volO

!

u updates the /etc/dumpdates file.

If the command isissued on Monday, April 16, 2001, at 45 seconds after 1:12
p.m., the following line is added to the /etc/dumpdates file:

/vol /vol 0/ 0 Mon Apr 16 13:12:45 2001
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Appending backups to a tape

Why to append If you are backing up small volumes, gtrees, or files, you might want to put

backups several backups on one tape to conserve tapes. Also, adding each backup to the

tape after the last backup ensures that backups are sequential .

Appending a To append a backup to atape, complete the following steps.
backup to a tape

Step | Action

1 | Movethetape to the desired location using the nt command.

See “Controlling tape drives’ on page 29.

2 | Execute adunp command.

Caution

Use no-rewind device names to make sure that the tape is not
rewound and that previous backups are not overwritten.

Chapter 3: Data Backup to Tape
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Examples of the dump command

About the examples  Examples of how to perform the following tasks can help you use the dunp
command.

For detailed You can use the following examples of the dunp command to understand the dunp
information command and as boilerplate for performing backups.

“Level-0 backupsto alocal tape drive” on page 79
“Incremental backupsto alocal tape drive” on page 81
“Backups to a remote tape drive” on page 82
“Backups to multiple tapes’ on page 84

“Backup of adirectory from a snapshot” on page 86
“Backup of alist of filesor directories’ on page 87
“Backup data without ACLS’ on page 88

“Backup specifying a blocking factor” on page 89
“Backup excluding specified files’ on page 90

O 0o oooooo o
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Level-0 backups to alocal tape drive

Examples of level-0
backups

Full backup

Full backup with a
record

This section provides examples of the following kinds of level-0 backups:
O A full backup

O A full backup with arecord

O A full backup minus gtrees

The following command performs afull backup of the /vol/vol 1/users/tom/specs
directory. After the dunp command is finished, the tape drive rewinds the tape.

dump Of rstOa /vol/vol 1/ users/toni specs

The elements of this command line are described in the following table.

Element M eaning

0 Do afull backup.

f A tape deviceis supplied in the command line.
rst0a The tape drive rewinds.

/vol /vol 1/ users/toni spe | Thisisthe directory to be backed up.

CS

The following command performs a full backup of the /vol/vol L/usersitom
directory and records the backup in the /etc/dumpdates file. The tape drive
rewinds the tape.

dunmp Ouf rstOa /vol/vol 1/ users/tom

The elements of this command line are described in the following table.

Element Meaning

0 Do afull backup.
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Element M eaning

u Record the backup in the /etc/dumpdates file.
f A tape deviceis supplied in the command line.
rstOa The tape drive rewinds.

/vol /vol 1/ users/tom Thisisthe directory to be backed up.

Full backup minus The following command performs a full backup of al non-gtree datain the
gtrees Ivol/vol1 volume. The tape drive rewinds the tape.

dunp 0fQ rstOa /vol/vol 1

The elements of this command line are described in the following table.

Element Meaning

0 Do afull backup.

f A tape deviceis supplied in the command line.
Q Do not back up datathat isin a gtree.

rst0a The tape drive rewinds.

/vol /vol 1 Thisisthe volume to be backed up.

80 Examples of the dump command



Examples of the dump command

Incremental backups to alocal tape drive

Level-1 backup The following command performs alevel-1 backup of the /vol/vol1 volume to
nr st 0a. This means that only files that have changed since the most recent level-
0 backup of the same path are written to tape. After the command is finished, it

does not rewind the tape.

dunp 1uf nrstOa /vol/vol1

The elements of this command line are described in the following table.

Element

Meaning

1

Do alevel-1 backup.

u

Record the backup in the /etc/dumpdates file.

f

A tape deviceis supplied in the command line.

nr st Oa

The tape drive does not rewind.

/vol /vol 1

Thisisthe volume to be backed up.
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Backups to aremote tape drive

Examples of This section provides examples of backups to the following kinds of remote tape
backups to a drives:
remote tape drive 0 A tapedrive attached to a remote filer

O A tapedrive attached to a Solaris system
O A tapedrive attached to a Solaris system with a 2-GB tape file limit

Tape drive attached  The following command performs a backup to a tape drive attached to aremote
to a remote filer filer named netappl. The tape drive does not rewind the tape.

dunmp Of netappl:nrstOa /vol/vol 1l

The elements of this command line are described in the following table.

Element M eaning
0 Do afull backup.

f A tape deviceis supplied in the command line.
net appl Thisisthe name of thefiler that the tape drive
is attached to.

nrst 0a The tape drive does not rewind.
/vol /vol 1 Thisisthe volume to be backed up.

Tape drive attached  Thefollowing command performs a backup to a tape drive on a Solaris system.
to a Solaris system  Thetape drive rewinds the tape.

dunp Of ritchie:/dev/rnt/0 /vol/vol1l
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The elements of this command line are described in the following table.

Element

Meaning

0

Do afull backup.

f

A tape deviceis supplied in the command line.

ritchie

Thisisthe name of the Solaris machine to which the tape
drive is connected.

/dev/rnt/0

Thisisthe name of the tape drive. Tape drive names vary
according to the type of Solaris system you use.

/vol /vol 1

Thisisthe volume to be backed up.

Tape drive attached  Thefollowing command performs a backup to a tape drive on a Solaris system.
to a Solaris system  The Thompson system has a 2-GB limit on tape file sizes. The size of the backup
with a 2-GB tape file  isgreater than 2 GB but less than 4 GB, so the backup must be broken up into

limit two tapefiles.

dunp Of B thonpson:/dev/rnt/0n,/dev/rm/0On 2097151 /vol/vol 1

The elements of this command line are described in the following table.

Element

M eaning

0

Do afull backup.

f

A tape deviceis supplied in the command line.

B

A tapefile size maximum is supplied in the command
line.

t honpson

Thisisthe name of the Solaris machine to which the tape
drive is connected.

/dev/rnt/0On

Thisisthe name of the remote tape drive.

rstOa

The tape drive rewinds after the second file.

2097151

The maximum tapefile sizeis 2 GB.

/vol /vol 1

Thisisthe volume to be backed up.
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Backups to multiple tapes

Examples of
backups to multiple
tapes

Multiple tapes on
single-tape drives

Multiple tapes on a
stacker
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This section provides examples of the following kinds of multiple-tape backups:
O A backup using multiple tapes on single-tape drives
0 A backup using multiple tapes on a stacker

The following command backs up the /vol/vol 1 volume to the tape on
tape drive 0 using r st Oa. If the backup exceeds the capacity of the tape, the
command writes the second tape file on tape drive 1 using r st 1a. Otherwise, it

does not use the tape on r st 1a.

dunp Of rstOa, rstla /vol/voll

The elements of this command line are described in the following table.

Element M eaning

0 Do afull backup.

f A tape deviceis supplied in the command line.
rstOa The first tape drive rewinds.

rstila The second tape device rewinds.

/vol /vol 1 Thisisthe directory to be backed up.

The following command backs up the /vol/vol1 volume to the tape on ur st Oa.
After the command finishes writing to the first tape drive, it rewinds and unloads
the tape. If the volume exceeds the capacity of the tape on ur st 0a, the command
writes the second tape file to the same tape drive on ur st 0a. If the command
needs to write a third tape file, it prompts you to load a new tape.

dunmp Of urstOa,urstOa /vol/vol1
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Caution

If you do not use a stacker when you specify an unload/reload device, the tape
drive will unload and reload the same tape, overwriting the tape.

The elements of this command line are described in the following table.

Element

Meaning

0

Do afull backup.

f

A tape deviceis supplied in the command line.

ur st Oa, ur st 0a

The tape stacker rewinds and unloads the first
tape. If asecond tape is needed, it loads the
second tape.

/vol /vol 1

Thisisthe directory to be backed up.
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Backup of a directory from a snapshot

Directory backup
from a snapshot

86

From the weekly snapshot, the following command performs alevel-0 backup of

the /vol/vol/home/users directory:

dunp Of rstOa /vol/vol 1/. snapshot/weekl y. 0/ hone/ user s

The elements of this command line are described in the following table.

Element Meaning

0 Do afull backup.

f A tape deviceissuppliedinthe
command line.

rst0a The tape drive rewinds.

/vol /vol 1/. snapshot / weekl y. 0/ hone/ u | Thisisthe directory to be

Sers backed up.
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Backup of a list of files or directories

List of files or The following example shows the prompts and path name entry when you back
directories up alist of files or directories. The example ends the list of path names with a
blank line.

dunp Oufnl rstOa user.1.3.5 /vol/vol 1/ horme

creating..........

DUWP: Date of this level O dump: Tue Jun 4 12:47:14 2001
DUWP: Date of last level O dump: Tue May 28 4 12:45:51 2001
DUMP:  Dunpi ng /vol /vol 0/ hone to nrstOa

DUMP: mapping (Pass |) [regular files]

DUWP: Reading file names from standard input

userl
user 3/ j doe
user5/rroe/ src

The elements of this command line are described in the following table.

Element

Meaning

0

Do afull backup.

Record the backup in the /etc/dumpdates file.

A tape deviceis supplied in the command line.

A name for the backup is supplied.

The names of individual files and directoriesto be
backed up are entered interactively.

rstOa

The tape drive rewinds.

user.1.3.5

Thisisthe name of the backup.

/vol /vol 1/ hone

Thisisthe directory that contains the filesto be
backed up.
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Examples of the dump command

Backup data without ACLs

Backup not
including ACLs

88

The following command performs alevel-0 backup of the /vol/vol1 volume. The
A option means that the backup does not include any Windows NT ACL
information. Use this option if the files in the volume are for a UNIX-only

environment.

dunp OuAf rstOa /vol/vol1l

The elements of this command line are described in the following table.

Element M eaning

0 Do afull backup.

u Record the backup in the /etc/dumpdates file.
A Do not back up Windows NT ACLs.

f A tape deviceis supplied in the command line.
rstOa The tape drive rewinds.

/vol /vol 1 Thisisthe volume to be backed up.
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Examples of the dump command
Backup specifying a blocking factor

Blocking factor The following command performs alevel-0 backup of the /vol/vol1 volume. This
specification command writes 32 KB of data at atime, enabling you to restore the data from
systems that limit each write to 32 KB.

dunp Oufb rstOa 32 /vol/vol 1

The elements of this command line are described in the following table.

Element Meaning

0 Do afull backup.

u Record the backup in the /etc/dumpdates file.

f A tape deviceis supplied in the command line.

b A blocking factor is specified.

rstOa The tape drive rewinds.

32 The blocking factor is 32, so write 32 KB of
dataat atime.

/vol /vol 1 Thisisthe volume to be backed up.
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Examples of the dump command
Backup excluding specified files

File exclusion The following command performs a level-0 backup of the /vol/vol1 volume, but
backup excludes the files that meet certain requirements:

dunp Ouf X rstOa tnp, *. o, core*, *backup*, /vol/vol 1l

The elements of this command line are described in the following table.

Element Meaning

0 Do afull backup.

u Record the backup in the /etc/dumpdates file.
f A tape deviceis supplied in the command line.
X An excludelist is specified.

rstOa The tape drive rewinds.

tnp, *. 0, core*, *backup*

The exclude list specifies files as follows:

O tnp specifiesthat the file nameistmp.

O *.o specifiesthat thefilenameendsin. o
(for example, program.o).

0 core* specifiesthat the file name begins
with the core string (for example,
core.small).

O *backup* specifiesthat the file name

contains the backup string (for example,
spec.backup.1).

/vol /vol 1

Thisisthe volume to be backed up.
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Verifying the contents of a dump command backup

Reason to verify a You might want to verify a backup initiated by the dunp command to ensure that
backup all the files you wanted to back up are on the tape.

Verifying a backup To verify a backup, complete the following steps.

Step | Action

1 | Fromyour client, preserve output to the console by using a utility
suchasscript.

2 | Listall thefilesin abackup by entering the following command:
restore tf rstOa

3 | Comparethelist to what you intended to back up.

4 | For more detailed verification, use the N option of therestore
command, as described in “ Specifying atest restore” on page 127.
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Checking the status of a dump command backup

How to find out
whether a backup
needs to be
restarted

92

To find out whether a backup initiated by the dunp command is proceeding as
expected or has terminated, you can run the backup st at us command. The
command provides output in the following format.

ID State Type Device Start Date Level Path
1 ACTIVE dunp nrstOa Nov 28 00:22 O /vol /vol O
2 ACTI VE dump nrstOa Nov 28 00:22 3 /vol /vol 1
4 ACTI VE NDMP  urstla Nov 28 00:22 1 /vol /vol 0
6 RESTARTABLE dunp Nov 27 00:22 3 /vol /vol 1
The elements of this output (the “ dump tabl€e”) are described in the following
table.
Element M eaning
ID The unique ID assigned to the dump and the
index in the software' sinternal dump table. As
soon as a dump completes, its ID number is
deallocated and returned to the pool of
available slots. The total number of entriesin
the dump table islimited to 32.
State The state of the dump: ACTIVE or
RESTARTABLE
Type The type of dump: standard format (dump) or
NDMP pratocol (NDMP)
Devi ce The current device to which thedump is
writing
Start Date Date on which the backup began
Level Thelevel of the dump (0 through 9)
Pat h The dump path
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How to get details To get more detailed information about a specific backup initiated by the dunp

about a specific command, supply the dump ID at the end of the backup st at us command, for
backup example:

filer> backup status 2

State: ACTI VE Type: dunp

Pat h: /vol /vol O/ src Level : 0

Opti ons: b=63, u

Devi ces: rstla,rst2a,rst3a

Conpl et ed: 3 tape files
Last Update: Mon Nov 26 00:14: 35 2001

Thebackup st at us output for an individual dump ID supplies the following
additional information.

Element M eaning

Opti ons All the options specified for the backup and
their respective arguments

Conpl et ed The number of tape files that have already
been copied

Last Update Thetime and date of the last completed update
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Restarting a dump command backup

Why you might
need to restart a
backup

What qualifies as a
restartable backup

How to find out
whether a backup
needs to be
restarted
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You might need to restart a backup initiated by the dump command. The dunp
command sometimes does not finish because of such internal or external errorsas
tape write errors, power outages, accidental user interruptions, or internal
inconsistency on thefiler.

You might also choose to interrupt and restart a backup to avoid periods of heavy
traffic on thefiler or to avoid competition for other limited resources on thefiler,
such as atape drive. A long backup can be interrupted and restarted later if a
more urgent restore (or backup) requires the sametape drive. Restartable backups
persist across reboots.

A failed backup to tape can be restarted if it has completed one tape that has
ended in phase 1V (file dataand ACL data).

To find out whether a backup is proceeding as expected or has terminated, you
canrunthe backup status command. For moreinformation, see“ Checking the
status of adump command backup” on page 92.
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How to restart a To restart adump process that has been shown to be restartable, complete the

dump process following step.
Step | Action
1 | Fromthefiler, enter the following command:

dunp Rf comma-separated_device-list] {path |ID}
f isan option that enables you to supply adevicelist.

comma-separated device-list lets you direct the dump stream to
output devices other than those originally designated in the failed
dump. A restarted dump process uses this device list the same way a
regular dump would. Any device list that is valid to aregular dump
will bevalid in this case.

If adevicelist is not specified, the command defaults to the
remainder of the devices listed but not yet consumed by the failed
dump.

For example, suppose the following device list was supplied to the
previous dump, which failed while writing to r st 2a:

rstOa, rstla,rst2a,rst3a,rstda

The command would user st 3a, r st 4a as the default. However, if
the original device list contained any non-rewinding (nr st ) devices
or any devices not supported by NetApp, users are required to supply
anew devicelist at restart of the dump.

path is the path that is listed in the dump table (the output of the
backup st atus command). If there are multiple entries, that is,
entries with exactly the same path, the command prompts you to use
the ID to restart the dump.

ID isthe unique ID displayed by the backup st at us command.

You can use either path or ID in most cases.

Result: The command starts rewriting the dump stream from the
beginning of the tape file in which the previous dump was
interrupted.

Chapter 3: Data Backup to Tape

95



Deleting restartable dump command backups

Deleting restartable
backups

How the dump
command deletes
restartable backups
automatically
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To delete a restartable backup, complete the following step.

Step | Action

1 | Enter the following command:

backup ternminate ID

ID isthe unique ID displayed in the dump table displayed by the
backup st atus command.

Result: The command del etes the specified restartable backup.

To prevent restartabl e backups from accumulating on afiler and taking up
unreasonabl e amounts of disk space, the dunp command automatically checksthe
the snap reserve every 10 minutes. If the snap reserve is over 100%, the oldest
restartable backups are deleted until snap reserve usage drops below 100% or
there are no more restartabl e backups to delete.
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Data Restoration from Tape 4

About this chapter Data restoration from tape is the process of copying data files back to the filer
from backup tapes that were created using the filer dunp command.

This chapter explains how to use thefiler r est or e command for data recovery.

Topics in this This chapter discusses the following topics:

chapter “ About data restoration” on page 98

“What the restore command recovers’ on page 99
“How the restore command works” on page 100
“Preparing to use the restore command” on page 101
“Using the restore command” on page 105
“Restoring incremental backups” on page 128
“Restoring the entire filer” on page 129

“Restore examples’ on page 130

O 0o ooo oo o
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About data restoration

When to restore You restore data from tape under the following circumstances:

data from tape 0 Files were deleted from disk but backed up to tape.
For example, if you inadvertently delete a file and want to restore the file,
you can recover the file from tape.

O Filesare corrupted. If some files are corrupted, you can restore the subtree
containing thefiles.

0O Nodisk dots are available for expansion. If the filer runs out of storage
space, you can do the following tasks:

O Back up the entirefiler.

0 Replace the current disks with disks of greater capacity.
O  Set up volumeson new disks.

O Restore thefiler from tapes.

O Theentirefiler isdamaged and unusable. Call Network Appliance Technical
Support to determine whether you can repair the filer and restore data from

tape.

When not to restore  You do not need to restore a deleted file from tape if you can recover the deleted
data from tape filefrom a snapshot on the filer. If thefileisin a snapshot, copying thefileto the
active file system is faster than recovering the file from tape.

Note
If you attempt an incremental restoreto afiler running Data ONTAP 6.2 or later
from afiler running a version earlier than 6.2, the restore will fail because of a
formatting code change between the two code releases. You need to run the full
backup again after you have upgraded to 6.2.
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What the restore command recovers

What data can be
recovered

Compatibility

Ther est or e command enables you to recover all the information that you
backed up with the dunp command so that it is the same as when you did the
backup.

Ther est or e command can recover the following data:
0 Contents of filesand directories

O UNIX file permissions

O  Windows NT access control lists (ACLS)

Note
If you restore afile that has only UNIX file permissionsinto an NT file system
(NTFS) gtree or volume, the file has no Windows NT ACLs. Thefiler uses only
the UNIX file permissions on this file until you create a Windows NT ACL oniit.

O Qtreeinformation

Note
Qtreeinformation is used only if agtreeisrestored to the root of avolume. If a
gtree isrestored to alower directory, such as /vol/volO/subdir/lowerdir, it ceases
to be a gtree and gtree information is not used.

0  All other file and directory attributes
0 Windows NT streamsinformation

You can restore data from previous versions of Data ONTAP using ther est or e
command. You can perform an incremental restoreto afiler running data ONTAP
6.2 or later using data backed up from afiler running aversion of Data ONTAP
earlier than 6.2 by doing one of the following:

0O Perform alevel O restore and incremental restores before you upgrade to
Data ONTAP 6.2 or |ater.

0 Performalevel Orestore and incremental restores after you upgrade to Data
ONTAP 6.2 or |ater.

Performing alevel O restore, upgrading Data ONTAP software, then performing
incremental restores will not restore the incremental backups because they arein
adifferent format from the level O restore. If you do this, you have to repeat the
level O restore before you can restore incremental backups.
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How the restore command works

The restore process The processin the following table shows how ther est or e command works.

Stage | Action

1 | Data ONTAP catalogs the files that need to be extracted from the
tape.

2 | Data ONTAP creates directories and empty files.

3 | DataONTAP reads afile from tape, writesit to disk, and sets the
permissions—including ACLs-on it.

4 | Data ONTAP repeats steps 2 and 3 until all the specified filesare
copied from the tape.
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Preparing to use the restore command

General Before restoring datawith ther est or e command, you should make sure that you
preparations have the required materials, decide where to enter the r est or e command, and
prepare the destination for the restore.

For detailed The following topics describe in detail how to prepare to restore files using the
information rest or e command:

O “Getting required materials’ on page 102
0 “Deciding where to enter the restore command” on page 103
O “Preparing the destination” on page 104

Chapter 4: Data Restoration from Tape 101



Preparing to use the restore command
Getting required materials

Required
information

Required tape
drives and tapes

Required space on
destination filer

102

Before restoring data with ther est or e command, you must have the following
information:

0 Thelevel of the restore

0 Thetape device you used for each tape file in the backup that you are
restoring

The path into which you are restoring the material
The blocking factor used in the backup

You must meet these prerequisites for ther est or e command to run successfully:

O If you aredoing an incremental restore, you need al the tapes in the backup
chain.

O You need atape drive that is available and compatible with the tape to be
restored from.

You need about 100 MB more space on the destination filer than the amount of
datato be restored.

Caution
Ther est or e command terminatesif it runs out of space.
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Preparing to use the restore command
Deciding where to enter the restore command

Where to enter the
command

Benefits of entering
the restore
command through a
Remote Shell

Benefit of entering
the restore
command on the
console

You can enter ther est or e command through a Remote Shell connection, such as
rsh, or on the console.

Entering the r est or e command through a Remote Shell connection gives you
these benefits:

O Whentherestore command isin progress, you can still use the console to
manage the filer.

O  You can start multipler est or e commands through a Remote Shell
connection if other tape drives are available.

O Itislesslikely that someone will inadvertently terminate therest ore
command, especialy if it is run in the background from a UNIX system. If
you enter ar est or e command on the console, it could be terminated by Ctrl-
C entered on a host connected to the filer using Telnet.

The benefit of entering ther est or e command on the consoleis that you can read
and respond to screen messages displayed by the command. For example, the
command might prompt you for another tape to complete the recovery.
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Preparing to use the restore command
Preparing the destination

About preparing the If you arerestoring the backup to its original path, you do not need to prepare the

destination

Preparing the
destination

target volume, gtree, or subtree. If you are restoring the backup to a different
destination, you must prepare the location.

If you arerestoring to alocation other than the original location, complete the
following step.

Step

Action

1

If you arerestoring...

Then...

A volume

Create a new volume.

A qgtree or adirectory

Rename or movefilesthat are
likely to have the same names as
filesyou are restoring.

Caution
If arestored file has the same
name as an existing file, the
existing fileis overwritten by the
restored file. Directories are not
overwritten.

104
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Using the restore command

About the restore Ther est or e command enables you to specify four types of restores and to

command specify several itemsin arestore. This section describes the principles of the
rest or e command, then the kinds of restores you can perform and the additional
items that you can specify.

For detailed The following topics describe how to use and construct ar est or e command:

information

“Restore command principles’ on page 106
“Specifying an individual file restore” on page 110
“Specifying afull restore” on page 111

“ Specifying atable-of-contents restore” on page 112
“Specifying aresumed restore” on page 114

“ Specifying tape devices’ on page 116

“Specifying a single tape file on amultifile tape” on page 118
“Specifying the restore destination” on page 119
“Specifying the blocking factor” on page 120
“Specifying detailed status output” on page 121
“Specifying ignoring inode limitations’ on page 122
“ Specifying automatic confirmations” on page 124
“Specifying no Windows NT ACLS’ on page 125
“Specifying no gtree information” on page 126
“Specifying atest restore” on page 127

O ooooooooooooaod
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Using the restore command

Restore command principles

Syntax of the
restore command

Rules for using the
restore command

Example of asimple
restore command

106

Ther est or e command syntax is as follows:

restore options [arguments] [files ...]

options can be one restore type with modifiers.

Follow these rules when you enter ther est or e command:

o
O
o

Specify one and only one restore type.
Specify multiple options without intervening spaces.

Enter the arguments for each option in the order that you specify the options.
Separate each argument from the next with a space.

If the destination for each file is the same as the location from which it was
backed up, you do not need to explicitly specify a destination.

The following command illustrates the r est or e command syntax. It restores all
the files in the dump tape to the same destinations from which they were backed

up.

b specifies the
blocking factor.
Its argument is 63.

restore rfb rstOa 63

r specifies to restore f specifies that there

all the files in the is a device named. Its

dump tape. argument is rst0a
(the tape device).
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Restore types A restore type specifiesthe type of restore you are performing. For arestore from
tape, you must specify one and only one restore type. The following table
summarizes the restore types.

Restore For more
type Meaning Option | information, see...
Restart Restarts data recovery after R “Specifying a
an interruption. resumed restore” on
page 114
Qtree Lists gtree names and gtree T “Specifying atable-
table of information in arestore. of-contents restore”
contents on page 112
Full Rebuilds the file system or r “Specifying afull
subtree. If you are applying restore” on page 111
incremental's, you must
specify this option.
File Listsfile namesin arestore. t “Specifying atable-
table of of-contents restore”
contents on page 112
File Extracts an individua fileor | x “Specifying an
subtree from the backup. individual filerestore”
on page 110
Modifiers Modifiers specify optional actions. The following table summarizes the
modifiers.
For more
Option Meaning information, see...
A Specifies not to restore Windows NT “Specifying no
ACLs. Windows NT
ACLS’ on
page 125
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For more

Option Meaning information, see...
D Specifiesthe directory into which thefiles | “Specifying the
are restored. restoredestination”
i . . on page 119
Argument: Thedirectory into which you
are restoring files. Without an argument,
the files are restored to the directory from
which they were backed up.
F Forcesr est or e to continue regardless of “Specifying
inode limitations. ignoring inode
limitations’ on
page 122
N Reads backup tapes without writing to the | “Specifying atest
filer. restore” on
page 127
Q Ignores gtree information. “Specifying no
gtree information”
on page 126
b Specifies the blocking factor. “Specifying the

Argument: The blocking factor that you
used in the backup that you are restoring

blocking factor” on
page 120

f Specifies the tape device for each tapefile. | “Specifying tape
_ devices’ on
Argument. The name of one or moretape page 116
devices, separated by commas
s Specifiesthe relative position of atapefile | “Specifying a

if multiple tape files exist on atape. File
numbering starts at 1 from the current tape
position.

Argument: The tape file number

singletapefileona
multifile tape” on
page 118
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For more
Option Meaning information, see...
v Specifiesthat r est or e displaystheinode | “Specifying
number of each file restored. detalled status
output” on
page 121
y Specifiesthat r est or e not ask whether it “Specifying
should terminate when it gets an error. automatic
confirmations” on
page 124

Executing arestore  Follow these stepsto execute ar est or e command.
command

Step | Action

1 | Placethe tape containing the first tape file of the backup in the tape
drive that you specify.

2 | Enter therest ore command.

3 | If prompted, insert the next tape of the backup that you are restoring
into the appropriate tape drive.

4 | Repeat Step 3 until therestoreis complete.
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Using the restore command
Specifying an individual file restore

About restoring an
individual file

Specifying
individual file
restores

110

You can restore one or more directories or files from a backup.

To restore an individual directory or file, complete the following steps.

Step | Action

1 | Usethex optionintherest ore command line.

2 | Atthe end of the command line, include the path names relative to
the dump path of the files or directories that you want to restore.
Separate path names with a space.

Caution
If you do not have a path in the command line, ther est ore
command restores everything on the tape.

Example: The following command restores the /src directory and putsit in the
location from which it was backed up:

restore xf rstla /src

]

X restores a The specified file is
specified file. the /src directory.
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Using the restore command
Specifying a full restore

About full restores A full restore rebuildsthefile system, gtree, or subtree that wasin the backup that
atapefile contains.

Specifying a full To specify afull restore, complete the following step.
restore

Step | Action

1 | Usether optionintherest ore command line.

Example: The following command restores the /src directory and putsit in the
same directory that it was backed up from:

restore rf rstla

!

r performs a full restore.
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Using the restore command
Specifying a table-of-contents restore

About displaying a
table of contents of
atape file

Use Remote Shell
for a table-of-
contents restore

Types of table-of-
contents restores

112

You can display atable of contents of the files or gtreesin atapefile. Thisis
useful in determining what files or gtrees are on a tape and their locations. For
gtrees, the restore lists gtree properties.

A table-of-contents restore takes much less time than a full restore because only
thelist of filesin the backup is read. However, it uses alot of CPU time because
of the extensive output produced.

In general, you should run a table-of-contents restore from a Remote Shell
connection because an enormous output is generated. Usually, you can control
the output more easily when it is sent to a client console rather than to the filer
console. Client consoles are also more flexible and enable you to save output.

Furthermore, you rarely need to change tapes with a table-of-contents restore.
The command needs to read only the directory information from the tape and

none of thefiles or gtrees. Because directory information tends to constitute a
small part of abackup, it isalmost always located on one tape. Also, table-of-
contents restores work with multiple tape files specified on the command line.

You can specify two kinds of tables of contents: file and gtree. You cannot
combine the two typesin asingle command.

Windows NT oplocks for all gtrees. If you specify gtree
names, the information for only those gtreesis listed if
they are in the backup.

Type | Meaning Option

File Lists all the file names in a backup. If you specify path t
names, only the filesin the path names are listed.

Qtree | Listsqtreesand their settings for security style and T
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Specifying table-of-  To specify atable-of-contents restore, complete the following step.
contents restores

Step | Action

1 | UsetheTort optionintherestore command line, with files as an
argument. If there is no argument, the entire content of a backup is
listed.

Example: Thefollowing command lists al filesin a backup:

restore tf rstla

t lists all files.

Example: Thefollowing command lists al gtree namesin a backup:

restore Tf rstOa

T lists all gtree names.
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Using the restore command

Specifying a resumed restore

About resuming a If an entire tape file restore is stopped, you can resume the restore and avoid
restore restoring again what has already been restored.

Resume restrictions  Resuming arestore has the following restrictions:
O You can resume only restores that you started with ther or R options.

O Youcanresumear est ore command only if the backup consists of multiple
tapefiles.

O Youcanresumear est ore command only if the command isfor afull
restore. If ther est or e command is for extracting an individual file or
subtree from a backup (that is, if you use the x option), or for atable-of-
contents restore, you cannot resume the restore.

O You can resume arestore only if you received a message similar to the
following during the restore:

RESTORE: Fri Aug 31 22:22:35 2001: Witing data to files.

Resuming restores To resume arestore, complete the following steps.

Step

Action

1

Inther est or e command line, use the R option instead of ther option
asthefirst option. It does not take an argument.

Enter the rest of the samer est or e command that was interrupted,
but include only the tape files that were not restored.

Follow the prompts.

114
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Example: The following command resumes a restore.

restore Rf rstOa

!

R resumes a restore.
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Using the restore command
Specifying tape devices

About backup tape
devices

Compression types
must be the same

Specifying the tape
devices

116

When you performed a backup, you specified one or more tape devices. Thefiles
written by these devices can be on one or more tapes.

You must use the same compression type to restore a backup as you did to

perform the backup; however, you can use a different rewind type and device
number. For example, you can user st 1a and tape drive 1 to restore a backup
done on nr st 0a, provided that the two tape drives use the same kind of tape.

To specify the tape devices for restores, complete the following steps.

Step | Action

1 | Usethef optionintherest ore command line.

2 | Listthetape devices asan argument to thef option in the same order
that you used in the backup. Separate multiple tape devices with a
comma.

Ther est or e command restores from tape files consecutively, using
the tape devices in the order that they appear in the command line.

Note
If you do not specify at least one tape device, ther est or e command
terminates.
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Example: The following command specifiesther st 0a device for a backup:

The tape device is rstOa.

restore rf rstOa

f indicates that a tape
device is specified.
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Using the restore command
Specifying a single tape file on a multifile tape

About multifile
tapes

Specifying the file

118

You can have more than one tape file on atape. Tapefiles do not have names. You
can restore a single tape file on a tape that contains more than one tape file by
moving the tape to the beginning of thefile.

To specify asingle tape file to be restored from a multifile tape, complete the

following steps.
Step | Action
1 | Usethef optionintherest ore command line.

2 | Usethe same tape compression type as an argument to the f option
that you used in the backup.

3 | Usethes option inther est or e command line to select the
appropriate backup.

4 | Include the relative position of the tape file that you are restoring in

the command line as an argument to the s option.

Note
Count the relative position from the current tape position. It might be
best to rewind the tape and start from the beginning of the tape.

Example: The tape has been rewound, and the following command restores the
third tape file from the beginning of the tape, then rewinds the tape:

Use the third file.

restore rfs rstla 3

s selects a tape file.
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Using the restore command
Specifying the restore destination

When to specify the  The destination acts as the root of the backup that you are restoring. You specify

restore destination adifferent restore destination if you are moving items. For example, if you
created a backup and then installed multiple volumes on the filer, when you
perform arestore, you might specify a different volume or directory.

If you do not specify arestore destination, the files are restored into the locations
from which they were backed up.

Note
Network Appliance recommends that you specify arestore destination even if
you are restoring to the same destination that you backed up from. This ensures
the files are restored where you want them to go and are traceable to that

location.
Specifying the To specify the restore destination, complete the following steps.
destination
Step | Action

1 | UsetheDoptionintherest ore command line.

2 | Include the absolute path name of the restore destination as an
argument to the D option.

Example: The following command restores a backup and putsit in the
/vol/destination volume:

The destination is the
/vol/destination volume.

restore rfD rstlOa /vol/destination

!

D indicates that a
destination is specified.
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Using the restore command

Specifying the blocking factor

About the blocking
factor

Specifying the
factor

120

The blocking factor specifies the number of tape blocks that are transferred in
each write operation. A tape block is 1 kilobyte of data. When you restore, you
must use the same blocking factor that you used for the backup. The default
blocking factor is 63.

To specify the blocking factor, complete the following steps.

Step | Action
1 | Usetheb optionintherest ore command line.
2 | Include the blocking factor as an argument to that option.

Example: The following command restores a backup and putsit in the
Ivol/destination volume;

The blocking factor is 63.

restore rfb rstla 63/vol/destination

!

b indicates that a blocking
factor is specified.
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Using the restore command

Specifying detailed status output

About detailed You can get information about the progress of arestore on afile-by-file basis. If
status output you have arestore problem, this output can be useful for your own diagnostics, as
well asfor Network Appliance Technical Support.

Because of the volume of information that needs to be processed by a console,
getting detailed output can slow down arestore considerably.

Specifying detailed  To get status information about each file recovered, complete the following step.
output

Step | Action

1 | Usethev optionintherest ore command line.

Note
This option does not take an argument.

Example: The following command restores a backup and produces status
information about each file recovered:

restore rfv rstla

!

v produces status information
about each file recovered.
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Using the restore command
Specifying ignoring inode limitations

About inode
limitations

Reasons to ignore
inode limitations

Ignoring inode
limitations

122

Inodes are data structures that contain information about files. The number of
files, and, therefore, the number of inodes per volume, is determined by the

maxf i | es command. For information about setting the maximum number of files
per volume and displaying inode information, see the Sorage Management
Guide.

Ther est or e command assumes that the files being restored are added to the
number of files on the filer, and, therefore, that the inodes are added to thefiler.
When the total of inodes in the restore and on afiler exceeds the number of
inodes that are allowed on afiler, the restore is terminated.

However, if arestore updates an existing file, the inode count remains the same.
Therefore, if you are sure that the restore consists mostly of files to be updated
rather than new files, you can safely tell the filer to ignore the calculations of the
rest ore command.

Note
If arestore causes the number of inodes to exceed the maximum allowed, the
restore is terminated.

To specify arestore that ignores inode limitations, complete the following step.

Step | Action

1 | UsetheF optionintherest ore command line.

Note
This option does not take an argument.
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Example: The following command restores a backup and ignores inode
limitations:

restore rfF rstOa

|

F specifies to ignore
inode limitations.
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Using the restore command
Specifying automatic confirmations

About automatic
confirmations

Specifying
automatic
confirmations

124

Automatic confirmation means answering yes to any restore questions.

You usually use this mode on restores run using a Remote Shell connection. A
Remote Shell connection does not let you interact with ther est or e command,;
therefore, if ther est or e command requires user input and is run using a Remote
Shell connection, it usually terminates. Specifying confirmation mode enables
such restores to be completed in most cases. Even with they option, however, the
rest ore command failsif it encounters hard media errors or unclean drives.

Caution
This option is not recommended for critical restores because it can cause silent
failure.

To specify automatic confirmations, compl ete the following step.

Step | Action

1 | Usethey optionintherestore command line.

Note
This option does not take an argument.

Example: The following command restores a backup with automatic
confirmations:

restore rfy rstOa

T

y specifies automatic confirmations.
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Using the restore command

Specifying no Windows NT ACLs

About omitting You can omit Windows NT ACLsfrom arestore. This provides a slight
Windows NT ACLs performance enhancement. You omit Windows NT ACLsin two situations:

O You planto restore to a UNIX-only environment or to aversion of Data
ONTAP earlier than 5.1.

O Your backup has no files or directories that contain Windows NT ACLs.

Omitting Windows To omit Windows NT ACLs from arestore, complete the following step.
NT ACLs

Step | Action

1 | Includethe A optionin ther est or e command line.

Note
This option does not take an argument.

Example: The following command restores a backup but does not restore
Windows NT ACLs:

restore rfA rstOa

!

A specifies not to restore
Windows NT ACLs.
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Using the restore command
Specifying no gtree information

About omitting
gtree information

Omitting gtree
information

126

You can omit gtree information from arestore. Qtrees are then restored as
ordinary directories. You specify no gtree information in arestore if you want to
restore gtrees as regular directories.

To omit gtree information from arestore, complete the following step.

Step

Action

1

Include the Qoptionin ther est or e command line.

Note
This option does not take an argument.

Example: The following command restores a backup but does not restore gtree
information:

restore rfQ rstla

!

0 specifies not to restore
gtree information.
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Using the restore command
Specifying a test restore

About test restores  You can test arestore by performing arestore that reads the tape but does not
write to thefiler.

Note
Because atest restore is dependent on the speed of reading from tape, it takes
almost as much time as an actual restore.

When to test a You would do atest restore in the following situations:
restore 0  To verify abackup tape that is old and might have deteriorated
O Toverify that the set of tapes you have is complete
O To verify abackup tape that you believe was not written properly
O  To quickly make sure that ablock size works if it the block size is unknown

Specifying a test To specify atest restore, complete the following step.
restore

Step | Action

1 | Includethe N optionin ther est ore command line.

Note
This option does not take an argument.

Example: The following command performs atest restore of a backup:

restore rfN rstOa

!

N specifies a test restore.
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Restoring incremental backups

Required tapes

Restoring an
incremental backup

128

Incremental restores build on each other the way incremental backups build on
theinitial level-0 backup. Therefore, to restore an incremental backup, you need
all the backup tapes from the level-0 backup through the last backup that you
want to restore.

For additional information about incremental backups and backup chains, see
“ Specifying the backup level” on page 61 and “ Understanding increment chains’
on page 62.

To restore an incremental backup, complete the following steps.

Step

Action

1

Restore the level-0 backup.

Follow the prompts. You might be asked to remove or insert tapes.

Restore each incremental backup in the increment chain that you
want to restore, starting with the lowest-level backup and going to the
last backup that you want to restore.

Note
During an incremental restore operation, atemporary directory
labeled . restore_do_not _touch_xxxxxxx will appear inthe active
file system. Do not edit or delete this directory. The system will
delete this directory after the current incremental restore operation is
completed.

From the client, remove the restore_symboltable file in the root of
the destination directory.
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Restoring the entire filer

About restoring the
entire filer

If there is one
backup for each
volume

If each volume was
backed up as
subtrees or gtrees

You can restore afiler only to disks that you have initialized.

How you restore an entire filer depends on whether you backed up each volume
in one backup or asindividual directories and gtrees.

To restore an entirefiler if you used one dunp command to back up each volume,
complete the following step.

Step

Action

1

Restore each backup.

To restore an entirefiler if you used separate dunp commands to back up files,
directories, and gtrees that make up each volume, complete the following steps.

Step | Action
1 | Create the desired volumes.
2 | Restore each backup to the appropriate volume.
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Restore examples

About the examples

For detailed
information

About prompts

130

Examples of how to perform the following tasks can help you usetherest ore
command.

You can use the following examples of ther est or e command to understand the
rest or e command and as boilerplate for performing restores:

0

O
o
O

“Restoring an entire backup” on page 131

“Restoring individual files or directories’ on page 133
“Restoring using aremote tape drive” on page 134
“Multiple tape restores’ on page 135

Intherest ore command prompts, the following terms are used interchangeably
to mean tape file or tape cartridge:

o
O
o

Tape name
Tape volume

Tape
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Restore examples
Restoring an entire backup

Restoring a backup  Backup: dunp Of rstOa /vol/vol 1/

to its original
location

Restore: restore rfD rst0a /vol/vol 1/

This command restores the entire tape file to its original location, in this case
Ivol/vol 1. The tape drive rewinds the tape.

The elements of this command line are described in the following table.

Element

Meaning

r

Do afull restore.

f

A tape deviceis supplied in the command line.

D

The target directory is specified.

rstOa

Therestore is done using ther st Oa tape
device.

Restoring a backup  Backup: dunp Of rstOa /vol/vol 1/ users/tom

to a different
location

Restore: restore rfD rst0a /vol/vol 1/ hone/t om

This command restores the /vol/vol 1/users/tom directory to the
/vol/vol /home/tom directory. The tape drive rewinds the tape.

The elements of this command line are described in the following table.

Element

M eaning

r

Do afull restore.

f

A tape deviceis supplied in the command line.

D

The target directory is specified.

rstOa

Therestore is done using ther st Oa tape
device.
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Element

M eaning

/vol /vol 1/ hone/ t om

The restored datais put in the
/vol/vol /home/tom directory.
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Restoring individual files or directories

About restoring a Ther est or e command can extract individual gtrees, subdirectories, or datafiles
single file from abackup that contains many qgtrees, ordinary directories, or datafiles.

Restoringindividual Backup: dump Of rstOa /vol/vol 1/ users/tom

files
Restore: restore xfD rst0a /vol/vol 1/ ul/tom spec4 spec5

This command extracts the /vol/vol 1/users/tom/spec4 and
Ivol/vol Lusers/tom/spec5 files from the /vol/vol 1/users/tom directory and places
them in the /vol/vol 1/ul/tom directory. The tape drive rewinds the tape.

The elements of this command line are described in the following table.

Element Meaning

X Restore asinglefile or directory.

f A tape deviceis supplied in the command line.

D Restore to a different location from the
original.

rst0a Therestore is done using ther st Oa tape
device.

/vol /vol 1/ ul/t om The restored datais put in the
/vol/vol 1/ul/tom directory.

spec4 specbh The /vol/vol Yusers'tom/specd and
Ivol/vol Lusers/tom/spec5 files are extracted.

Chapter 4: Data Restoration from Tape 133



Restore examples
Restoring using a remote tape drive

Filer restoreusinga Backup: dunp 0f netappl:rstOa /vol/vol 1
tape drive attached
to a remote filer Restore: restore rf netappl:rstOa

This command performs arestore from a tape drive attached to a remote filer

named netappl. The tape drive then rewinds the tape.

The elements of this command line are described in the following table.

Element M eaning

r Do afull restore.

f A tape deviceis supplied in the command line.

net appl Thisisthefiler name.

rst0a Therestore is done using ther st Oa tape
device.

Filer restoreusinga Backup: dunp Of ritchie:/dev/rnt/0 /vol/vol 1
tape drive attached

to a Solaris system Restore: restore rf ritchie:/dev/rnt/0

This command performs arestore from atape drive on a Solaris system.

The elements of this command line are described in the following table.

Element Meaning

r Do afull restore.

f A tape deviceis supplied in the command line.

ritchie Thisisthe name of the Solaris machine to which the tape

driveis connected.

/dev/rnt/0 Thisisthe name of the tape device.
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Multiple tape restores

Examples of
multiple tape
restores

Multiple tapes on
one single-tape
tape drive

Multiple tapes on
two single-tapetape
drives

This section provides examples of the following kinds of multiple tape restores:
O  Multiple tapes on one single-tape drive

O  Multiple tapes on two single-tape drives

O Multiple tapes on atape stacker

Backup: dunp Of rstOa /vol/vol 1
Restore: restore rf rstOa

This command restores the /vol/vol 1 volume from the two tapesiit took to back it
up. You are prompted for the next tape when the first tape is restored.

The elements of this command line are described in the following table.

Element M eaning

r Do afull restore.

f A tape deviceis supplied in the command line.

rst0a Therestore is done using ther st 0a tape
device; ther est or e command prompts for the
second tape.

Backup: dunp Of rstOa,rstla /vol/vol 1
Restore: restore rf rstOa,rstla

Thefirst tapeisin tape drive 0 and the second tapeisin tape drive 1. This
command restores the /vol/vol 1 volume from the two tapes it took to back it up. It
uses the tape in the second tape drive when the first tape is restored.
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The elements of this command line are described in the following table.

Element M eaning

r Do afull restore.

f A tape deviceis supplied in the command line.
rstOa Therestore is done using ther st Oa tape

devicefor thefirst tape

rstla Therestore is done using ther st 1a tape
device for the second tape.

Multiple tapes on a Backup: dunp Of urstOa,urstOa /vol/vol1

tape stacker
Restore: restore rf urstOa,urstOa /vol/vol1

This command restores the /vol/vol 1 volume from the two tapes it took to back it
up. It unloads the first tape and loads the second tape.

The elements of this command line are described in the following table.

Element Meaning

r Do afull backup.

f A tape deviceis supplied in the command line.
ur st Oa, ur st Oa The tape drive unloads and |oads each tape.
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Using NDMP Services 5

About this chapter This chapter describes how you can use Network Data Management Protocol
(NDMP) services on your filer to enable network-based backup and recovery
using a number of NDMP-enabled commercial backup applications. It also
describes how you can monitor NDM P services running on the filer and how you
can use ndnpcopy to migrate data efficiently within or between filers.

Topics in this This chapter discusses the following topics:

chapter 0

0

O 0o oooooo o

Chapter 5: Using NDMP Services

“Learning about NDM P services on the filer” on page 138
“Using tape devices with NDMP’ on page 141

“Preparing afiler for basic NDM P backup application management” on
page 143

“Enabling or disabling NDMP service” on page 145

“Managing NDMP security features’ on page 146

“Specifying the NDMP version” on page 152

“Specifying a preferred network interface” on page 154

“Specifying environment variables for backup applications’ on page 156
“Displaying NDMP session status’ on page 165

“Displaying NDMP debug messages’ on page 168

“Terminating an NDMP session” on page 171

“Copying data with ndmpcopy” on page 172
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Learning about NDMP services on the filer

What NDMP is

Advantages of
NDMP

138

The Network Data Management Protocol (NDMP) is a standardized protocol for
controlling backup, recovery, and other transfers of data between primary and
secondary storage devices such asfilers and tape libraries.

By enabling NDMP protocol support on afiler, you enable that filer to carry out
communications with NDM P-enabled commercial network-attached backup
applications (also called Data Management Applicationsor DMAS), data servers,
and tape servers participating in backup or recovery operations.

NDMP also provides low-level control of tape devices and medium changers.

Note
You can use the following snapni rror commands when using NDMP:

abort
hel p
retrieve
status
store
use

e Y Y Y B R o

See the Online Backup and Recovery Guide for information on the snapni rr or
command.

Data ONTAP NDMP backup and recovery operations use the same dump and
restore services described in the chapters about data backup to tape and data
restoration from tape. However, accessing these data protection services through
backup applications that support NDMP offers a number of advantages.

0 NDMP backup applications provide sophisticated scheduling of data
protection operations across multiple filers. They also provide media
management and tape inventory management services to eliminate or
minimize manual tape handling during data protection operations.

0 NDMP backup applications support data catal oging services that simplify
the process of locating specific recovery data. Direct Access Recovery
(DAR) optimizes the access of specific datafrom large backup tape sets.

0  NDMP supports multiple topology configurations, allowing efficient sharing
of secondary storage (tape library) resources through the use of three-way

Learning about NDMP services on the filer



Some common
NDMP tape backup
topologies

NDMP security

network data connections. NDM P backup applications typically provide
user-friendly interfaces that simplify the management of data protection
services.

NDMP supports a number of topologies and configurations between backup
applications and filers or other NDMP servers providing data (file systems) and
tape services.

Filer-to-local-tape: In the simplest configuration, a backup application backs
up data from afiler to atape subsystem attached to the filer. The NDMP control
connection exists across the network boundary. The NDMP data connection that
existswithin thefiler between the data and tape servicesis called an NDMP |ocal
configuration.

Filer-to-filer-to-tape: A backup application can aso back up datafrom afiler
to atape library (a medium changer with one or more tape drives) attached to
another filer. In this case, the NDM P data connection between the data and tape
servicesis provided by a TCP/IP network connection. Thisisreferred to asan
NDMP three-way filer-to-filer configuration.

Filer-to-network attached tape library: NDMP-enabled tape libraries
provide a variation of the three-way configuration. In this case, the tape library
attaches directly to the TCP/IP network and communicates with the backup
application and the filer through an internal NDMP server.

Filer-to-data-server-to-tape or data-server-to-filer-to-tape: NDMP aso
supports filer-to-data-server and data-server-to-filer three-way configurations,
athough these variants are less widely deployed. Filer-to-server allowsfiler data
to be backed up to atape library attached to the backup application host or to
another data server system. The server-to-filer configuration alows server datato
be backed up to afiler-attached tape library.

Data ONTAP providesfeaturesfor preventing or monitoring for unauthorized use
of NDMP connectionsto your filer. You can restrict the set of backup application
hosts permitted to start NDMP sessions on afiler. You can specify the
authentication method to use (text or challenge) in order to allow NDMP
requests. You can enable or disable monitoring of NDMP connection requests.

Data ONTAP aso generates an NDM P-specific passwords for administers who
do not have root privilege on the target filer.
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Considerations Take the following considerations into account when starting NDMP service on
when using NDMP your filer:

0

140

Data ONTAP supports a maximum of 16 concurrent backup and/or restore
operations. The maximum includes backups initiated by NDMP as well as
by the filer’s dunp and/or r est or e command.

NDMP supports a maximum of 128 concurrent sessions on NearStore
systems, and 40 on other systems.

NDMP backup applications require specification of atarget system
password. To enable successful authentication by NDMP services on the
filer, you must use either the filer’s root password or, to authenticate a non-
root user administrator, a system-generated NDM P-specific password.

NDMP services optionally generate file history data at the request of NDMP
backup applications. File history is used by backup applications to enable
optimized recovery of selected subsets of data from a backup image. File
history generation and processing is time-consuming and CPU-intensive for
both the filer and the backup application. If your data protection needs are
limited to disaster recovery, where the entire backup image will be
recovered, you may want to disable file history generation to reduce backup
times. See your backup application documentation to determine if itis
possible to disable NDMP file history generation.

NDMP does not support Unicode format. If you use a third-party tool to
back up afiler using the Unicode directory format, the NDMP primary
storage displays the file names in the NDMP file history database in two
ways:

O If possible, thefiler replaces the Unicode format with the NFS character
Set.

0  If thefiler cannot replace the Unicode format with the NFS character
set, the NDMP client displays the file names as: XXXXXXX, where
XXXXXXX is acharacter string.

Because NDMP uses ther est or e command to recover files, you can use

NDMP to restore files with correct file names regardless of how the client

displays the file names in the NDMP file history database.
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Using tape devices with NDMP

Tape devices and
configurations you
can use with the
filer

Restriction for tape
libraries

Naming
conventions for
tape libraries

The filer can read from or write to these devices when using NDMP:

O Standalone tape drives or tapes within atape library attached to thefiler

0 Tapedrivesor tape libraries attached to the workstation that runs the backup
application

O Tapedrives or tape libraries attached to a workstation or filer on your
network

0 NDMP-enabled tape libraries attached to your network

If you use NDMP to back up the filer to attached tape libraries, be aware that if
you want to use NDM P to manage your tape library, you must set the tape stacker
autoload setting to Off. If the autoload setting is set to On, the filer uses the tape
stacker the same way it uses a stand-al one tape drive and does not allow medium
changer operations to be controlled by the NDMP backup application.

Historically, the following names were always used to refer to tape libraries:
O mcn or /dev/men
O  sptnor /dev/sptn

In aspecific tape library name, n is anumber. For example, mc0, spt0, /dev/mcO,
and /dev/spt0 al refer to the same library.

Now, tape libraries can also be aliased to worldwide names (WWNS). For more
information about tape aliasing, see “ Assigning tape aliases’ on page 16.

To see what tape libraries are recognized by your system, usethe sysconfig -m
command on the filer console. To see what names are currently assigned to any
libraries, use the st or age show nt command on the filer. Tape aliasing isaso
used to refer to tape drives, and you can see the aliases of tape drives using the
storage show t ape command.
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Example Below is an example of the output you might see from the st or age show nt
command:

filerA> storage show nt

Medi a Changer: 2.3

Descri pti on: SPECTRA 10000

Serial Number: 7030290500

Wrld Wde Nane: VWA 2: 000: 0090a5: 00011c]

Alias Name(s): nc0

Device State: avai | abl e (does not support reservations)
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Preparing a filer for basic NDMP backup application management

About NDMP To enable afiler for basic management by a commercial NDMP backup

preparation application, you must enable the filer’s NDMP support, specify the backup
application’s configured NDMP version, host | P address, and authentication
method. If an operator without root privileges to the filer is using a backup
application, afiler-generated NDM P-specific password must be used by that user
to carry out backup operations on that filer.

To prepare afiler for NDMP management, complete the following steps.

Step

Action

1

Enable NDMP. At the console command line of target filer, enter:
ndnpd on
For details see “Enabling or disabling NDMP service” on page 145.

Specify the NPMD version to support on your filer. The version must
match the version configured for your NDM P backup application.
Enter:

ndnpd version {2]| 3] 4}

For details see “ Specifying a preferred network interface” on
page 154.

If you want to specify arestricted set of NDMP backup application
hosts that can connect to the filer, enter:

options ndnpd. access hosts

hosts is a comma-separated list of host names or |P addresses of
nodes permitted to start NDMP sessions with the filer.

If you do not wish to restrict NDM P access to thisfiler by host, do
not set this option. By default NDM P does not restrict access by host.

For details see “ Specifying NDM P access by host or interface’ on
page 146.
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Step

Action

Specify the authentication type (plaintext, challenge, or plaintext and
challenge) required for an NDMP connection to thisfiler. For
example:

options ndnpd aut htype pl ai ntext, chal | enge

This setting must include the authentication type supported by the
NDMP backup application.

For details see “ Specifying the NDMP authentication type” on
page 147.

If operators without root privilege on the filer will be carrying out
tape backup operations through the NDM P backup application
0 Make surethey have auseradmin account on thefiler. If they do
not, enter:
useradm n useradd usernane
0 Display that user’s system-generated NDM P-specific password.
Enter:
ndnpd password username

When running the NDMP backup application, the user must
input this NDM P-specific password to connect to thisfiler and
carry out NDMP backup and restore operations.

For details, see“ Generating an NDM P-specific password for
non-root administrators’ on page 150.

Preparing a filer for basic NDMP backup application management



Enabling or disabling NDMP service

What enabling
NDMP service does

Enabling or
disabling NDMP
service

Enabling NDMP service on your filer allows NDM P-compliant data protection
applications to communicate with the filer.

To enable or disable NDMP service, complete the following step.

Step

Action

1

Enter the following command:

ndnpd {on|of f}

Use on to enable NDMP.

Useof f to disable NDMP. After you enter ndnpd of f, the filer

continues processing all requests on already established sessions, but

rejects new sessions.

Note

The setting of the ndnpd on| of f command is persistent across reboots.
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Managing NDMP security features

About NDMP
security features

Specifying NDMP
access by host or
interface

146

Data ONTAP provides the following commands to enable you to manage and
monitor the security of NDMP connections to the filer.

0

Theopti ons ndnpd. access command enables you to restrict which hosts
can run NDMP sessions with the filer. For details see “ Specifying NDMP
access by host or interface” on page 146.

Thendnpd aut ht ype command enables you to specify the authentication
method (plaintext, challenge, or both) through which users are allowed to
start NDMP sessions with the filer. For details see * Specifying the NDMP
authentication type” on page 147.

Theopti ons ndnpd. connect | og command allows you to enable or disable
logging of NDMP connections attempts with the filer. For details see
“Enabling or disabling NDMP connection logging” on page 148.

The options ndmpd.password_length command allows you specify an 8-
character or 16-character NDM P password. For details see “ Specifying the
NDMP password length” on page 149.

Thendnpd passwor d command enables even administrators with non-root
level privilege on the filer to obtain a system-generated secure password.
Thisisthe password that will allow them to carry out NDMP operations,
either through an NDMP-compliant backup application or through the filer
command-line interface (CLI) that require a password. For details see
“Generating an NDM P-specific password for non-root administrators’ on
page 150.

You can use theopt i ons ndnpd. access configuration to specify the hosts or
interfaces through which NDM P sessions are permitted. If you use this option to
list specific authorized hosts or interfaces, NDMP sessions will be refused
through any host or interface that is not listed by this option. Conversely, you can
also specify hosts or interfaces to block from NDMP sessions.

To specify permitted hosts or interfaces, complete the following steps.

Step | Action

1 | Start aconsole session on the filer to which you want to restrict
NDMP access.
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Step

Action

Enter the following command:

options ndnpd. access

{all'|l egacy| host[!]=hosts|if[!]=interfaces}

al | isthe default value, which permits NDMP sessions with any
host.

| egacy restorespreviousvauesin effect before a Data ONTAP
version upgrade. In the case of Data ONTAP 6.2, the legacy valueis
equal toal | .

host=hosts is a parameter string that allows a specified host or a
comma-separated list of hoststo run NDMP sessions on thisfiler.
The hosts can be specified by either hostname or | P address.

host!=hosts is a parameter string that blocks a specified host or a
comma-separated list of hosts from running NDMP sessions on this
filer. The hosts can be specified by either hostname or IP address.

if=interfaces is a parameter string that allows NDMP sessions
through a specified interface or a comma-separated list of interfaces
on thisfiler.

if!=interfacesis a parameter string that blocks NDMP sessions
through a specified interface or acomma-separated list of interfaces
on thisfiler.

Specifying the Data ONTAP supports two methods, plaintext and challenge, for authenticating
NDMP NDMP accessto afiler.

authentication type

You can use the opt i ons ndnpd. aut ht ype command to specify whether afiler
will accept plaintext, challenge, or both plaintext and challenge methods to
authenticate NDM P session requests. To specify the authentication type,
complete the following steps.

Step

Action

1

Start a console session on the filer whose NDM P authentication
method you want to specify.
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Enabling or
disabling NDMP
connection logging

148

Step

Action

Enter one of the following command lines:

options ndnpd. aut ht ype chal | enge

options ndnpd. aut htype pl ai nt ext

options ndnpd. aut htype pl ai ntext, chal | enge

The first command line accepts the challenge authentication method,
generaly the preferred and more secure authentication method.

The second command line accepts the plaintext authentication
method, in which the login password is transmitted as clear text.

The third command line accepts both challenge and plaintext
authentication methods.

If you are carrying out NDM P operations through a backup
application, the authentication type or types you specify on this
command line must include the types supported by that backup
application.

Data ONTAP canlog NDMP connection attemptsin the /etc/messagesfile. These
entries enable an administrator to determine whether and when authorized or
unauthorized individuals are attempting to start NDMP sessions. The default is

off.

To enable or disable logging, complete the following steps.

Step | Action
1 | Start aconsole session on the filer on which you want to enable or
disable NDMP connection monitoring.
2 | Enter the following command:

options ndnpd. connect| og. enabl ed {on|of f}

The value you set for this option will persist across filer reboots.
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Step | Action

3 | If you want to check attempted NDM P connection activity, use your
UNIX or Windows Admin host to view your filer's /etc/messages
file. Entries recording attempted NDMP connections or operations
will display the following fields:

time

thread

NDMP request and action (allow or refuse)

NDMP version

session ID

source | P (address of where the NDMP request originated)
destination IP (address of the filer receiving the NDMP request)

source port (port through which the NDMP request was
transmitted)

o filer port through which the NDMP request was received

O o oo oooao o

Example entry:

Friday Sept 13:16:45:17GMI ndnpd. access al | owed for
version =4, sessid=34,

fromsrc ip = 172.29.19.40, dst ip =172.29. 19. 95,
src port = 63793, dst port = 10000.

Specifying the Administrators who have an account on afiler but do not have root status on that
NDMP password filer need to input a special NDM P-specific password when carrying out NDM P-
length related operations on thefiler. This password is a system-generated string derived

from that administrator’s regular filer account password.
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The NDMP password can be either 8 or 16 characters long. The default valueis
16 characters. To specify the NDMP password length, complete the following

step.
Step | Action
1 | Onthefiler console, enter the following command:
options ndnmpd. password_| ength | ength
length is either 8 or 16. If you enter a value other than 8 or 16, the
filer prompts you with the following message:
options ndnpd. password_| ength: Length nust be either 8 or
16
Note
If this option is set to 8, all NDMP applications managing backups
for the filer must use a8 character password for authentication.
Generating an The administrator without root privilege uses this NDM P-specific password for
NDMP-specific any NDMP backup and restore operation that requires password input in either a
password for non- backup application or command-line interface (CLI) environment.
root administrators
Note

For information about creating accounts for administrators without root privilege,
see the section about managing local user accounts in the introduction to filer
administration chapter of the System Administration Guide.

The administrator without root privilege obtains an NDM P-specific password by
completing the following steps:

Step

Action

1

Start a console session on the filer you want to access.
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Step

Action

Enter the following command:
ndnpd password user name

username is the username of the administrator.

The system returns an 8 or 16 character string, depending on the
ndnpd. passwor d_| engt h option value. For example:

>ndnp password bar baraD

>ndnp password: QVL2N¥$chaFWPBVe

You use this password in any current or future NDM P operation that
requires password input.

Note
This NDM P-specific password is valid until you change the
password to your regular account.

If you change the password to your regular filer account, repeat this
procedure to obtain your new system-generated NDM P-specific
password.
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Specifying the NDMP version

Why you need to
specify the NDMP
version

Displaying the
NDMP version

152

Data ONTAP provides full support for NDMP versions 2 to 4. Data ONTAP is
shipped with the NDMP version set to 4, as both the default version and the
maximum version.

Thefiler and the backup application must agree on aversion of NDMP to be used
for each NDMP session. When the backup application connects to the filer, the
filer sendsthe default version back. The application can choose to use that default
version and continue with the session. However, if the backup application usesan
earlier version, it begins version negotiation, asking if each version is supported,
to which thefiler responds yes or no.

Thendnp versi on command sets an upper limit (maximum version) aswell asa
default version for the versions that the filer says, during the negotiation process,
that it supports.

Because some backup applications do not support version negotiation, the ndnp
ver si on command controls the maximum and default NDM P version allowed. If
you know your backup application does not support NDMP version 4 and does
not negotiate versions, you can use this command to define the maximum version
Data ONTAP supports so that the application can operate correctly.

To see the maximum version of NDMP thefiler is currently set to use, complete
the following step.

Step | Action

1 | Enter the following command:

ndnpd version

Result: The maximum version that NDMP currently allowsto be
used is displayed.
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Specifying the To specify the NDMP version you want, complete the following step.

NDMP version

Step | Action
1 | Enter the following command:
ndnpd version n
n is the number of the version you want to specify. Options available
are 2, 3, and 4. The default maximum version is 4.
Note

Thendnpd versi on command is persistent across filer reboots.
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Specifying a preferred network interface

Why to specify a You can specify the preferred filer network interface to be used when establishing
preferred network an NDMP data connection to ancther filer.
interface

By default, an NDM P data connection uses the same network interface as the
NDMP control connection established by the NDM P backup application.
However, when a data connection between NDM P-enabled filers needs to be
established over an alternate network, it is necessary to specify thefiler's
interface through which the alternate network will be accessed.

For example, aUNIX or NT resident NDM P backup application and multiple
filers can be interconnected via a corporate network. The same filers can also be
interconnected viaan isolated private network. To minimize load on the corporate
network, the ndnpd. pref erred_i nt er f ace option can be used to direct all

NDM P data connections over the isolated private network.

How to specify a To specify the preferred network interface to be used for NDMP data
preferred network connections, complete the following step.
interface

Step Action

1 | Enter the following command:
options ndnpd. preferred_interface interface

interface identifies the network interface to be used for all NDMP
data connections. Any network interface providing TCP/IP access
can be specified. If no argument is specified, the command returns
the name of the interface currently configured for data connections.
If nointerfaceis currently set, it reports disable.

You can find the available network interfaces by using the
i fconfig -acommand.

Note
Thendnpd. preferred_i nterface option is persistent across filer reboots.
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How to turn off data  To disable a preferred network interface specification and force the NDMP
connection default interface to be used for data connections, complete the following step.

specification

Step

Action

Enter the following command:

options ndmpd. preferred_interface disable

Result: NDMP does not use the preferred interface for data
connection.

The default value for the ndnp. preferred_i nt er f ace optionis
disable.
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Specifying environment variables for backup applications

What environment
variables are

When backup
administrators
might specify
environment
variables

Supported
environment
variables
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Environment variables are used to communicate information about a backup or
restore operation between an NDM P-enabled backup application and afiler. For
example, if auser specifies that a backup application should back up
Ivol/volO/etc, the backup application sets the FILESY STEM environment
variable to /vol/volO/etc. Similarly, if auser specifies that a backup should be a
level-1 backup, the backup application setsthe LEVEL environment variableto 1
(one).

Note
Setting and examining of environment variables are typically transparent to
backup administrators; that is, the backup application sets them automatically.

A backup administrator rarely specifies environment variables; however, you
might want to change the value of an environment variable from that set by the
backup application to characterize or work around afunctional or performance
problem. For example, an administrator may want to temporarily disablefile
history generation to determine if the backup application’s processing of file
history information is contributing to performance issues or functiona problems.

Many backup applications provide a means to override or modify environment
variables or to specify additional environment variables. See your backup
application documentation for information.

The following table contains descriptions of what the environment variables
supported by Data ONTAP do if they are used. The default values listed in the
table are set by Data ONTAP and might be modified by your backup application.
If you modify manually the values set by the backup application, as needed for it
to work properly, the application might behave unpredictably because the dump
or restore operations might not be doing what the backup application expected
them to do. But in some cases, judicious modifications might help in identifying
or working around problems.

Note
In most cases, variables that have Y or N values also accept T or F values,
respectively.
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Environment Variable

Valid Values

Default

Description

ACL_START

return only

none

Created by the backup operation, the
ACL_START variableisan offset value used by a
direct access restore or restartable NDM P backup
operation. The offset value isthe byte offset in the
dump filewhere the ACL data(Pass V) beginsand
isreturned at the end of a backup. For adirect
access restore operation to correctly restore
backed up data, the ACL_START value must be
passed to the restore operation when it begins. An
NDMP restartable backup operation uses the
ACL_START value to tell the backup application
where the nonrestartable portion of the backup
stream begins.

BASE_DATE

0, -1, or
DUMP_DATE
value

Specifiesthe start date for incremental backups.
There is no equivalent option for the dunp
command. When set to -1, the BASE_DATE
incremental specifier isdisabled. When setto0on
alevel 0 backup, incremental backups are
enabled. Subsequent to the initial backup, the
value of the DUMP_DATE variable from the
previous incremental backup is assigned to the
BASE DATE variable. These variables are an
alternative to the /etc/dumpdates file for
controlling incremental backups.

DATA_BLOCK_SIZE

4-64

63

Specifies the tape blocking factor in kilobytes.

DEBUG

Y or N

Specifies that debugging information is printed.
Debug information is not printed if only the
VERBOSE variableis set. The messages printed
when the DEBUG or VERBOSE variables are set
are mutually exclusive, debug messages are not a
superset of verbose messages and vice versa.
There is no equivalent option for the dunp or

rest ore command.

Chapter 5: Using NDMP Services

157




Environment Variable

Valid Values

Default

Description

DIRECT

Y or N

Specifies that arestore should fast-forward
directly to the location on the tape where thefile
dataresidesinstead of scanning the entire tape.
For direct access restoration to work, the backup
application must provide positioning information;
therefore, you would rarely modify the DIRECT
variable. If you specified the value Y, the backup
application would specify the file or directory
names and the positioning information in its nlist.
The nlist information cannot be modified by
changing environmental variable values.

DMP_NAME

string

none

Specifies the name for a multiple subtree backup.
The DMP_NAME variableis equivalent to the n
option of the dunp command. Thisvariableis
mandatory for multiple subtree backups.

DUMP_DATE

return value

none

You do not change this variable directly. It is
created by the backup if the BASE_DATE
variableis set to avalue other than -1. The
BASE DATE variable is derived by prepending
the 32-bit level value to a 32-bit time value
computed by the dump software. Thelevel is
incremented from the last level value passed into
the BASE DATE variable. The resulting valueis
used as the BASE_DATE value on a subsequent
incremental backup.
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Environment Variable

Valid Values

Default

Description

ENHANCED_DAR_
ENABLED

Y or N

Specifiesif enhanced Direct Access Restore
(DAR) functionality isinstantiated. Enhanced
functionality consists of support for directory
DAR, DAR of fileswith NT Streams, and capacity
and performance improvements. The
ENHANCED DAR _ENABLED variableis not
checked at the beginning of a backup and, for
correct operation, should not be set. Enhanced
DAR isinstantiated withaT value, not Y, at the
conclusion of abackup only if the following is
true:

O Data ONTAP supports enhanced DAR (Data
ONTAP 6.4 or later)

O Filehistory isenabled (HIST=Y)

O Creation of enhanced DAR information on
the dump file compl eted successfully

When restoring, the value that was returned by the
Data Get Environment NDM P protocol message
after the backup is passed to the restore operation.

If you want to disable the enhanced DAR features
when restoring data, set the
ENHANCED_DAR_ENABLED variableto F or
N.

Note
You must not set the

ENHANCED DAR _ENABLED variableto T
when restoring data if enhanced DAR was not
instantiated because the data to support enhanced
DAR isnot on the dump file.
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Environment Variable

Valid Values

Default

Description

EXCLUDE

pattern string

none

Specifiesfiles or directories that are excluded
when backing up data. The EXCLUDE variableis
equivalent to the X option of the dunp command.
The exclude list is a comma-separated list of file
or directory names. If the name of afile or
directory matches one of the namesinthelist, itis
excluded from the backup. Thefollowing arerules
for specifying namesin the exclude list;
O Theexact name of thefile or directory must
be used.

O Anasterisk (*) isawildcard character. The
asterisk must be either the first or the last
character of the string. Each string can have
up to two asterisks.

0 A commain afile or directory name must be
preceded with a backd ash.

O Theexcludelist can contain up to 32 names.

EXTRACT

Y orN

Specifies that subtrees of a backed-up dataset are
to be restored. The EXTRACT variableis
equivalent to the x option of therestore
command. The backup application specifiesin the
nlist the names of the subtreesto be extracted. If a
file named in the nlist matches a directory whose
contents were backed up, the directory is
recursively extracted.

EXTRACT_ACL

Y or N

Specifies that ACLs from the backed up file are
restored on a restore operation. The
EXTRACT_ACL variableis equivalent to the A
option of ther est ore command. The default isto
restore ACLs when restoring data, except for
direct access restores (DIRECT=Y).

FILESYSTEM

string

None

Specifies the pathname of the root of the data that
is being backed up. For example, /vol/vol0/etc.
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Environment Variable

Valid Values

Default

Description

FORCE

Y orN

Specifiesthat a restore operation continues,
regardless of inode limitations. The FORCE
variableis equivalent to the F option of the
restore command. When thisvariableis set to
N, if the restore operation determines that there
are fewer free inodes than the number of files it
needs to create, it aborts. Setting the variableto Y
causes the restore operation to proceed on the
assumption that new files overwrite older filesand
that the file system will not run out of inodes. If
the restore operation runs out of inodes, the
restore operation aborts during its run.

HIST

Y or N

Specifiesthat file history information is sent to the
backup application. Most commercial backup
applications set the HIST variableto Y. If you
want to increase the speed of a backup operation,
or you want to troubleshoot a problem with file
history collection, you can set this variable to N.

Note
You should not set the HIST variableto Y if the
backup application does not support file history.

IGNORE_CTIME

Y or N

Specifiesthat afileisnot incrementally backed up
if only its ctime value has changed since the
previous incremental backup. Some applications,
such as virus scanning software, change the ctime
value of afile within the inode, even though the
file or its attributes have not changed. As aresult,
an incremental backup might back up fileswhich
have not changed. The IGNORE_CTIME variable
should be specified only if incremental backups
are taking an unacceptable amount of time or
space because the ctime value was modified.
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Environment Variable

Valid Values

Default

Description

IGNORE_QTREES

Y orN

Specifies that the restore operation does not
restore qgtree information from backed up qgtrees.
The IGNORE_QTREES variableis equivalent to
the Qoption of therest ore command.

LEVEL

0-9

Specifies the backup level. Level O copiesthe
entire dataset. Incremental backup levels,
specified by values above 0O, copy all files new or
modified since the last incremental backup. For
example, alevel 1 backs up new or modified files
sincethelevel 0 backup, alevel 2 backsup new or
modified files since the level 1 backup, and so on.

LIST

Y or N

Specifies that backed-up file names and inode
numbers are listed as they are restored. The LIST
variableis equivalent to thet option of the
restore command.

LIST_QTREES

Y orN

Specifies that backed-up gtrees are listed as are
restored. The LIST_QTREESvariableis
equivalent to the T option of therestore
command.

MULTI_SUBTREE_
NAMES

string

none

Specifies that the backup is a multiple subtree
backup. The MULTI_SUBTREE_NAMES
variableis equivalent to thel option of the dunp
command. Multiple subtrees are specified in the
string which is a newline-separated, null-
terminated list of subtree names. Subtrees are
specified by path names relative to their common
root directory, which must be specified asthe last
element of thelist. If you use this variable, you
must also use the DMP_NAME variable.
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Environment Variable

Valid Values

Default

Description

NDMP_UNICODE_
FH

Y or N

Specifies that a Unicode nameisincluded in
addition to the NFS name of thefilein thefile
history information. This option is not used by
most backup applications and should not be set
unless the backup application is designed to
receive these additional file names. The HIST
variable must also be set.

NDMP_VERSION

return only

none

You should not modify the NDMP_VERSION
variable. Created by the backup operation, the
NDMP_VERSION variable returns the NDMP
version. Data ONTAP setsthe NDMP_VERSION
variable during a backup for internal use and to
pass to a backup application for informational
purposes. The NDMP version of an NDMP
session is not set with thisvariable.

NO_ACLS

Y orN

Specifiesthat Access Control Lists(ACLS) arenot
copied when backing up data. The NO_ACLS
variable is equivalent to the A option of the dunp
command. Ordinarily abackup using the dunp
command writes out metadata related to Windows
ACLs. The NO_ACLSvariable stops this
information from being backed up.

NON_QUOTA_TREE

Y orN

Specifies that files and directoriesin gtrees are
ignored when backing up data. The
NON_QUOTA_TREE variableis equivalent to
the Q option of the dunp command. When set to
Y, itemsin gtreesin the dataset specified by the
FILESY STEM variable are not backed up. This
variable has an effect only if the FILESY STEM
variable specifies an entire volume. The
NON_QUOTA_TREE variable only works on a
level-0 backup and does not work if the
MULTI_SUBTREE_NAMESvariableis
specified.
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Environment Variable

Valid Values

Default

Description

NOWRITE

Y or N

Specifiesthat the restore operation does not write
datato the disk. The NOWRITE variableis
equivalent to the N option of therestore
command. Thisvariableis used for debugging.

REPLICATE

Y orN

Specifies an unlimited number of incremental
backups. There is no equivalent option for the
dunp command. The REPLICATE variableis
ignored when the BASE_DATE and
DUMP_DATE variables are used to manage
incrementals.

RESTART

Y or N

Not supported by NDM P software; the RESTART
variableisignored.

UPDATE

Y orN

Specifies that the dumpdates file is updated after
backing up data. The UPDATE variableis
equivalent to the u option of the dunp command.
When set to Y, the /etc/dumpdates file (used for
managing incremental backups) is updated after a
successful backup.

VERBOSE

Y or N

Specifiesthat detailed information about dump
and restore operationsis printed. The VERBOSE
variableis equivalent to the v option of the dunp
andrestore commands.

164

Specifying environment variables for backup applications




Displaying NDMP session status

Reasons to display  You can view either general status information or detailed session information
NDMP session about one or more NDMP sessions:

status 0 View genera statusinformation to determine whether the session is
operating as expected.
0  View detailed session information to help you debug an NDMP session if
there are problems.

How to display To display general NDMP status information, complete the following step.
general status

information about
an NDMP session

Step Action

1 | Enter the following command:
ndnpd status [session]

session isthe specific session number you want the status of, from 0
to 99. Leave session blank to display the status of all current
sessions.

Example In the following example, the command displays information about session 4:
filerA> ndnpd status 4

ndnpd ON.
Session: 4
Active
ver si on: 3
Qperating on behal f of primary host.
tape devi ce: not open
nover state: Idle
data state: Idle
data operation: None
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How to display
detailed NDMP
session information

Example
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To display detailed NDMP session information, complete the following step.

Step | Action

Sessions.

1 | Enter the following command:
ndnpd probe [session]

session is the number of the session you want to probe, from O to 99.
Leave session blank to display detailed information about all

In the following example, the command shows detailed status of session 4:

filerA> ndnpd probe 4

ndnpd ON.

Session: 4
i sActi ve:
protocol version:
ef f Host :
aut hori zed
client addr
spt.device_id:
spt. ha
spt.scsi_id
spt.scsi_lun:
t ape. devi ce
t ape. node
nover . st at e:
nover . node
nmover . pauseReason
nover . hal t Reason
nover . recordSi ze:
nover . r ecor dNum
nover . dataWitten:
nover . seekPosi ti on:
nmover . byt esLef t ToRead:
nover . Wi ndowC f set :
mover . wi ndowLengt h
nover . posi tion
nover . connect . addr _type
dat a. operati on
data.state

TRUE

3

Loca

FALSE
10.10. 10. 12. 47154
none

-1

-1

-1

rstOa
Read/ Wite
Active
Read

N A

N A

10240
315620
3231948800
0

0

0

-1

0

LOCAL
Backup
Active
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dat a. hal t Reason: N A
dat a. connect . addr _type: LOCAL
dat a. byt esProcessed: 3231989760
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Displaying NDMP debug messages

What debug
messages are

Where the filer
saves debug
messages

About the NDMP
session log files
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NDM P debug messages provide a detailed description of all active NDMP
sessions. The amount of information displayed by a debug messageis determined
by the ndmpd debug level specified by the user. By default, debug messages are
disabled.

Debug messages can be output to the filer console, the NDMP session log file, or
both. The ndnpd debug command is used to specify where debug messages will
be output. By default, debug messages are output to both the filer console and the
NDMP session log.

NDMP session log files are stored in the /etc/log directory. The file nameis
ndmplog.yyyymmdd, where yyyy is the year, mmis the month, and dd is the date.
For example, the session log file generated on December 5, 2000, is named
ndmplog.20001205. The session log file can contain information about one or
more NDMP sessions. If multiple NDMP sessions take place on the same day,
Data ONTAP saves the information about all sessionsto the same session log file.
Before generating afresh NDMP session log file, Data ONTAP deletes all files
more than eight days old. Data ONTAP keeps a maximum of eight session log
files: one each for the past seven days plus the current day.
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Enabling the NDMP  To enable NDMP debug logging, complete the following step.

debug log

messages Step

Action

1

Enter the following command:
ndnpd debug n
n specifies the debug level from 0 to 70. The default level is 0.

Use O for the level to turn the debug messages off. Use a nonzero
value for the level to turn the debug messages on.

The levels supported are:
10—Displays connections being made and connections being closed.

30—Displays information regarding the actual NDMP messages
such as the message type, sequence numbers, and timestamps. This
level also prints out the NDMP errors and some of the relevant fields
of the NDMP message.

50—Same aslevel 30, but includes display of environment variables
aswell as any exceptions issued by the NDMP server
implementation.

70—Same as level 50, but includes display of tape and SCSI
command descriptor blocks (CDBs) sent.

Note
CDBs are used for low-level tape and medium changer control.

Displaying the To see the NDMP debug levels currently set, complete the following step.

NDMP debug log

level Step

Action

1

Enter the following command:
ndnpd debug

Result: The current NDMP debug level and toggles are displayed.
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Changing NDMP
debug log
messages

Displaying an
NDMP session log
file

170

Example:

filerA> ndnpd debug

ndnpd debug verbose: 0

ndnpd debug stack trace: false
ndnpd debug screen trace: true
ndnpd debug file trace: true

You use the ndnp debug command to choose whether to display the debug
messages on the filer consol e, to write the debug messages into the NDMP debug
log file, and to print out stack traces for any exceptionsissued by the NDMP
server implementation. To toggle these options, complete the following step:

Step | Action

1 | Enter the following command:
ndnpd debug stack|screen|file

st ack toggles stack trace printouts on or off.
screen toggles printouts to the filer console on or off.

fil e toggles printouts to the NDMP log file on or off.

To display an NDMP session log file, complete the following step.

Step | Action

1 | From a UNIX environment...

From an NT environment...

Mount the root volume of the
filer toaUNIX client and view
the contents of the NDMP
session log fileusing thecat or
nmor e UNIX commands or atext
editor.

Map the root volume of thefiler
to the NT system and view the
contents of the NDMP session
log file using WordPad,
Notepad, or an equivalent text-
viewing application.
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Terminating an NDMP session

How to terminate an  You terminate an NDMP session if the session is not responding.

NDMP session

To terminate an NDMP session, complete the following step.

Step

Action

1

Enter the following command:
ndnpd kill session #

session # is the specific NDM P session you want to terminate, from 0
to 99.

If you want to terminate all NDMP sessions, enter the following
command.

ndnpd kil lall

These commands allow nonresponding sessionsto be cleared without
the need for a reboot, since the ndmpd of f command waits until all
sessions are inactive before turning off the NDMP service.
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Copying data with ndmpcopy

What ndmpcopy is

How to copy data
using ndmpcopy
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The ndnpcopy command enables afiler administrator to transfer file system data
between filers that support NDMP v3 or v4 and the UNIX file system (UFS)
dump format.

Using the ndnpcopy command, you can carry out both full and incremental data
transfers; however, incremental transfers are limited to a maximum of two levels
(one full and up to two incremental). You can transfer full or partial volumes,
gtrees, or directories, but not individual files.

ndnpcopy functions as a simple NDMP data management application (backup
application) that performs data transfers by initiating a backup operation on the
source filer and recovery operation on the destination filer. It establishes separate
NDMP control connections with the source and destination filers, createsasingle
NDMP data connection between the filers, and initiates backup and recovery
operations that result in the desired data transfer between the source and
destination.

You can invoke it at the command line of the source filer, the destination filer, or
afiler that is neither the source nor the destination of the data transfer.

You can also invoke ndnpcopy on asinglefiler that is both the source and the
destination of the data transfer. See the ndnpcopy examples, next, for more
information on supported data transfer topologies.

To copy datawithin afiler or between filers using ndnpcopy, complete this step.

Note
The command can also be entered from afiler that is not the source or the
destination.

Step | Action

1 | Enter the following command:

ndnpcopy [options][source _filer:]source_path
[destination_filer:]destination_path

Descriptions of the options and arguments follow.
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options can be one or more of the following:

- sa username: [password] source authorization specifies the user name and
password for connecting to the source filer.

Note
If you specify a user without root privilege who requires a password, you must
specify that user’s system-generated NDM P-specific password rather than that
user’s regular filer account password. See “ Generating an NDM P-specific
password for non-root administrators” on page 150.

- da username; [password] destination authorization specifies the user name and
password for connecting to the destination filer.

-st {chal | enge| t ext } setsthe source authentication type to be used when
connecting to the sourcefiler.

-dt {chal | enge| t ext } setsthe destination authentication type to be used when
connecting to the destination filer.

By default, challenge is the authentication type used. The text authentication type
exchanges the user name and password in clear text. The challenge authentication
type exchanges the user name and password in encrypted form.

-1 level setsthe dump level used for the transfer to the specified value of level.
Valid valuesfor level are 0, 1, and 2, where O indicates afull transfer and 1 or 2
an incremental transfer. The default is 0.

- d enables generation of ndnpcopy debug log messages. ndnpcopy debug log files
appear in the root volume /etc/log directory. The ndnpcopy debug log file names
are in the form ndmpcopy.yyyymmdd.

-f enables forced mode. This mode enables overwriting system files in the /etc
directory on the root volume. See Example 5 for details.

- h prints the help message.
source filer and destination_filer can be host names or | P addresses

If destination_path does not specify a volume, or specifies a non-existent
volume, the root volumeis used.
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In these examples, network host names are used for the filers. (“myhost” is used
for alocal filer and “remotehost1” and “remotehost2” are used for remotefilers.)
If you specify host names when you use the ndnpcopy command, the filer
running the ndmpcopy command should be abl e to resolve these namesto their IP
addresses. In UNIX, you can use the pi ng command to make sure that host name
resolution works.

Example 1: This command migrates data from a source path (source path) to a
different destination path (destination_path) on the same filer (myhost).

nyhost > ndnpcopy -sa usernane: password -da usernane: passwor d
nmyhost : /vol / vol 0/ sour ce_pat h myhost:/vol /vol 0/ destinati on_path

This shorter form of the command achieves the same purpose:

nmyhost > ndnpcopy /vol /vol 0/ source_path /vol /vol 0/ destinati on_path

Because you are running the ndnpcopy command on myhost and the source and
destination filer are the same as myhost, you can omit the source and destination
filer names on the ndnpcopy command line. When your ndnpcopy command is
running on the samefiler asthe source filer or destination filer, you can also omit
the - sa or - da options.

Example 2: Thiscommand migrates data from a source path (source_path) to a
different destination path (destination_path) on remotehost1.

nyhost > ndnpcopy -da usernane: password /vol /vol 0/ source_pat h
renot ehost 1: /vol / vol O/ desti nati on_path

The destination filer must be specified in this case, because it is aremotefiler.
The destination authorization is needed, but not the source authorization.

Example 3: This command migrates data from a source path (source_path) on
remotehost2 to a destination path (destination_path) on myhost.

nyhost > ndnpcopy -sa usernane: password -st text
renot ehost 2: / vol / vol 0/ sour ce_pat h /vol /vol 0/ desti nation_path

The source authentication type specified by -st istext. The ndnpcopy command
tool running on myhost will authenticate with the source filer using text
authentication.
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Example 4: This command migrates data from a source path (source_path) on
remotehostl to a destination path (destination_path) on remotehost2.

nyhost > ndnpcopy -sa usernane: password -da usernane: password -1 1
renot ehost 1: /vol / vol 0/ sour ce_path
renot ehost 2: / vol / vol 0/ desti nati on_path

The-1 1 optionisused to do alevel 1 transfer.

Example 5: Without the-f option, the /etc directory and its contents on the root
volume of remotehost1 are protected from being overwritten with the /etc
directory from myhost, preventing unintentional changing of the system
characteristics after the root volume migration is completed.

nyhost > ndnpcopy -da usernane: password /vol /rootvol
renot ehost 1: / vol / r oot vol

To intentionally overwrite the /etc directory during the root volume migration,
usethe-f flag asin the following example.

nyhost > ndnpcopy -da usernane: password -f /vol/rootvol
renot ehost 1: / vol / r oot vol
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Event Logging for Backup and Restore 6

About this chapter This chapter describes how Data ONTAP automatically records the events that
occur during dump and restore operationsin log files. You can use these event
logs to monitor, manage, and diagnose problems with your data backup and
restore operations.

Topics in this This chapter discusses the following topics:

chapter 0 “About event logging for backup and restore” on page 178
O “Event log messages’ on page 179
0 “Enabling or disabling event logging” on page 184
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About event logging for backup and restore

What event
logging is

Reasons for
viewing event log
files

Log file rotation

Event log files in
takeover mode

178

Data ONTAP automatically logs significant events and the times at which they
occur during dump and restore operations. All dump and restore events are
recorded in alog file named backup in the /etc/log/ directory. Event logging is
turned on by default.

You might want to view event log files for the following reasons:
O  Tofind out whether a nightly backup was successful
O To gather statistics on backup operations

O Touseinformation contained in past event log filesto help diagnose
problems with dump and restore operations

Once every week, the log files are rotated. The /etc/log/backup fileis copied to
/etc/log/backup.0, the /etc/log/backup.O file is copied to /etc/log/backup.1, and so
on. The system saves the log filesfor up to six weeks; therefore, you can have up
to seven message files (/etc/log/backup.0 through /etc/log/backup.5 and the
current /etc/log/backup file).

If atakeover occursin acluster, the set of backup log files for the takeover filer
remains separate from the backup log files for the failed filer.
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Event log messages

Event log message For each event, a message is written to the backup log file in the following
format format:

type tinmestanp identifier event (event_info)

Example: dnp Thu Apr 5 18:54:56 PDT /vol /vol 0/ home(5) Start (level

0, NDWP)
Type field Each log message begins with one of the type indicators described in the
following table.
Type Meaning
| og Logging event
dnp Dump event
rst Restore event
Timestamp field The timestamp field shows the date and time of the event.
Identifier field Theidentifier field for a dump event includes the dump path and the unique ID

for the dump. The identifier field for arestore event uses only the restore
destination path name as a unique identifier. Logging-related event messages do
not include an identifier field.
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Start and stop
logging events

Dump events
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The event field of a message that beginswith | og contains one of the events
shown in the following table.

Event

M eaning

Start_Loggi ng

Indicates the beginning of logging or that logging has
been turned back on after being disabled.

St op_Loggi ng

Indicates that logging has been turned off.

The event field for a dump event contains an event type followed by event-
specific information in parentheses. The following table describes the events,
their meanings, and the related event information that might be recorded for a

dump operation.

Event Meaning Event Information
Start A dump or NDMP dump Dump level and the type of
begins. dump
Rest art A dump restarts. Dump level
End Dumps completed Amount of data processed
successfully.
Abor t The operation aborts. Amount of data processed
Opti ons Specified options arelisted. | All options and their
associated values, including
NDMP options
Tape_open Thetapeis open for The new tape device name
read/write.
Tape_cl ose Thetapeisclosed for The tape device name

read/write.

Phase- change

Dump is entering a new
processing phase.

The new phase name

Error

Dump encounters an
unexpected event.

Error message

Event log messages




Event

Meaning

Event Information

Snapshot

A snapshot is created or
located.

The name and time of the
snapshot

Base_dunp

A base dump entry in the
etc/dumpdatesfiles has been
located.

The level and time of the
base dump (for incremental
dumps only)

Example for dump

The following is an example of the output for a dump operation:

dmp Thu Sep 20 01:11:22 GMI /vol/vol 0/ (1) Start (Level 0)

dmp Thu Sep 20 01: 11:22 GMI /vol /vol 0/ (1) Options (b=63, B=1000000

u)

dmp Thu Sep 20 01:11:22 GMI /vol /vol 0/ (1) Snapshot
(snapshot _for_backup.6, Sep 20 01:11:21 GWI)

dmp Sep 20
dnp
dnp
dnp
dnp
dnp
dnp
dnp
dnp

dmp Sep 20

01:11: 22
Sep 20 01:11:22
Sep 20 01:11:24
Sep 20 01:11:24
Sep 20 01:11:26
Sep 20 01:14:19
Sep 20 01:14:20
Sep 20 01:14: 54
Sep 20 01:14: 54

01:14:54

GMT /vol /vol 0/ (1)
GV /vol /vol 0/ (1)
GV /vol /vol 0/ (1)
GMT /vol /vol 0/ (1)
GV /vol /vol 0/ (1)
GV /vol /vol 0/ (1)
GMT /vol /vol 0/ (1)
GV /vol /vol 0/ (1)
GV /vol /vol 0/ (1)

GV / vol /vol 0/ (1)

Tape_open (nrst0a)
Phase_change (1)
Phase_change (11)
Phase _change (111)
Phase_change (1V)
Tape_cl ose (nrst0a)
Tape_open (nrsto0a)
Phase_change (V)
Tape_cl ose (nrstO0a)

End (1224 MB)

There are five phases in a dump operation (map files, map directories, dump
directories, dump files, and dump ACLSs).

The log file for a dump operation beginswith either aSt art or Rest art event
and ends with either an End or Abort event.
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Restore events

Example for restore
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The event field for arestore event contains an event type followed by event-
specific information in parentheses. The following table describes the events,
their meanings, and the related event information that might be recorded for a

restore operation.

Event M eaning Event Information
Start A restore or NDMPrestore | Restorelevel and the type of
begins. restore
Restart A restore restarts. Restore level
End Restores compl eted Number of files and amount
successfully. of data processed
Abor t The operation aborts. Number of files and amount
of data processed
Opti ons Specified options arelisted. | All options and their
associated values, including
NDMP options
Tape_open The tape is open for The new tape device name
read/write.
Tape_cl ose Thetapeisclosed for The tape device name

read/write.

Phase- change

Restore is entering a new
processing phase.

The new phase name

Error

Restore encounters an
unexpected event.

Error message

The following is an example of the output for a restore operation:

rst Thu Sep 20 02:24:22 GMI /vol /rst_vol/ Start (level 0)

rst Thu Sep 20 02:24:22 GMI /vol /rst_vol/ Options (r)

rst Thu Sep 20 02:24:22 GMI /vol /rst_vol/ Tape_open (nrst0a)

rst Thu Sep 20 02:24:23 GMI /vol /rst_vol/ Phase_change (Dirs)
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rst

rst

rst

rst

Thu

Thu

Thu

Thu

Sep 20 02:24:24 GMI /vol /rst_vol/ Phase _change (Files)

Sep 20 02:39:33 GMI /vol /rst_vol/ Tape_cl ose (nrst0a)

Sep 20 02:39:33 GMI /vol /rst_vol/ Tape_open (nrstO0a)

Sep 20 02:44:22 GMI /vol /rst_vol/ Tape_cl ose (nrst0a)

rst Thu Sep 20 02:44:22 GMI /vol/rst_vol/ End (3516 files, 1224 MB)

There are two phases in arestore operation (restore directories and restore files).

Thelog file for arestore operation begins with either aSt art or Rest art event
and ends with either an End or Abort event.

Example of an

aborted restore
rst
rst
rst
rst
rst
rst

rst

rst
VB)
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Thu
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Sep
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Sep
Sep
Sep
Sep
Sep
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20

20

20

02:13:54

02:

02:

02:

02:

02:

02:

02:

13:

13:

13:

13:

23:

23:

23:

54

54

55

56

40

40

40

The following is an example of the output of an aborted restore operation:

GMI' /rst_vol/ Start (Level 0)

GMT /rst_vol/ Options (r)

GMI' /rst_vol/ Tape_open (nrstO0a)

GMI' /rst_vol/ Phase_change (Dirs)
GMI' /rst_vol/ Phase_change (Fil es)
GMT /vol /rst_vol/ Error (Interrupted)
GMI' /vol /rst_vol/ Tape_cl ose (nrst0a)

GMT /vol /rst_vol/ Abort (3516 files, 598
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Enabling or disabling event logging

Turning event
logging on or off

184

To turn event logging on or off, complete the following step.

Step

Action

1

Enter the following command to enable or disable event logging:

options backup.log.enable [on | off]
on—turns event logging on.

off—turns event logging off.

Note
Event logging is turned on by default.

Enabling or disabling event logging




Glossary

ACL

active file system

blocking factor

CIFS

console

DNS

dump path

file mark

HTTP

increment chain

inode

Glossary

Access Control List. A list that contains the users’ or groups’ accessrightsto
each share.

A file system excluding its snapshots.

The number of tape blocks that are transferred in each write operation.

Common Internet File System. A protocol for networking PCs.

A terminal that is attached to afiler’s serial port and is used to monitor and
manage filer operation.

Domain Naming Service. An Internet service for finding | P addresses.

A path that specifies one volume, gtree, or subtree to back up.

Data on atape that signals a boundary of atapefile.

HyperText Transfer Protocol. An Internet Web transfer protocol.

A series of incremental backups of the same path.

A data structure containing information about files on afiler and in aUNIX
file system.
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local tape device

MD5

mirror

NDMP

NFS

NIS

NVFAIL

NVRAM

Open Systems
platform

Open Systems
SnapVault agent
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A program-based functionality associated with atape drive that is directly
attached to afiler that is performing atape operation.

Message Digest 5. A checksum algorithm described in RFC (Request For
Comments) 1321, aproposal for an Internet standard.

A volume that contains aread-only copy of datain the active file system of
another volume, usually on another filer.

Network Data Management Protocol. A protocol that allows Network Appliance
filers to communicate with backup applications, and provides capabilities for
controlling the robotics of multiple tape backup devices.

Network File System. A protocol for networking UNIX-based computers.

Network Information Service, formerly called Yellow Pages. An administrative
database for networks.

Software that warns you of compromised database validity and automatically
renames the database so that it does not restart automatically.

Nonvolatile RAM in thefiler, used for logging incoming write data and NFS
requests. Improves system performance and prevents|oss of datain case of afiler
or power failure.

A non-filer system, such as a server running Solaris, HP-UX, Windows NT, or
Windows 2000, whose data can be backed up to a SnapVault secondary storage
system.

A software module that can be installed on a non-filer system and enables that
system to back up its data to a SnapVault secondary storage system.
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plex

primary storage
system

quota

qtree

RAID

Remote Shell

remote tape device

root volume

secondary storage
system

Glossary

A physical copy of afile system. An unmirrored volume has one plex; a mirrored
volume has two identical plexes.

A system whose data is to be backed up by SnapVaullt.

A limit placed on afile system that restricts disk space usage by fileswith agiven
UID or GID.

A specia subdirectory of the root of avolume that acts as a virtual subvolume
with special attributes.

Redundant Array of Independent Disks. A technique that protects against disk
failure by computing parity information based on the contents of all the disksin
thearray. NetApp filersuse RAID Level 4, which storesall parity information on
asingledisk.

A program that enables a user on one system to execute a program on another
system. Remote Shell connections are usually not interactive.

A program-based functionality associated with atape drive that is not directly
attached to afiler that is performing atape operation.

The volume that contains information that controls the entire filer, usualy in the
[etc/rc file.

A filer or NearStore® system to which data is backed up by SnapVault™
software.
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share

SnapMirror®

SnapRestore®

snapshot

snapshot reserve

source filer

subtree

tape block

tape device

tape file

tape library
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A directory or directory structure on the filer that has been made available to
network users and can be mapped to adrive letter on aCIFS client.

Software that performs automated file system replication of avolume onto the
same or a separate disk or filer.

Software that restores an entire volumeto the state recorded in a previously taken
snapshot.

Anonline, read-only copy of the entirefile system that protects against accidental
deletions or modifications of files without duplicating file contents. Snapshots
enable users to restore files and enable administrators to back up thefiler to tape
whilethefiler isin use.

The portion of avolume's disk space that isreserved for snapshots.

The filer from which you are replicating data.

A directory in avolume or gtree.

1,024 bytes of data.

A specific functionality of a physical tape drive that you create by specifying
information in the tape device name when you install a tape drive or tape stacker.

Data on atape delimited by file marks.

Hardware that can access tape cartridges randomly.
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tape medium
changer

tape stacker

vFiler™

volume

volume copy

Glossary

Hardware that can load and unload tape cartridges.

Hardware that can access tape cartridges from a stack.

A virtual filer created using the MultiStore™ software that allows you to
partition the storage and networking resources of asinglefiler so that it appears
as multiple filers on the network.

A file system.

A way of copying both datain the active file system and data in snapshots from
one volume to another.
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Symbols

/dev/imen file 141

/etc/dumpdates file 75

/etc/log/backup file 178
/etc/tape_config directory, contents 34
/etcltape_config files 34
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ACLs (Access Control Lists)
including in tape backups 48
omitting from tape backup 71
omitting from tape restores 125

aliases, tape
on multiplefilers 21
purposes for 16

aliasing commands. See storage (aliasing)

commands

audience, intended for this book xi

automatic confirmations, defined 124

B

backup terminate command (terminates a dump) 96
backups
comparison of methods 45
copying from tape with restore command 109
creating snapshot_for_backup file for 48
Data ONTAP process for 48
defined 44
estimating size of 51
event logging for 177
excluding specified files 90
file information backed up in 47
full 45
incremental 45
disadvantages of 58
restoring incremental 128
specifying with dumpdates file 75
levels defined 61
metadata 47
methods Data ONTAP supports 45

Index

nonconsecutive, contents of 62
paralel 54
restarting 95
restoring data from tapes 100
restoring files from multiple tapes
on single-tape drive, example 135
on tape stacker, example 136
on two single-tape drives, example 135
restoring files from remote filer, example 134
restoring files from tape drive on a Solaris
system, example 134
restoring from tape
displaying table of contents (files) 113
displaying table of contents (gtrees) 113
ignoring inode limitations 122
omitting ACLs 125
omitting gtree information 126
preparing for other than original path 104
restoring entire filer to different location,
example 131
restoring entire filer to origina location,
example 131
restoring entire filer, procedure 129
restoring individual files, example 133
running atest restore 127
specifying afull restore 111
specifying arestore destination 119
specifying a resumed restore, procedure
114
specifying aresumed restore, rules 114
specifying atapefile 118
specifying automatic confirmations 124
specifying individual files to restore 110
specifying restore status 121
specifying tape devices 116
when to restore from tape 98
types of 48
using df to estimate size of 51
using dump command. See backups to tape
(dump command)
why necessary 2
Windows NT ACL information, including 48
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backups to tape (dump command)

192

appending backups on one tape 77
benefits of entering at console 53
benefits of using Remote Shell 53
blocking factor in 72
dataformat 47
disadvantages 4
estimating tapes required for 52
example 56
excluding data in gtrees 68
excluding files 69
file information backed up 47
from existing snapshots 49
full backup excluding specified files, example
90
full backup from a snapshot, example 86
full backup of alist of filesor directories,
example 87
full backup specifying blocking factor,
example 89
full backup to local tape
example 79
minus gtrees, example 80
with record, example 79
full backup to multiple tapes on single-tape
drives, example 84
full backup to multiple tapes on tape stacker,
example 84
full backup to remote Solaris system, example
82
full backup to remote tape, example 82
full backup to Solarissystem with tapefilesize
limit, example 83
full backup without ACLs, example 88
incremental backup to local tape, example 81
insufficient tapes for 52
|abeling backup tapes 59
leaving volumes online for backup 48
maximum tape blocks per tape file 74
minimizing tapes used for 59
number of simultaneous dumps possible 54
objects backed up 47
options for 56
order of tape devices specified by 64
organizing efficiently 58

preparing for 50

reasons for 44

recommendations for 58

rulesfor 55

rules for excluding files from 69
simultaneous dumps 49

specifying backup level 61

specifying backup names 70

specifying dump path 66

specifying files and directories 67
specifying local tape device names of 64
specifying remote tape device names of 65
specifying tape blocks per tapefile 74
syntax 55

unattended 52

updating dumpdates file 76

use of snapshots 48

verifying 91

where to enter command 53

Windows NT ACL information, omitting 71

blocking factor

specifying when backing up data 72
specifying when restoring data 120

CIFS attributes, not backed up by dump command

commands

See also dump command

See also NDMP commands

See also restore command

See also storage (aliasing) commands

See also tape drive configuration commands

cpio 45

df (estimates amount of data) 51

maxfiles (sets maximum number of files per
volume) 122

mt -bsf (moves tape backward, skipsfiles) 31

mt -eom (positions tape to end of data) 30

mt -fsf (moves tape forward, skipping files) 31

mt -offline (rewinds tape, unl oads tape media)
32

mt -rewind (rewinds tape) 32

mt -status (shows information about tape
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devices and their drives) 33
optionsbackup.log.enable (turnsevent logging
on or off) 184
storage alias (assigns tape alias) 20
storage alias (displays tape aiases) 19
storage show (displaystape driveinformation)
19
storage unalias (removes tape alias) 21
compression type
displaying 25
specifying for tape devices 10
specifying in restores from tape 116
confirmations, automatic
defined 124
specifying 124
console, using dump command through 53
conventions
command Xi
formatting xi
keyboard xii
cpio command, using for backup 45

D

data

backups, defined 44

protection methods

defining 2
need for 2

Data Management Application (DMA) 138
devices, tape. See tape devices
df command, finding size of datafor backups 51
DMA. See Data Management Application 138
drive number, specifying for tape devices 9
dump command

appending backups on one tape 77

backup levels, defined 61

CIFS attributes, not backed up by 47

deleting a restartable dump 96

example 56

excluding data in gtrees from backups 68

excluding files from backups 69

full backup excluding specified files, example

90
full backup from a snapshot, example 86

Index

full backup of alist of files or directories,
example 87

full backup specifying blocking factor,
example 89

full backup tolocal tape minus gtrees, example
80

full backup to local tape with record, example
79

full backup to local tape, example 79

full backup to multiple tapes on single-tape
drives, example 84

full backup to multiple tapes on tape stacker,
example 84

full backup to remote Solaris system with tape
file size limit, example 83

full backup to remote Solaris system, example
82

full backup to remote tape, example 82

full backup without ACLs, example 88

how it works 48

incremental backup to local tape, example 81

leaving volumes online for 48

maximum tape blocks per tape file 74

objects backed up 47

options for 56

order of tape devices specified by 64

permissions limitations 47

preparing for use 50

restarting 95

rulesfor 55

rules for excluding files from backups 69

simultaneous dumps 49

specifying backup level 61

specifying backup names 70

specifying dump path 66

specifying files and directories 67

specifying local tape device names 64

specifying remote tape device names of 65

specifying tape blocks per tapefile 74

syntax 55

updating dumpdates file 76

use of snapshots 48

using for backups

labeling backup tapes 59
minimizing tapes used for 59
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organizing efficiently 58
verifying 91
where to enter 53
Windows NT ACL information, including 48
Windows NT ACL information, omitting 71
with blocking factor 72
dump commands
backup terminate (terminates a dump) 96
dump restart (restarts interrupted backups) 95
dump event log, example 181
dump events 180
dump restart command (restarts interrupted
backup) 95
dumpdates file
example 75
purpose 75
rulesfor 75
updating 76

E

emulation of qualified tape drives 38
environment variables
ACL_START 157
BASE _DATE 157
DATA_BLOCK_SIZE 157
DEBUG 157
DIRECT 158
DMP_NAME 158
DUMP_DATE 158
ENHANCED_DAR_ENABLED 159
EXCLUDE 160
EXTRACT 160
EXTRACT_ACL 160
FILESY STEM 160
FORCE 161
HIST 161
IGNORE_CTIME 161
IGNORE_QTREES 162
LEVEL 162
LIST 162
LIST_QTREES 162
MULTI_SUBTREE_NAMES 162
NDMP_UNICODE_FH 163
NDMP_VERSION 163
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NO_ACLS 163
NON_QUOTA_TREE 163
NOWRITE 164
REPLICATE 164
RESTART 164
specifying 156
supported 156
UPDATE 164
VERBOSE 164
what they are 156
event log files
effect of takeover mode on 178
rotation 178
viewing, reasons for 178
event |og messages
aborted restore, example 183
dump events 180
dump, example 181
format 179
identifier field 179
restore events 182
restore, example 182
start and stop logging events 180
timestamp field 179
type field 179
event logging
defined 178
enabling or disabling 184
for backup and restore 177
examples
dump command 56
dumpdates file 75
event log
aborted restore 183
restore 182
full backup
excluding specified files 90
from a snapshot 86
of alist of files or directories 87
specifying blocking factor 89
to local tape 79
to local tape minus gtrees 80
to local tape with record 79
to multiple tapes on single-tape drives 84
to multiple tapes on tape stacker 84
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to remote Solaris system 82
to remote tape 82
to Solaris system with tape file size limit
83
without ACLs 88
incremental backup to local tape 81
restore command. See restore command
restoring files from multiple tapes on single-
tape drive 135
tape configuration file 35
tape device names 10

F
filers
adding Fiber-Channel-attached drives
dynamically 23
displaying compression capacity of tapedrives
25

displaying information about tape drive
connectionsto 26
displaying SCSI IDs of tape drives 25
displaying tape drive information 25
restoring al volumes on from backup 129
showing which tape drives supported 14
files
backing up using dump command 47
displaying table of contents of for restoration
113
dumpdates 75
event log 178
excluding from dump command 69
restoring all from tape 111
restoring specified files from tape 110
tape qualification 34
using Remote Shell for backups 67
full backups 45
full restores 111

P*

hosts, remote 8

increment chains, of backups 62

Index

incremental backups, nonconsecutive, contents of
62
inodes

defined 122

displaying for restored files 109

ignoring limits when restoring files 122

L

levels of backups 61

log files
for backup and restore events 178
NDMP 169

LUN (logical unit number) 17

M

maxfiles command (sets maximum number of files
per volume) 122

metadata backups 47

methods of backup 45

mt command (control s tape movement on tape
drives) 29

mt command syntax 29

N

NDMP

advantages of 140

copying with local tool (ndmpcopy) 172

debug log file, displaying 169

debug messages 168

defined 138

disabling preferred network interface 155

disabling service (ndmpd off) 145

enabling or disabling service 145

enabling service (hdmpd on) 145

killing sessions (ndmpd kill command) 171

log files 169

preparing afiler for basic management 143

session information
displaying (ndmpd status command) 165
displaying detailed (ndmpd probe) 166
types 165

setting preferred network interface 154

showing max version supported (ndmpd

195



version command) 152
tape devices used for 141
terminating session (ndmpd kill) 171
Unicode format, file namesin 140
using with tape libraries 141
versions of 153
NDMP commands
ndmp on 145
ndmpcopy (uses local copy tool) 172
ndmpd debug (outputs debug log file) 169
ndmpd kill (terminates NDMP session) 171
ndmpd off (disables service) 145
ndmpd on (enables service) 145
ndmpd probe (displays detailed status) 166
ndmpd status (displays status) 165
ndmpd version (shows max version supported)
152
ndmp.preferred_interface disable option (disables
preferred network interface) 155
ndmp.preferred_interface option (sets preferred
network option) 154
ndmpcopy command 172
ndmpd debug command (outputs debug log file)
169
ndmpd kill command (terminates NDMP session)
171
ndmpd on/off command 145
ndmpd probe command (displays detailed status)
166
ndmpd status command (displays status) 165
ndmpd version command (shows max version
supported) 152
NFS clients, using cpio command with 45
nongualified tape drives
defined 38
emulating qualified tape drives 39

@)
options
ndmpd.preferred_interface (sets preferred
network interface) 154
ndmpd.preferred_interface disable (disables
preferred network interface) 155
tape.persistent_reservations (associates tape
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device with onefiler) 42
options backup.log.enable command (turns event
logging on or off) 184

P

parallel backups 54
permissions limitations, in dump and restore 47
persistent tape reservations 42
physical path names (PPNSs)
definition 16
example 17
format 17

Q

gtrees
backing up with dump command 48
displaying atable of contents for restoring
from tape 113
excluding data from backup 68
omitting data from dump command 68
omitting information from tape restores 126
qualified tape drives, defined 34

R

remote hosts 8
Remote Shell
using automatic confirmation when restoring
from tape 124
using dump command through, benefits of 53
using to display table of contents for restores
from tape 112
using with specified files to dump 67
reservations, tape 42
restartable backups
deleting 96
finding when needed 92, 94
qualifications 94
restore command
Data ONTAP version compatibility 99
data that cannot be restored 99
disk space required for 102
displaying atable of contents (list of files) 113
displaying atable of contents (list of gtrees)
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113
for other than original path 104
how it works 100
how to run 109
ignoring inode limitations 122
information required for using 102
omitting ACLs 125
omitting gtree information 126
options 107
permissions limitations 47
preparing for 101
restoring entirefiler
procedure 129
to different location, example 131
to original location, example 131
restoring files
from multiple tapes on single-tape drive,
example 135
from multiple tapes on tape stacker,
example 136
from multiple tapes on two single-tape
drives, example 135
from remote filer, example 134
from tape drive on a Solaris system,
example 134
restoring incremental backups 128
restoring individual files, example 133
rules 106
running atest restore 127
specifying afull restore 111
specifying arestore destination 119
specifying aresumed restore 114
specifying atapefile 118
specifying automatic confirmations 124
specifying individual filesto restore 110
specifying restore status 121
specifying tape devices 116

restore event log

aborted restore, example 183
successful restore, example 182

restore events 182
restores

displaying atable of contents (files) 112
displaying atable of contents (qtrees) 113
event logging for 177
ignoring inode limitations 122
incremental 128
omitting ACLs 125
omitting gtree information 126
preparing for 101
restoring entire filer
procedure 129
to different location, example 131
to original location, example 131

restoring files
from multiple tapes on tape stacker,
example 136

from multiple tapes on two single-tape
drives, example 135
from remote filer, example 134
from tape drive on a Solaris system,
example 134
restoring individual files, example 133
running atest restore 127
specifying afull restore 111
specifying arestore destination 119
specifying aresumed restore, procedure 114
specifying aresumed restore, rules 114
specifying atapefile 118
specifying automatic confirmations 124
specifying individual files to restore 110
specifying restore status 121
specifying tape devices 116
types of 107

syntax 106 rewind type, specifying for tape devices 9
tapes required for 102 rmt protocol 46
types of restores 106, 107 rules
using Remote Shell for displaying table of dump command 55
contents 112 for dumpdates file 75

using with Remote Shell 103
when to use 98
Windows NT ACLs 107

Index

for excluding files from dump command 69
for restore command 106
for specifying aresumed restore 114
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SCSI ID, of tape drives, displaying 25
single-tape tape drives 84
snapshots
snapshot_for_backup file 48
Solaris ufsrestore command 47
special messages Xiii
stackers, tape, backupsto 84
storage (aliasing) commands
storage alias (assigns tape alias) 20
storage alias (displays tape aiases) 19
storage show (displaystape driveinformation)
19
storage unalias (removes tape aias) 21
storage alias command (assigns tape aias) 20
storage alias command (displays tape aliases) 19
storage show command (displays tape drive
information) 19
storage show tape supported command (shows
acceptable tape drives) 14
storage stats tape command (displays tape
statistics) 12
storage stats tape zero command (restarts tape
statistics display) 13
storage unalias command (removes tape alias) 21
subtrees, defined 66
sysconfig -m command (showsinformation on tape
media changers) 26
sysconfig -t command (shows tape drive
information) 25
sysconfig -v command (shows tape drive
connections to filer) 26

T
tape aliases

definition 16

how to display 18

on multiplefilers 21

physical path names (PPNs) 16
tape backups. See backups to tape (dump
command)
tape blocks, specifying the size for dump 72
tape configuration file, example 35
tape devices
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defined 7
example of name listing 10
examples of names 10
format of names 8
local, defined 8
on remote Solaris systems 8
remote, defined 8
reserving 42
specifying compression type of 10
specifying for aresumed restore of 116
specifying rewind number of 9
specifying rewind type of 9
specifying when restoring data 108
tape libraries, qualified tape drivesin 24
tape stackers, backing up to multiple tapes on
84
usefor 8
tape drive configuration commands
sysconfig -m (shows information about tape
media changers) 26
sysconfig -t (shows tape drive information) 25
sysconfig -t (shows what tape drives are on a
filer) 24
sysconfig -v (shows tape drive connections to
filer) 26
tape drive slot on thefiler, displaying 25
tape drives
adding Fibre-Channel-attached drives
dynamically 23
connections to filer, displaying information
about 26
controlling tape movement 29
displaying compression capacity 25
displaying SCSI IDs 25
displaying which ones are on afiler 24
displaying which supported 14
how filer qualifies 36
in tape stackers, listing qualified 24
local, specifying backups on 79
moving tape backward (mt -bsf) 31
moving tape forward, skipping files (mt -fsf)
31
multiple tapes, using for backup on atape
stacker 84
nongualified
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defined 38

displaying information 38

emulating qualified tape drives 39
getting information for emulation 39
information needed for emulation 38
using 24

positioning tape to end of data (mt -eom) 30

qualified

defined 34

list of 24
qualifying nonqualified drives 34
remote, specifying 8
reserving 42
rewinding tape (mt -rewind) 32
showing status (mt -status) 33
single-tape, using multiple tapes on 84
skipping files (mt -bsf) 31

tape media changers, displaying information

about 26

unloading tape after rewind (mt -offline) 32

usable by NDMP 141
tapefiles
compression types 28
definition of 28
maximum size for dump 74
specifying local tape device names of 64
specifying remote tape device names of 65
specifying size for dump of 74
tape libraries
defined 139
qualified tape drivesin 24
recognized by filers 141
showing names assigned to 141
using with NDMP 141

tape media changers, displaying information about

26
tape quaification files
creating 34
error messages related to, example 36
format 34
how used by filer 36
list of SCSI command timeout values 34
requirements 34
tape restores
displaying atable of contents (files) 112
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displaying atable of contents (qtrees) 113
ignoring inode limitations 122
incremental 128
omitting ACLs 125
omitting gtree information 126
preparing for 101
restoring entire filer
procedure 129
to different location, example 131
to original location, example 131
restoring files
from multiple tapes on tape stacker,
example 136
from multiple tapes on two single-tape
drives, example 135
from remote filer, example 134
from tape drive on a Solaris system,
example 134
restoring files from multiple tapes on single-
tape drive, example 135
restoring individual files, example 133
running atest restore 127
specifying afull restore 111
specifying arestore destination 119
specifying aresumed restore, rules 114
specifying atapefile 118
specifying automatic confirmations 124
specifying individual files to restore 110
specifying restore status 121
specifying tape devices 116
types of 107
tape stackers
backing up to multiple tapes on 84
displaying information about 26
tape statistics
displaying 12
restarting display 13
tape diasfile21
tapes
backing data up to 43
displaying statistics 12
estimating number needed for backups 52
insufficient number of for backups 52
reasons to use for backups 44
required for restore 102
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restarting tape statistics display 13
restoring data from 100

terminology Xi

Vv

variables, environment
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about 156

ACL_START 157

BASE DATE 157
DATA_BLOCK_SIZE 157
DEBUG 157

DIRECT 158
DMP_NAME 158
DUMP_DATE 158
ENHANCED_DAR_ENABLED 159
EXCLUDE 160
EXTRACT 160
EXTRACT_ACL 160
FILESYSTEM 160
FORCE 161

HIST 161

IGNORE_CTIME 161
IGNORE_QTREES 162

LEVEL 162

LIST 162

LIST_ QTREES 162
MULTI_SUBTREE_NAMES 162
NDMP_UNICODE_FH 163
NDMP_VERSION 163
NO_ACLS 163
NON_QUOTA_TREE 163
NOWRITE 164
REPLICATE 164
RESTART 164

specifying 156

supported 156

UPDATE 164

VERBOSE 164

what they are 156

volumes, backing up with dump command 48

w

Windows NT ACLs, omitting from restores from

tape 125
worldwide names (WWNs) 18

Index



	Data ONTAP™ 7.0 Data Protection Tape Backup and Recovery Guide
	Copyright and trademark information
	Table of Contents
	Preface
	Introduction to Data Protection
	Data protection options
	Tape backup and recovery

	Tape Drive Management
	Understanding tape devices
	Displaying tape device statistics
	Displaying supported tape drives
	Assigning tape aliases
	Displaying tape device and tape drive information
	Understanding tape files
	Controlling tape drives
	Qualifying tape drives dynamically
	Using nonqualified tape drives
	Enabling and disabling persistent reservations

	Data Backup to Tape
	Introduction to data backup to tape
	How the dump command works
	Preparing to use the dump command
	Using the dump command
	Appending backups to a tape
	Examples of the dump command
	Verifying the contents of a dump command backup
	Checking the status of a dump command backup
	Restarting a dump command backup
	Deleting restartable dump command backups

	Data Restoration from Tape
	About data restoration
	What the restore command recovers
	How the restore command works
	Preparing to use the restore command
	Using the restore command
	Restoring incremental backups
	Restoring the entire filer
	Restore examples

	Using NDMP Services
	Learning about NDMP services on the filer
	Using tape devices with NDMP
	Preparing a filer for basic NDMP backup application management
	Enabling or disabling NDMP service
	Managing NDMP security features
	Specifying the NDMP version
	Specifying a preferred network interface
	Specifying environment variables for backup applications
	Displaying NDMP session status
	Displaying NDMP debug messages
	Terminating an NDMP session
	Copying data with ndmpcopy

	Event Logging for Backup and Restore
	About event logging for backup and restore
	Event log messages
	Enabling or disabling event logging

	Glossary
	Index


