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SnapDrive overview

SnapDrive for Windows enables you to automate storage provisioning tasks and to manage data in
Microsoft Windows environments. You can run SnapDrive on Windows hosts in either a physical or
virtual environment.

What SnapDrive does

SnapDrive software integrates with Windows VVolume Manager so that storage systems can serve as
virtual storage devices for application data in Windows Server 2008 and Windows Server 2012
environments.

SnapDrive manages LUNSs on a storage system, making these LUNs available as local disks on
Windows hosts. This allows Windows hosts to interact with the LUNSs just as if they belonged to a
directly attached redundant array of independent disks (RAID).

SnapDrive provides the following additional features:

It enables online storage configuration, LUN expansion, and streamlined management.

It enables connection of up to 168 LUNs.

It integrates Data ONTAP Snapshot technology, which creates point-in-time images of data
stored on LUNSs.

It works in conjunction with SnapMirror software to facilitate disaster recovery from either
asynchronously or synchronously mirrored destination volumes.

It enables SnapVault updates of gtrees to a SnapVault destination.
It enables management of SnapDrive on multiple hosts.

It enables support on Microsoft cluster configurations.

It enables iSCSI session management.

What SnapDrive does not do

Some functionality is currently not supported in SnapDrive for Windows.

A LUN managed by SnapDrive cannot be configured as a “dynamic” disk (a storage device that
is divided into volumes rather than partitions); it can serve only as a “basic” disk (a storage
device for host-side application data).

A LUN cannot be configured as an extended partition.

SnapDrive supports only a single, primary partition on a LUN.

LUNSs created in OnCommand System Manager or at the storage system command line cannot be
managed unless certain steps are taken to prepare these disks for SnapDrive.

SnapDrive supports LUNSs on gtrees, but you cannot manage quotas from SnapDrive.
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LUNSs can be created within a gtree and quota limits for that qtree are enforced; therefore, you
cannot create a LUN or expand an existing LUN beyond the quota limit set for that gtree.
SnapDrive supports the use of SnapMirror to replicate volumes but not individual gtrees.
SnapDrive does not support the creation of CSVs with a drive letter or a volume mount point on
Windows Server 2008 R2 and Windows Server 2012.

When you have made Snapshot copies from SIS clones, you cannot make new Snapshot copies
until you have completed background sharing work. SIS clones made from Snapshot copies
prevents creation of new Snapshot copies until background sharing work is completed.

When you are operating in a Cluster-Mode environment, SnapDrive must be installed on all
nodes in the cluster.

Related tasks

Managing LUNSs not created in SnapDrive on page 115

Recommendations for using SnapDrive

Follow these recommendations whenever you use SnapDrive for Windows.

Use SnapDrive to create and manage all the LUNSs on your storage system.

Use the OnCommand System Manager to set up and configure your storage system and to
provision volumes for use with SnapDrive.

If you want to dedicate all free space on a volume to LUNSs, set the snap reserve setting on the
storage system to O percent.

Place all LUNSs connected to the same host on a dedicated volume accessible by just that host.
Unless you can be sure that name resolution publishes only the storage system interface you
intend, configure each network interface by IP address, rather than by name.

If you use Snapshot copies, you cannot use the entire space on a storage system volume to store
your LUN.

The storage system volume hosting the LUN should be the size of all the LUNSs on the volume,
with enough additional space for the Snapshot copies of the volume. The additional space should
be based on the change rate of the LUNSs in the volume and the retention policy for the Snapshot
copies.

Do not create any LUNs in /vol/volO. This is a storage system limitation.

This volume is used by Data ONTAP to administer the storage system and should not be used to
contain any LUNs.
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SnapDrive components

Several components are integrated into the SnapDrive for Windows software. This topic describes

those components.

The following SnapDrive components are integrated in the software and are automatically installed

during installation:

SnapDrive “snap-

n

SnapDrive
command-line
interface

Underlying
SnapDrive service

Data ONTAP
Volume Shadow
Copy Service (VSS)
Hardware Provider
on Windows Server
2008 and Windows
Server 2012 hosts

Related concepts

This software module integrates with the Microsoft Management Console
(MMC) 3.0 to provide a graphical interface for managing LUNSs on the
storage system. The module does the following:

» Resides in the Windows Server 2008 or 2012 computer management
storage tree

» Provides a native MMC snap-in user interface for configuring and
managing LUNs

» Supports remote administration so that you can manage SnapDrive on
multiple hosts

* Provides SnapMirror integration

» Provides AutoSupport integration, including event notification

The sdcli.exe utility enables you to manage LUNs from the command
prompt of the Windows host. You can do the following tasks with the
sdcli.exe utility:

e Enter individual commands
* Run management scripts

This software interacts with software on the storage system to facilitate
LUN management for the following:

* Ahost
» Applications running on a host

The Data ONTAP VSS Hardware Provider is a module of the Microsoft
VSS framework. The Data ONTAP Hardware Provider enables VSS
Snapshot technology on storage systems when SnapDrive is installed on
Windows Server 2008 and 2012 hosts.

SnapDrive command-line reference on page 182
Understanding the VVolume Shadow Copy Service on page 140
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SnapDrive licensing

Your SnapDrive license can reside either on the local host or on the storage systems that you are
using SnapDrive to manage.

If you choose to install SnapDrive with licensing per storage system rather than with a host-side
license, you can execute SnapDrive operations only on storage systems that have a SnapDrive or
SnapManager license installed. Licensing SnapDrive on the storage system requires Data ONTAP
7.2.6 or later. In Cluster-Mode, you can execute SnapDrive operations with only host-side license,
that have a SnapManager license on host or SnapManager_suite license Cluster-Mode Storage
(Cserver).

Note: You must add Cserver credentials in the transport protocol setting to enable a cluster-wide
user to query any license.

How LUNs work

The following section describes how LUNs work by interacting with Windows hosts and with
storage systems.

How the storage system interacts with the LUN
To the storage system, a LUN is a logical representation of a physical unit of storage.
The storage system handles each LUN as a single storage object. The size of this LUN is slightly

larger than the raw disk size reported to the Windows host. SnapDrive must be used to expand the
disk because SnapDrive expands both the LUN and the Windows partition.

How Windows hosts interact with a LUN
You manage LUNs on the storage system just as you manage other Windows disks that store
application data.

LUNSs on the storage systems are automatically formatted by SnapDrive the same way that you
format other Windows disks. Moreover, a Windows host interacts with all user data files on the LUN
as if they were NTFS files distributed among the disks of a locally attached RAID array.

LUN capabilities and limitations
A LUN managed by SnapDrive can be used for data storage and can be a boot disk. A LUN cannot
be a dynamic disk.

SnapDrive can also make a Snapshot copy of LUNs when they are used for data storage, and it can
work with SnapMirror at the volume level and SnapVault at the gtree level for data protection.
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Protocols for LUN access
You can access the SnapDrive-created LUNSs using either FC or iSCSI protocol, or both.

You must have the appropriate hardware and firmware, if any, and software installed on your host
and the storage system before you can use these protocols to access LUNS.

How data is accessed from LUNs

In a SAN environment, an initiator (on the Windows host) initiates a SCSI 1/0 operation to a target
(storage system). The operation can be initiated using either the FC or the iSCSI protocol, depending
on the type of initiator installed on your Windows host and the setup on the target. A target can
receive SCSI requests using FC if a supported HBA is installed and FC is licensed. Similarly, a target
can receive SCSI requests using iSCSI if a supported HBA or the Microsoft iSCSI Software Initiator
is installed, and if iSCSI is licensed.

After a target receives a SCSI 1/0O request, the appropriate operation is performed by writing data to
or fetching data from the LUN.

Disk allocation considerations

Resources you should consider when you plan disk allocation on the storage system include RAID
groups, hot spare disks, and aggregates.

RAID group configuration
Plan RAID groups carefully to ensure the best performance and availability of data on your storage
system.

You can assign more than one RAID group to a single storage system aggregate; in fact, you should
do so if the aggregate contains more than 14 disks. This ensures data integrity and availability if
multiple disks fail simultaneously within the same aggregate.

The number of disks in each RAID group on an aggregate should be balanced to allow maximum
performance.

Hot spare disks
A hot spare disk should always be available on your storage system in the event that an active disk
fails.
Hot spare disks are disks held in reserve globally, in case an active disk fails.

Hot spare disks in a storage system do not belong to any particular volume. In fact, any disk in the
storage system that has not yet been assigned to a RAID group or aggregate (and has not been
marked bad) is treated as a hot spare.

If the storage system has multiple volumes, any available spare can replace a failed disk on any
aggregate, as long as the following conditions are true:
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e The spare is as large as or larger than the disk it replaces.
» The replacement disk resides on the same storage system as the failed disk.

Note: To receive proactive alerts about the status of disks in your storage system, enable the Data
ONTAP AutoSupport feature.

How many hot spares you should have
Having insufficient spares increases the risk of a disk failure with no available spare, resulting in a
degraded RAID group. The number of hot spares you should have depends on the Data ONTAP disk
type.

For RAID groups composed of SSDs, you should have at least one spare disk.

For all other Data ONTAP disk types, you should have at least one matching or appropriate hot spare
available for each kind of disk installed in your storage system. However, having two available hot
spares for all disks provides the best protection against disk failure. Having at least two available hot
spares provides the following benefits:

« When you have two or more hot spares for a data disk, Data ONTAP can put that disk into the
maintenance center if needed.

Data ONTAP uses the maintenance center to test suspect disks and take offline any disk that
shows problems.

» Having two hot spares means that when a disk fails, you still have a spare available if another
disk fails before you replace the first failed disk.

A single spare disk can serve as a hot spare for multiple RAID groups.

How you use aggregates to provide storage to your volumes

To support the differing security, backup, performance, and data sharing needs of your users, you can
group the physical data storage resources on your storage system into one or more aggregates. You
can then design and configure these aggregates to provide the appropriate level of performance and
redundancy.

Each aggregate has its own RAID configuration, plex structure, and set of assigned disks or array
LUNSs. The aggregate provides storage, based on its configuration, to its associated FlexVol volumes.

Aggregates have the following characteristics:

» They can be composed of disks or array LUNSs.

» If they are composed of disks, they can be single-tier (composed of only HDDs or only SSDs) or
they can be Flash Pools, which include both of those storage types in two separate tiers.

For information about best practices for working with aggregates, see 7Technical Report 3437:
Storage Subsystem Resiliency Guide.

Related information

Technical Report 3437: Storage Subsystem Resiliency Guide


http://media.netapp.com/documents/tr-3437.pdf

How volume space is used
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SnapDrive uses space on a storage system volume for LUNs and their data, and also for the data that
changes between Snapshot copies, the LUN's active file system, and for metadata.

Volume size rules

Storage system volumes that will hold LUNs must be large enough to hold all the LUNSs in the
volume, as well any Snapshot copies if Snapshot copies are created.

The following factors govern the appropriate minimum size for a volume that holds a LUN:

» If the LUNSs are space reserved, then the volume must be more than twice the combined size of all
the LUNSs on the volume if a Snapshot copy of the volume is created. This enables the volume to

hold the LUNSs in a fractional reservation area.

No matter how much the contents of the LUNSs change between Snapshot copies, the entire

contents of the disks are written to the volume.

» The volume must also provide enough additional space to hold the number of Snapshot copies
you intend to keep online.
The amount of space consumed by a Snapshot copy depends on the amount of data that changes
after the Snapshot copy is taken. The maximum number of Snapshot copies is 255 per storage

system volume.

Volume and storage system options set by SnapDrive

SnapDrive for Windows automatically checks and resets some storage system and volume options.
Key points when SnapDrive checks and resets options:

*  When you start SnapDrive
e When you create a LUN
* When you connect a LUN to a host

The following table shows the defaults that are reset and when those resets take place; you should not

change these values.

Option type Option SnapDrive setting When
LUN LUN reserved LUN reservation setto |. Disk creation
Enabled
Volume nosnapdir Off « Disk creation
« Disk connection
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Option type Option SnapDrive setting When

Volume Snapshot copy Off « Disk creation
schedule « Disk connection

Volume create_ucode on « Disk creation
convert_ucode » Disk connection

Note: These volume
options are no longer
used, but they are set
to maintain
backwards
compatibility with
earlier versions of
SnapDrive.

How LUN reservations work

When reservations are enabled for one or more LUNSs, Data ONTAP reserves enough space in the
volume so that writes to those LUNSs do not fail because of a lack of disk space.

Reservations are an attribute of the LUN; they are persistent across storage system reboots,
takeovers, and givebacks. Reservations are enabled for new LUNs by default, but you can create a
LUN with reservations disabled or enabled.

When a volume contains one or more LUNSs with reservations enabled, operations that require free
space, such as the creation of Snapshot copies, are prevented from using the reserved space. If these
operations do not have sufficient unreserved free space, they fail. However, writes to the LUNs with
reservations enabled continue to succeed.

You can enable reservations for LUNs contained by volumes with volume guarantees of any value.
However, if the volume has a guarantee of none, reservations do not provide protection against out-
of-space errors.

Example

If you create a 100-GB space-reserved LUN in a 500-GB volume, that 100 GB of space is
immediately allocated, leaving 400 GB remaining in the volume. In contrast, if space
reservation is disabled on the LUN, all 500 GB in the volume remain available until writes are
made to the LUN.
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Disk space usage with space reservation

When space reservation is enabled, the amount of space available on a volume containing LUNs
determines whether Snapshot copy creation can take place.

When you first create a LUN with space reservation enabled, it is granted a space reservation equal
to its size. This reserved space is subtracted from the total available disk space on the storage system
volume on which the LUN resides.

When you create a Snapshot copy of the storage system volume holding the LUN, that Snapshot
copy locks down all the disk blocks occupied by live data.

By monitoring the remaining available space in the storage system volume, the available space in the
volume determines whether Snapshot copy creation is allowed. When the amount of available space
on the storage system volume falls to below the threshold you set to prevent overwriting space
reserved LUNSs, Snapshot creation is blocked.

How fractional reserve works

Fractional reserve, also called LUN overwrite reserve, enables you to control the size of the
overwrite reserve for a volume. By using this volume attribute correctly, you can maximize your
storage utilization.

The fractional reserve setting is expressed as a percentage, however the only valid values are 0 and
100 percent.

Generally, you set fractional reserve to zero. In SAN environments, if you are not using automatic
Snapshot deletion, you might set the fractional reserve setting to 100 percent to provide LUN
overwrite reserve as a safeguard to ensure that enough space is reserved in the volume for data that is
being overwritten between Snapshot copies.

If the fractional reserve setting is 100, providing full LUN overwrite reserve, you might not be able
to create more Snapshot copies or use other block-sharing capabilities, but you can always overwrite
any data in your LUN, even if block-sharing capabilities are in use.

Setting fractional reserve to 0 percent causes LUN overwrite reserve for that volume to be reduced to
0 percentage. Writes to the space-reserved files and LUNSs in that volume are no longer
unequivocally guaranteed when block-sharing capabilities are in use.

Reducing the fractional reserve percentage to zero does not affect the size of a LUN. You can write
data to the entire size of the LUN.

The default value and allowed values for the fractional reserve setting depends on the guarantee of
the volume:

» For volumes with a guarantee of volume, the default value is 100, and the allowed values are 0
and 100.
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For volumes with a guarantee of none, the default value is 0, and the allowed values are 0 and
100.

For volumes with a guarantee of Fi le, the fractional reserve setting cannot be changed; it is
always 100.

Fractional reserve is generally used for volumes that hold files or LUNs with a small percentage of
data overwrite.

Example

If you create a 500-GB reserved LUN in a volume with a guarantee type of volume, Data
ONTAP ensures that 500 GB of free space always remains available for that LUN to handle
writes to the LUN.

If you later set fractional reserve to 0 for the LUN's containing volume and then create a
Snapshot copy, the blocks used in the LUN are locked, and Data ONTAP does not reserve any
space in the volume for future overwrites to the LUN. Any subsequent overwrites to the LUN
could fail due to insufficient free space in the volume, unless you configure the volume to
automatically provide more free space, and provide sufficient free space in the aggregate.

SnapDrive for Windows GUI icon descriptions

The SnapDrive for Windows graphical user interface (GUI) uses icons to represent objects that are
available in SnapDrive, the state of those objects, and actions you can perform from MMC.

Icon Description

H -

Create disk

Manage igroups

m Connect disk

Disk properties
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Description

Snapshot copy

Consistent Snapshot copy

Inconsistent Snapshot copy

Create Snapshot copy

Resize disk

Delete disk

Disconnect disk

Force disconnect disk

Change drive letter and path

Update SnapMirror

Add/remove initiator

EEEEEEHEEEEE" '|B

Start Space Reclaimer
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Description

Stop Space Reclaimer

iR

LUN refresh

n
1

o)

Snapshot copy refresh

ol
r

Restore disk

Rename Snapshot copy

Uil
1

Delete Snapshot copy

SnapVault update

Host connected

Host not connected

Add SnapDrive server

N | Q@ v B E

iSCSI management

]

Disconnect iSCSI target
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lcon

Description

%

Disconnect iSCSI session

=K

Establish iSCSI session

iSCSI sessions

Transport protocol

Cluster shared disk

1

AT
1=

Cluster shared SnapMirror disk

Dedicated SnapMirror disk

“ofl 03

SAN boot LUN
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Features added in SnapDrive 6.5 for Windows

SnapDrive 6.5 for Windows introduces support for Windows Server 2012.
SnapDrive 6.5 for Windows includes the following new features:
» Support for Windows Server 2012

» Support for Cluster Shared VVolumes 2.0
» Support for VM live migration
» Support for storage live migration

Understanding the new features of Windows Server 2012

The introduction of Windows Server 2012 provides new features for use with your Microsoft
products. The changes include improvements to CSV 2.0 and some enhancements to Hyper-V.

The following features are new to Windows Server 2012:

*  CSV 2.0 in Windows Server 2012 on page 26
*  Hyper-V enhancements on page 27

CSV 2.0 in Windows Server 2012

The introduction of Windows Server 2012 provides new features for Cluster Shared VVolume (CSV)
2.0 that include a new file system, changes to CSV writer, changes to CSV shadow copy, and
enhancements to CSV backup.

Windows Server 2012 includes the following changes to CSV 2.0:

* The CSV File System (CSVFS) is available on all nodes in the cluster as a new distributed file
system.

e CSV Writer serves volume and component-level metadata from the non-requesting node for CSV
volumes and acts as a proxy by including the Hyper-V writers from the remote node for the
backup session.

e The CSV shadow copy provider acts as the default software provider for CSV volumes and co-
ordinates VSS freeze and VSS thaw across all cluster nodes to provide application and crash
consistency.

The CSV shadow copy provider ensures that a CSV Snapshot volume is writable on the
requesting node.

» CSV now supports one application-consistent Snapshot volume across all CSVs for multiple
virtual machines.

The CSV volume from the Snapshot volume is exposed to all the virtual machine owner nodes, to
perform autorecovery.
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CSV goes into redirected 1/0 mode only during Snapshot creation and not during backup.

Hyper-V VSS backup changes with Windows Server 2012

You should be aware that Windows Server 2012 introduces changes to the application transaction log
and BackupComplete in Hyper-V VSS.

The following changes to Hyper-V VSS backups are introduced in Windows Server 2012:

» The application transaction log for the virtual machine is maintained in a consistent state in case
of hardware snapshot failures.

e The Hyper-V VSS integration components call BackupComplete inside the virtual machine after
the VSS requestor (for example, SnapManager for Hyper-V) that is running on the Hyper-V
parent calls BackupComplete.

SnapDrive limitations on Windows Server 2012

You should be aware of some limitations when deploying Windows Server 2012 on SnapDrive 6.5
for Windows.

« The host utility kit for Windows disables Windows Server 2012 native space reclamation feature.

» Data ONTAP does not support Windows Server 2012 native thin provisioning.

* SnapDrive 6.5 for Windows does not support Remote VSS and SMB 3.0.

* You cannot perform storage replication from Hyper-V Replica.

* You should not perform any SnapDrive disk related operations on the LUN hosting the virtual
machines during live virtual machine migration and storage migration.

» While Windows Server 2012 allows you to create a disk larger than 16 TB, you cannot create a
Data ONTAP LUN larger than 16 TB.

*  When you add new nodes to your cluster on Windows Server 2012, remap the LUNS to the new
nodes.

» SnapDrive for Windows operating in Windows Server 2012 does not support Data ONTAP DSM.
For multipath 10 (MPI10O) operations, use Microsoft Device Specific Module.

» Windows Host Utility kit is mandatory for Windows Server 2012, on both physical and guest
operating systems.
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Features supported

SnapDrive for Windows supports a variety of protocols and applications, and it offers a number of
features to enable LUN provision and Snapshot copy management in virtual and non-virtual
Windows environments.

Support for creating disks on a Vserver in Cluster-Mode

You can use SnapDrive for creating disks on a Vserver in Cluster-Mode. You must have Vserver
administrator privileges to create a disk. You must also meet certain requirements before you create
the disk.

You can create a disk using the Create Disk Wizard.

Requirements for creating disks on a Vserver in Cluster-Mode

You must be aware of the configuration requirements before you create a disk on a Vserver in
Cluster-Mode.

» Vserver administrator (vsadmin) account is unlocked.

For more information on how to unlock a vsadmin account, see the Data ONTAP Cluster-Mode
Commands: Manual Page Reference.

» SAN protocol is enabled and configured on the Vserver.
e Use HTTP or HTTPS protocol to connect or create a disk on a Vserver.
RPC protocol is not supported in Cluster-Mode.

* You must use Vserver management LIF and set the management firewall policy, data role, and
protocols to none.

For more information about Vserver and Vserver administrator capabilities, see the Data ONTAP
Viserver Administrator Capabilities Overview Guide for Cluster-Mode.

Support requirements for performing Snapshot copy
operations in VMDKs on NFS and VMFS datastores

You can use SnapDrive for Windows with the Virtual Storage Console Backup and Recovery
capability when you want to create or delete Snapshot copies in VMDKSs on NFS and VMFS
datastores.

The following conditions must exist before you can use SnapDrive to create and delete Snapshot
copies in VMDKSs on an NFS or VMFS datastore:

« Virtual Storage Console is installed and the appropriate IP address and port number is configured
in SnapDrive for Windows.
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SnapDrive provides a Virtual Storage Console configuration panel in the Installation wizard.

To use SnapDrive's space reclamation feature in VMDK files, Data ONTAP 7.3.4 or later is
installed on your storage system.

Virtual Storage Console is installed on either the same system running the vCenter Server or on
another 32-bit or 64-bit Windows computer.

Virtual Storage Console is available and reachable from the virtual machine on which SnapDrive
for Windows is installed.

The storage system IP address is configured in the Virtual Storage Console to enable
identification of VMDKSs created across NFS and VMFS datastores.

For more information about configuring Virtual Storage Console, see the Virtual Storage Console for
VMware vSphere Installation and Administration Guide.

Snapshot copy support limitations on VMDKSs

SnapDrive has some limitations of which you should be aware before using SnapDrive to perform
Snapshot copy operations on VMDKSs.

The following VMDK limitations exist:

You cannot create VMDKSs on Virtual Storage Console mounted datastores.

You cannot create a Snapshot copy on a VMDK that contains VMware snapshots.

If you try to create a Snapshot copy using SnapDrive when a VMware snapshot exists, SnapDrive
displays an error indicating that backup creation has failed, and Snapshot copy mount and restore
operations cannot occur.

SnapDrive does not support VMDKSs on NFS and VMFS datastores for Cluster-Mode.

When you migrate a VMDK disk from one VM to another, the Snapshots copies taken earlier
cannot be listed in the destination VM.

Support requirements for space reclamation in VMDK files
in NFS datastores

You can use the Space Reclaimer feature to reclaim space left by recently freed blocks in VMDK
files located in NFS datastores when you use SnapDrive for Windows with Virtual Storage Console
in an ESX environment.

You can run Space Reclaimer on VMDK files using SnapDrive MMC and sdcli.exe.

SnapDrive supports VMDK file space reclamation in NFS datastores in the following cases:

When VMDK files have the simple extent type FLAT
Space reclamation is not supported on sparse extents and VMFS datastores.
When Virtual Storage Console is present

If Virtual Storage Console is not available, SnapDrive is unable to discover VMDKSs and,
therefore, cannot reclaim space on VMDK files.
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e When SnapDrive is configured with either ESX server or vCenter credentials
* When Data ONTAP 7.3.4 or later is installed on your storage system

SnapDrive support in Windows Server 2008 and 2012 Server
Core

Windows Server 2008 and 2012 Server Core, including Windows Hyper-V, is supported by
SnapDrive for Windows, and it enables remote LUN management using SnapDrive sdcli .exe and
MMC from a standard Windows server.

A Windows Server 2008 and 2012 Server Core installation provides a scaled-back environment for
running specific server roles. The minimum environment reduces maintenance and management
requirements, and also reduces the attack surface for the server roles. There is no GUI, which allows
the server to run faster; however, you can create virtual machines (VMs) on the Server Core, and
Windows Server can be installed in those VMs.

After you install SnapDrive on the Server Core system, you can manage SnapDrive remotely from a
non-server core SnapDrive system by using the Add SnapDrive Server option in the SnapDrive
MMC. You can then perform all SnapDrive management tasks using either SDCLI or MMC.

You can determine whether Hyper-V VMs have a virtual hard disk configured on a Data ONTAP
LUN by using the sdcli disk list command. The command output indicates whether or not a Hyper-V
VM is present on a LUN.

Related tasks

Creating a highly available Hyper-V virtual machine using SnapDrive on page 101
Preparing to install SnapDrive on Windows Server 2008 and 2012 Server Core on page 64
Installing SnapDrive on Windows Server 2008 and 2012 Server Core on page 66

Related references

SnapDrive command-line installation switch descriptions on page 158

Server Core limitations

Windows Server 2008 Server Core has some limitations you should keep in mind when using
ShapDrive in a Server Core environment.

» There is no Windows shell in the operating system and there is limited GUI functionality.
e Windows Server 2008 Server Core does not support .NET; however, the .NET framework is
supported on Windows Server 2008 R2 and 2012 Server Core systems.

» SnapDrive is supported only on X64 Server Core.
SnapDrive is not supported on X86 Server Core.

» Microsoft supports Hyper-V only on X64-based systems; therefore, SnapDrive supports only X64
installations for Hyper-V support.
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e To comply with Microsoft best practices, on shared disks SnapDrive supports only one Hyper-V
virtual machine per LUN in a failover cluster.

Note: This limitation does not pertain to Cluster Shared VVolumes in Windows Server 2008R2
or higher.

Requirements for managing SnapDrive on Windows Server Core systems

You must verify the requirements for remotely managing SnapDrive on a Windows Server Core
system.

The following conditions must exist in order to manage SnapDrive remotely on a Windows Core
Server system.

» The remote Windows system and the Server Core system must both have the same CPU type. For
instance, they must both use an x64 CPU.

e The remote Windows system and the Server Core system must be in the same domain.

Support for dynamically adding and removing pass-through
disks on Hyper-V virtual machines

SnapDrive supports the Windows Server 2008 R2 feature that enables you to add or remove a pass-
through disk on a Hyper-V virtual machine without shutting down that virtual machine. This is
sometimes called “the hot add and remove feature.”

A pass-through disk is a disk that is physically connected to a Hyper-V parent host and is assigned to
a Hyper-V virtual machine as a SCSI hard disk for use by that virtual machine.

The following configuration requirements must be met to use this feature:

e You must be using Windows Server 2008 R2.
* .NET 3.5 SP1 or higher must be installed on the Hyper-V parent hosts.

» A version of SnapDrive that supports this feature must be installed on all Hyper-V parent hosts
and on all targeted Hyper-V virtual machines.

» Data ONTAP 7.3.1 or later must be installed on the storage system.

e IfiSCSI is used for the pass-through disk, the iISCSI groups must already be configured and the
iSCSI session between the storage system and the Hyper-V parent host must already exist.

» The SCSI controller must be added to target virtual machines in advance.
Adding a SCSI controller requires virtual machine downtime.

* The Hyper-V parent host and the virtual machine must have TCP/IP network communication to
all parent hosts and vice versa.

¢ A virtual machine must not have MPIO enabled.
¢ Onan HA VM on a shared disk, the virtual network names for both the nodes must be the same.

You can change the virtual network name of the parent node to ensure that the names are the
same. If the virtual network names are different, then the shared pass-through disk fails and the
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following error message is displayed: An exception occurred in the service when
handling the control request.

A pass-through disk must be created from an HA VM by providing the drive letter or mount
point.

If you do not provide a drive letter, SnapDrive displays the following error message: Pass-
through disk cannot be created or connected without mount point or drive
letter.

All the nodes in the cluster must be running the same version of Data ONTAP DSM.

The VM host name and the VM name must be the same.

Note:

Rel

If you uninstall SnapDrive for Windows, all SnapDrive registry key entries are removed from
your Windows host. If you reinstall SnapDrive, you must reconfigure pass-through disks.
When creating pass-through disks in the MCC, SnapDrive shows all the FCP initiators
(connected and unconnected) if it fails to find connected FCP initiators.

ated references

The disk create command on page 195
The disk connect command on page 196

Hyper-V pass-through disk support limitations

SnapDrive supports Hyper-V pass-through disks; however, there are some limitations related to this
feature.

SnapDrive does not support direct attached storage to a Hyper-V parent host.

Only Data ONTAP iSCSI and FC LUNSs are supported.

SnapDrive does not support LUNSs already mapped to a Hyper-V parent host.

A pass-through disk must be freshly provisioned from a storage system to be added dynamically.
Windows 2008 R2 does not support pass-through disks using IDE.

Windows 2008 R2 supports only SCSI disks.

Microsoft cluster shared volume (CSV) disks are not supported.

Hyper-V does not support the SnapDrive space reclaimer feature.

Pass-through LUN creation fails when Data ONTAP DSM is installed on Hyper-V virtual
machines.

Note: Removing MPIO will not remove MPIO iSCSI sessions that SnapDrive might have been
using. After removing MPIO, you must remove existing iSCSI sessions and, if needed, create
new iSCSI sessions.

Due to a Microsoft limitation, if a pass-through disk is down, the virtual machine to which the
disk is assigned cannot be rebooted.

To reboot the virtual machine, you must bring the pass-through disk back up, or remove it from
the virtual machine using Microsoft Hyper-V Manager or another Microsoft remote server
management tool.
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 If DataFabric Manager role-based access control is enabled on a SnapDrive for Windows Hyper-
V parent host, you cannot dynamically add or remove pass-through disks with SnapDrive in a
Hyper-V virtual machine.

» Windows Server 2008 Server Core does not support the ability to dynamically add and remove
Hyper-V pass-through disks because Server Core does not support Windows Communication
Foundation (WCF) Web services that are required to dynamically add and remove pass-through
disks.

Support for restoring data at the file level

You can use the SnapDrive command-line interface to restore one or more files from a Snapshot
copy.
You can use the file-level restore feature in the following cases:

» To restore generic files on a LUN from its corresponding Snapshot copy
A file being restored on a LUN can be a virtual hard disk, a database file, or any large, generic
file, provided that no applications or systems are affected by the restoration of those files.

» To restore the individual database files, provided that the administrator ensures that the files
being restored do not cause the database to become inconsistent

Attention: SnapDrive guarantees data consistency of files restored from a consistent Snapshot
copy; however, application consistency is outside the function of SnapDrive for Windows. Files
restored using the file-level restore operation might result in application inconsistency. Use file-
level restoration with caution, following the recommended practices for the operating system or
applications using the files. The file-level restore operation must be used by experienced
administrators with full knowledge of the operating system and applications using the files.

Related references

The snap restore command on page 206

Support for storage system access control

SnapDrive provides support for storage system access control to separate server administrator and
storage administrator functions, and to limit SnapDrive actions and operations that depend on the
user. This feature is not supported with Data ONTAP 8.1 Cluster-Mode.

SnapDrive enables you to control storage system access by reading a file called

AccessControl .xml that is created by the storage system administrator. The file is created in
the Zetc directory of the storage system root volume and lists the operations and storage resources
that are allowed access by users who are assigned specific roles. The access control file associates
access rights with specific storage resources. A tool called storacl.exe is used to edit the access
control file.
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Related references

Storage system access control operations descriptions on page 173
Storage system access control roles on page 174

Storage system access control commands on page 176

Storage system access control command examples on page 176

Using storage system access control

SnapDrive uses the AccessControl.xml file on the storage system to determine what roles are
assigned to a user and what operations are allowed for specific roles.

Before you begin

Install the storage access control (storacl.exe) tool on any Windows host to create and manage the
AccessControl.xml file on your storage system in the /etc directory of the root volume.

The executable is part of your SnapDrive installation and is located in the SnapDrive directory on
your host.

HTTPS must be enabled using the options ssl.enable command and secureadmin setup
ssl command on the storage system.

HTTP is also supported for use with vFiler units when using the MultiStore feature of Data
ONTAP software.

You must be logged in as root on the storage system.

About this task

Attention: Always use storacl .exe to modify the AccessControl.xml file. Using a standard
XML editor might corrupt the file and cause SnapDrive operations to fail.

Steps

1. Run storacl.exe from your Windows host to create a default AccessControl.xml file on the

specified storage system.

An AccessControl.xml file is created containing a default set of roles and operations with no
resources or access rights.

Using storacl.exe, edit the AccessControl.xml file to add or change users and to grant or deny
access rights to the storage system resources. You can also use the default entries.

SnapDrive opens and reads the AccessControl.xml file and caches the information on the
Windows host. SnapDrive uses this information to check resource access for all SnapDrive
operations, and grants or denies access depending on the role assigned to the user.

SnapDrive performs an rbac-access-check operation to compare the file timestamp on the
cached AccessControl.xml file with the timestamp on the AccessControl.xml file on the storage
system. If a change exists on the storage system version of the AccessControl.xml file, SnapDrive
refreshes the cached version.
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SnapDrive for Windows support for ESX iSCSI initiators

SnapDrive for Windows enables the use of ESX iSCSI initiators to provide LUN provisioning and
Snapshot copy management operations in a guest OS.

Note: The iSCSI initiators must be configured on the ESX server before you can use them with
SnapDrive. See your VMware documentation for more information about configuring ESX iSCSI
initiators on the ESX server.

SnapDrive supports ESX iSCSI initiators to provide the following features:

LUN enumeration using either the SnapDrive MMC or sdcli .exe

LUN migration with VMotion for LUNs connected with ESX iSCSI initiators
Creation of initiator groups using ESX iSCSI initiators

Physical mode RDMs using iSCSI initiators

A maximum of 56 LUNSs are supported in the guest OS.

ESX iSCSIl initiator limitations

SnapDrive supports the use of ESX iSCSI initiators, but there are some limitations you must keep in
mind.

SnapDrive does not support iSCSI session management using ESX iSCSI initiators.

You can add targets from the initiator list during LUN creation and connection.
Multipathing using both FC HBA and ESX iSCSI initiators is not supported.

Multipathing using both Microsoft iISCSI Software initiators and ESX iSCSI initiators is not
supported.

ESX iSCSI initiators require RDM files to provision a LUN, but Microsoft iSCSI Software
initiators do not have this requirement.

VMware limitations

RDMs are not supported on an NFS datastore; however, you can store RDMs in any connected
VMEFS datastore if the virtual machine is stored on an NFS.

MPIQ is not supported in a guest OS.

Windows Server 2008 failover clustering is not supported using ESX iSCSI RDM LUNSs.

In ESX/ESXi versions prior to 5.0, RDM LUNSs larger than 2 TB are not supported in a VMFS
3.0 datastore.

SnapDrive changes with MMC 3.0

SnapDrive's implementation of MMC 3.0 introduces some changes from previous versions of
SnapDrive, including the introduction of a new Action pane and improved error messages.
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Using the MMC 3.0 Action pane

You can use the new MMC 3.0 Action pane in SnapDrive to perform all the available operations for
a specific node or disk.

Steps

1. If the Action pane is not displayed (to the right of the main MMC Details pane), click the Show/
Hide Action Pane icon at the top of MMC.

The Action pane is displayed.

2. Inthe left MMC pane, click the instance of SnapDrive or a LUN for which you want to perform
an operation.

The available operations are displayed in the Action pane.

Error messages in MMC 3.0

SnapDrive uses new functionality in MMC 3.0 that enables SnapDrive to notify you when you type
incorrect information in a text box or field.

Rather than displaying an error message in a pop-up window, an error message icon is displayed next
to the field, along with an error description. Additional error details are viewed by using the mouse to
hover over the error icon.

MultiStore support features and restrictions
SnapDrive is supported on vFiler units when using the iSCSI protocol.

If a storage system uses the optional MultiStore feature of Data ONTAP software to create virtual
storage systems (vFiler units), SnapDrive can create, connect to, and manage LUNs on the vFiler
units in the same way it does on the physical storage system. You accomplish this by providing the
name for the vFiler unit rather than the name of the physical storage system to create a connection. It
is transparent to the host whether the attached storage system is a physical storage system or a virtual
vFiler unit.

If a LUN is in a vFiler unit on storage system with a FlexClone license, SnapDrive attempts to
connect to a Snapshot copy using a flexible clone. With Data ONTAP 7.2.2 and later, you have to set
the value of the Data ONTAP configuration option vFiler.vol_clone_zapi_allowto Onto
connect to a Snapshot copy of a volume or LUN in a vFiler unit.

Note the following restrictions to MultiStore support:

» SnapDrive is supported on vFiler units only when using the iSCSI protocol.
e The HTTPS protocol is not supported with MultiStore.
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HTTP and HTTPS transport protocol support features and
restrictions

SnapDrive for Windows enables you to use HTTP or HTTPS in addition to the default RPC protocol
for storage system communication. This feature, along with CIFS share dependency removal, enables
you to perform SnapDrive-related operations without having root access on the storage system.

SnapDrive enables you to configure HTTP or HTTPS for individual storage systems. It also enables
you to set a default transport protocol in case one has not been specified for individual storage
systems.

You can configure transport protocols either during or after SnapDrive installation.

The httpd.admin.enable option must be enabled on the storage system before SnapDrive can use
the HTTP or HTTPS protocol.

Note the following restrictions to HTTP and HTTPS transport protocol support:

e HTTPS is not supported with MultiStore.

» Using the domain administrator account for authentication results in significantly reduced
performance.

To avoid this issue, you must use a storage system account for authentication instead of the
domain account.

» SnapDrive 6.4 does not support RPC protocol while trying to connect to Cluster-Mode storage
systems; use HTTP or HTTPS protocol.

Adding storage system capabilities for HTTP users

You can enable HTTP capabilities for users who want to communicate with a storage system and
ShapDrive using HTTP.

About this task

A storage system administrator must assign the appropriate capabilities to users who do not have
administrator access on the storage system.

Steps

1. Create a local group on the storage system to which you want to enable HTTP communication
with SnapDrive.

2. Associate the new group with a role that has the following capabilities:

e api
* login

3. Add the SnapDrive user to the new storage system group.
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Example of how to add storage system capabilities

This example creates on Storagel a role called snaphttp2 with api and login capabilities,
creates a group called snapadmins with the snaphttp2 role capabilities, and adds the user
snapadminl to the snapadmins group.

Storagel> useradmin role add snaphttp2 -a api-*,login-http-admin
The role "snaphttp2® has been added.
Role <snaphttp2> added.

Storagel> useradmin group add snapadmins -r snaphttp2
The group "snapadmins® has been added.
Group <shapadmins> added.

Storagel> useradmin user add snapadminl -g snapadmins
The user "snapadminl® has been added.
User <snapadminl> added.

IPv6 support

SnapDrive supports IPv6 in Windows Server 2008 and 2012 environments when you are using Data
ONTAP 7.3.1 or later on your storage system.

When SnapDrive asks you to provide a host name or IP address, it can look up the name or accept an
IP in either IPv4 or IPv6 format. Addresses in IPv6 format are accepted in both expanded and
compressed forms.

Note:

* SnapDrive does not support IPv6 when connecting Cluster-Mode environments.
e Alink-local IPv6 address can be used for iSCSI session management and for communication
between a host and a target only when both are in the same subnet.

SnapVault support

SnapDrive provides SnapVault backup support of existing SnapVault configurations when your
storage system is running Data ONTAP 7.2.6 or later. If you are using SnapVault with MultiStore,
Data ONTAP 7.3 or later is required.

SnapDrive uses the SnapVault feature of Data ONTAP to back up Snapshot copies to a secondary
storage system.

Note: SnapDrive does not support SnapVault with Data ONTAP operating in a Cluster-Mode
environment.
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Related concepts

Using SnapVault with SnapDrive on page 135

VMware support

SnapDrive for Windows provides LUN provisioning and Snapshot copy management support with
VMware ESX 3.0.2 or later guest OS on x86, and x64 platforms when using either the Microsoft
iSCSI Software Initiator 2.04 or later, FC HBAs, or ESX iSCSI software initiators or iSCSI HBAs.

SnapDrive supports the following VMware guest OS configurations:

e Windows Server 2008 and 2012, on x86 and x64 platforms

» Microsoft cluster configurations up to a maximum of eight nodes supported on VMware when
using the Microsoft iSCSI Software Initiator, or up to two nodes using FC

* A maximum of 56 RDM LUNs with four LSI Logic SCSI controllers for normal RDMS; 48
RDM LUNSs with three LSI Logic SCSI controllers on VMware VM MSCS box-to-box
SnapDrive for Windows configuration

» Paravirtual SCSI (PVSCSI) adapters, with some additional requirements:

* PVSCSI adapters require ESX/ESXi 4.0 or later.
» The PVSCSI controller must exist before the LUN is created.

Related tasks

Creating an RDM LUN on a guest OS on page 96
Connecting to an RDM LUN on a guest OS on page 106

Related references

Minimum SnapDrive requirements for VMware ESX guest OS on page 49
Virtual server commands on page 214

VMware ESX server-related limitations
SnapDrive is supported on VMware ESX server; however, there are some limitations you must keep
in mind.
 Installing SnapDrive on a Microsoft cluster on virtual machines using ESX credentials is not
supported.
Use the vCenter credentials when installing SnapDrive on clustered virtual machines.

* RDM LUNs greater than 2 TB are not supported either in a VMFS 3.0 datastore or if the ESX or
ESXi server version is earlier than 5.0.

» MPIO is present on the ESX and is not required on the VMware guest OS.
« iSCSI and FC initiators are not supported together on a VMware guest OS.
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Enabling and disabling vCenter or ESX logon from SnapDrive MMC

You can use SnapDrive MMC to enable and disable VMware vCenter or ESX logon settings after
SnapDrive is installed on your Windows host.

About this task
Keep the following information in mind when setting vCenter or ESX logon from SnapDrive MMC:

» You cannot disable vCenter or ESX logon from SnapDrive MMC when RDM LUNSs are present.
You must disconnect or delete RDM LUNSs before you can disable ESX logon.

» If you migrate a virtual machine from one ESX server to another, you must configure SnapDrive
with vCenter account information.

Steps

1. Inthe left MMC pane, select the instance of SnapDrive for which you want to enable or disable
vCenter or ESX logon.

2. From the menu choices at the top of MMC, navigate to Action > vCenter Server or ESX Server
Login Settings.

The vCenter Server or ESX Server Log On window is displayed.

3. Toenable vCenter or ESX logon, in the vCenter Server or ESX Server Log On window, select
the "Enable vCenter Server or ESX server settings" check box.

4. Type the IP address or hostname, user name, and password for the vCenter or ESX to which you
want to log in.

5. Click OK.

6. To disable vCenter or ESX logon, complete Steps 1 and 2 and then clear the "Enable vCenter
Server or ESX server settings” check box.

The vCenter or ESX settings are unavailable (grayed out).

Note: When you disable vCenter or ESX settings, SnapDrive cannot display WWPNs for FC
HBAs on the ESX server.

Minimum vCenter permissions required for SnapDrive operations

The vCenter credentials used by SnapDrive must have minimum permissions set on the host and on
the virtual machine to enable SnapDrive operations to succeed.

The following minimum permissions must be set on the host:
» Configuration > Storage Partition Configuration
The following minimum permissions must be set on the virtual machine:

* Configuration > Raw Device
» Configuration > Change Resource
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If SnapDrive is installed with vCenter credentials, you must ensure that the following requirements
are met:

* The user must be a vCenter user.
» The roles with required minimum privileges must be assigned to the user at the vCenter level.

If SnapDrive is installed with ESX credentials, you must ensure that the following requirements are
met:

* The user must be an ESX server user.
» The roles with required minimum privileges must be assigned to the user at the ESX server level.

VMware VMotion support

SnapDrive supports VMware VMotion, which enables the live migration of running virtual machines
from one physical machine to another without interrupting service to those machines.

The following VMotion requirements must be met to use VMotion with SnapDrive:

» Use VMware vCenter instead of the ESX during SnapDrive installation.

« If SnapDrive was installed to communicate directly with the ESX, modify settings using vCenter
Server or ESX Server login Settings in the SnapDrive MMC.

» Manually create an igroup that has all WWPNSs from the source and the destination ESX.
Use the same igroup for all RDM LUN create and connect operations.

Note: When you perform a VMotion operation, the RDM LUN validation might fail. Perform an
HBA rescan from the virtual infrastructure client and retry the operation.

GPT partition support

SnapDrive supports the GUID partition table (GPT) partitioning style on new LUNSs created by
SnapDrive when you have Data ONTAP 7.2.6 or later installed on your storage system.

GPT shared LUNSs are supported with Windows Server 2008 and later.

Neither SnapDrive nor Data ONTAP support MBR LUNSs that are converted to GPT-style LUNSs. If
you have an existing MBR-style LUN, rather than converting, you must create a new GPT LUN by
using SnapDrive, and then copy all the data from the MBR LUN to the GPT LUN.

Note: GPT LUNS have a Microsoft reserved partition (MSR), which is invisible to applications
like Disk Management and Windows Explorer. When you create a LUN that has the GPT partition
style, the LUN size appears smaller than the size you specified when you created it. This is due to
the space used by the MSR. To create a GPT LUN that is less than 16 GB, you must have at least
32 MB of space available for the MSR. For GPT LUNSs greater than or equal to 16 GB, you must
have at least 128 MB for MSR space.
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LUN boot disk (SAN booting) support
SnapDrive supports both bootable LUNs (SAN booting) and nonbootable LUNs.

SnapDrive differentiates between bootable and nonbootable LUNSs and prevents you from performing
some of the operations you would normally perform on a nonbootable LUN.

Cluster support
SnapDrive for Windows can be deployed in a variety of cluster configurations.
SnapDrive is supported in the following cluster technologies:

e Windows clusters

To protect against node failure, Windows clustering fails over applications from the host node to
the surviving node. In Windows 2008 and 2012, this is called Windows failover clustering.

» Active/active storage system configurations

If a storage system fails, the partner storage system takes over the functions of the failed storage
system, thus protecting data and ensuring continued storage availability.

Note: SnapDrive LUNS are supported in an active/active storage system configuration;
however, during cluster takeover and giveback, SnapDrive operations fail for LUNs located on
the active/active storage systems until the takeover and giveback process is completed.

Additional Microsoft clusters on ESX documentation resources

You can find additional information about configuring your Microsoft cluster on an ESX server by
reading these documents and knowledge base articles.
The following documentation is located on the VMware web site:

» KB article 1009287, ESX machines hosting passive MSCS nodes report reservation conflicts
auring storage operations

» Knowledge base article 1004617, Microsoft Cluster Service (MSCS) Support on ESX

o Setup for Microsoft Cluster Service

e Setup for Failover Clustering and Microsoft Cluster Service

*  VMware View 5.1 Release Notes
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Overview of installing or upgrading SnapDrive

This procedure gives an overview of the steps you need to follow to install or upgrade the SnapDrive
for Windows application software.

Steps

1. Read the recommended documentation before beginning your installation or upgrade.

o

If you are installing SnapDrive for the first time, familiarize yourself with supported
configurations and decide which configuration you want to deploy.

Prepare each Windows host in your SnapDrive configuration.
Prepare each storage system in your SnapDrive configuration.

Configure the required access for SnapDrive.

o v~ w

If you are upgrading an existing SnapDrive installation, perform the recommended upgrade
preparations.

~

Install or upgrade the FC or iSCSI components.

8. Install the SnapDrive components.
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Preparing to install or upgrade SnapDrive for
Windows

Before you install or upgrade SnapDrive, you should determine what protocols you plan to use, the
Windows server version you will be installing the application on, and you should read the related
documentation.

Documents to read before installing SnapDrive

Because SnapDrive for Windows installation requirements and procedures vary according to the
protocols you use to create LUNSs, before you begin your installation, you should familiarize yourself
with documents related to each protocol you plan to use.

To create this type of LUNS... Read the following documentation...

iSCSl-accessed LUNs e This document.

* If you are using the Microsoft iSCSI
Software Initiator, the Microsoft iSCSI
Software Initiator documentation, available
at the Microsoft site.

For the latest compatibility information, see
the Interoperability Matrix.

e The iSCSI Host Attach Kit for Windows, the
iSCSI Host Attach Kit for Windows
Installation and Setup Guide; otherwise, the
vendor documentation for your Windows
Hardware Quality Lab (WHQL) signed
iSCSI HBA.

« If you are using iSCSI on your storage
system, the SAN Configuration Guide
(called Fibre Channel and iSCSI
Configuration Guide in Data ONTAP 8.1
and earlier) for the Data ONTAP version you
are using.
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To create this type of LUNS... Read the following documentation...

FC-accessed LUNs e This document.

»  FC Windows Host Utilities for Native OS
Setup Guide, which shipped with your
storage system.

For the latest software compatibility
information, see the Interoperability Matrix.

e Data ONTAP Block Access Management
Guide for iSCSI and FC , which is available
from the NetApp Support Site at
Support.netapp.com.

« If you are using FC on your storage system,
the SAN Configuration Guide (called Fibre
Channel and ISCSI Configuration Guide in
Data ONTAP 8.1 and earlier) for the Data
ONTAP version you are using.

Considerations for determining SnapDrive configurations

SnapDrive for Windows supports a variety of configurations with differing requirements, so you
should familiarize yourself with each and decide which configuration you plan to use before
installing SnapDrive.

The following factors can help you decide which SnapDrive configuration to deploy:

* LUN access protocol—iSCSI, FC, or both

* Host operating system

» Host operating system Service Pack level

» Host operating system hotfix level (various combinations of mandatory and optional hotfixes,
which are determined by host operating system, Service Pack level, and special SnapDrive
options)

» Special options (Windows clustering, storage system cluster failover, and MP1O)

You should follow Microsoft's best practices recommendations for Windows server cluster network
configuration. To find the best practices guides for your servers, search for "Windows server
technical library" in the Microsoft TechNet Library, and choose the library for your operating
system.

To determine the feasibility of SnapDrive configurations not described in this documentation, contact
technical support.

Related references

Typical SnapDrive configurations on page 166
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Related information

Microsoft TechNet Library - technet.microsoft.com/en-us/library/

Preparing hosts for SnapDrive

Before installing SnapDrive for Windows, you must prepare each Windows host in your SnapDrive

configuration.

Steps

1. Verify that the host meets the minimum requirements for use with SnapDrive.

2. Determine whether the Microsoft iISCSI Software Initiator program is installed.

Note: If you are running Windows Server 2008, the iSCSI Software Initiator comes built in
with the operating system, but needs to be enabled.

3. Determine whether SnapDrive has been previously installed.

4. Determine which FC or iSCSI HBA or MPIO components are already installed.

Tables of minimum SnapDrive host requirements
Each Windows host in a SnapDrive for Windows configuration must meet minimum hardware,

software, and OS requirements.

Hardware requirements

Component

Requirement

CPU

32-hit OS

e 2.8 GHz Pentium 4 or any compatible
version

64-bit OS
e x64: Intel Xeon or AMD Opteron

Memory

1GB

NIC

The NIC you use to facilitate data transfer for
the Microsoft iSCSI Software Initiator can come
from any vendor, but it must be approved by
Microsoft for use with Windows Server.

Operating system requirements

The host must be running on one of the following servers:
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» Windows Server 2008 Core Server or non-Core Server (x86 or x64)
* Windows Server 2012 Core Server or non-Core Server (x64)
*  Windows Server 2008 or 2012 Hyper-V (x64 only)

Operating system and Service Pack level Required hotfixes

Windows Server 2008, Server Core and non- . 950927

Server Core installations (x86 or x64) . 955656

Windows Server 2008 (x64 only) e 056697

Windows Server 2008 R2 SP1 See the following Knowledge Base articles to

install the required hotfixes:

< Knowledge Base article 2494016 Virtual
Machines crash when CSV goes into
redlirected mode

» Knowledge Base article 2520235 Stop error
when more than 200 hard disks are presented
to a WSFC

« Knowledge Base article 2531907 SCS/
Device Vital Product Data (VPD) test runs
on online disks causing data corruption

Windows Server 2012 No hotfixes are required.

Note: The host name, user account, and LUN names should be in English for non-English
operating systems.

Software requirements

The exact number and type of HBAs and NICs required by each host depend on your specific
SnapDrive configuration.

To ensure high network bandwidth and ease of configuration, make sure you have the latest firmware
and drivers for all HBAs and NICs you are using.
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Component

Requirement

.NET Framework

.NET 3.5 SP1 or later

If you want to upgrade to .NET Framework 4.0,
both .NET 3.5 SP1 and SnapDrive for Windows
must be installed before you upgrade to .NET
4.0.

When you use .NET 3.5, SnapDrive requires the
Net. TCP Port Sharing Service to use the Local
Service account, which is the default account, to
enable the SnapDrive service to start properly.

.NET is not supported on Windows Server 2008
Server Core; it is, however, supported on
Windows Server 2008 R2 Server Core.

For SnapDrive with Data ONTAP 8.1 Cluster-
Mode, .NET 3.5 SP1 must be installed.

NetApp Host Agent

If you are using NetApp Host Agent, you must
upgrade to NetApp Host Agent 2.6 or later
before upgrading SnapDrive on 32-bit systems.

MPIO

e Data ONTAP DSM for Windows MPIO 3.4
for Data ONTAP 8.1 operating in 7-Mode
with WHU 6.0

o Data ONTAP DSM for Windows MPIO 3.5
for Data ONTAP 8.1 operating in Cluster-
Mode

Data ONTAP DSM supports Cluster-Mode
ALUA.

ALUA is supported in Windows 2008 SP2 and
later.

FC driver and firmware

The latest FC driver and firmware is available
on the NetApp Support Site. From this gateway,
navigate to the SAN Host Attach Kit for Fibre
Channel Protocol on Windows download page.

HBAs and software initiators

FC

See the FC Host Utilities (Attach Kits) for
Windows in the software download section on
the NetApp Support Site at support.netapp.com.
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HBAs and software initiators

iSCSI HBA See the iISCSI Host Utilities (Support Kits) for
Windows in the software download section on
the NetApp Support Site at support.netapp.com.

Microsoft iISCSI Software Initiator The Microsoft iSCSI Software Initiator must be
downloaded from the Microsoft site at
www.microsoft.com/downloads/.

Related information

support.microsoft.com

Microsoft Knowledge Base article 2494016
Microsoft Knowledge Base article 2520235
Microsoft Knowledge Base article 2531907

Minimum SnapDrive requirements for VMware ESX guest OS

Each VMware guest OS host in a SnapDrive for Windows configuration must meet minimum
software and controller requirements.

In addition to the software requirements detailed in these tables, you should have the following
information ready before beginning a SnapDrive installation:

« ESX server root credentials and IP address
» ESX vCenter credentials (if vCenter is installed)

Software requirements

For late-breaking changes to the supported components and their requirements, check the
Interoperability Matrix at Interoperability Matrix .

Component Requirement

VMware ESX server The following VMware versions are supported
only in Windows Server 2012:

e ESXand ESXi4.1U2
« ESXi5.0U1

+ ESXi5.1

e ESXi (vSphere) 5.0 Ul
e ESXi (vSphere) 5.1

The host name can be maximum 15 characters in
a VMware environment.
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Component

Requirement

Windows guest OS

* Windows Server 2008, x86 or x64, with the
hotfixes specified in the SnapDrive host
requirements

e .NET Framework 3.5 SP1 or later
If you want to upgrade to .NET Framework
4.0, both .NET 3.5 SP1 and SnapDrive must
be installed before you upgrade to .NET 4.0.

FC HBA FC HBA in the ESX server with the FC ESX
Host Utilities 5.1
For the latest supported FC HBAs, see the
Interoperability Matrix.

ISCSl initiator « Microsoft iSCSI Software Initiator in the

guest OS
For the latest supported version of the
Microsoft iISCSI Software Initiator, see the
iSCSI Host Utilities (Support Kits) for
Windows in the NetApp Support Site.

e ESXISCSl initiator

Storport Miniport Driver LSI Logic SCSI
Controller

Required if you are using RAW-device mapped
LUNSs.

If you are connecting LUNSs using the Microsoft
iSCSI Software Initiator, you do not need the
Storport Miniport Driver.

Windows Server 2008 includes the Storport
Miniport Driver and does not need to be
updated.

For more recent updates on the controller
requirements, see the SnapDrive Release Notes.

SCSI controllers

To support more than 15 LUNSs, the virtual
machine must be preconfigured with 4 SCSI
controllers, creating a total of 60 LUNSs.
However, one RDM LUN or VMDK is assigned
to each SCSI controller, leaving 56 LUNs
available for SnapDrive provisioning.

Note: When you add a new SCSI controller to
a virtual machine when using ESX 4.0, you
must restart the SnapDrive service for
SnapDrive to recognize the new controller.
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Component Requirement

VMware Tools VMware Tools must be installed before
beginning the SnapDrive installation in the guest
OsS.

Determining whether HBA or MPIO components are installed

You can use MMC to check if HBA or MP1O components are already installed on your Windows
host.

Steps
1. Inthe left MMC pane, select Device Manager.
2. Inthe right MMC pane, double-click Storage controllers.

A list of installed FC and iSCSI controller components is displayed.

Preparing storage systems for SnapDrive

Before installing SnapDrive for Windows, you must prepare each NetApp storage system in your
SnapDrive configuration.

About this task
Perform the below steps in case of Data ONTAP 7-Mode.

Steps
1. Verify that the storage system meets the minimum requirements for use with SnapDrive.

2. After you verify that licenses for FC, iSCSI, or both are enabled on your storage system, you
must start the services by entering the fcp start command or the iscsi start command at
the storage system command line.

See the Data ONTAP Block Access Management Guide for ISCSI and FC for more information.

3. Prepare a volume on the storage system to hold SnapDrive LUNS.
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Minimum SnapDrive storage system requirements
Each storage system in a SnapDrive for Windows configuration must meet minimum component and

license requirements.

Storage system component

Requirement

Operating system

e Data ONTAP 7.2.7 and later releases in the
7.2 release family

o Data ONTAP 7.3.1 and later releases in the
7.3 release family

» Data ONTAP 8.0.x operating in 7-Mode

e Data ONTAP 8.1 or later

HBAs and NICs

The HBASs and NICs in the storage system must
meet the requirements for your particular host-
target SnapDrive configuration.

Note: For information about the latest
supported HBAs and NICs, see the System
Configuration Guides page on the NetApp
Support Site.

Obtain this storage system license...

If you want to do this...

iSCSI Use iSCSI-accessed LUNs

FC Use FC-accessed LUNs

SnapRestore Restore LUNSs from Snapshot copies

SnapMirror Use the SnapMirror option

FlexClone Enable volume clone functionality on FlexVol
volumes

SnapVault Use SnapVault for archiving LUN backup sets

MultiStore Create LUNSs on vFiler units (not supported in

Cluster-Mode environments)

SnapManager_suite

Use SnapManager operations (supported only in
Cluster-Mode environments)

The iSCSI and FC licenses supplied with SnapDrive enable all the CIFS functionality necessary for
using SnapDrive with the RPC transport protocol. If you also want full-featured, direct CIFS access
to a particular storage system, you must install a separate CIFS license on that storage system.
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Determining which licenses are enabled on a storage system

You can use OnCommand System Manager to determine which licenses are enabled on your storage
system, as well as to enable additional licenses.

Steps

1. Using your Web browser, open an OnCommand System Manager session to the storage system.

2. Navigate to Filer > Manage Licenses.

Preparing a volume for SnapDrive

You must create a storage system volume that can hold the LUNs to be managed by SnapDrive for
Windows.

Considerations for preparing a SnapDrive volume

When you create a storage system volume to hold LUNs managed by SnapDrive for Windows, you
should keep several things in mind.

Consider the following guidelines:

* You can create multiple LUNSs on a storage system volume.
» A LUN must reside at either the root of a volume (traditional or flexible) or the root of a gtree.

Note: Do not create LUNS on the /vol/vol0 volume.

You can optimize your storage system volumes in the following ways:

* When multiple hosts share the same storage system, each host should have its own dedicated
volume on that storage system to hold all the LUNs connected to that host.

*  When multiple LUNS exist on a storage system volume, the dedicated volume on which the
LUNSs reside must contain the LUNS for just one host, and must not contain any other files or
directories. Creating LUNSs on different dedicated volumes is necessary to ensure that Snapshot
copies are consistent and to avoid the possibility of busy Snapshot copies. To optimize Snapshot
copy space usage, it is better to have fewer LUNSs per volume, with one LUN per volume being
the optimum configuration.

Configuring access for SnapDrive

Before installing SnapDrive for Windows, you must establish a SnapDrive service account and
ensure that the authentication requirements are met.
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SnapDrive service account requirements

To perform functions related to SnapDrive for Windows on either the host or a storage system,
SnapDrive needs to be able to use a service account that has specific types of access established.

The SnapDrive service account must meet the following requirements.

» The service account must be created using US-ASCII characters only, even when you use non-
ASCII operating systems.

» You must be able to log in to the host using the service account.

Note: If at any time you change the password for this account (for example, from the Windows
login panel), remember that you must make the same change to the password the SnapDrive
service uses to log in. You can configure the SnapDrive service using the Services and
Applications option in MMC.

» The service account must have administrative rights on the host.

During SnapDrive installation, you are prompted to configure the default transport protocol as RPC,
HTTP, or HTTPS.

» If you are using RPC authentication, the service account must have administrator privileges on
both the storage system and the host and must belong to the BUILTIN\Administrators group on
the storage system.

» If you are using RPC, the service account must be a domain account, or you can configure pass-
through authentication.

» If you are using RPC, the host and storage system must belong to the same domain as the service
account or to domains that have direct or indirect trust relationships with the domain to which the
service account belongs, or you can configure pass-through authentication.

When pass-through authentication might be required

If you are using RPC authentication, you might need to configure pass-through authentication for
SnapDrive for Windows between a Windows host and a storage system. Use HTTP or HTTPS if you
need to connect to Cluster-Mode systems.

Pass-through authentication might be required in the following situations:

* You do not have a domain controller available.

* You want to install your Windows host as a stand-alone server in a workgroup environment
without any dependency on another system for authentication, even if there is a domain controller
available.

» Your Windows host and the storage system are in two different domains.

e Your Windows host is in a domain and you want to keep the storage system in a workgroup with
no direct access by domain users or the domain controller.
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Configuring SnapDrive pass-through authentication

If you are using RPC authentication, you must ensure that pass-through authentication is configured
correctly for SnapDrive for Windows on both the Windows host and on the storage system.

Before you begin

You must have root privileges on the storage system.
You must have administrator privileges on the Windows host.

If you have a clustered SnapDrive configuration, you must use a domain account to run the
cluster service, and all nodes of the cluster must be in the same domain.

However, the storage system can be in a different domain or workgroup.

Steps

1. Create a user account on the storage system by entering the following command:

useradmin user add user_name -g group
user _nane is the name of the SnapDrive user.
-g is the option you use to specify a user group.

gr oup is the name of the group to which you want to add the new user.

Example

The following example adds a user called “snapdrive” to the BUILTINVAdministrators group on
the storage system:

useradmin user add snapdrive -g Administrators

Note: You must provide this user name later in this procedure. Therefore, make a note of the
user name, including the letter case (lowercase or uppercase) of each character in the user
name.

Enter a password, when prompted to do so, for the user account you are creating.
You are prompted to enter the password twice.

Note: You need to provide this exact password in a later step in this procedure, so make a note
of the password, including the letter case.

Check to ensure that the user account you just created belongs to the local administrator's group
on the storage system by entering the following command:

useradmin user list

For additional information, see the section about creating local groups on the storage system in
the Data ONTAP File Access and Protocols Management Guide for 7-Mode.
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4. On each Windows host that needs access to the storage system, create a local user account with
administrative rights on the host, using the same user name and password that you specified in
Step 1 and Step 2.

Note: Set up the local user account so that the password for the account never expires.

For detailed instructions on how to create local user accounts, see your Windows documentation.

5. If you are using Windows Server 2008, set the SnapDrive service on each host to use the local
user account you created in Step 4.

User account requirements for SnapDrive Web services

To use SnapDrive for Windows via the Web services feature, you must log in to a user account that
has specific types of access established.

The user account must meet the following requirements.

» If your SnapDrive host is stand-alone, the user account must have administrator privileges on the
host or be a member of a group named "SnapDrive Administrators” on the host.

» If your SnapDrive host is part of a Windows domain, the user account can have local or domain
administrator privileges, or be a member of a local or domain "SnapDrive Administrators" group.

Preparing to upgrade SnapDrive for Windows

If you are upgrading SnapDrive for Windows from an existing installation, you must prepare in a
way that is different from a new installation.

Before you begin

You must be running SnapDrive 4.x, 5.x, or an earlier 6.x version to upgrade to SnapDrive 6.5.

Steps

1. Plan and announce downtime.

Pick a time for the upgrade when loss of access has least effect on your users. When the time you
have set arrives, make sure that nobody is using the system and that there are no SnapDrive
operations running.

2. Back up your application data.

If you have SnapManager, use SnapManager rather than SnapDrive for Windows to create a
backup copy. Make sure that you have a valid and up-to-date SnapManager backup and that no
SnapManager backups are scheduled to occur while you are upgrading. If there are backups
scheduled, cancel them.

3. If you are upgrading a server cluster, prepare the hosts by upgrading the operating systems on the
cluster nodes to the required Service Pack and hotfix level if necessary.

If you must apply a new Service Pack or hotfix, you must also reboot the cluster.
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. Create a full backup, including system state, and create an Emergency Repair Disk for your single
system or for each node in a server cluster.

. If you are using SnapDrive 4.1 or earlier with MPIO (ntapdsm.sys) and you want to upgrade both,
you must uninstall the earlier version of SnapDrive without uninstalling the earlier MPIO drivers,
or the installation fails.

MPIO is not installed with SnapDrive for Windows versions later than 4.1, and path management
is not available until a new version of MPIO is installed. To upgrade both SnapDrive for
Windows and Data ONTAP DSM for Windows MPIO, complete the following steps:

a) Uninstall SnapDrive for Windows 4.1 or earlier using the Add/Remove Programs (or
Programs and Features) utility in the Windows control panel.

This uninstalls SnapDrive for Windows without removing the legacy MPIO drivers.
b) Install Data ONTAP DSM for Windows MPIO.

For more information and to download the installation package, go to the section about
Multipath I/O on the NetApp Support Site at support.netapp.com.

c) You are prompted to reboot.

. If you are upgrading a server cluster, make sure that the cluster groups are online and that you can
perform a “move group” operation back and forth between nodes.

If the cluster service is not running, SnapDrive is unable to collect data necessary for disk
enumeration and causes warning messages to be logged in the Event Viewer.

. If you are running NetApp Host Agent, stop the NetApp Host Agent service.

You might have to upgrade NetApp Host Agent, depending on the version you are running. See
the NetApp Support Site at support.netapp.com for required versions and compatibility.

. If you use SnapManager, stop SnapManager before upgrading SnapDrive for Windows.


http://support.netapp.com/
http://support.netapp.com/
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Installing or upgrading SnapDrive

The SnapDrive for Windows installation wizard guides you through the process of installing or
upgrading the SnapDrive application software.

Installing or upgrading the FC or iSCSI components

SnapDrive supports three protocols for creating and managing LUNs: iSCSI, FC, and FCoE. Before
you install SnapDrive for Windows, you must install or upgrade these components on the host
computer.

About this task

For the latest software compatibility information, see the Interoperability Matrix.

Step

1. Install or upgrade the required components for the protocols you plan to use.

If you will create and Then do this...
manage LUNs
using...

ISCSI protocol and 5 |nstall or upgrade the Microsoft iSCSI Software Initiator.
the software initiator
b. Install the iISCSI Host Utilities on your hosts.

Note: If you are running Windows Server 2008, the iSCSI Software Initiator
comes built in with the operating system, but needs to be enabled.

iISCSI protocoland 5 Upgrade or install the iSCSI driver and firmware.
the hardware

initiator b. Install the iSCSI Host Utilities on your hosts.
For a list of supported iSCSI HBAs, see the iSCSI Support Matrix on the NetApp
Support Site.

FC protocol Upgrade or install the FC driver and firmware.

For more information, see the FC Windows Host Utilities for Native OS
documentation on the NetApp Support Site.

Note: The FC upgrade stops the SnapDrive service. SnapDrive restarts when
the system is rebooted. If you proceed without a reboot, restart the SnapDrive
service manually.
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Installing or Upgrading the iSCSI Software Initiator
Use this procedure to install or upgrade the Microsoft iSCSI Software Initiator.

Before you begin

Stop the SnapDrive for Windows service.

If you are running SnapManager for Microsoft Exchange, stop any application-specific services
that have iSCSI dependencies (for example, Microsoft Exchange System Attendant).

Note: You can also remove iSCSI dependencies using the SnapManager for Microsoft
Exchange Configuration Wizard; however, this option is not recommended and should only be
used if you are unable to stop the application-specific services.

If you are installing or upgrading a cluster, first close MMC, then install the new iSCSI Software
Initiator components on each node, starting with the nodes that do not own the cluster resources
and rotating which system is the owner until all nodes in the cluster have the new iSCSI initiator
installed.

Steps

Download the Microsoft iSCSI Software Initiator from the Microsoft site.
Run the install package executable and proceed through the Installation wizard.

If you are going to use the iSCSI Initiator to create and manage LUNs, make sure that the
Initiator Service and Software Initiator check boxes are selected on the Installation Options
screen.

Note: The Virtual Port Driver option is unavailable because it is automatically installed during
the Microsoft iSCSI Initiator installation and upgrade.

If you want to use MPIO, check the Microsoft MP1O Multipathing Support for iSCSI check box
on the Installation Options screen.

Follow the prompts to complete the installation.

After you finish

Restart the SnapDrive service on the stand-alone host or on each node in the cluster.

Related tasks

Stopping and starting the SnapDrive service on page 73
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Installing or upgrading the SnapDrive components

Use this procedure to install or upgrade the SnapDrive for Windows components.

Before you begin

Make sure that you have prepared your host for SnapDrive and that all the minimum
requirements are met.

Perform this procedure from the system console, not from a Terminal Service client.

SnapDrive upgrade can be done without disrupting a production server, as long as it is done when
no backups or verification jobs are running. All SnapDrive upgrade, downgrade, install, or
uninstall operations can be done without disrupting standalone servers or cluster nodes, regardless
of whether a cluster node is active or passive, as long as no Snapshot-related operation is being
processed or scheduled to be processed. If you have SnapManager scheduled jobs, for example, it
is advisable to temporarily disable them, unless you are sure you can complete the SnapDrive
reconfiguration before the schedule kicks in. This is to avoid any problems related to an abnormal
backup or verification abortion.

If you are running NetApp Host Agent, stop the NetApp Host Agent service.

If a version of SnapDrive is already installed on your system, stop the SnapDrive service, if you
have not already done so, and close the Microsoft Management Console (MMC) window.

If VMware vCenter or guest OS is present, the vCenter or ESX server user name that you enter
must be assigned a vCenter role that has at least the minimum required privileges.

Use vCenter credentials if the virtual machines on which SnapDrive is being installed will belong
to a Microsoft cluster.

If you want to enable Snapshot copy management of VMDKSs on NFS and VMFS datastores,
ensure that VMTools is installed.

Have your Virtual Storage Console configured and have the Virtual Storage Console IP address
or server name and the TCP port number available when prompted.

If you want to enable Hyper-V pass-through disk provisioning, have your Hyper-V server local
host IP address and TCP port number available and enter when prompted.

Steps

Browse to the location of the SnapDrive installation package and double-click the executable file.
Click Next on the Welcome to the SnapDrive Installation Wizard screen.

If this is a new SnapDrive installation, read and accept the license agreement, and then click
Next.

If you are upgrading SnapDrive, the Program Maintenance panel appears. Select Modify/
Upgrade, and then click Next.

The SnapDrive License panel is displayed. Select which type of licensing you want to use, enter
your license key in the space provided if you are using host-side (per server) licensing, and then
click Next. (If you are upgrading, the license information will already be filled in.)
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If you choose storage system licensing, you can install SnapDrive without entering a license key,
and you will be able to execute SnapDrive operations only on storage systems that have a
SnapDrive or SnapManager license installed.

. Ifthis is a new installation, follow the procedure in this step. If you are upgrading, skip to the
next step.

a) Inthe Customer Information panel, type your user name and organization name, and then
click Next.

b) The Destination Folder panel prompts you for a directory in which to install SnapDrive on
the host. By default, this is C:\Program Files\NetApp\SnapDrive\ for new
installations.

To accept the default, click Next and then proceed to the next step.

To specify a different location, click the Change button. In the Change Current Destination
Folder panel, either type the path to the target directory in the Folder Name text box, or
navigate to the folder you prefer and select it. When the correct target location appears in the
Folder Name text box, click OK to return to the Destination Folder panel, and then click
Next.

Note: If you are upgrading SnapDrive from a version earlier than 4.1, the default
installation directory is C:\Program Files\SnapDrive\.

. If the VMware ESX guest OS is detected, you are prompted to enter the IP address and a user
name having the appropriate vCenter or ESX server privileges. On the vCenter Server or ESX
Server Web Service Credentials screen, type in the IP address of the vCenter or ESX server and
the user name and password for SnapDrive to use for Web service authentication. If you want to
be able to use VMation, make sure you use the vCenter.

Note: Selecting "Enable vCenter Server or ESX Server Settings" enables SnapDrive to use
RDM pass-through LUNS. Select this option if you plan to use RDM pass-through disks. This
option is not selected by default.

. The Windows Firewall Configuration dialog prompts you to enter your firewall configuration
information.

a) If this is a new installation, the Windows Firewall Configuration dialog displays. If any of
your Windows Firewall Profiles are set to ON, you can check the "Enable SnapDrive to
communicate through Windows Firewall" box.

The SWSvc. exe file and the TCP port information you provided in the Web Services
configuration are added to the list of inbound Windows Firewall rules.

b) If you are upgrading, the Windows Firewall Configuration displays differently depending
on your environment.

« If you are upgrading on a physical server, configure the firewall information after the
OnCommand Configuration dialog.

« If you are upgrading on a Hyper-V VM, configure the firewall information after the
Hyper-V Server Information dialog.
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« If you are upgrading on an ESX Server VM, configure the firewall information after the
Transport Protocol Settings dialog.

9. If Virtual Storage Console is detected, you are prompted to enter the Virtual Storage Console
server IP address and the TCP port number if it is something other than the default of 8043.

10. On the SnapDrive Management Service Credentials screen, if you are upgrading and the
account name is already filled in, type the account password in both the Password and Confirm
Password text boxes, and then click Next. Otherwise, you can type in the account you want to
use, or complete the following steps to select a user account.

a) Click Add.

The Select User window is displayed.

b) In the "From this location" field, verify that the location is set to the proper domain if your
storage system is in a domain, or click the Locations button and select the local host if your
storage system is in a workgroup.

c) In the "Enter the object name to select" text box, type the user name with administrator
privileges that you want to use, and then click the Check Names button to verify the user you
entered. Click OK.

Note: If you are installing SnapDrive for use with a storage system in a workgroup, enter
the name of the user that you configured for pass-through authentication.

d) Type the account password in both the Password and Confirm Password text boxes, and then
click Next.

11. In the SnapDrive Web Service Configuration window, leave the default ports unless any of
them are already being used exclusively by another service. Click Next.

12. In the Transport Protocol Default Setting window, leave the default setting of RPC unless your
environment requires the use of HTTP or HTTPS.

a) If you choose to use HTTP or HTTPS, type the user name and password for SnapDrive to use
for authentication. The default ports of 80 for HTTP or 443 for HTTPS are filled in
automatically.

Note: If you set up SnapDrive to use HTTP or HTTPS to communicate with storage
systems, using the domain Administrator account for authentication results in significantly
reduced performance. To avoid this issue, use a storage system account for authentication
instead of the domain account.

b) Click Next.

13. If you want to enable SnapDrive to communicate with Operations Manager, complete the
following steps on the OnCommand Configuration screen.

a) Select the Enable NetApp Management Console Integration check box.

b) Type the name or IP address of the Operations Manager server in the Operations Manager
Name/IP Address field.

c) Select HTTP or HTTPS.
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d) Leave the default port of 8088 for HTTP or 8488 for HTTPS, unless Operations Manager is
configured to use a different port.
e) Type the user name and password for SnapDrive to use for authentication.

f) Click Next.

Note: If you do not enable NetApp Management Console integration during the installation,
you can configure these settings later using the SnapDrive command-line interface.

14. On the Ready to panel, click Install or Upgrade.

15. The SnapDrive Installation Wizard Completed screen displays. If you want to view the
installation log, check the "Show the Windows Installer log" check box. Click Finish.

Note: If you are upgrading a server cluster and you try to use MMC after upgrading SnapDrive
on the first node and before upgrading SnapDrive on the remaining nodes, you get an error
message indicating that the SnapDrive service is unavailable owing to an invalid tag. This
message is the result of the temporary presence of two versions of SnapDrive on the same
cluster. No corrective action is needed; just upgrade SnapDrive on the other nodes.

Result

A shortcut to the standalone SnapDrive for Windows Management Console is added to the Start
Menu, and you can also access the SnapDrive snap-in in MMC.

After you finish

» If you are upgrading or installing SnapDrive to support a SnapManager installation, and you use
verification servers, you must install SnapDrive on the verification servers as well as on the
production systems, and both the verification server and the production servers must be using the
same version of SnapDrive.

« Ifaverification server will be connecting to LUNSs over an iSCSI session, make sure you also
install the Microsoft iSCSI Software Initiator on the verification server and establish a session
from the verification server to the iSCSI target on the storage system where the database to be
verified resides. This connection enables the verification server to connect to the Snapshot copy
LUN that contains the database, and you must create it explicitly before the verification server
attempts to connect to the LUN.

Related tasks
Preparing hosts for SnapDrive on page 46
Installing or Upgrading the iSCSI Software Initiator on page 59
Stopping and starting the SnapDrive service on page 73
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Preparing to install SnapDrive on Windows Server 2008 and
2012 Server Core

Before you can install SnapDrive for Windows on a Windows Server 2008, 2008 R2, or 2012 Server

Core system, you must enable remote administration, rename the server, join the domain, and disable
the server firewall.

Enabling remote administration on the Server Core system

Before you install SnapDrive for Windows on the Server Core system, you must enable remote

administration so you can manage the core SnapDrive instance from a Windows GUI SnapDrive
instance.

Steps

1. At the Windows Server Core command prompt, enter the following command:

netsh advfirewall firewall set rule group="Remote Administration" new
enable=yes

2. Enter the following command:

netsh advfirewall set currentprofile settings remotemanagement enable

Renaming the Server Core system

Before you install SnapDrive for Windows on the Server Core system, you should rename the server
to something more meaningful.

Step

1. At the Windows Server Core command prompt, enter the following command:
netdom renamecomputer Conput er Nane /NewName:NewConput er Name

Joining the Server Core system to a domain

Before you install SnapDrive for Windows on the Server Core system, you must add the server to the
appropriate domain.

Step

1. Atthe Windows Server Core command prompt, enter the following command:

netdom join Conputer Nane /domain:Donai nName/userid:User Nane /
password:Passwor d



Installing or upgrading SnapDrive | 65

Disabling Windows Server Core firewall

Before you install SnapDrive for Windows on the Server Core system, you must disable the firewall
to enable SnapDrive communications.

Step

1. At the Windows Server Core prompt, enter the following command:

netsh advfirewall set opmode mode=disable
The command "netsh firewall" is obsolete. Use "netsh advfirewall firewall".

For more information, refer KB article 947709 at the NetApp Support Site at support.netapp.com.

Installing Microsoft Visual C++ 2008 Redistributable Package on the Server
Core system

Before you install SnapDrive for Windows on the Server Core system, you must install Microsoft
Visual C++ 2008 Redistributable Package (x64) or your SnapDrive installation will fail.

About this task

This task applies only when you install SnapDrive on Windows Server 2008 Server Core. It does not
apply when you install SnapDrive on Windows Server 2008 R2 Server Core.

Steps

1.

3.
4.

On a full Windows Server 2008 installation, create a share to the Server Core system using
Microsoft Management Console.

Download Microsoft Visual C++ 2008 Redistributable Package (x64) from the Microsoft site at
www.microsoft.com/downloads/ to a folder on the remote server.

Copy the package to the share you created on the remote server.

Install the package from the Server Core system command prompt.

Installing .NET Framework on Windows Server 2008 R2 Server Core

Before you install SnapDrive on Windows Server 2008 R2 Server Core, you must install the .NET
Framework; otherwise, your SnapDrive installation fails.

Steps

1.

Using Deployment Image Servicing and Management (DISM.exe), enter the following command
at the Microsoft command prompt:

Dism /Zonline /enable-feature /featurename:NetFx2-ServerCore

To complete the .NET Framework installation, enter the following command:


http://support.netapp.com/
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Dism Zonline /enable-feature /featurename:NetFx3-ServerCore

Installing SnapDrive on Windows Server 2008 and 2012
Server Core

You can install SnapDrive for Windows on Windows Server 2008, 2008 R2, and 2012 Server Core
systems to enable LUN provisioning and Snapshot copy management from a remote instance of
SnapDrive for Windows running on a noncore system.

Before you begin
The following conditions must exist before you install SnapDrive on a Server Core system:

* Remote administration is enabled.

e The Server Core system is renamed in a meaningful way.

e The Server Core system is a member of the Windows domain.

e The firewall is disabled.

* In Windows Server 2008 R2, the Microsoft Visual C++ 2008 Redistributable Package (x64) is
installed.

* In Windows Server 2008 R2 Server Core, .NET is installed and WCF is activated.

About this task

The SERVER_CORE_SYSTEM=1 switch must be used only with Windows Server 2008 Server Core
installations. Do not use the SERVER_CORE_SYSTEM=1 switch if you are installing SnapDrive on
Windows Server 2008 R2 Server Core.

Steps

1. Ona full Windows Server 2008 or 2012 installation, create a share to the Server Core system
using Microsoft Management Console.

2. Download snapdrive.exe to a folder on the remote Windows server.
3. Copy snapdrive.exe to the share you created on the remote server.

4. Create a file called install .bat on your Server Core system and copy the following unattended
install command into the file, adding the serial number, password, and username as necessary:

shapdrive6.4._exe /s /v /gn SILENT_MODE=1 SERVER_CORE_SYSTEM=1 /Li
SDInstall._log LPSM_SERIALNUMBER=seri al nunber INSTALLDIR=\"c:\Program
Files\NetApp\SnapDrive\" SVCUSERNAME=donai n\ user nane
SVCUSERPASSWORD=password SVCCONFIRMUSERPASSWORD=passwor d"
SDW_WEBSRV_TCP_PORT=808 SDW_WEBSRV_HTTP_PORT=4098 ADD_WINDOWS_FIREWALL=1
TRANSPORT_PRT_SELECTION=2 TRANSPORT_PRT_PORT=80
TRANSPORT_PROTOCOL_LOGON_USERNAME=user nane
TRANSPORT_PROTOCOL_LOGON_PASSWORD=passwor d*’
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The path c:\Program Files\NetApp\SnapDrive\ is the default path. You can update this
path to any valid directory path. You can also select a path other than Windows directory path
and special directory paths.

5. Either run install _bat from the Server Core system command prompt or enter the unattended
install command from the command prompt.

Integrating SnapDrive with Virtual Storage Console

Before you use SnapDrive for Windows to perform Snapshot copy operations on VMDKSs with
Virtual Storage Console, you must ensure that SnapDrive for Windows and Virtual Storage Console
are properly integrated.

Before you begin

The VMware tools package must be installed. Virtual machines are incorrectly identified as physical
VMs if the VMware tools package is not installed.

About this task

For more information about installing Virtual Storage Console, see the Virtual Storage Console for
VMware vSphere Installation and Administration Guide.

If SnapDrive for Windows is already installed, use smvi_config set at the SnapDrive command-
line to complete the Virtual Storage Console integration.

Steps

1. Install Virtual Storage Console on the vCenter Server or other location where it can backup and
restore a virtual machine.

2. To register Virtual Storage Console, point your Web browser to the following URL: https://
localhost:8143/Register.html/, and complete the following steps:

a) Inthe Plugin service information section, select the IP address the vCenter Server uses to
access the Virtual Storage Console. The IP address must be accessible from the vCenter
Server. If you installed Virtual Storage Console on the same system as the vCenter Server,
this might be the same address you use to access the vCenter Server.

b) Type the hostname or IP address of the vCenter Server, and the administrative credentials for
the vCenter Server.

c) Click Register to complete the registration.

3. To add storage systems to the Virtual Storage Console Backup and Recovery capability, click the
Inventory button in the navigation bar, and then select Solutions and Applications.

4. Install SnapDrive for Windows on a virtual machine.

SnapDrive for Windows detects that Virtual Storage Console is present and provides you with the
option to integrate with Virtual Storage Console.
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5. Select the option to integrate with Virtual Storage Console, and enter the Virtual Storage Console
credentials and the hostname of the vSphere to which Virtual Storage Console is registered.

6. Continue installing SnapDrive for Windows.

Verifying Virtual Storage Console integration using NFS

To verify that SnapDrive for Windows and Virtual Storage Console are properly integrated in an
NFS environment, you can create a volume on the storage system, create an export to the new
volume, and a create an NFS datastore on the vCenter to check if SnapDrive is identifying VMDKS.

Before you begin
The following conditions must already exist:

» Virtual Storage Console is installed and configured.
e SnapDrive for Windows is installed and configured.

Steps

1. Create a test volume on the storage system. For example, /vol/test/test_vmdk_nfs.
2. Create an export to /vol/test/test_vmdk_nfs.

3. From the vCenter, complete the following steps:

a) Add /vol/test/test_vmdk_nTfs as storage.
b) Create a VMDK in the datastore test_vmdk_nfs.

4. From the virtual machine, select Disk Management in the left MMC navigation pane, and
perform the following steps:

a) From the Action menu, select Rescan Disks to rescan all disks.
b) Right-click the new disk and select Format to initialize the disk.

c) Right-click the new disk and select Change Drive Letter and Paths to assign a drive letter to
the disk.

5. Refresh the Disks list in the SnapDrive MMC by selecting Refresh in the Action menu.
The VMDK is displayed in the list of available SnapDrive disks.

Verifying Virtual Storage Console integration using iSCSI

To verify that SnapDrive for Windows and Virtual Storage Console are properly integrated in an
iSCSI environment, you can create a volume on the storage system, create an igroup using an ESX
iSCSI initiator, and a create an iSCSI datastore on the vCenter to check if SnapDrive is identifying
VMDKSs. This is not supported for Cluster-Mode systems.

Before you begin
The following conditions must already exist:

» Virtual Storage Console is installed and configured.
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SnapDrive for Windows is installed and configured.

About this task

This operation is performed for VMDKSs in an iSCSI environment.

Steps

1.
2.
3.

Create a test volume on the storage system. For example, /vol/test/test_vmdk_iscsi.
Create an igroup using an iSCSI initiator of type XX.XX.XX.XX.
From the vCenter, complete the following steps:

a) Rescan the initiator.

b) Create an iSCSI datastore.

c) Add the datastore as storage.

d) Adda VMDK to a virtual machine.

From the virtual machine, select Disk Management in the left MMC navigation pane, and
perform the following steps:

a) From the Action menu, select Rescan Disks to rescan all disks.
b) Right-click the new disk and select Format to initialize the disk.

c) Right-click the new disk and select Change Drive Letter and Paths to assign a drive letter to
the disk.

Refresh the Disks list in the SnapDrive MMC by selecting Refresh in the Action menu.
The VMDK is displayed in the list of available SnapDrive disks.

Performing unattended SnapDrive installations

Using batch file scripts can greatly simplify the task of installing, upgrading, or uninstalling
SnapDrive for Windows on multiple systems.

Before you begin

SnapDrive does not support unattended upgrade or removal of SnapDrive versions earlier than 4.0,
nor does it support unattended upgrade of earlier MPIO (ntapdsm.sys) versions to Data ONTAP
DSM for Windows MPIO.

Steps

1.
2.

Copy the SnapDrive executable to your Windows host.

Create a batch file (a file with a .bat extension) containing the appropriate switch combinations
for the type of unattended install you would like to perform.
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Related references

Unattended SnapDirive installation reference on page 157
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Managing SnapDrive

SnapDrive includes features that enable you to perform general SnapDrive management tasks.

Managing host-side SnapDrive licenses

You can view, change, or disable your SnapDrive license after you have installed it on your local
host, using either the SnapDrive MMC snap-in or the SnapDrive command line interface
(sdcli.exe command). You can also manage licenses on remote hosts if you have added those
hosts to your SnapDrive MMC.

Steps
1. Expand the SnapDrive option in the left MMC pane.
Local and remote SnapDrive hosts are displayed.

2. Right-click the SnapDrive host for which you want to manage a SnapDrive license and select
SnapDrive Licenses.

The SnapDrive Licenses window is displayed.
3. View, change, or disable the license as needed.

Note: If you disable the host-side license, you can execute SnapDrive operations only on
storage systems that have a SnapDrive or SnapManager license installed for 7-Mode. For
Cluster-Mode, host-side license is mandatory.

Related references

License commands on page 185

Enabling SnapDrive notification settings

SnapDrive enables you to set up e-mail notification and to enable storage system AutoSupport in the
event of a SnapDrive message or storage system error.

Before you begin

To use storage system AutoSupport with SnapDrive Notification Settings, you must enable
AutoSupport on the storage system.

About this task

When you set up notification, you can specify the following information:
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Whether and where to send e-mail notification
What types of messages to report
Whether to allow a subset of events to be posted to AutoSupport on the storage system

Steps

1.

Select the appropriate SnapDrive instance, then from the menu choices on top of MMC, click
Action > Notification Settings.

Select Use Storage System AutoSupport if you want to enable a subset of the Windows System
Events for AutoSupport on the storage system.

3. In the Notification Settings panel, select Enable SnapDrive E-mail Notification.

Under E-mail Settings, type the outgoing SMTP server, and the From and the To e-mail
addresses.

Note: The e-mail address must be in a valid SMTP format, for example,
administrator@mycompany.com.

Under Event Category, select one or more event categories about which you want to be notified.

Under Event Type, select one or more event types about which you want to be notified when the
specified event types take place.

Click OK.

Setting a preferred IP address

If your storage system has more than one IP address, you can configure SnapDrive for Windows to
use one of those addresses as the preferred IP address for management traffic.

About this task

Even if your storage system has only one IP address, setting a preferred IP address prevents issues
from occurring if additional interfaces are added later.

Note: Setting a preferred IP address is not a substitute for proper name resolution. The host and
storage system names must still be resolved by DNS.

Steps

1.

Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then select Disks.

Right-click Disks and select Properties from the menu.

3. Inthe Disks Properties window, click the Preferred Storage System IP Addresses tab.

Enter the storage system name and preferred IP address for that storage system in the spaces
provided.
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Note: If you are using an iSCSI HBA in your storage system, do not set the IP address of the
target HBA as the preferred IP address. Instead, use the IP address of the storage system’s
management port.

5. Click Apply.
6. Repeat Step 3 and Step 4 for each storage system on which you want to set a preferred IP address.

7. Click OK.

Stopping and starting the SnapDrive service

You can stop or start the SnapDrive for Windows service using MMC.

Steps
1. Inthe left MMC pane, expand the Services and Applications option and select Services.
2. In the right MMC pane, scroll down the list of service and locate the SnapDrive service.
3. Double-click SnapDrive.

The SnapDrive Properties window is displayed.

4. Under "Service status", click Stop or Start, then click OK to exit the SnapDrive Properties
window.

Adding and removing initiators with SnapDrive

You can use SnapDrive to add or remove initiators for LUNSs created using SnapDrive.

Steps

1. Double-click SnapDrive in the left MMC pane, and then, if the Disks option is not already
expanded, double-click Disks.

The currently connected disks are displayed.

2. Select the disk for which you want to add or remove initiators.

3. From the menu choices on top of MMC, click Action > Add/Remove Initiator.
The Initiators Management screen is displayed.

Note: You do not have the option to add or remove initiators for LUNSs created on a VMware
Guest OS.

4. To add or remove initiators, follow the instructions in the Initiators Management screen.

Note: If you remove an initiator that belongs to an igroup to which other initiators have been
added, a dialog box informs you that all initiators will be removed. Click Yes to remove all
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initiators. If you try to remove an initiator that belongs to an igroup that contains initiators from
another host, the operation will fail. SnapDrive does not support this configuration.

5. Click OK.

Administering SnapDrive remotely

You can simplify management of multiple SnapDrive installations using the "Add SnapDrive Server"
and "Connect to another computer” features to add and delete remote SnapDrive installations.

Adding a remote SnapDrive instance

Use the Add SnapDrive Server option to add remote SnapDrive instances to a local SnapDrive MMC
to manage SnapDrive on multiple servers from a single server.

Before you begin

To add remote instances of SnapDrive to MMC, the remote Windows host must meet the following
requirements:

* The host must exist.
» SnapDrive must be installed and the SnapDrive service must be running.

» The same version of SnapDrive that is installed on your local host must be installed on your
remote machine.

Note: There is no requirement regarding the OS type that is running on either the local or remote
hosts.

Steps

1. In the left MMC pane, select SnapDrive.
2. From the menu choices at the top of MMC, navigate to Action > Add SnapDrive Server.
The Add SnapDrive Server window in displayed.

3. Inthe Add SnapDrive Server window, type the name of the SnapDrive server you want to
manage.

4. If the SnapDrive server you are adding belongs to a Microsoft cluster, select "Add SnapDrive
instances from all the Microsoft cluster nodes."

Note: By default, SnapDrive uses the local host's SnapDrive Web service TCP/IP endpoint port
number. Ensure that all nodes in the cluster use the same port number; otherwise, do not select
this option then add each cluster node separately.

5. Click Add.

6. If the server name you entered resides in a domain that is not one of the local server's trusted
domains, enter the username and password for that domain.
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Note: When you manage a remote instance of SnapDrive that is not in a trusted domain, you
will not be able to see the remote system's Event Viewer and you will receive the error "Access
Denied." You can ignore this error and continue to perform SnapDrive management
operations.

The remote SnapDrive instance is listed under SnapDrive Instances Managed in the center MMC
pane, and in the left MMC pane beneath the local SnapDrive instance.

SnapDrive saves the list of SnapDrive instances that have been added to MMC and loads the list
whenever MMC is restarted.

To add additional remote SnapDrive server instances, repeat Step 1 through Step 4.

Note: SnapDrive does not limit the number of remote instances you can add to the local
SnapDrive server.

Deleting a remote SnapDrive instance

Delete a remote SnapDrive instance from a local SnapDrive MMC when you no longer want to
manage that instance.

Steps

1.
2.
3.

In the left MMC pane, select the remote SnapDrive server instance you want to delete.
From the menu choices at the top of MMC, navigate to Action > Remove SnapDrive Server.

Click Yes in the Remove SnapDrive Server pop-up window.
The remote SnapDrive instance is removed from the local SnapDrive MMC.

Managing SnapDrive remotely using Connect to another computer
Use the Connect to another computer feature to manage SnapDrive on a remote computer MMC.

Before you begin

To perform remote administration of SnapDrive, the remote Windows administration host machine
must meet the same software requirements as the production host machine, except that you do not
need to install the LUN drivers. Check that the following specific requirements are met:

The same version of SnapDrive must be installed on both the production machine and the remote
machine.

When prompted during installation for the account used to access the storage system, you must
specify the same account used for access from the production host machine.

Steps

1.

In MMC, select Computer Management.

2. From the menu selections at the top of MMC, navigate to Action > Connect to Another

Computer.



76 | SnapDrive 6.5 for Windows Installation and Administration Guide

3. Enter the host name of the remote SnapDrive server you want to manage, and then click OK.

The remote host machine's MMC window appears on your local machine, enabling you to
manage SnapDrive remotely.
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Enabling RBAC for use with SnapDrive for
Windows

Before you can use DataFabric Manager role-based access control (RBAC) with SnapDrive for
Windows, you must make this feature available by first enabling the service on your storage system,
then configuring your SnapDrive for Windows system with the appropriate DataFabric Manager
server credentials, and finally adding and assigning roles to SnapDrive for Windows users.

Using RBAC with DataFabric Manager server

SnapDrive provides support for role-based access control (RBAC) with DataFabric Manager server
to separate server administrator and storage administrator functions and to limit SnapDrive actions
and operations, depending on the role or job function of the user.

Role-based access control enables an application or Windows server administrator to provision and
manage storage for their resources without needing the storage system root password.

Note: RBAC is not supported in Cluster-Mode environments.

When configured for role-based access control, SnapDrive serves as the policy decision point. For
every SnapDrive operation, an RBAC access check to DataFabric Manager server is performed. The
RBAC access check verifies whether a SnapDrive user can perform a SnapDrive operation on a
storage system resource. The SnapDrive MMC displays only the object types to which a user has
been granted access.

If DataFabric Manager server encounters a short service outage, SnapDrive is not affected. If a
prolonged outage occurs, however, SnapDrive cannot operate.

Note: If DataFabric Manager server is down, the SnapDrive administrator can request the storage
system administrator to disable role-based access control.

The following requirements must be met for SnapDrive to use role-based access control:

« DataFabric Manager server must be present and configured in the IP network in which the storage
system and the SnapDrive hosts exist.

» DataFabric Manager server must be version 3.7 or later.
For the most up-to-date supported configuration information, see the Interoperability Matrix at
support.netapp.com/NOW/products/interoperability.

» The DataFabric Manager server must have predefined roles, operations, and capabilities for
SnapDrive.

« The storage system administrator must enable the DataFabric Manager server RBAC flag in the
AccessControl .xml file located in the root volume of the storage system.


http://support.netapp.com/NOW/products/interoperability/
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» SnapDrive must be configured by the host administrator with the DataFabric Manager server
name and credentials to use role-based access control; otherwise, SnapDrive continues to use the
original access control method, if one was configured.

The DataFabric Manager server name and credentials can be entered during SnapDrive
installation or by using sdcli -exe.

» To enable backup operations to proceed, a role with SD.Config.Read and SD.Config.Write
capabilities must be created and applied by the storage administrator at the storage system level.
For example, at the STORACL prompt, use the following command to create a new role:
role add -rn SDConfigRole -OPN SD.Config.Read SD.Config.Write
To apply the new role to the domain user on the specified storage system use the following

command:
user add -rsn StorageSystemName -rtype stor -un domain\user -RN
SDConfigRole

» Fordisk create and connect operations to succeed using either the automatic igroup
creation option or the manual igroup creation option with SnapDrive, the following
permissions must be set:

« If you choose the automatic igroup creation option, SD.Config.Write
» If you choose the manual igroup creation option, SD.Config.Read

See the OnCommand Unified Manager Operations Manager Administration Guide for your version
of DataFabric Manager server for more information about roles and capabilities and how they are
used. See the Storage Access Control Tool User's Guide for more information about the

storacl .exe tool.

Related tasks

Enabling RBAC on the storage system on page 78

Configuring SnapDrive for Windows to use RBAC on page 79

Creating SnapDirive user roles on DatafFabric Manager server on page 80
Assigning roles to SnapDrive users on DataFabric Manager server on page 80

Related references

SnapDrive for Windows to DataFabric Manager role mappings on page 179
OnCommand commands on page 211

Enabling RBAC on the storage system

The first step toward enabling RBAC for use with SnapDrive for Windows is having the storage
administrator enable the feature on the storage system.

Steps

1. Download storacl .exe from the ToolChest on the NetApp Support Site to your Windows host.
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2. Run storacl .exe from the location to which you downloaded it on your Windows host.

3. At the STORACL> prompt, enter the following command:
create -stor StorageSystem -user User Name -pwd password

The AccessControl . xml file is created in the /etc directory of your storage system root
volume.

4. Atthe STORACL prompt, enter the following command:

dfmrbac set -val true

See the Operations Manager Administration Guide for your version of DataFabric Manager
server for more information about RBAC.

Note: SnapDrive does not support file-based RBAC in Data ONTAP 8.1 operating in a
Cluster-Mode environment.

After you finish

You next configure SnapDrive for Windows to use the DataFabric Manager RBAC feature.

Configuring SnapDrive for Windows to use RBAC

After your storage administrator enables RBAC on the storage system, you must configure your
SnapDrive for Windows host with the proper DataFabric Manager server credentials.

Before you begin
The following conditions must exist before you configure SnapDrive to use RBAC:

» The SnapDrive service account has administrative privileges on both the storage system and the
host.

» The user you specify from SnapDrive is configured with DFM. Core . AccessCheck capability in
the global scope in DataFabric Manager server.

Step

1. If you did not configure your SnapDrive for Windows host with your DataFabric Manager server
information when you installed SnapDrive, use the sdcli dfm_config command to enter the
hostname, username, and password of the user accessing DataFabric Manager.

After you finish

You will next create SnapDrive user roles using DataFabric Manager.

Related tasks

Configuring access for SnapDrive on page 53
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Creating SnapDrive user roles on DataFabric Manager
server

After you configure SnapDrive for Windows to use RBAC, you must create roles on the DataFabric
Manager server to grant access to SnapDrive for Windows users according to the SnapDrive
operations you want them to perform.

Before you begin

The domain or workgroup users to whom you want to assign roles must already be created.

About this task

Perform these steps on DataFabric Manager using the Operations Manager interface. See the
Operations Manager Administration Guide for your version of DataFabric Manager server for more
information about creating roles using the Operations Manager interface.

Steps

1. Select Roles from the Setup menu.

2. Click Add Capabilities..., and from the Capabilities window, select a resource from the resource
tree.

3. Select the capabilities you want for the new role you are creating in one of two ways:

» Select the operations that you want to allow for the resource.

* To inherit roles, select that role from the Inherit Capabilities list on the left, and click >> to
move it to the list on the right.

4. Click Add Role.

After you finish

You will next assign roles to SnapDrive users.

Assigning roles to SnapDrive users on DataFabric Manager
server

After you create roles on DataFabric Manager server, you must assign the roles to SnapDrive users.

About this task

Perform these steps on DataFabric Manager using the Operations Manager interface. See the
Operations Manager Administration Guide for your version of DataFabric Manager server for more
information about assigning roles using the Operations Manager interface.
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Steps

Select Administrative Users from the Setup menu.

Type the name of the administrator or Windows group to which you want to assign a role.
Select the role from the list on the left and click >> to move it to the list on the right.
Click Add.

> 0w Do
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Managing iSCSI sessions

SnapDrive enables you to manage iSCSI sessions on the storage system.

ISCSI Software Initiator node naming requirements

While it is possible to rename iSCSI Software Initiator nodes on a SnapDrive for Windows host,
Data ONTAP requires you to use standard iSCSI Software Initiator node names.

When you install the Microsoft iISCSI Software Initiator, an applet is installed that enables you to
rename the initiator node to something other than the standard iSCSI qualified name (IQN) or IEEE
EUI-64 (EUI) formats. Data ONTAP, however, does not recognize nonstandard initiator node names
and returns an error when you attempt to create a LUN using a node name that does not use the IQN
or EUI formats.

Following is the format for IQN-type node names:
ign.yyyy- nm r ever se_donai n_namne: any

The EUI-type node name format consists of the “eui.” prefix, followed by 16 ASCIl-encoded
hexadecimal characters.

Note: A dash (-) is allowed in the IQN name; however, an underscore (_) is not allowed.

IQN-type node name example

ign.1991-05.com.microsoft:winclientl

EUI-type node name example
eul .02004567A425678D

Establishing an iISCSI session to a target

Before creating a LUN, you need to have an iSCSI session to the target on which you will manage
the LUN.

Before you begin

Verify that the iSCSI service is started.
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About this task

An iSCSI sessions can be established only between the same IP versions. The iSCSI session must
be either IPv6 to IPv6 or it must be IPv4 to IPv4. The iSCSI sessions cannot be a combination of
the two IP versions.

A link-local IPv6 address can be used for iSCSI session management and for communication
between a host and a target only when both are in the same subnet.

Steps

1.

Perform the following actions to launch the Create iSCSI Session wizard:

a) Inthe left MMC pane, select the instance of SnapDrive you want to manage.
b) Select iSCSI Management.
c¢) From the menu choices at the top of MMC, navigate to Action > Establish Session.

In the ISCSI Session wizard, click Next.
The Provide Storage System Identification panel is displayed.

In the Provide Storage System ldentification panel, enter the storage system name or IP address
of the storage system management port you want to establish the iSCSI session with, and then
click Next.

Note: The IP address you enter is the storage system management port IP address, not the
target portal IP address to which SnapDrive will establish an iSCSI session. You will select the
IP address for establishing an iSCSI session in Step 5.

The Provide iSCSI HBA panel is displayed.

In the upper pane of the Provide iSCSI HBA panel, click the radio button next to an available
iISCSI HBA to specify the initiator portal you want to use.

In the lower pane of the Provide iSCSI HBA panel, perform the following actions:

a) Select the target portal to which SnapDrive will establish the iSCSI session by clicking the
radio button next to the IP address of the target portal you want to use.

b) If your target requires authentication, select Use CHAP, and then type the user name and
password that iISCSI will use to authenticate the initiator to the target.

c) Click Next.
The Completing the iSCSI Session Wizard panel is displayed.
In the Completing the iSCSI Session Wizard, perform the following actions:

a) Review the information to make sure it is accurate.

b) If the information is not accurate, use Back to go back to previous panels of the wizard to
modify information.

c¢) Click Finish.
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Result

An iSCSI session to the target is established.

How SnapDrive uses CHAP authentication

If it is required by your storage system, use CHAP authentication to validate the identity of the login
information being sent to the storage system from an iSCSI initiator when you create an iSCSI
session.

The Challenge Handshake Authentication Protocol (CHAP) enables authenticated communication
between iSCSI initiators and targets. When you use CHAP authentication, you define the CHAP user
names and passwords on the initiator and the storage system.

Note: SnapDrive requires that the CHAP password contains at least 12 characters.

During the initial stage of the iSCSI session, the initiator sends a login request to the storage system
to begin the session. The login request includes the initiator’s CHAP user name and algorithm. The
storage system responds with a CHAP challenge. The initiator provides a CHAP response. The
storage system verifies the response and authenticates the initiator. The CHAP password is used to
compute the response.

Disconnecting an iSCSI target from a Windows host

You can disconnect an iSCSI target from a Windows host if there are no LUNSs connected to it.

Before you begin

You must disconnect any LUNS connected to the target before the target can be disconnected.

Steps

1. Perform the following actions to disconnect an iSCSI target:

a) Inthe left MMC pane, select the instance of SnapDrive from which you want to disconnect an
iSCSI target.

b) Double-click iSCSI Management.

c) Select the iSCSI session that you want to disconnect.

d) From the menu choices at the top of MMC, navigate to Action > Disconnect Target.

A SnapDrive dialog box is displayed prompting you to confirm your action. Additionally, if you
have LUNs connected to the iSCSI target, a warning pop-up box is displayed prompting you to
confirm that all access to the LUNSs on the iSCSI target can be terminated.

2. Click Yes.

Result

The selected iSCSI target is disconnected from the Windows host.
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Disconnecting a session to an iSCSI target

You can disconnect an iSCSI session to an iSCSI target when you have more than one session and
you do not want to disconnect the target or other sessions connected to that target.

Steps

1.

Perform the following actions to disconnect a session to an iSCSI target:

a) In the left MMC pane, select the instance of SnapDrive for which you want to disconnect an
iSCSI session.

b) Double-click iSCSI Management.
c) Select the iSCSI target from which you want to disconnect a session.

In the center MMC pane, select the iSCSI session you want to disconnect.
From the menu choices at the top of MMC, navigate to Action > Disconnect Session.

Note: If you have only one iSCSI session connected to the iSCSI target, performing this
procedure will disconnect the iSCSI target from the Windows host.

A SnapDrive pop-up box is displayed prompting you to confirm your action. Additionally, if you
disconnect the last session to the iSCSI target and you have LUNSs connected to the target, a
warning pop-up box is displayed prompting you to confirm that all access to the LUNSs on the
iSCSI target can be terminated.

Click Yes.

Result

The selected iSCSI session is disconnected from the iSCSI target.

Examining details of an iSCSI session

You can view details for each of the iSCSI sessions in SnapDrive.

Steps

1.
2.
3.

In the left MMC pane, select the instance of SnapDrive you want to examine.
Double-click iSCSI Management.
Select the connected iSCSI target whose details you want to view.

Session details are displayed in the lower pane of the center MMC panel.
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Creating LUNSs

SnapDrive enables you to quickly create LUNS on a storage system for use in a Windows
environment.

Rules for creating LUNs
To avoid problems creating LUNSs when using SnapDrive, you must keep some rules in mind.

e Create LUN names using US-ASCII characters only, even when you are using non-ASCII
operating systems.

» If you are adding the CSV LUN to a Windows Server 2008 or 2012 cluster, make sure to create
the CSV LUN on the node that owns the cluster group in which you are creating a new physical
disk resource.

Note:

» Shared disks on Windows Server 2008 and 2012 cluster nodes that do not own the disks
often display as offline in the MMC Disk Management utility; however, the disks continue
to function normally on all nodes in the cluster.

» Use the LUN path instead of the UNC path to create a LUN.

When you use the UNC path, disk creation fails with the error
A device attached to the system is not functioning.

» To ensure that Snapshot copies can be made, follow these guidelines:

» Do not attempt to create a LUN on a storage system volume that holds anything other than
LUNs.

« Conversely, do not put anything other than LUNS on a storage system volume that contains
LUN:Ss.

e Al LUNSs in the same storage system volume should be created using SnapDrive or, if they
were created outside of SnapDrive, prepared for management in SnapDrive.

What volume mount points are

A volume mount pointis a drive or volume in Windows that is mounted to a folder that uses NTFS.
A mounted drive is assigned a drive path instead of a drive letter, enabling you to surpass the
limitation of 26 letters with which to name drives.

SnapDrive supports the creation of up to 128 LUNSs. By using volume mount points, you can graft, or
mount, a target partition into a folder on another physical disk. After you create a volume mount
point in SnapDrive, the volume mount point drive path or label displays in the Microsoft MMC Disk
Management pane, as well as in SnapDrive MMC Disk List pane.
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For more information about volume mount points, see Microsoft article 280297 and 205524.

Volume mount point limitations

When creating mount points on clustered Windows Servers, keep these additional limitations in
mind:

The mounted volume must be of the same type as its root; that is, if the root volume is a shared
cluster resource, the mounted volume must also be shared, and if the root volume is dedicated, the
mounted volume must also be dedicated.

You cannot create mount points to the quorum disk.

If you have a mount point from one shared disk to another, SnapDrive verifies that they are in the
same cluster group and that the mounted disk resource is dependent on the root disk source.

Related information

Knowledge Base article 280297
Knowledge Base article 205524

Creating a dedicated LUN

You can use SnapDrive to create dedicated FC-accessed or iSCSI-accessed LUNSs.

Before you begin

Create the dedicated volumes to hold your LUNS on the storage system.
Verify that the FC or iSCSI services have been started on the storage system.

Before creating a LUN in a VMware guest OS and when using VMotion, you must manually
create initiator groups either by using OnCommand System Manager or at the storage system
console.

About this task

Keep the following considerations in mind when creating a LUN:

Unless the LUN is shared within a Windows cluster, the LUN must not be connected to more
than one host.

LUNSs should be created using SnapDrive.

SnapDrive filters volumes, gtrees, and LUNs depending on storage system access control settings
that might exist in the AccessControl .xml file on your storage system. During LUN creation,
SnapDrive displays the message "Checking access control” to indicate it is checking these access
control settings.

ALUA is supported on ESX 4 and later.

When you create a disk on an ESX 4 virtual machine with FC initiators and you choose
Automatic igroup management to map the disk to the storage system, ALUA is enabled by
default on the igroup.


http://support.microsoft.com/kb/280297/en-us
http://support.microsoft.com/kb/205524
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Steps

1.

6.

Perform the following actions to launch the Create Disk Wizard:

a) Select the SnapDrive instance for which you want to create a disk.
b) Select Disks.
c) From the menu choices at the top of MMC, navigate to Action > Create Disk.

The Create Disk Wizard is launched.
In the Create Disk Wizard, click Next.
The Provide Storage System Name, LUN Path and Name panel is displayed.

In the Provide a Storage System Name, LUN Path and Name panel, perform the following
actions:

a) Inthe “Storage System Name” field, type the storage system name where the LUN will be
created or select an existing storage system using the pull-down menu.

b) Inthe “LUN Path” field, type the LUN path or select the path on the storage system you
added in Step a.

c) Inthe "LUN Name" field, enter a name for the LUN and click Next.

The Select a LUN Type panel is displayed.
In the Select a LUN Type panel, select Dedicated, and then click Next.

In the Select LUN Properties panel, either select a drive letter from the list of available drive
letters or type a volume mount point for the LUN you are creating. When you create a volume
mount point, type the drive path that the mounted drive will use: for example, G:
\mount_drivel\.

Note: The root of the volume mount point must be owned by the node on which you are
creating the new disk.

Note: You can create cascading volume mount points (one mount point mounted on another
mount point); however, in the case of a cascading mount point created on an MSCS shared
disk, you might receive a system event warning indicating that disk dependencies might not be
correctly set. This is not the case, however, as SnapDrive will create the dependencies and the
mounted disks will function as expected.

While still in the Select LUN Properties panel, complete the following actions:

a) Click Limit or Do not limit for the option labeled “Do you want to limit the maximum disk
size to accommodate at least one snapshot?”

If you keep the default, Limit, which is the recommended option, the disk size limits
displayed are accurate only when they first appear on the Select LUN Properties panel. When
this option is selected, the following actions might interfere with the creation of at least one
Snapshot copy:

» Changing the option to Do not limit and using SnapDrive to create an additional LUN in
the same storage system volume.
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e Creating a LUN in the same storage system volume without using SnapDrive
» Storing data objects other than LUNSs on this storage system volume.

b) Selecta LUN size, which must fall within the minimum and maximum values displayed in the
panel.
c) Click Next.

If the settings on the storage system volume or gtree on which you are creating the LUN do not
allow SnapDrive to proceed with the create operation, the Important Properties of the Storage
System Volume panel is displayed, as described in Step 7. Otherwise, Step 7 is skipped.

The Important Properties of the Storage System Volume panel displays the settings that will
be used for the volume or gtree you specified in Step 4 of this procedure.

SnapDrive requires the storage system volume containing LUNs to have the following properties:

e create_ucode = on
e convert_ucode = on
» snapshot_schedule = off

Note: SnapDrive cannot proceed to create a LUN unless these settings are configured as
shown. Therefore, you must accept these settings.

Note: The create_ucode and convert_ucode volume options are no longer used, but they are set
to maintain backwards compatibility with earlier versions of SnapDrive.

Click Next.
The Select Initiators panel is displayed.
In the Initiator List pane, select an initiator for the LUN you are creating.

If you select an iSCSI initiator, and an iSCSI connection to the storage system on which you are
creating the LUN does not exist, SnapDrive launches the Create iSCSI Session wizard, and you
are prompted to select a target portal and initiator. Also, if your target requires authentication of
hosts that connect to it, you can type that information here. After you click OK, the iSCSI
connection from the Windows host to the storage system is established, even if you do not
complete the Create Disk wizard.

If you have MPIO installed and you are using iSCSI and FC, you have the option to select an
iSCSI initiator and several FC initiators.

Click Next.
The Select Initiator Group Management panel is displayed.

In the Select Initiator Group Management panel, specify whether you will use automatic or
manual igroup management. If you select automatic igroup management, SnapDrive uses existing
igroups or, when necessary, creates new igroups for the initiator you specified in Step 8. If you
select manual igroup management, you manually choose existing igroups or create new ones as
needed.
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If you specify... Then...

Automatic igroup Click Next.

management . o . I
SnapDrive uses existing igroups, one igroup per initiator, or, when necessary, creates

new igroups for the initiators you specified in Step 8.

Manual igroup Click Next, and then perform the following actions:

management - . . .
g a. Inthe Select Initiator Groups panel, select from the list the igroups to which you

want the new LUN to belong.
Note: A LUN can be mapped to an initiator only once.

OR

Click Manage Igroups and for each new igroup you want to create, type a name
in the Igroup Name text box, select initiators, click Create, and then click Finish
to return to the Select Initiator Groups panel.

b. Click Next.

Note: The Next button will remain unavailable until the collection of selected
igroups contains all the initiators you selected in Step 8.

You are done with igroup management.
11. In the Completing the Create Disk Wizard panel, perform the following actions:
a) Verify all the settings.

If you need to change any settings, click Back to go back to the previous Wizard panels.
b) Click Finish.

Disk creation might take several seconds to complete. SnapDrive displays disk creation status
in the lower panel of the center MMC pane.

Related tasks

Creating an RDM LUN on a guest OS on page 96
Stopping and starting the SnapDrive service on page 73
Managing LUNS not created in SnapDrive on page 115

Creating a shared LUN

You can use SnapDrive to create FC-accessed or iSCSI-accessed LUNS that are shared between
clustered Windows servers.

Before you begin

» FC oriSCSI services have been started on the storage system.
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About this task

You should keep the following considerations in mind when creating a LUN:

You can create LUNs using SnapDrive.

SnapDrive filters volumes, gtrees, and LUNs depending on storage system access control settings
might exist in the AccessControl.xml file on your storage system, which means that during LUN
creation, SnapDrive displays the message "Checking access control” to indicate that it is checking
these access control settings.

Steps

1.

Perform the following actions to launch the Create Disk wizard:

a) Select the SnapDrive instance for which you want to create a disk.
b) Select Disks.
c) From the menu choices at the top of MMC, navigate to Action > Create Disk.

The Create Disk wizard is launched.
In the Create Disk wizard, click Next.
The Provide Storage System Name, LUN Path and Name panel is displayed.

In the Provide a Storage System Name, LUN Path and Name panel, perform the following
actions:

a) In the Storage System Name field, type the storage system name of the system on which the
LUN will be created or select an existing storage system using the pull-down menu.

b) Inthe LUN Path field, type the LUN path or select the path on the storage system that you
added in Step 3a.
c) Inthe LUN Name field, type a name for the LUN and click Next.

The Select a LUN Type panel is displayed.
In the Select a LUN Type panel, select Shared, and then click Next.

In the Information About the Microsoft Cluster Services System panel, verify that you want the
disk to be shared by the nodes listed, and then click Next.

The Specify Microsoft Cluster Services Group panel is displayed.

In the Specify Microsoft Cluster Services Group panel, perform one of the following actions
and then click Next:

» Select a cluster group from the Group Name drop-down list.

» Select Create a new cluster group to create a new cluster group.
Note: When selecting a cluster group for your LUNs, choose the cluster group your
application will use. If you are creating a volume mount point, the cluster group is already

selected. This is because the cluster group owns your root volume physical disk cluster
resources. It is recommended that you create new shared LUNS outside of the cluster group.

e Select Add to cluster shared volumes.
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7.

In

the Select LUN Properties panel, either select a drive letter from the list of available drive

letters or enter a volume mount point for the LUN you are creating. When you create a volume
mount point, enter the drive path that the mounted drive will use: for example, G:
\mount_drivel\.

Note: The root of the volume mount point must be owned by the node on which you are
creating the new disk.

Note: You can create cascading volume mount points (one mount point mounted on another
mount point); however, in the case of a cascading mount point created on an MSCS shared
disk, you might receive a system event warning indicating that disk dependencies might not be
correctly set. This is not the case, however, as SnapDrive will create the dependencies and the
mounted disks will function as expected.

8. While still in the Select LUN Properties panel, complete the following actions:

9.

a)

b)

c)

d)

Click Limit or Do not limit for the option labeled “Do you want to limit the maximum disk
size to accommodate at least one snapshot?”

If you select Limit, the disk size limits displayed are accurate only when they first appear on
the Select LUN Properties panel. When this option is selected, the following actions might
interfere with the creation of at least one Snapshot copy:

* The option is changed to Do not limit and SnapDrive is used to create an additional LUN
in the same storage system volume.

* A LUN is created in the same storage system volume without using SnapDrive

» Data objects other than LUNS are stored on this storage system volume.

Select a LUN size. The size must fall within the minimum and maximum values displayed in

the panel.

Note: If the volume on which you are creating the LUN is thin provisioning enabled, a note
displays in the LUN Size pane.

Select whether you want to allow the maximum LUN size for this LUN. No is selected by
default, which means that the LUN cannot exceed the size available in the volume.

Click Next.

If the settings on the storage system volume or gtree on which you are creating the LUN do not
allow SnapDrive to proceed with the create operation, the Important Properties of the Storage
System Volume panel is displayed, as described in Step 8. Otherwise, Step 8 is skipped.

The Important Properties of the Storage System Volume panel displays the settings that will
be used for the volume or gtree you specified earlier in this procedure.

SnapDrive requires the storage system volume containing LUNs to have the following properties:

create_ucode = on
convert_ucode = on
snapshot_schedule = off
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12.

13.

14,
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Note: SnapDrive cannot proceed to create a LUN unless these settings are configured as
shown. Therefore, you must accept these settings.

Note: The create_ucode and convert_ucode volume options are no longer used, but they are set
to maintain backwards compatibility with earlier versions of SnapDrive.

Click Next.
In the Select Initiators panel, perform the following actions:

a) Double-click the cluster group name to display the hosts that belong to the cluster.
b) Click the name of a host to select it.

The available initiators for that host are displayed in the Initiator List in the lower half of the
pane.

In the Initiator List pane, select an initiator for the LUN you are creating.

If you select an iSCSI initiator, and an iSCSI connection to the storage system on which you are
creating the LUN does not exist, SnapDrive launches the Create iSCSI Session wizard, and you
are prompted to select a target portal and initiator. Also, if your target requires authentication of
hosts that connect to it, you can type that information here. After you click OK, the iSCSI
connection from the Windows host to the storage system is established, even if you do not
complete the Create Disk wizard.

If you have MPIO installed and you are using FC, you have the option to select several FC
initiators.

Repeat Step 10 and Step 11 for all hosts, and then click Next.

Note: The Next button remains unavailable until initiators for all hosts of a cluster have been
selected.

The Select Initiator Group management panel is displayed.

In the Select Initiator Group management panel, specify whether you will use automatic or
manual igroup management. If you select automatic igroup management, SnapDrive uses existing
igroups or, when necessary, creates new igroups for the initiators you specified in Step 10
through Step 12. If you select manual igroup management, you manually choose existing igroups
or create new ones as needed.

If you specify... Then...

Automatic igroup  click Next.

management o
You are done with igroup management.
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If you specify... Then...

Manual igroup Click Next, and then perform the following actions:

management . . . .
g a. Inthe Select igroups panel, select from the list the igroups to which you want the

new LUN to belong. Repeat this action for each node in the cluster.
Note: A LUN can be mapped to an initiator only once.

OR

Click Manage igroups and for each new igroup you want to create, type a name
in the igroup Name text box, select initiators, click Create, and then click Finish
to return to the Select igroups panel.

b. Click Next.

Note: The Next button will remain unavailable until the collection of selected
igroups contains all the initiators you selected in Step 11.

The Completing the Create Disk Wizard panel is displayed.

15. In the Completing the Create Disk Wizard panel, perform the following actions:
a) Verify all the settings.

If you need to change any settings, click Back to go back to the previous wizard panels.
b) Click Finish.

Disk creation might take several seconds to complete. SnapDrive displays disk creation status
in the lower panel of the center MMC pane.

Related tasks

Preparing storage systems for SnapDrive on page 51
Managing LUNSs not created in SnapDrive on page 115

Windows Server 2008 and 2012 failover cluster support

SnapDrive supports the use of shared LUNs in a Windows Server 2008 and 2012 failover cluster for
all cluster configuration models using up to eight nodes. However, you cannot perform enumeration
and management of offline disk resource tasks in a failover cluster.

For more information about failover clusters and cluster configuration models, see the Windows
Server 2008 documentation and online help.
Related tasks

Creating a shared L UN on page 90

Related information

The Microsoft Windows Server 2008 Technical Library


http://technet.microsoft.com/en-us/library/ff182326%28WS.10%29.aspx
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Configuring a Windows Server 2008 and 2012 failover
cluster witness disk

SnapDrive for Windows and Windows Server 2008 and 2012 provides a simpler way of configuring
a shared disk as a witness disk than in earlier versions of SnapDrive and Windows Server. While
SnapDrive still supports the previous method of configuring a quorum, it is no longer necessary to
create a shared disk before creating a cluster, nor is it necessary to connect that shared disk to the
node before that node can be added to the cluster.

Before you begin

Install the Windows Server 2008 or 2012 failover cluster feature.

For more information, see Windows Server 2008 or 2012 online Help.

Create the failover cluster using the Windows Server 2008 or 2012 MMC snap-in, Failover
Cluster Management.

For more information, see Windows Server 2008 or 2012 online Help.

Create a shared LUN, ensuring that you select the Microsoft Cluster Services Group named
“Cluster Group” to own that disk resource.

Note: The shared LUN must be created on the node that owns “Cluster Group.” To determine
which node owns “Cluster Group,” type the cluster group command at a Windows
command prompt.

Steps

1.

Navigate to Start > Administrative Tools > Failover Cluster Management to launch the
Windows Server 2008 or 2012 Failover Cluster Management snap-in.

Click the name of the failover cluster for which you want to configure the witness disk.

From the menu choices at the top of the snap-in, navigate to Action > More Actions >
Configure Cluster Quorum Settings.

The Configure Cluster Quorum Wizard is launched.

In the Configure Cluster Quorum Wizard, click Next.

The Select Quorum Configuration panel is displayed.

In the Select Quorum Configuration panel, select Node and Disk Majority, and then click Next.
The Configure Storage Witness panel is displayed.

In the Configure Storage Witness panel, select the shared LUN you created in SnapDrive to be
the witness disk, and then click Next.

The Confirmation panel is displayed.

In the Confirmation panel, click Next to configure the cluster quorum settings.
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8.

The quorum settings are configured and the Summary panel is displayed.

In the Summary panel, click Finish to close the wizard.

Related tasks

Creating a shared L UN on page 90

Creating an RDM LUN on a guest OS
You can use SnapDrive to create FC, iSCSI, or ESX iSCSI accessed RDM LUNSs on a guest OS.

Before you begin

Create the dedicated volumes to hold your LUNS on the storage system.

Verify that the FC or iSCSI service has been started on the storage system.

Before creating a LUN in a VMware guest OS, you must manually create initiator groups by
using OnCommand System Manager or at the storage system console.

When you create a shared FC or iISCSI RDM LUN, you must choose an initiator from each ESX
server to create a single initiator group automatically using SnapDrive.

Steps

1.

Perform the following actions to launch the Create Disk wizard:

a) Select the SnapDrive instance for which you want to create a disk.
b) Select Disks.
c) From the menu choices at the top of MMC, navigate to Action > Create Disk.

The Create Disk Wizard is launched.
In the Create Disk Wizard, click Next.
The Provide Storage System Name, LUN Path and Name panel is displayed.

In the Provide a Storage System Name, LUN Path and Name panel, perform the following
actions:

a) Inthe “Storage System Name” field, type the storage system name where the LUN will be
created or select an existing storage system using the pull-down menu.

b) Inthe “LUN Path” field, type the LUN path or select the path on the storage system you
added in Step a.

c¢) Inthe "LUN Name" field, enter a name for the LUN and click Next.
The Select a LUN Type panel is displayed.
In the Select a LUN Type panel, select Dedicated, and then click Next.

In the Select LUN Properties panel, either select a drive letter from the list of available drive
letters or type a volume mount point for the LUN you are creating. When you create a volume
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mount point, type the drive path that the mounted drive will use: for example, G:
\mount_drivel\.

Note: The root of the volume mount point must be owned by the node on which you are
creating the new disk.

Note: You can create cascading volume mount points (one mount point mounted on another
mount point); however, in the case of a cascading mount point created on an MSCS shared
disk, you might receive a system event warning indicating that disk dependencies might not be
correctly set. This is not the case, however, as SnapDrive will create the dependencies and the
mounted disks will function as expected.

6. While still in the Select LUN Properties panel, complete the following actions:

a) Click Limit or Do not limit for the option labeled “Do you want to limit the maximum disk
Size to accommodate at least one snapshot?”

If you keep the default, Limit, which is the recommended option, the disk size limits
displayed are accurate only when they first appear on the Select LUN Properties panel. When
this option is selected, the following actions might interfere with the creation of at least one
Snapshot copy:

* Changing the option to Do not limit and using SnapDrive to create an additional LUN in
the same storage system volume
« Creating a LUN in the same storage system volume without using SnapDrive
» Storing data objects other than LUNS on this storage system volume
b) Selecta LUN size, which must fall within the minimum and maximum values displayed in the
panel.
c) Click Next.

If the settings on the storage system volume or gtree on which you are creating the LUN do not
allow SnapDrive to proceed with the create operation, the Important Properties of the Storage
System Volume panel is displayed, as described in Step 7. Otherwise, Step 7 is skipped.

7. The Important Properties of the Storage System Volume panel displays the settings that will
be used for the volume or gtree you specified in Step 4 of this procedure.

SnapDrive requires the storage system volume containing LUNs to have the following properties:

e create_ucode = on
e convert_ucode =on
» snapshot_schedule = off

Note: SnapDrive cannot proceed to create a LUN unless these settings are configured as
shown. Therefore, you must accept these settings.

Note: The create_ucode and convert_ucode volume options are no longer used, but they are set
to maintain backwards compatibility with earlier versions of SnapDrive.

Click Next.
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The Select Initiators panel is displayed.
8. In the Initiator List pane, select an initiator for the LUN you are creating.
If you have MPIO installed, you have the option to select several FC initiators.

Note: You cannot select both iSCSI and FC initiators when creating a LUN on a guest OS.

9. Click Next.
The Select Initiator Group Management panel is displayed.

10. In the Select Initiator Group Management panel, specify whether you will use automatic or
manual igroup management. If you select automatic igroup management, SnapDrive uses existing
igroups or, when necessary, creates new igroups for the initiator you specified in Step 8. If you
select manual igroup management, you manually choose existing igroups or create new ones as
needed.

If you specify... Then...

Automatic igroup Click Next.

management . T . -
SnapDrive uses existing igroups, one igroup per initiator, or, when necessary, creates

new igroups for the initiators you specified in Step 8.

Manual igroup Click Next, and then perform the following actions:

management - . . .
g a. Inthe Select Initiator Groups panel, select from the list the igroups to which you

want the new LUN to belong.
Note: A LUN can be mapped to an initiator only once.

OR

Click Manage Igroups and for each new igroup you want to create, type a name
in the Igroup Name text box, select initiators, click Create, and then click Finish
to return to the Select Initiator Groups panel.

b. Click Next.

Note: The Next button will remain unavailable until the collection of selected
igroups contains all the initiators you selected in Step 8.

You are done with igroup management.

11. In the Select a Datastore panel, perform the following steps.
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If your virtual Then...

machine resides on

a..

VMFS datastore a. Choose either Store with Virtual Machine, which is the default, or choose

Specify datastore to select a different VMFS datastore for your virtual
machine disk format (VMDK) file to reside.

b. Click Next.

NFS datastore a. Choose Specify datastore to select a different VMFS datastore for your
VMDK file to reside. The Store with Virtual Machine option is unavailable
because a VMDK file cannot be stored on an NFS datastore.

b. Click Next.

12. In the Completing the Create Disk Wizard panel, perform the following actions:

a) Verify all the settings.

If you need to change any settings, click Back to go back to the previous Wizard panels.
b) Click Finish.

Disk creation might take several seconds to complete. SnapDrive displays disk creation status
in the lower panel of the center MMC pane.

Using FC RDM LUNSs in a Microsoft cluster

You can use SnapDrive to manage a Microsoft cluster using RDM LUNSs, but you must first create
the shared RDM quorum and shared storage outside of SnapDrive, and add the disks to the virtual
machines in the cluster.

Requirements for using FC RDM LUNSs in a Microsoft cluster
SnapDrive provides support for Microsoft clusters using FC RDM LUNs on two different virtual
machines that belong to two different ESX servers, also known as “cluster access boxes”, when you
meet specific configuration requirements.

The following configuration requirements must be met to use FC RDM LUNSs on virtual machines in
a Microsoft cluster:

The virtual machines must be running the same Windows server version.

The virtual machines must both be running either Windows Server 2008 or Windows Server
2012.

ESX server versions must be the same for each VMware parent host.

Each parent host must have at least two network adapters.

There must be at least one VMFS datastore shared between the two ESX servers.

VMware recommends that the shared datastore be created on an FC SAN; however, the shared
datastore can also be created over iSCSI.
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The shared RDM LUN must be in physical compatibility mode.

The shared RDM LUN must be created manually outside of SnapDrive.

You cannot use virtual disks for shared storage.

A SCSI controller must be configured on each virtual machine in the cluster in physical
compatibility mode.

Windows Server 2008 requires you to configure the LSI Logic SAS SCSI controller on each
virtual machine.

Shared LUNSs cannot use the existing LSI Logic SAS controller if only one of its type exists and it
is already attached to the C: drive.

SCSiI controllers of type paravirtual are not supported on VMware Microsoft clusters.

Note: When you add a SCSI controller to a shared LUN on a virtual machine in physical
compatibility mode, you must select the Raw Device Mappings option and not the Create a
new disk option in the VMware Infrastructure Client.

Microsoft virtual machine clusters cannot be part of a VMware cluster.

You must use VCenter credentials and not ESX credentials when you install SnapDrive for
Windows on virtual machines that will belong to a Microsoft cluster.

A single initiator group must be created for both nodes in the cluster.

You can create the initiator group automatically during disk creation or connection using the
ShapDrive MMC. SnapDrive automatically selects an FC initiator from each of the ESX servers
in the cluster. You can also create the initiator groups manually. If initiator groups do not already
exist, you must create one manually on the storage system.

You can create a RDM LUN on ESXi 5.0 using an FC initiator.

When you create RDM LUN, an initiator group is created with ALUA.

Microsoft cluster support limitations when using FC RDM LUNs

SnapDrive supports Microsoft clusters using FC RDM LUNs on different virtual machines belonging
to different ESX servers, but in some instances this feature is not supported.

SnapDrive does not support clusters on ESX iSCSI and NFS datastores.
SnapDrive does not support mixed initiators in a clustered environment.
Initiators must be either FC or Microsoft iSCSI, but not both.

Note: ESX iSCSI initiators and HBAs are not supported on shared disks in a Microsoft cluster.
SnapDrive does not support virtual machine migration with VMotion if the virtual machine is part
of a Microsoft cluster.

SnapDrive does not support MPIO on virtual machines in a Microsoft cluster.
SnapDrive does not support ALUA in a Microsoft cluster using shared RDM LUNS.
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Creating a shared FC RDM LUN

Before you can use FC RDM LUNSs to share storage between nodes in a Microsoft cluster, you must
first create the shared quorum disk and shared storage disk, and add them to both virtual machines in
the cluster.

About this task

The shared disk is not created using SnapDrive for Windows.

Step

1. Create and then add the shared LUN to each virtual machine in the cluster using the procedure in

the VMware Setup for Failover Clustering and Microsoft Cluster Service documentation. See the
section that describes how to cluster virtual machines across physical hosts.

Creating a highly available Hyper-V virtual machine using
SnapDrive

You can make a Hyper-V virtual machine highly available by creating the VM on a SnapDrive
shared LUN in a Windows 2008 failover cluster.

Before you begin

You must have already installed the Windows Server 2008 failover cluster feature.
For more information, see Windows Server 2008 online Help.

You must have already created a shared LUN owned by the Microsoft Cluster Services Group
named “Available Storage.”

Note: You can determine which node owns “Available Storage” by typing the cluster
group command at a Windows command prompt.

Steps

1.

Open Hyper-V Manager and use Virtual Network Manager to create and configure your virtual
networks on all physical hosts.

From the Actions menu, click Virtual Network Manager to create or add a virtual network.

See your Hyper-V documentation for more information.

Note: All nodes in the same cluster must use the same name for the virtual network that
provides external networking for the virtual machines. The virtual network adapters must be
named the same on all Hyper-V hosts to enable quick migration.

From the Hyper-V Manager Action menu, click New > Virtual Machine.
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4,

In the Virtual Machine wizard, choose the option to store the virtual machine in a new folder and
specify the location of your shared storage.

Navigate to Start > Administrative Tools > Failover Cluster Management to launch the
Windows Server 2008 Failover Cluster Management snap-in.

Note: Make sure the virtual machine is not running before you make it highly available.

Using the High Availability wizard, navigate to Failover Cluster > Services and Applications >
Configure a Server or Application and select the virtual machine you created in Steps 1 through
3 to add it to a cluster group.

You have created a virtual machine cluster group.

Use SnapDrive to create additional shared disks as virtual machines to add to your virtual
machine cluster group, as needed.
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Managing LUNSs

SnapDrive for Windows enables you to manage LUNs from a Windows environment.

Guidelines for connecting LUNs

Properly connecting a LUN in SnapDrive for Windows enables you to save, delete, modify, and
manage the files it contains from the Windows host. You can also make Snapshot copies of the entire
disk and restore the disk, along with its contents, to the state captured by a previous Snapshot copy.

e LUNs should be created using SnapDrive. If you want to connect a LUN that was not created in
SnapDrive, you will need to take some steps to prepare the LUNSs for SnapDrive management.

¢ Unless the LUN is shared within a Windows cluster, the LUN must not be connected to more
than one host.

Note: Do not try to connect to a LUN if it is already connected to another machine; SnapDrive
does not support such simultaneous use.

Connecting to a LUN

You can connect your SnapDrive for Windows host to a LUN by using the Connect Disk wizard in
the SnapDrive MMC snap-in.

Before you begin

You must have manually created initiator groups by using OnCommand System Manager or the
storage system console.

About this task

SnapDrive filters volumes, gtrees, and LUNs depending on storage system access control settings
that might exist in the AccessControl.xml file on your storage system. During LUN connection,
SnapDrive displays the message "Checking access control” to indicate that it is checking these access
control settings.

Steps

1. Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage.
Then, select Disks.

2. From the menu choices at the top of MMC, navigate to Action > Connect Disk.

3. Inthe Connect Disk wizard, click Next.



104 | SnapDrive 6.5 for Windows Installation and Administration Guide

4,

8.

In the Provide a Storage System Name, LUN Path and Name panel, perform the following
actions:

a) Inthe “Storage System Name” field, type the name of the storage system where the LUN will
be connected, or choose a storage system from the drop-down list.

b) Inthe LUN Path field, type the path to the LUN, or click Browse and navigate to the LUN
you want to connect.

c) Click Next.

If the LUN is a dedicated disk, go to the next step; otherwise, if the LUN is a Windows cluster
resource, perform the following steps in the Specify Microsoft Cluster Services Group panel:

In the Specify Microsoft Cluster Services Group panel, perform one of the following actions
and then click Next:

» Select a cluster group from the Group Name drop-down list.

» Select Create a new cluster group to create a new cluster group.
Note: When selecting a cluster group for your LUNS, choose the cluster group your
application will use. If you are connecting to a volume mount point, the cluster group is

already selected, because the cluster group owns your root volume physical disk cluster
resources. You should create new shared LUNSs outside of the cluster group.

» Select Add to cluster shared volumes.
In the Select LUN Properties panel, perform the following actions:

a) Either select a drive from the list of available drive letters, or enter a mount point for the LUN
you are connecting.

When you connect a volume mount point, enter the drive path that the mounted drive will use:
for example, G:\mount_drivel\.

Note: The root volume of a new mount point must be owned by the node on which you are
creating the new disk.

Note: You can connect cascading volume mount points (by mounting one mount point on
another mount point); however, in the case of a cascading mount point connected on a
MSCS shared disk, you might receive a system event warning indicating that disk
dependencies might not be correctly set. This is not the case, however, and the mounted
disks function as expected.

b) Click Next.
In the Select Initiators panel, choose an initiator for the LUN.

Note: If MPIO is installed on the system, you can select multiple FC initiator ports or one
iSCSI session.
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If the LUN will... Then do this...

Belong to asingle  Select at least one initiator for the LUN you are creating from the list of available
system initiators, and then click Next.

Be a Windows a. Double-click the cluster name to display the hosts that belong to the cluster.

cluster resource
Click the name of a host to select it.

c. Select at least one initiator for the LUN you are creating from the list of
available initiators on that host.

d. Repeat steps b and c for all hosts in the cluster.
e. Click Next.

Note: Next remains unavailable until initiators for all hosts of a cluster are
selected.

In the Select Initiator Group Management panel, specify whether to use automatic or manual
igroup management.

If you select automatic igroup management, SnapDrive uses existing igroups or, when necessary,
creates new igroups for the initiators you have specified. If you select manual igroup
management, you manually choose existing igroups or create new ones as needed.

If you specify... Then...

Automatic igroup Select Automatic, and then click Next.
management

Manual igroup Select Manual, click Next, and then, in the Select Initiator Groups panel, perform
management one of the following actions:

» Select from the list the igroups to which you want the LUN to belong. Repeat this
action for each node in the cluster, then click Next.

Note: A LUN can be mapped to an initiator only once.

» Click Manage igroups, and for each new igroup you want to create, type a name
in the Igroup Name text box, select initiators, and click Create. Then, click
Finish to return to the Select Initiator Groups panel, and click Next.

Note: The Next button in the Select Initiator Groups panel remains unavailable
until the collection of selected igroups contains all the initiators you previously
selected for use.

In the Completing the Connect Disk Wizard panel, perform the following actions:

a) Verify all the settings.
b) If you need to change any settings, click Back to go back to the previous wizard panels.

c¢) Click Finish.
The newly connected LUN appears under SnapDrive > Disks in the left MMC panel.
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Guideline for managing RDM LUNs not created in SnapDrive

When you create an RDM LUN outside of SnapDrive, you must restart the SnapDrive for Windows
service to enable SnapDrive to properly recognize the newly created disk. For the best results, use
SnapDrive to create RDM LUNSs.

Connecting to an RDM LUN on a guest OS

You can connect your SnapDrive for Windows host to an RDM LUN on a guest OS using the
Connect Disk wizard in the SnapDrive MMC snap-in.

Before you begin

Before connecting a LUN in a VMware guest OS, you must manually create initiator groups by using
either OnCommand System Manager or at the storage system console.

Steps

1.

Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage.
Then, select Disks.

From the menu choices at the top of MMC, navigate to Action > Connect Disk.

3. In the Connect Disk wizard, click Next.

In the Provide a Storage System Name, LUN Path and Name panel, perform the following
actions:

a) Inthe “Storage System Name” field, type the name of the storage system where the LUN will
be connected, or choose a storage system from the drop-down list.

b) Inthe “LUN Path” field, type the path to the LUN. Alternatively, click Browse and navigate
to the LUN you want to connect.

c) Click Next.
In the Select a LUN Type panel, select Dedicated, and then click Next.
In the Select LUN Properties panel, perform the following actions:

a) Either select a drive from the list of available drive letters, or enter a mount point for the LUN
you are connecting. When you create a volume mount point, enter the drive path that the
mounted drive will use: for example, G:\mount_drivel\.

Note: The root volume of a new mount point must be owned by the node on which you are
connecting the new disk.
b) Click Next.

In the Select Initiators panel, choose at least one initiator for the LUN to which you are
connecting from the list of available initiators, and then click Next.



8.

9.

Managing LUNs | 107

Note: If MPIQ is installed on the system, you can select multiple FC initiator ports. You
cannot select both iSCSI and FC initiators when creating a LUN on a guest OS.

In the Select Initiator Group Management panel, specify whether you will use automatic or
manual igroup management.

If you select automatic igroup management, SnapDrive uses existing igroups or, when necessary,

creates new igroups for the initiators you have specified. If you select manual igroup
management, you manually choose existing igroups or create new ones as needed.

If you specify... Then...
Automatic igroup  Select Automatic, and then click Next.
management
Manual igroup Select Manual, click Next, and then, in the Select Initiator Groups panel, perform
management ONE of the following actions:
e Select from the list the igroups to which you want the LUN to belong, then click
Next.

Note: A LUN can be mapped to an initiator only once.

e Click Manage igroups, and for each new igroup you want to create, type a name
in the Igroup Name text box, select initiators, and click Create. Then, click
Finish to return to the Select Initiator Groups panel, and click Next.

Note: The Next button in the Select Initiator Groups panel remains unavailable
until the collection of selected igroups contains all the initiators you previously
selected for use.

If you selected an FC initiator on an ESX server in the Select Initiator Group Management
panel, then the Select a Datastore panel is displayed.

If your virtual Then...
machine resides on
a...

VMFS datastore a. Choose either Store with Virtual Machine, which is the default, or choose
Specify datastore to select a different VMFS datastore for your virtual
machine disk format (VMDK) file to reside.

b. Click Next.

NFS datastore a. Choose Specify datastore to select a different VMFS datastore for your
VMDK file to reside. The Store with Virtual Machine option is unavailable
because a VMDK file cannot be stored on an NFS datastore.

b. Click Next.

10. In the Completing the Connect Disk Wizard panel, perform the following actions:

a) Verify all the settings.
b) If you need to change any settings, click Back to go back to the previous wizard panels.
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c) Click Finish.
The newly connected LUN now appears under SnapDrive > Disks in the left MMC panel.

Making drive letter or path modifications to a LUN

SnapDrive for Windows enables you to add, change, or remove a drive letter or mount point path for
an existing LUN.

Adding, removing, or changing a drive letter or path for an existing LUN

You can add, remove, or change a drive letter or mount point path for an existing LUN using the
ShapDrive for Windows MMC shap-in.

Steps

1. Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then expand Disks and select the disk you want to manage.

2. From the menu choices at the top of MMC, navigate to Action > Change Drive Letter and
Paths.

3. Inthe Change Drive Letter and Paths window, click Add, Remove, or Change, depending on
the action you want to take.

Note: The Change option is unavailable for mount points.

If... Then...

You are removing a drive letter or path Click OK to proceed with the operation.

You are adding or changing a drive In the Add or Change Drive Letter or Path window, select a
letter or path drive letter or enter path in the space provided, then click OK.

By removing the last volume mount point on a shared disk, SnapDrive for Windows removes the
resource dependency from the root disk. If you are creating a mount point from one shared disk to
another, SnapDrive verifies they are in the same cluster group and creates a dependency to the
root disk resource if it is the first volume mount point to that root disk.

Note: When you create the first volume mount point to a root disk that is shared and is being
used by MSCS, SnapDrive, as part of the resource dependency process, takes the physical disk
resource offline, presenting the mounting volume. As a result, any other cluster resources that
depend on the physical disk resource will also be taken offline. An example of this is the
Exchange System Attendant cluster resource. SnapDrive automatically brings the physical disk
resource back online but will not bring the Exchange resources back online. Exchange
resources should be brought back online manually using the Cluster Administrator.
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Moving a mount point with Windows Explorer
Complete these steps to move an existing LUN mount point using Windows Explorer.

Steps

1.

Identify the folder that represents the volume mount point.

2. Using Windows Explorer, cut and paste the mount point folder to another folder on the same

drive.

Note: You cannot cut and paste a volume mount point folder to a different drive.

Guidelines for disconnecting or deleting LUNSs

You can disconnect a LUN from a host in SnapDrive for Windows without affecting the contents of
the LUN, or you can permanently delete a LUN. You can also use SnapDrive for Windows to
disconnect a LUN in a Snapshot copy or FlexClone volume.

When the host is disconnected from a LUN, you cannot see or modify the LUN’s contents, make
Snapshot copies of the LUN, or use Snapshot technology to restore the LUN to a previous
Snapshot copy; however, the LUN still exists on the storage system volume.

You must make sure that the LUN you are disconnecting or deleting is not monitored with the
Windows Performance Monitor (perfmon).

Make sure that the LUN you want to disconnect or delete is not being used by a host.

You can only disconnect or delete a shared LUN (that is, a non-quorum disk) after removing the
cluster resource dependencies from the LUN and verifying that all nodes in the cluster are
powered on and functioning properly.

Note: SnapDrive manages the dependencies to the root disk for volume mount points.

When disconnecting or deleting LUNSs on a Microsoft cluster, you must make sure that all hosts
in the cluster are available to SnapDrive for the disconnect or delete operation to succeed.

You can disconnect a quorum disk only after replacing it with another disk that takes over as a
quorum disk for the cluster.

Use the Delete Disk feature cautiously, because after you delete a LUN, you cannot use
SnapDrive to undelete it.

If you disconnect a LUN in a FlexClone volume that SnapDrive for Windows created and it is the
last LUN connected on the volume, SnapDrive, deletes that volume resulting in the deletion of all
LUNSs in the FlexClone volume. SnapDrive displays a message warning you that the FlexClone
volume might be deleted.

To avoid automatic deletion of the FlexClone volume, rename the volume before disconnecting
the last LUN. When you rename the volume, be sure to change more than just the last integers in
the name. For instance, if the FlexClone volume is named sdw_cl_myvol_0, rename it to
new_sdwvol_0, and not to sdw_cl_myvol_20. If you rename only the last integers in the volume
name, SnapDrive still recognizes that it created that volume and it will delete the volume when
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you disconnect the last LUN. The renamed FlexClone volume is visible after you refresh
SnapDrive MMC.

If you unmap or delete a LUN from the storage system console, you must also remove any stale
RDM s that result from unmapping or removing the LUN.

Disconnecting a LUN

You can use the SnapDrive for Windows MMC snap-in to disconnect a dedicated or shared LUN, or
a LUN in a Snapshot copy or in a FlexClone volume.

Before you begin

Make sure that neither Windows Explorer nor any other Windows application is using or
displaying any file on the LUN you intend to disconnect. If any files on the LUN are in use, you
will not be able to disconnect the LUN except by forcing the disconnect.

If you are disconnecting a disk that contains volume mount points, change, move, or delete the
volume mount points on the disk first before disconnecting the disk containing the mount points;
otherwise, you will not be able to disconnect the root disk. For example, disconnect G:
\mount_disk1\, then disconnect G:\.

Before you decide to force a disconnect of a SnapDrive LUN, be aware of the following
consequences:

* Any cached data intended for the LUN at the time of forced disconnection is not committed to
disk.
* Any mount points associated with the LUN are also removed.

« A pop-up message announcing that the disk has undergone "surprise removal" appears in the
console session.

About this task

Under ordinary circumstances, you cannot disconnect a LUN that contains a file being used by an
application such as Windows Explorer or the Windows operating system. However, you can force a
disconnect to override this protection. When you force a disk to disconnect, it results in the disk
being unexpectedly disconnected from the Windows host.

Steps

1.

Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then expand Disks and select the disk you want to manage.

From the menu choices at the top of MMC, navigate to either Action > Disconnect Disk to
disconnect normally, or Action > Force Disconnect Disk to force a disconnect.

When prompted, click Yes to proceed with the operation.
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Note: This procedure will not delete the folder that was created at the time the volume mount
point was added. After you remove a mount point, an empty folder will remain with the same
name as the mount point you removed.

The icons representing the disconnected LUN disappear from both the left and right MMC
panels.

Deleting a LUN

You can delete a LUN using the SnapDrive for Windows MMC snap-in.

Before you begin

If you are deleting a disk that contains volume mount points, disconnect the mounted volumes on the
disk first before deleting the disk. For example, disconnect G:\mount_disk1\, then disconnect G:
\. If you do not disconnect the mounted volume before you delete it, Windows keeps the volume
mount point information in the Recycle Bin and both Windows and SnapDrive continue to see the
mount point as valid. If your volume mount point contains data, remember that SnapDrive will not
warn you that data is present when you delete the mount point.

About this task

Use the Delete Disk feature cautiously, because after you delete a LUN, you cannot use SnapDrive to
undelete it.

Steps

1. Make sure that neither Windows Explorer nor any other Windows application is using or
displaying any file on the LUN you intend to delete.

2. Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then expand Disks and select the disk you want to manage.

3. From the menu choices at the top of MMC, navigate to Action > Delete Disk.
4. When prompted, click Yes to proceed with the operation.

Note: This procedure will not delete the folder that was created at the time the volume mount
point was added. After you remove a mount point, an empty folder will remain with the same
name as the mount point you removed.

The icons representing the deleted LUN disappear from MMC.
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Deleting folders within volume mount points

You can delete a folder within a volume mount point by bypassing the Windows Recycle Bin.

About this task

When you use the Windows Explorer to delete a folder that you have created under a volume mount
point, you might receive an error message similar to the following, where Fol der nane is the name
of the folder you want to delete:

Cannot delete Fol dernane: Access Denied. The source file may be in use.

This happens because the Windows Recycle Bin does not understand volume mount points and tries
to delete the drive on which the mount point resides rather than the folder on the mount point.

For more information about deleting folders within volume mount points, see Microsoft article
243514,

Steps

1. Using Windows Explorer, click the folder you want to delete.

2. Click Shift and Delete simultaneously to bypass the Recycle Bin.

Guidelines for resizing disks

As your storage needs change, you might need to resize a disk to hold more data or shrink the disk to
make space available on the storage system volume.

* The ability to shrink a disk is supported only on Windows Server 2008 and later.

» A good time to expand a disk is right after you have expanded your storage system volumes.

¢ A LUN cannot be expanded to more than 10 times its original size.

* LUNSs with MBR-style partitions have a size limit of 2 TB, and LUNs with GPT-style partitions
have a storage system size limit of 16 TB.

» Understand the storage management implications of resizing the LUN volume size.

e Ifitis necessary to restore a LUN from a Snapshot copy made before the LUN was resized,
SnapDrive for Windows automatically resizes the LUN to the size of the Snapshot copy and
performs the restore operation.

When the disk is restored, SnapDrive reconnects the disk. If you restore a LUN from a Snapshot
copy made before the LUN was resized, the LUN returns to its former size before it was reduced
or enlarged. After the restore operation, data added to the LUN after it was resized must be
restored from a Snapshot copy made after it was resized.

» When creating a quorum disk, make sure that it is the size recommended by Microsoft for your
Windows cluster setup.
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While a LUN is being resized, it might not be available for use, so plan your disk resizing at a
time when applications are less likely to be accessing the disk.

For extra data protection during disk resizing operations, you can make a Snapshot copy prior to
resizing.

SnapDrive for Windows cannot shrink LUNs by more than half. This is a Microsoft Support
limitation. In Microsoft Windows Server 2008 SP2 and Windows Server 2008 R2, you might not
be able to shrink a volume by more than half the original size.

Related tasks

Managing Snapshot copies on page 124

Related information

support.microsoft.com/kb/2020591

Resizing a disk

You can resize a disk using the SnapDrive for Windows MMC snap-in to either increase or decrease
the amount of space it uses.

Before you begin

Take a Snapshot copy of your disk before you resize it. If necessary, you can use the Snapshot copy
to restore the disk to its original size.

About this task

If the disk you want to resize is a quorum disk in a Microsoft cluster configuration, instead of
performing the following steps, you need to follow the procedure to resize a quorum disk.

Steps

1.

Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then expand Disks and select the disk you want to manage.

From the menu choices at the top of MMC, navigate to Action > Resize Disk.

Next to "Maximum size" in the Resize Disk window, leave "Reserve space for at least one
Snapshot copy" selected.

Note: When you select this option, the disk size limits displayed are accurate only when they
first appear on the Select LUN Properties panel.

In the "New size" box, either type a value, or use the slider bar to increase or decrease the amount
of space the disk uses.

Select the "Take a Snapshot before resizing the lun" check box, to take a Snapshot copy before
you resize your disk.


HTTP://SUPPORT.MICROSOFT.COM/KB/2020591
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6. Click OK.

7. Create a new Snapshot copy of the resized disk.

After you finish

If you change the size of your disk, you might need to close and reopen MMC before the resized disk
size becomes visible in the Disk Management snap-in.

Resizing a quorum disk

You cannot resize a disk while it is serving as a quorum disk, so a few special steps are required
when using SnapDrive for Windows to resize a quorum disk in a Microsoft cluster.

Before you begin

Decide whether you would like to keep the disk as quorum or designate a new disk as quorum.

About this task

If you decide to create a new LUN and designate that disk as a quorum, you can simply create a new
disk, designate it as the quorum using the Cluster Administrator on the owning node of your
Windows cluster, and then delete the original quorum disk. Otherwise, follow this procedure to keep
the original quorum disk and resize it.

For information about how to set a disk as a quorum, see your Windows documentation.

Steps

1. Create a new disk.

2. Designate the newly created disk as the quorum using the Cluster Administrator on the owning
node of your Windows cluster.

3. Resize the original quorum disk (which is now a regular LUN).

4. Designate the expanded disk as the quorum using the Cluster Administrator on the owning node
of your Windows cluster.

5. Delete the disk you created in Step 1.

Related concepts

Rules for creating L UNSs on page 86
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Managing LUNs not created in SnapDrive

You can use SnapDrive for Windows to manage LUNSs not created by SnapDrive by preparing the
LUNSs for SnapDrive management.

Before you begin

The names of LUNSs, gtrees, igroups, volumes, and storage systems must use US-ASCI|I

characters only.

The LUN should have a single partition on an NTFS file system.
The ostype of the LUN must match the partition style and the type of OS accessing it, as

follows:

Windows OS and partition style

ostype

Windows Server 2008 (MBR or GPT
partitioned)

wi ndows_2008

partitioned)

Windows Server 2008 Hyper-V (MBR or GPT | hyper _v
partitioned)
Windows Server 2012 (MBR or GPT hyper v

If the LUN was created with ostype set to a different value than you need, you can create a new
LUN using SnapDrive, copy the data to it, and delete the original LUN. You can use
OnCommand System Manager to check the ostype of the LUN. For more information about
ostype, see the Data ONTAP SAN Administration Guide for 7-Mode.

Note: In earlier versions of SnapDrive, LUNs were required to have the .lun extension to be
managed by SnapDrive; however, .lun extensions are no longer required as of SnapDrive 4.2.

Steps

1.

If you have a clustered Windows configuration, perform the following steps:

a) In SnapDrive, create a shared disk on the storage system to temporarily designate as the

quorum disk.

b) Right-click the resource and select Properties > Dependencies to record all dependencies for
each resource in this cluster group, using the Windows cluster management console.

c) Designate the newly created disk as the quorum on the owning node of your Windows cluster
using the Windows cluster management console.

For information about how to set a disk as a quorum, see your Windows documentation.
d) Check that space reservation is enabled or that there is enough space available for space

reservation to be enabled.
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2. Shut down the stand-alone Windows host, or all nodes in a cluster.

Shutting down your Windows hosts ensures that all data has been flushed and that Snapshot
copies are consistent.

3. Using OnCommand System Manager or the storage system console, complete the following
steps:

a) Unmap the LUN from the initiator group.
b) Make a Snapshot copy of the volume on which the LUNSs reside.

4. Restart the stand-alone Windows host, or all nodes in a cluster.

5. If you have a clustered Windows configuration, delete the shared disk resource using the
Windows cluster management console.

6. Connect to the LUN using SnapDrive.
7. If you are working in a Windows cluster, perform the following substeps:

a) Designate the newly connected LUN as the quorum using the Windows cluster management
console on the owning node of your cluster.

b) Re-create any dependencies you recorded in Step 1.

c) Delete the temporary disk you created in Step 1.

8. Using SnapDrive, make a Snapshot copy of the newly connected LUN.

Related concepts

Rules for creating L UNSs on page 86

Related tasks

Deleting a LUN on page 111

Connecting to a LUN on page 103
GUID-E74F9564-F821-4099-8847-24121B111021
Managing Snapshot copies on page 124

Guidelines for renaming LUNs
You can rename an existing LUN to conform to SnapDrive for Windows naming requirements.

e LUN names must use US-ASCII characters only, even when you use non-ASCII operating
systems.

* You can rename a LUN while it is connected to a host, but rename only the LUN or volume while
connected.
If any other objects need to be renamed, such as gtrees or igroups, disconnect the LUN, rename
the objects, and then reconnect the LUN.
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Support for Microsoft Cluster Shared Volumes

You can use SnapDrive for Windows supports LUN provisioning and Snapshot copy management on
Microsoft Cluster Shared VVolumes (CSVs) using Hyper-V with Windows Server 2008 R2.

Cluster Shared Volumes is an option added to the Failover Clustering feature in Windows Server
2008 R2 that enables all nodes in the same Microsoft cluster concurrent access to files on each CSV-
enabled shared LUN. CSV allows multiple virtual hard disks from different virtual machines to be
stored on a single LUN.

Note: If you enable CSV after installing SnapDrive for Windows, you must restart the SnapDrive
service and close and reopen SnapDrive MMC.

Related references

LUN commands on page 195

SnapDrive for Windows recommendation when using CSVs

To ensure that Microsoft Cluster Shared Volumes display properly when using SnapDrive for
Windows, you must first enable the Hyper-V server role in Windows Server 2008 R2. This is
necessary because SnapDrive uses the Hyper-V server role to tag the disk as a CSV, enabling live
migration of virtual machines.

For file sharing purposes, Microsoft allows CSV creation without the Hyper-V role present; however,
Microsoft does not recommend this configuration.

Related information

Microsoft Technical Network - Cluster Shared Volumes Support for Hyper-V/

Microsoft Technical Network - Requirements for Using Cluster Shared VVolumes in a Failover
Cluster in Windows Server 2008 R2

Verifying the cluster group owner

Before you use SnapDrive for Windows to add new Cluster Shared Volumes (CSV) to a Microsoft
cluster, it is important to verify which Hyper-V node owns the cluster group because you must create
new CSV LUNSs on the node that owns the cluster group.

About this task

Perform this step at the Windows server command-line.


http://technet.microsoft.com/en-us/library/dd630633%28WS.10%29.aspx
http://technet.microsoft.com/en-us/library/ff182358%28WS.10%29.aspx
http://technet.microsoft.com/en-us/library/ff182358%28WS.10%29.aspx
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Step

1. Enter the following command:

cluster group G oup Nane /status

Example
Enter the following command for a cluster group called Available Storage:
cluster group Available Storage /status

The cluster group status is displayed, including the name of the node that owns the cluster group.

Changing the cluster group owner

You must create new CSV LUNSs on the node that owns the cluster group. If you are using SnapDrive
for Windows to create a new CSV LUN on a Hyper-V node that is not the cluster group owner, you
can move ownership to the current node. The disk create operation might fail if either the
specified cluster node is not the owner of the resource, or the node is not a possible owner of the
resource.

About this task

Perform this step at the Windows server command-line.

Step

1. Enter the following command:

cluster group Group Nanme /move:node_nane

Example

Enter the following command to make the node named HypervNode?2 the owner of the cluster
group called Available Storage:

cluster group Available Storage /move:HypervNode2
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Managing space on storage system volumes

SnapDrive for Windows enables you to manage space on your storage system volumes.

What SnapDrive fractional space reservation monitoring

does

Fractional space reservation monitoring in SnapDrive for Windows enables you to monitor fractional
space reserved for LUNs on a storage system volume.

To monitor the fractional space reserved on your storage system from your Windows host,
SnapDrive lets you perform the following tasks:

Set fractional space reservation thresholds for volumes containing LUNs

Set rate-of-change percentage between two Snapshot copies or between a Snapshot copy and the
active file system of the storage system volume

Monitor space that can be reclaimed by deleting a Snapshot copy
Set monitor polling interval
Enable and disable e-mail notification

For more information about fractional space reservation, see the Data ONTAP SAN Administration
Guide for 7-Mode.

Configuring space reservation monitoring

You can configure how SnapDrive for Windows monitors the fractional space reserved for LUNs on
a storage system volume.

Steps

1.

Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then select Disks.

From the menu choices at the top of MMC, navigate to Action > Properties.

3. Inthe Disks Properties window, select the Space Reservation Monitor tab.

In the Space Reservation Monitor panel, perform the following actions:
a) Click to deselect the Disable Space Reservation Monitoring check box.
b) Type a value in the Monitor Time Interval field, in minutes.

Values can be between 0 (disable) and 10,080 minutes (7 days).
¢) Under the Space Reservation Monitor Settings tree, select the storage system and volume
name.
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d) Type a value for the Reserve Available percentage threshold.
e) Type a value for the Rate of Change threshold and choose MB, GB, or TB for the Unit.
f) Select the Alert check box if you want to be notified if this condition occurs.

5. Click OK or Apply to save your changes.
6. Click OK.

Using the storage access control tool to enable thinly
provisioned LUNs

You can use the storacl.exe tool on a Windows host to set the space reservation option for any
volume on a storage system to manage whether LUNS are fully provisioned or thinly provisioned.
Note that thin provisioning using storacl.exe is not supported with Data ONTAP 8.1 operating in
Cluster-Mode.

Before you begin

You must have already run the storage access control (storacl.exe) tool from a Windows host and
created the ThinProvision.xml file on your storage system in the Zetc directory of the root
volume.

The executable is part of your SnapDrive installation and is located in the SnapDrive directory on
your host.

HTTPS must have been enabled using the options ssl.enable command and secureadmin
setup ssl command on the storage system.

You must be logged in as root on the storage system.

About this task

Note:

e The storage system access tool provides command-line Help and usage information. Enter
spacereserve help at the storacl.exe prompt for a list of additional commands and how to
use them.

¢ In case thin provisioning is set to True for the volume and Space Guarantee is set to VVolume/
None, SnapDrive performs thin provisioning.

Step

1. Run storacl.exe from your Windows host, and then enter the spacereserve set command

to set space reservation on the specified storage system volume to either True or False.

Setting space reservation to True indicates that LUNs on the volume are fully provisioned, and
setting space reservation to False indicates that LUNS are thinly provisioned.
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The default value is set to True on storage system volumes that do not have space reserve set in
the ThinProvision.xml file.

A file named ThinProvision.xml is created on the storage system to store the space reservation
settings you specify.

Related references

Storage system access control reference on page 173

What Space Reclaimer does

Space Reclaimer is a SnapDrive for Windows feature that optimizes LUN space by marking newly
freed space that is visible to NTFS so that it is also seen as available by Data ONTAP. Using Space
Reclaimer lessens the disparity in available space that is reported by the two systems.

When files are deleted or modified on a LUN, the space is tracked by NTFS, but since this
information is not communicated to the Data ONTAP file system, a disparity can grow between the
available space reported by a SnapDrive host and a storage system. Space Reclaimer ensures that
newly freed blocks are marked as available on the storage system.

You can use Space Reclaimer on traditional LUNs and on VMDK files attached as virtual disks
using NFS datastores.

Related references

Space reclamation commands on page 191

Guidelines for using Space Reclaimer
You should remember these guidelines when using Space Reclaimer.

» For optimum storage performance, run Space Reclaimer as often as possible and until the entire
NTFS file system has been scanned.

» Space reclamation is a time-consuming operation; therefore, it is best to run Space Reclaimer on
your NTFS volume when there is a large amount of unused deleted space.

» The space reclamation process is CPU intensive, so run Space Reclaimer when storage system
and Windows host usage is low; for instance, at night.

« Do not run disk defragmentation at the same time Space Reclaimer is running, as doing so can
slow the disk reclamation process.

* In MSCS configurations, Space Reclaimer can be initiated from the owner node only.

» Although Space Reclaimer reclaims nearly all space from newly freed blocks, it does not reclaim
100 percent of the space.
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Starting Space Reclaimer
You can start space reclamation using SnapDrive for Windows MMC snap-in.

Before you begin
To use this feature, you must have Data ONTAP 7.2.7 or later installed on your storage system.

Steps

1. Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then expand Disks and select the disk you want to manage.

2. From the menu choices at the top of MMC, navigate to Action > Start Space Reclaimer.

If SnapDrive Then a window appears...
detects that there
is...

Space to reclaim  Confirming that the LUN space can be optimized.

Continue to the next step.

No space to Notifying you that you do not need to run Space Reclaimer on the selected disk.

reclaim
Click Cancel to exit the Confirm Space Reclamation on Disk window, or go to the

next step to continue with space reclamation.

Note: When you run Space Reclaimer on a disk that SnapDrive has determined
has no space to reclaim, the space reclamation process can still take as long to
complete as it would for a disk that does have reclaimable space. This is because
SnapDrive performs NTFS block comparisons and analyzes disk infrastructure
regardless of whether there is space to reclaim.

3. Inthe Confirm Space Reclamation on Disk window, limit the amount of time Space Reclaimer
runs on a LUN by selecting the "Limit (in minutes) Space Reclamation operation" check box.

In the space provided by the check box, type the number of minutes you want Space Reclaimer to
run on the LUN. By default, Space Reclaimer runs until the LUN is optimized.

4. Click OK to continue.

The space reclamation process runs in the background. You can monitor the Space Reclaimer
progress for the selected LUN by watching the status bar in the Details pane in MMC.

Note: ShapDrive might indicate that it is necessary to run Space Reclaimer again after it has
successfully completed a space reclamation process. This can happen if data is deleted from a
LUN while Space Reclaimer is running. It is strongly recommended that the space reclamation
process is performed when there is little or no activity on both the storage system and the
Windows host.
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Related references

The spacereclaimer start command on page 191

Stopping Space Reclaimer manually
You can stop space reclamation using SnapDrive for Windows MMC snap-in.

Steps

1. Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then expand Disks and select the disk you want to manage.

2. From the menu choices at the top of MMC, navigate to Action > Stop Space Reclaimer.

Related references

The spacereclaimer stop command on page 191

Reasons for SnapDrive to automatically stop Space Reclaimer
SnapDrive for Windows automatically stops Space Reclaimer in several instances.

» During any LUN management operation on a LUN running Space Reclaimer, including LUN
disconnect and LUN delete operations

« During any Snapshot copy management operation except Snapshot copy rename and delete

* On all LUNs of the same storage system volume during Snapshot copy creation

» If the SnapDrive service is stopped

» During LUN restore operations for any volume mount points directly or indirectly mounted
(cascading) from the disk being restored

e During Windows host cluster failover
If a host cluster failover operation occurs on a Windows Server 2008 failover cluster while Space
Reclaimer is running on a shared LUN, space reclamation will stop running on that LUN.

» During any MPIO path management operations, including adding or removing an initiator or
active path selection
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Managing Snapshot copies

You can use SnapDrive for Windows to create, schedule, restore, and delete Snapshot copies as well
as some other Snapshot copy management tasks.

Reasons for creating Snapshot copies

You use SnapDrive to ensure that you create consistent Snapshot copies in the event you need to
restore a LUN from that copy.

Snapshot operations on a single LUN actually make a Snapshot copy of all the LUNSs on the volume.
Because a storage system volume can contain LUNSs from multiple hosts, the only consistent
Snapshot copies are those of LUNSs connected to the host that created the SnapDrive Snapshot copy.
In other words, within a Snapshot copy, a LUN is not consistent if it is connected to any host other
than the one that initiated the Snapshot copy. (This is why you are advised to dedicate your storage
system volumes to individual hosts.) Therefore, it is important to back up a LUN using a SnapDrive
Snapshot copy rather than using other means, such as creating Snapshot copies from the storage
system console.

Additionally, as part of the SnapDrive Snapshot copy process, the file system (NTFS) is flushed to
disk and the disk image in the Snapshot copy is in a consistent state. This consistency cannot be
ensured if the Snapshot copy was created outside the control of SnapDrive (that is, at the storage
system console, or using either On Command System Manager, rsh, or by backing up the LUN file in
the active file system.)

Restrictions on Snapshot copy creation
You must keep in mind some restrictions for creating Snapshot copies.

* You can keep a maximum of 255 Snapshot copies with Data ONTAP.

After the number of Snapshot copies has reached the limit, the Snapshot Create operation fails,
and you must delete some of the old Snapshot copies before you can create any more.

» SnapDrive does not support Snapshot copies that are created from the storage system console,
because such a practice can lead to inconsistencies within the NTFS file system. Therefore, use
only SnapDrive to create Snapshot copies of LUNS.

* You cannot create a Snapshot copy of a LUN connected to a Snapshot copy.

» SnapDrive automatically turns off the Snapshot copy schedule on a storage system volume that
stores LUNSs, so that the storage system does not create automatic Snapshot copies.

« When Snapshot copies follow the Data ONTAP schedules Snapshot copy naming convention,
they are unavailable in SnapDrive for Windows. To enable access to these Snapshot copies,
enable inconsistent Snapshot copies.
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Creating a Snapshot copy

You should always use SnapDrive to create Snapshot copies of LUNS to ensure that Snapshot copies
are consistent.

Before you begin

The following requirements must be met in order to successfully create Snapshot copies using
SnapDrive:

* You must create Snapshot copies through the SnapDrive MMC snap-in or through sdcli.exe,
rather than the storage system console or the volume Snapshot copy schedule on the storage
system. This is because SnapDrive must first flush NTFS so that the LUN is consistent at the
moment the Snapshot copy is made. This ensures the usability of the LUN in the Snapshot copy
directory.

» Snapshot names must be created using US-ASCII characters only, even when using non-ASCI|
operating systems.

Note: The SnapDrive service can perform only one task at a time. If you schedule multiple tasks to
start at exactly the same time, the first will proceed, and SnapDrive will queue the others until the
first task either succeeds or times out.

Steps

1. Perform the following actions to get to the Create Snapshot menu item:

a) Inthe left MMC pane, select the instance of SnapDrive you want to manage.

b) Double-click Disks.

c) Double-click the disk for which you want to create a Snapshot copy.

d) Select Snapshots.

e) From the menu choices at the top of MMC, navigate to Action > Create Snapshot.

The Create Snapshot text box is displayed.
2. In the Create Snapshot text box, perform the following actions:

a) Type an easy-to-interpret name for the Snapshot copy.

Example

expenses_db_15Jan07_4pm

Note: Snhapshot copy names must be created using US-ASCII characters only, even when
using non-ASCII operating systems.

b) Click OK.
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Note: All LUNSs in the volume attached to this host are included in the Snapshot copy, as
well as LUNSs from other hosts that are also in the volume. The only LUNs that will be
consistent, however, are those attached to the host initiating the Snapshot copy request.

Result
Your Snapshot copy is created.

Details about the Snapshot copy appear at the bottom panel of the center MMC pane.

Scheduling Snapshot copies

Create a Snapshot copy schedule to ensure that SnapDrive creates Snapshot copies at intervals
appropriate to your environment.

About this task

All steps except Step 1 in the following procedure are performed using the Scheduled Task Wizard, a
Windows task scheduling tool available on your Windows server.

Steps
1. Create a batch file (a file with a .bat extension) containing the following command on the
Windows host on which you are scheduling Snapshot copies:

sdcli snap create [-m Machi neNane] -s Snapshot Nane -D DriveletterlList

L- - -1 [

Machi neNare is the name of the Windows host on which the command will be executed. If no
machine name is specified, the command is executed on the local machine.

Snapshot Name is the name of the Snapshot copy to be created.
DriveLetterList isalist of space-separated drive letters.

When -x flag is specified, Snapshot copies are created only for the drives specified by the -D
flag. Otherwise, Snapshot copies are created for all the disks on the storage system volumes used
by the listed drives.

Example

sdcli snap create -s Jun_13 07 -D j k 1

The preceding example creates a Snapshot copy named Jun_13 07 for each volume containing
one or more of the LUNs mapped to the specified drives (that is, J:, K:, and L:). The Snapshot
copies created are consistent for all LUNSs contained by those volumes.

2. Select Start Menu > Settings > Control Panel > Scheduled Tasks.
3. Double-click Add Scheduled Task.
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The Scheduled Task Wizard is launched.

In the Scheduled Task Wizard, click Next.

Click Browse, and locate the batch (.bat) file you created in Step 1.
Select the batch file and click Open.

In the next panel, select from the list of frequencies, then click Next.

In the next panel, type a start time and complete the detailed frequency parameters. The option
details displayed on this panel vary depending on the Snapshot copy frequency you picked in the
previous panel.

In the next panel, type the user name (the administrator account name and password, repeated for
confirmation), then click Next.

10. Click Finish.

Result

Your schedule is created.

Using FlexClone volumes in SnapDrive

By default, if the prerequisites are met, SnapDrive uses FlexClone technology to connect to LUNSs in
a Snapshot copy. The use of FlexClone technology by SnapDrive is helpful for conducting tests or
for verifying data on a live SnapMirror destination.

SnapDrive connects a host to a LUN in a Snapshot copy in read/write mode by mounting a LUN that
is stored in a Snapshot copy (this has been the traditional method) or by connecting to a clone of a
FlexVol volume using a FlexVol volume clone (FlexClone).

Note: FlexClone operations might fail due to incomplete Vserver configuration. In Cluster-Mode,
the aggregate must be assigned to the Vserver for successful SnapDrive operations.

Prerequisites for using FlexClone volumes with SnapDrive
There are several prerequisites that must be met in order for SnapDrive to use FlexClone volumes.

Your storage system must be running Data ONTAP 7.2.7 or later.
Only FlexVol volumes can be used to create FlexClones.

There must be enough space available on the aggregate to create a non-space-reserved FlexVol
volume (volume guarantee=none).

FlexClone must be licensed on your storage system.
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About read/write connections
If FlexClone volumes are not available because the prerequisites for their use have not been met,
SnapDrive uses a read/write connection to a LUN in a Snapshot copy that is actually a connection to
a special type of LUN.

Read/write connection to LUNSs in a Snapshot copy have the following properties:

It is backed by a LUN in a Snapshot copy.

It resides in the active file system and always has an .rws extension.

When the host reads data from this LUN, it receives data that is in the LUN that is in the
Snapshot copy.

When the host writes data to this LUN, the data is written to the LUN with the .rws extension.
When the host reads data that has been written to the LUN with the .rws extension, that data is
received from the LUN with the .rws extension.

For details, see your Data ONTAP documentation.

Snapshot copy cautions

Keep the following points in mind when working with Snapshot copies and LUNs that are backed up
by a Snapshot copy:

Information written to the _rws file is temporary; SnapDrive deletes the . rws file when you
disconnect.

You cannot merge the data written to the . rws file with the data in the Snapshot copy referenced
by the . rws file.

You cannot delete a Snapshot copy that is in use by a LUN backed by a Snapshot copy.

You can connect to the LUN Snapshot copy only by using read/write mode and a LUN that is
backed by a Snapshot copy.

You should avoid creating a Snapshot copy of a LUN backed by a Snapshot copy. Doing so will
lock the Snapshot copy backing the LUN until the newer Snapshot copy—and all Snapshot copies
of that LUN—are deleted.

Related concepts

Problems deleting Snapshot copies due to busy snapshot erroron page 133
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Connecting to a LUN in a Snapshot copy

You can connect to a LUN in a Snapshot copy using either a FlexClone volume or a read/write
connection to a LUN in a Snapshot copy, depending on which version of Data ONTAP you have
installed on your storage system.

Before you begin

You must have the FlexClone license enabled to connect to a LUN that resides on a volume with a
SnapMirror or SnapVault destination.

Steps

1.

A

Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then expand Disks and select the disk you want to manage.

Expand the LUN whose Snapshot copy you want to connect to and then click Snapshot Copies
and the name of the Snapshot copy you want to connect to.

Note: If you cannot see the Snapshot copy list, make sure that cifs.show_snapshot is set to
on and vol options nosnapdir is set to off on your storage system.

From the menu choices at the top of MMC, navigate to Action > Connect Disk to launch the
Connect Disk wizard.

In the Connect Disk wizard, click Next.
In the Provide a Storage System Name, LUN Path and Name panel, clickNext.
In the Select a LUN Type panel, Dedicated is automatically selected; click Next.

In the Select LUN Properties panel, either select a drive letter from the list of available drive
letters or type a volume mount point for the LUN you are connecting to and then click Next.

When you create a volume mount point, type the drive path that the mounted drive will use: for
example, G:\mount_drivel\.

In the Select Initiators panel, select the FC or iSCSI initiator for the LUN you are connecting to
and click Next.

In the Select Initiator Group management panel, specify whether you will use automatic or
manual igroup management:

If you specify... Then do this...

Automatic igroup  Click Next.

management . o . I
SnapDrive uses existing igroups, one igroup per initiator, or, when necessary, creates

new igroups for the initiators you specified in the Select Initiators panel.
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If you specify... Then do this...
Manual igroup Click Next and then perform one of the following actions:
management

a. Inthe Select Initiator Groups panel, select from the list the igroups to which you
want the new LUN to belong.

Note: A LUN can be mapped to an initiator only once.

Click Manage Igroups and for each new igroup you want to create, type a name
in the Igroup Name text box, select initiators from the initiator list, click Create,
and then click Finish to return to the Select Initiator Groups panel.

b. Click Next.

10. In the Completing the Connect Disk Wizard panel, perform the following actions.

a) Verify all the settings
b) If you need to change any settings, click Back to go back to the previous wizard pages.
c) Click Finish.

Result

The newly connected LUN appears under Disks in the left MMC pane.

How LUN restoration from Snapshot copies works

When you restore a LUN from a Snapshot copy, the LUN reverts to the state it was in when the
Snapshot copy was made: the restore operation overwrites all data written to the LUN since the
Snapshot copy was made.

A LUN restore recalls a selected Snapshot copy. During a restore, the entire LUN drive is restored
from the Snapshot copy. For a restore to succeed, no open connections can exist between the host
machine (or any other application) and the files in the LUN.

Note: If it is necessary to restore a LUN from a Snapshot copy made before the LUN was resized,
SnapDrive for Windows automatically resizes the LUN to the size of the Snapshot copy and
performs the restore. Such a restore causes the loss of any data added to the LUN after it was
resized, and it can damage virtual machines (such as Hyper-V VVMs) or applications if they are
running on the LUN during the restore.

About the Data ONTAP LUN clone split (rapid LUN restore) feature

SnapDrive uses the LUN clone split (rapid LUN restore) feature of Data ONTAP when restoring a
LUN.

A LUN clone is a point-in-time, writable copy of a LUN in a Snapshot copy. After the clone is
created, all read/write operations are made on the clone and read/write operations are no longer made
on the original LUN.



Managing Snapshot copies | 131

A LUN clone shares space with the original LUN in the backing Snapshot copy. The clone does not
require additional disk space until changes are made to it. When Data ONTAP splits the clone from
the backing Snapshot copy, Data ONTAP copies the data from the Snapshot copy, and copies the
blocks from the original LUN, to the clone. After the splitting operation, the clone becomes a regular
LUN, and the original LUN is deleted by Data ONTAP.

Note: If you do not have enough disk space for both the clone and the original LUN, the split will
not be initiated and no LUN restoration can occur.

Benefit of using rapid LUN restore

When rapid LUN restore, or LUN cloning, is used by SnapDrive, the clone is split from the backing
Snapshot copy in the background, and the restored LUN is available to the Windows host for 1/0
operations within a few seconds.

Note: You might not be able to delete the Snapshot copy after a restore operation due to the clone
split operation. You can delete the Snapshot copies after the clone split operation is complete.

Restoring a LUN from a Snapshot copy
SnapDrive restores a LUN using the rapid LUN restore feature.

Before you begin

» Shut down all resources directly or indirectly dependent on the LUN.
Make sure that the LUN is not being used by the Windows file system or any other process, and
that no user has the LUN open in Windows Explorer. Shut down any application that is using the
LUN.

Attention: Make sure that the Windows Performance Monitor (perfmon) is not monitoring the
LUN.

Note: Make sure that virtual machines, Microsoft Exchange, or any other applications are no
longer running on a LUN before you restore that LUN from a Snapshot copy.

Steps

1. Perform the following actions:

a) Inthe left MMC pane, select the instance of SnapDrive you want to manage.

b) Double-click Disks to display all available disks.

c) Select the LUN that you want to restore and double-click it to display all the Snapshot copies
list.

d) Select the Snapshot copy from which to restore the LUN.

2. In the menu choices at top of MMC, click Action > Restore Disk.

Note: You can only restore a Snapshot copy that is consistent with the active file system.
Inconsistent Snapshot copies are not available for restoration and are grayed out.
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The Restore Snapshot Copy panel is displayed.

3. Inthe Restore Snapshot Copy panel, click Yes to restore the LUN from the Snapshot copy you
selected.

Attention: Do not attempt to manage any Windows cluster resources while the restore is in
progress.

Checking LUN restore status
Check whether LUN restoration has completed by viewing the Restore Status field in the SnapDrive
MMC.

Steps

1. Perform the following actions:

a) Inthe left MMC pane, select the instance of SnapDrive you want to manage.
b) Double-click Disks.

2. In the center MMC pane, locate the name of the disk you are restoring. The status is displayed in
the lower panel of the center MMC pane.

Note: You can also check the status of a LUN restore using the disk list command of the
sdcli.exe utility.

Result

If a restore is in progress, SnapDrive will display the percentage completed, otherwise; the status will
display Normal.

Related references

The disk list command on page 201

About volume-based Snapshot copy restoration with SnapDrive
Use volume-based Snapshot copy restoration using the SnapDrive sdcli utility.

SnapDrive supports volume-based Snapshot copy restoration on volumes containing only non-
connected LUNS, and breaks the SnapMirror connection if the operation is performed on a live
SnapMirror destination.

Volume restore functions are currently available only through the sdcli.exe utility.

Related references

Snapshot copy commands on page 203
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Deleting a Snapshot copy

You should delete older SnapDrive Snapshot copies to keep the number of stored Snapshot copies
less than the limit of 255 for Data ONTAP and to free space on the storage system volume. Be sure
to delete old Snapshot copies before the hard limit is reached; otherwise, subsequent Snapshot copies
could fail. Even before the Snapshot copy limit is reached, a Snapshot copy fails if insufficient
reserved space for it remains on the disk.

Steps

1. Perform the following actions:

a) Inthe left MMC pane, select the instance of SnapDrive you want to manage.
b) Double-click Disks.
c) Select the LUN with the Snapshot copy you want to delete.

2. Inthe right MMC pane, select the Snapshot copy you want to delete.

Note: You can only delete a Snapshot copy that is consistent with the LUN. Inconsistent
Snapshot copies are not available for deletion.

3. From the menu choices on top of MMC, click Action > Delete.
The Delete Snapshot panel is displayed.
4. In the Delete Snapshot panel, click Yes to delete the Snapshot copy you selected.

Note: If you get an error message stating that the Snapshot copy is busy or cannot be deleted, it
is likely that the Snapshot copy is in use by a LUN that is backed by a Snapshot copy.

Problems deleting Snapshot copies due to busy snapshot error

If you attempt to delete a Snapshot copy and you get an error message saying that the Snapshot copy
is busy and cannot be deleted, you either have a Snapshot copy that was taken of a LUN backed by
another Snapshot copy or the Snapshot copy backed LUN is still connected.

If you have a Snapshot copy that was taken of a LUN backed by another Snapshot copy, you need to
delete the newer Snapshot copy before the older Snapshot copy, the Snapshot copy backing the LUN,
can be deleted.

If the LUN backed by a Snapshot copy is still connected, disconnect it.

Attention: Data on the LUN is no longer available when you disconnect it. If you need the data on
the LUN, back it up or copy it to another LUN before you disconnect it.

To see if you have busy Snapshot copies, you can view your application event log in the Event
Viewer to check for messages related to busy Snhapshot copies. For more information about deleting
busy Snapshot copies, see the Data ONTAP SAN Administration Guide for 7-Mode for your version
of Data ONTAP.
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Overview of archiving and restoring Snapshot copies

A good way to protect and retain data is to archive the SnapDrive Snapshot copies of the LUNs to
offline, offsite media, such as near-line technology or alternate storage methods.

The practice of archiving Snapshot copies is particularly beneficial for disaster recovery.

What to back up

When archiving backups, it is important that you select the LUNs that are not in the active file
system. The disks in the active file system are not consistent and, therefore, will not result in reliable
backups. You must also select the Snapshot copies of the LUNs when creating backups.

Ways to archive SnapDrive backups

You can use the Data ONTAP dump command or an NDMP-based backup application to archive the
Snapshot copies of your LUNS.

Process for restoring LUNs from archival media

First, restore the LUN file from your archive media to the active file system. After the file is restored,
use the SnapDrive management interface to connect to the LUN file using its original drive letter.

Note: You cannot use CIFS-based or NFS-based backup products to archive the Snapshot copies
of your LUNs.

For more information about LUN backups, see the Data ONTAP Block Access Management Guide.
For more information about how to perform a recovery from an offline archive, see your backup
application software documentation.

Note: Further steps might be required to bring online data recovered in LUN files. This holds true
for all SnapManager products. For more information about recovering LUNSs using SnapManager,
see the current SnapManager System Administrator’s Guide for your product.
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Using SnapVault with SnapDrive

You can use the SnapVault feature of Data ONTAP with SnapDrive for Windows to back up
Snapshot copies to a secondary storage system.

Considerations for using SnapVault

SnapVault is a Data ONTAP feature that provides a fast, efficient, and centralized backup solution
for replicating Snapshot copies to a secondary storage system. There are several considerations you
should remember when using the SnapVault feature with SnapDrive for Windows.

You must have at least Data ONTAP 7.2.6 installed on your storage system.

SnapVault must be licensed on the primary and secondary storage systems.

You must have a license for the secondary SnapVault, when you are using SnapVault with
SnapDrive for Windows without SnapManager or NetApp Management Console.

SnapVault relationships must already be configured and initialized.

A backup set might contain multiple primary storage systems and volumes, but only one
secondary volume and storage system.

Each backup set can span only one volume on a secondary storage system; if multiple volumes
are required, the backup will fail.

Only gtree SnapVault configurations are supported. SnapDrive does not support volume-based
SnapVault.

SnapVault cascaded configurations are not supported.

There is no SnapVault restore feature.

Initiating SnapVault backups from SnapDrive
SnapVault backups can be initiated from within MMC or by using the SnapDrive for Windows CLI.

About this task

These steps describe how to initiate a backup using the Update SnapVault option in MMC.

Alternatively, you can also initiate a backup using the sdcli snapvault archive command.

Steps

1.

Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to manage,
then select Disks.

Double-click the LUN for which you want to perform a SnapVault update.

Select Primary Snapshots to display the Snapshot copies on the primary system.
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4. In the right MMC pane, right-click the Snapshot copy from which you want the SnapVault update
to be initiated and select SnapVault from the menu.

A Snapshot copy with the same name as the Snapshot copy you selected on the primary system is
created on the secondary storage system after the SnapVault update.
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SnapDrive integration with the NetApp
Management Console data protection capability

SnapDrive for Windows integrates with the NetApp Management Console data protection capability
to provide management of SnapMirror and SnapVault deployments using datasets.

How SnapDrive integrates with the NetApp Management
Console data protection capability

SnapDrive for Windows supports the NetApp Management Console data protection capability
datasets through the SnapManager products.

The NetApp Management Console data protection capability makes it easy to manage very large
SnapMirror and SnapVault deployments by grouping data and storage systems into datasets and
resource pools, enabling automation of many routine data protection tasks. You can configure
SnapDrive with a set of OnCommand credentials so that it can authenticate to a DataFabric Manager
server. This allows a SnapManager to use SnapDrive as a conduit to support the NetApp
Management Console data protection capability retention policies and schedules.

To take advantage of these the NetApp Management Console data protection capability features
through SnapDrive for Windows, you must have a DataFabric Manager server with version 3.7 or
later, and your storage systems must be running Data ONTAP 7.3 or later.

For more information, refer to your SnapManager documentation.

Dataset concepts

Associating data protection, disaster recovery, a provisioning policy, or a storage service with a
dataset enables storage administrators to automate tasks, such as assigning consistent policies to
primary data, propagating policy changes, and provisioning new volumes, gtrees, or LUNs on
primary and secondary dataset nodes.

Configuring a dataset combines the following objects:

Dataset of For protection purposes, a collection of physical resources on a primary node,
physical storage such as volumes, FlexVol volumes, and gtrees, and the physical resources for
objects copies of backed-up data on secondary and tertiary nodes.

For provisioning purposes, a collection of physical resources, such as volumes,
FlexVol volumes, gtrees, and LUNS, that are assigned to a dataset node. If the
protection policy establishes a primary and one or more nonprimary nodes, each
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Dataset of
virtual objects

Resource pool

Data protection
policy

Provisioning
policy

Storage service

Protection or
provisioning
related objects

node of the dataset is a collection of physical resources that might or might not
be provisioned from the same resource pool.

A collection of supported VMware virtual objects that reside on storage systems.
These virtual objects can also be backed up locally and backed up or mirrored on
secondary and tertiary nodes.

A collection of physical resources from which storage is provisioned. Resource
pools can be used to group storage systems and aggregates by attributes, such as
performance, cost, physical location, or availability. Resource pools can be
assigned directly to the primary, secondary, or tertiary nodes of datasets of
physical storage objects.

They can be assigned indirectly both to datasets of virtual objects and to datasets
of physical storage objects through a storage service.

A set of rules that define how to protect primary data on primary, secondary or
tertiary storage, as well as when to create copies of data and how many copies to
keep.

Protection policies can be assigned directly to datasets of physical storage
objects. They can be assigned indirectly to both datasets of virtual objects and to
datasets of physical storage objects through a storage service.

A set of rules that define how to provision storage for the primary or secondary
dataset nodes, and provides rules for monitoring and managing storage space and
for allocating storage space from available resource pools.

Provisioning policies can be assigned directly to the primary, secondary, or
tertiary nodes of datasets of physical storage objects. They can be assigned
indirectly to both datasets of virtual objects and datasets of physical storage
objects through a storage service.

A single dataset configuration package that consists of a protection policy,
provisioning policies, resource pools, and an optional vFiler template (for vFiler
unit creation). You can assign a single uniform storage service to datasets with
common configuration requirements as an alternative to separately assigning the
same protection policy, provisioning policies, and resource pools, and to setting
up similar vFiler unit attachments to each of them.

The only way to configure a dataset of virtual objects with secondary or tertiary
backup and mirror protection and provisioning is by assignment of a storage
service. You cannot configure secondary storage vFiler attachments for datasets
of virtual objects.

Snapshot copies, primary volumes, secondary volumes, or secondary gtrees that
are generated as a result of protection jobs or provisioning jobs.
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Naming settings Character strings and naming formats that are applied when naming related
objects that are generated as a result of protection jobs or provisioning jobs.
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Understanding the Volume Shadow Copy Service

The Data ONTAP VSS Hardware Provider is installed with SnapDrive for Windows and can be used
with Microsoft Volume Shadow Copy Service.

Understanding VSS

Volume Shadow Copy Service (VSS) is a feature of Microsoft Windows Server that coordinates data
servers, backup applications, and storage management software to support the creation and
management of consistent backups.

VSS coordinates Snapshot copy-based backup and restore operations and includes these components:

VSS The VSS requestor is a backup application, such as SnapManager for Microsoft
Requestor Exchange or NTBackup. It initiates VVSS backup and restore operations. The
requestor also specifies Snapshot copy attributes for backups it initiates.

VSS Writer  The VSS writer owns and manages the data to be captured in the Snapshot copy.
Microsoft Exchange 2003 is an example of a VVSS writer.

VSS The VSS provider is responsible for creating and managing the Snapshot copy. A
provider provider can be either a hardware provider or a software provider:

» A hardware provider integrates storage array-specific Snapshot copy and cloning
functionality into the VVSS framework.
The Data ONTAP VSS Hardware Provider integrates the SnapDrive service and
storage systems running Data ONTAP into the VSS framework.

Note: The Data ONTAP VSS Hardware Provider is installed automatically as
part of the SnapDrive software installation.

» A software provider implements Snapshot copy or cloning functionality in
software that is running on the Windows system.

Note: To ensure that the Data ONTAP VSS Hardware Provider works
properly, do not use the VSS software provider on Data ONTAP LUNSs. If
you use the VSS software provider to create Snapshot copies on a Data
ONTAP LUN, you cannot delete that LUN by using the VSS Hardware
Provider.
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SnapDrive VSS requirements

To use VSS with SnapDrive for Windows, your storage system and SnapDrive host must meet
minimum requirements.

Your storage system must be running at least Data ONTAP 7.2.

Note: In versions of Data ONTAP prior to 7.3, Snapshot copies taken after a shadow copy are
locked due to the existence of LUN clones in the previous Snapshot copies, making them
impossible to delete. In Data ONTAP 7.3, this restriction is removed, so SnapDrive is able to
delete any Snapshot copies.

The Virtual Disk Service must be running on your Windows host.

Typical VSS backup process

A typical backup using SnapManager for Microsoft Exchange, Microsoft Exchange 2003 or 2007,
and the Data ONTAP VSS Hardware Provider is outlined in the following process.

1.

SnapManager determines which LUNs it wants to capture and makes sure that Exchange 2003 or
Exchange 2007 is present as a valid writer.

SnapManager initiates the shadow copy process.

VSS informs Exchange and the Data ONTAP VSS Hardware Provider that a shadow copy is
starting. Exchange stops writing to disk.

VSS ensures that NTFS is in a consistent state.
VSS requests the Data ONTAP VSS Hardware Provider to create a shadow copy.

The Data ONTAP VSS Hardware Provider requests SnapDrive to create a Snapshot copy of the
storage system volume that contains the specified LUN.

SnapDrive requests the storage system to create a Snapshot copy of the specified volume.

When the shadow copy is complete, VSS returns NTFS to a normal state and informs Exchange
that it can resume disk writes.

VSS manages the shadow copy of the LUN based on the attributes specified by the requestor. For
example, VSS could mount the LUN in a Snapshot copy. In a case, however, in which
SnapManager is the requestor, SnapManager tells VVSS to forget about the shadow copy it just
created. This enables SnapManager to have complete control of the Snapshot copy.
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Troubleshooting the VSS Hardware Provider

If you attempt to create a backup on a storage system running Data ONTAP, and a Snapshot copy is
not created on the storage system, you can troubleshoot the VVSS Hardware Provider in several ways.

About this task

There can be many providers installed on the same Windows host, including the VSS software
provider, which is always installed. The provider used is determined by either the Requestor or VSS,
not the provider. If the first choice provider is not available, an alternative can be silently substituted.

To make a Snhapshot copy on the storage system, the Data ONTAP VSS Hardware Provider must be
used. If a Snapshot copy on the storage system is not created successfully, verify that the Data
ONTAP VSS Hardware Provider was used to create the Snapshot copy.

Only the Data ONTAP VSS Hardware Provider can take a Snapshot copy on a storage system. When
you use a VSS requestor, such as SnapManager for Microsoft Exchange or NTBackup, to back up a
LUN backed by a storage system running Data ONTAP, the Data ONTAP VSS Hardware Provider
must be used for the Snapshot copy to succeed.

Steps

1. View the installed providers and verify that the Data ONTAP VSS Hardware Provider is
installed.

2. Verify that the Data ONTAP VSS Hardware Provider was used to create the Snapshot copy and
that it was completed successfully.

3. Verify your VSS configuration.

Viewing installed VSS providers
You can view the VSS providers installed on your host.

Steps

1. Select Start > Run and enter the following command to open a Windows command prompt:
cmd

2. Atthe prompt, enter the following command:
vssadmin list providers

The output should be similar to the following:

Provider name: “Data ONTAP VSS Hardware Provider’
Provider type: Hardware
Provider ID: {ddd3d232-a96f-4ac5-8f7bh-250fd91fd102}
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Version: 6.4.1_XxXxX

Verifying that the VSS Hardware Provider was used successfully
You can verify that the Data ONTAP VSS Hardware Provider was used successfully after a Snapshot

copy was made.
Step

1. Navigate to System Tools > Event Viewer > Application in MMC and look for an event with
the following values:

Source Event ID Description

Navssprv 4089 The VSS provider has
successfully completed
CommitSnapshots for
SnapshotSetldi d inn
milliseconds.

Note: VSS requires that the provider commit a Snapshot copy within 10 seconds. If this time
limit is exceeded, the Data ONTAP VSS Hardware Provider logs Event ID 4364. This limit
could be exceeded due to a transient problem. If this event is logged for a failed backup, retry
the backup.

Verifying your VSS configuration

If the Data ONTAP VSS Hardware Provider failed to run or did not successfully complete a
Snapshot copy, complete these steps.

Steps
1. Verify that SnapDrive for Windows is installed and running and can communicate with the
storage system by performing the following steps.

a) Under SnapDrive in the left MMC pane, expand the instance of SnapDrive you want to
manage, then select Disks.
b) From the menu choices at the top of MMC, navigate to Action > Refresh.

No error messages should be displayed.

2. Verify that the lun. inquiry.mode option is set to legacy and not standard on the storage
system.

This setting applies if you are using Data ONTAP 7.2 and you are also using Exchange or SQL
Server for VSS-based backups. By default, the mode is set to legacy -

Attention: To change or set this option, you must first stop FC and iSCSI services on your
storage system, which might temporarily disrupt any operations currently in progress. Use fcp
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stop and iscsi stop to stop the services. Use fcp startand iscsi start to restart the
services after setting the mode.

a) To verify the setting, at the storage system prompt enter the following command:

options lun.inquiry.mode
b) To change the setting, enter the following command:

options lun.inquiry.mode legacy.

3. Verify that the drives for which the Data ONTAP VSS Hardware Provider failed are backed by a
LUN on a storage system running Data ONTAP.

To do this, open MMC and verify that the drives appear under the Disks icon under SnapDrive.

4. Verify that the account used by the Data ONTAP VSS Hardware Provider is the same as the
account used by SnapDrive by performing the following steps.

a) Inthe left MMC pane, select Services and Applications > Services.

b) Double-click the SnapDrive service in the main pane and select the Log On tab.

c) Note the account listed in the This Account field, then click OK to close the SnapDrive
Properties window.

d) Double-click the Data ONTAP VSS Hardware Provider service in the main pane and click
the Log On tab.

e) Verify that the This Account field is selected and that it contains the same account as the
SnapDrive service.
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SAN booting with SnapDrive

SnapDrive for Windows supports SAN booting, but some tasks are restricted.

What SAN booting is

SAN booting is the general term for booting a host from a storage system LUN instead of an internal
hard disk.

Fibre Channel SAN booting does not require support for special SCSI operations; it is not different
from any other SCSI disk operation. The HBA uses special code in the BIOS that enables the host to
boot from a LUN on the storage system.

iISCSI SAN booting also uses special code in the BIOS that enables the host to boot from a LUN on
the storage system. You need to set specific parameters in the BIOS to enable iSCSI SAN booting.

The general process is as follows.

1. After the HBA has accessed the BIOS, use the Emulex or QLogic BootBIOS utility to configure
the LUN as a boot device.

2. Configure the PC BIOS to make the LUN the first disk device in the boot order.
3. Install the following on the LUN.

* Windows operating system
e HBA driver

Note: Following a system failure, the bootable virtual disk is no longer the default boot device.
You need to reconfigure the hard disk sequence in the system BIOS to set the bootable virtual disk
as the default boot device.

How SnapDrive supports SAN booting

SnapDrive for Windows identifies bootable LUNs and prevents you from performing some of the
operations you would normally perform on a nonbootable LUN.

SnapDrive detects both bootable LUNs (SAN booting) and nonbootable LUNs and differentiates
between the two in MMC by representing each LUN type with a unique icon. SAN bootable LUNs
are represented by an icon containing a disk with a red letter “s” in the upper left corner.

When a LUN is a boot disk, the following actions are disabled or unavailable in SnapDrive:

» Disconnect
e Delete

» Expand

* Restore
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SnapDrive does support the following Snapshot copy-related actions on bootable LUNS:

e Create
* Rename
e Delete

Note: Restoring Snapshot copies of bootable LUNS is not allowed by SnapDrive. For important
information about Snapshot copies of bootable LUNS, see the technical white papers on the
NetApp Support Site.
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Using SnapMirror with SnapDrive for Windows

You can use SnapMirror with SnapDrive for Windows to replicate data.

SnapMirror overview
SnapMirror creates either asynchronous or synchronous replicas of volumes that host LUNS.

With asynchronous SnapMirror, data is replicated from a source volume to a partner destination
volume at regular intervals.

With synchronous SnapMirror, data from a source volume or gtree is replicated on a destination
volume or gtree at, or near, the same time it is written to the first storage system.

When the LUN data on your source volume is offline or no longer valid, you can connect to and use
the copy of the LUN on the SnapMirror destination volume. Unless otherwise indicated, the
information discussed in this chapter applies to volumes that host SnapMirror LUNSs, whether they
are asynchronous or synchronous.

If a storage system volume or storage system holding one or more LUNs suffers a catastrophic
failure, you can use a mirrored destination volume to recover the LUNSs.

Data consistency is ensured in SnapDrive with up-to-date SnapMirror synchronous operation. If the
synchronous operation is not updated, SnapDrive reverts to previous Snapshot copies. However, if
the SnapMirror synchronous operation is up-to-date, the destination system contains Snapshot copies
and SnapDrive connects to the current active file system, ensuring that the data is consistent.

Types of SnapMirror replication

SnapMirror replicas are initiated upon normal Snapshot copy creation or when using special “rolling
Snapshaot copies.

Replication upon Snapshot copy creation

Each time a Snapshot copy of a LUN is created—manually or because of a Snapshot copy schedule
—SnapDrive determines whether the LUN from which the copy was made resides on a SnapMirror
source volume. If so, then after the Snapshot copy is made, SnapDrive might send a SnapMirror
update request to all the destination volumes associated with the source volume for that LUN.

When you initiate a Snapshot copy of a LUN on a SnapMirror source through SnapDrive, a window
with a check box labeled “Initiate SnapMirror Update” is displayed. The check box is selected by
default.
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Replication using rolling Snapshot copies

You can also create a special type of Snapshot copy called a “rolling” Snapshot copy, using the
Update SnapMirror operation in SnapDrive. These Snapshot copies are used exclusively to facilitate
frequent SnapMirror volume replication. Like regular Snapshot copies, rolling Snapshot copies are
replicated to the SnapMirror destination volume as soon as they are created.

SnapDrive creates a new rolling Snapshot copy every time you initiate a mirror update operation
(using the Update Mirror option in the Action menu or the sdcli snap update_mirror
command) for a specific LUN drive residing on a SnapMirror source volume.

To guarantee that at least one rolling Snapshot copy for each LUN is always available on the
destination volume, SnapDrive maintains a maximum of two rolling Snapshot copies on the source
volume.

How SnapDrive manages rolling Snapshot copies
When you initiate an Update Mirror operation, SnapDrive checks for any existing rolling Snapshot
copies of the LUN containing the specified LUN drive. What happens next depends on whether
SnapDrive detects none, one, or two Snapshot copies.

 If SnapDrive does not find any rolling Snapshot copies containing the LUN image, it creates a
rolling Snapshot copy on the SnapMirror source volume. SnapDrive then initiates a SnapMirror
update operation, which replicates the rolling Snapshot copy on the destination volume.

« If SnapDrive finds one rolling Snapshot copy, it creates a second rolling Snapshot copy and
initiates a SnapMirror update.

» If SnapDrive detects two rolling Snapshot copies for the LUN, it deletes the older rolling
Snapshot copy and creates a new one to replace it. Then SnapDrive initiates a SnapMirror update.
When you connect to a LUN in a Snapshot copy that is located on a traditional volume,
SnapDrive creates a LUN backed by a Shapshot copy on the active file system. When a new
Snapshot copy is created as part of a synchronous SnapMirror update, that new Snapshot copy
locks the Snapshot copy from which the LUN was connected. While the original Snapshot copy is
locked, you are unable to delete it until the next SnapMirror update, when the first Snapshot copy
is deleted automatically.

How rolling Snapshot copies are named
Rolling Snapshot copies can be identified by the unique names they are given.

The following format is used to name the rolling Snapshot copies:
@snapmir@{GuU D}

QUI D (Globally Unique Identifier) is a unique 128-bit number generated by SnapDrive to uniquely
identify each rolling Snapshot copy.

Examples of rolling Snapshot copies
@snapmir@4{58e499a5-d287-4052-8e23-8947e11b520e}
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@snapmir@{8434ac53-echc-4e9b-b80b-74c5¢501a379}

Requirements for using SnapMirror with SnapDrive

Before you can use SnapMirror with SnapDrive for Windows, your system must meet several
requirements.

SnapMirror must be licensed on the source and destination storage systems. For information on
how to license and set up SnapMirror, see the Data ONTAP Data Protection Online Backup and
Recovery Guide for 7-Mode.

Note: For Cluster-Mode, you can perform a SnapMirror operation only when you provide
Cserver credentials in the transport protocol settings.

Depending on the LUN protocols you are using, enable the iSCSI and FC licenses on the
destination storage systems to enable LUN connect and LUN management operations.

You must manually create and initialize a plex between the source and destination volumes, but
you must not create a SnapMirror replication schedule.

When setting up SnapMirror on your storage system, you can avoid schedule conflicts with
SnapDrive by setting the replication schedule on the storage system to “- - - -”, which disables
any scheduled transfers. When you set the replication schedule, ensure that the destination
volume is in a restricted state. See the Data ONTAP Data Protection Online Backup and
Recovery Guide for 7-Mode for additional details.

You must create your SnapMirror relationship using storage system names (either the fully
qualified DNS name or the storage system name alone), and the network interface to be used for
SnapMirror transfers (for example, storage1-e0), not IP addresses.

If you are using the optional MultiStore feature of the Data ONTAP software to create virtual
storage systems (vFiler units), you must create your SnapMirror relationship on the vFiler unit,
not on the physical storage system.

The system must contain one or more SnapMirror source volumes hosting LUNS.

The system must contain one or more SnapMirror destination volumes for each source volume.

Note: SnapDrive supports the use of SnapMirror at the volume level only; it does not support
gtree-level SnapMirror operations.

The destination volume must be at least as large as the source volume.

The Windows domain account used by the SnapDrive service must be a member of the local
BUILTIN\administrators group and must have management access to both the source and
destination storage systems.

The Windows domain account used to administer SnapDrive must have full access to the
Windows domain to which both the source and destination storage systems belong.

The source and destination storage systems must be configured to grant root access to the
Windows domain account used by the SnapDrive service. That is, the
wafl.map_nt_admin_priv_to_root option must be set to On. For information about enabling
storage system options, see your Data ONTAP documentation.
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« If you want to use a Windows host to access the replicated LUNSs on the destination volume, the
destination storage system must have at least one LUN access protocol licensed (iSCSI or FC).

» A TCP/IP connection must exist between the source storage system and the destination storage
system.

» The SnapDrive service can perform one task at a time. Therefore, if you are scheduling multiple
tasks on a host, ensure that you do not schedule these tasks to start at exactly the same time.

If multiple tasks are scheduled at the same time, the first will proceed, and SnapDrive will queue
the others until the first task either succeeds or times out.

Note: SnapMirror cascaded configurations are not supported.

Related tasks

Configuring access for SnapDrive on page 53

Initiating replication manually

SnapDrive initiates SnapMirror replication automatically when a Snapshot copy is created, but you
can also initiate SnapMirror replication manually.

Before you begin

Because SnapDrive automatically initiates SnapMirror replication once a Snapshot copy for a LUN
on a SnapMirror source volume has been created, to initiate replication after a Snapshot copy has
been created, you need either to manually create a Snapshot copy or to set up a schedule for
automatic Snapshot copy creation.

Note: Manual replication is not monitored by SnapDrive so you will not know if replication
succeeded.

Steps
1. Perform the following actions to select the LUN that you want to replicate:

a) In the left MMC pane, select the instance of SnapDrive you want to manage.
b) Double-click Disks.

2. Inthe right MMC panel, select the LUN that you want to replicate.
3. Click Action (from the menu choices at the top of MMC window).
4. Select Update Mirror from the drop-down menu.

Note: The Update Mirror option is not available if no live mirror copies are configured.
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Result

The Update Mirror operation is initiated and a rolling Snapshot copy of the LUN is created. After the
Snapshot copy has been created on the mirrored source volume, SnapDrive automatically updates the
mirrored destination volume.

Connecting to a LUN in a mirrored destination volume

Connect to a LUN on a SnapMirror destination volume when you want to continue to serve data if a
LUN on the source volume is inaccessible.

Before you begin
The following requirements must be met before you can connect to a destination volume:

» SnapDrive supports the use of FlexClone volumes, which enable you to clone an independent
volume from a parent FlexVol volume so that the mirror can remain unbroken.

* The LUN on an asynchronous SnapMirror destination must be restored from the most recent
SnapDrive-created Snapshot copy containing a valid image of that LUN. The restoration is
performed by SnapDrive as part of the LUN connect operation on an active file system or on a
SnapMirror destination volume.

Note: The most recent Snapshot copy must be one created by SnapDrive to ensure data
consistency. Data ONTAP creates a Snapshot copy that is more recent than the Snapshot copy
created by SnapDrive; however, the Data ONTAP Snapshot copy cannot be used by SnapDrive
because it is not consistent.

Steps

1. Connect to the mirrored LUN on the SnapMirror destination storage system.

2. If you want to break the mirror and connect to a SnapMirror destination volume that is online
and, in the case of an asynchronous SnapMirror volume, perform a single file SnapRestore
operation or rapid LUN restore, click Yes in the Connect Disk dialog box.

Note:

» You must perform this step only if the destination volume is not “broken”. The mirror does
not need to be broken if you connect to a LUN inside a Snapshot copy.

» SnapDrive identifies a volume as mirrored even after the SnapMirror relationship is broken.

» In Cluster-Mode, when you try to connect a gtree LUN in a Snapshot copy from a mirrored
destination volume, it fails.

Related tasks

Connecting to a LUN in a Snapshot copy on page 129
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Restoring a volume on a SnapMirror destination

The volume restore feature in SnapDrive enables you to restore all the LUNs on a volume
automatically from a single Snapshot copy when you establish a connection to the first LUN on a
SnapMirror destination.

Before you begin

The following prerequisites must be met before SnapDrive can initiate a volume-based Snapshot
copy restoration:

All LUNSs on the active file system must be consistent in the Snapshot copy you intend to use to
restore.

LUNSs on the active file system must be of the same size and have the same name as the selected
Shapshot copy.

A SnapMirror relationship must exist.

LUNSs on the volume being restored must be disconnected from the host before they can be
restored from the Snapshot copy.

About this task

Volume restore functions are currently available through the sdcli utility.

Step

1.

Enter the following command from a Windows command prompt:

sdcli snap restore_volume [-f StorageSystenNane] -volume
St or ageSyst emVol uneNanme -s Snapshot CopyNane [-force] [-m Machi neNane]

-f St or ageSyst emNane is the name of the storage system on which the volume resides.

-volumeSt or ageSyst enVol uneNane indicates name of the volume on which the restore
operation will be performed.

-s Snapshot CopyNane indicates the name of the Snapshot copy from which the volume will be
restored.

—force is an optional switch that you use to ensure the volume restoration is performed even
when non-LUN files or newer Snapshot copies are found on the volume.

-mMachi neNane is the host on which the operation is executed. You can use an IP address or a
machine name to identify the host.

Result

The restoration is performed on the volume indicated.
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Example
sdcli snap restore_volume -f clpubs-filerl -volume vol3 -s my_snap

The preceding example restores a volume from the Snapshot copy named my_snap on a
volume called vol3 that resides on a storage system called clpubs-filerl.

Recovering a cluster from shared LUNs on a SnapMirror
destination

Connect to shared LUNSs on a SnapMirror destination in order to recover your MSCS cluster.

Before you begin

The following prerequisites must be met before you can successfully use the procedure described in
this section to connect to shared LUNSs on a SnapMirror destination and thus recover your MSCS
cluster:

A SnapMiirror replica of the source volume must exist on the destination volume prior to the
failure of the physical disk resource.

You must know the original drive letters and paths to the shared LUNs on the SnapMirror source
volume.

You must know the MSCS cluster name.

Steps

a s~ wDd

Configuring the cluster service to start manually on page 153

Creating a temporary quorum disk on page 154

Starting the cluster service with the -fixquorum option on page 154

Connecting to the new quorum disk on page 154

Connecting to a shared LUN on the SnapMirror destination volume on page 155

Configuring the cluster service to start manually

In order to recover a cluster from shared LUNs on a SnapMirror destination, you must first configure
the cluster service to start manually.

Steps

1.

Configure the cluster service to start manually on all nodes of the cluster by performing the

following actions on each node of the cluster:

a) Inthe left MMC pane, expand the Services and Applications option, if it is not expanded
already.

b) Click Services.

c) Double-click Cluster Service.
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d) Select Manual from the Startup Type list.
2. Reboot all nodes of the cluster.

Note: The reboot is required so the existing LUNSs fail to mount and, therefore, the drive letters
that were in use will be released.

Creating a temporary quorum disk
After you configure the cluster service to start manually, create a temporary quorum disk.

Steps

1. Create a shared disk on the SnapMirror destination storage system to be used as a temporary
quorum disk.

After you have successfully completed the Create Disk wizard, you see the following message.
This message is expected and does not indicate a problem.

You have successfully configured a disk on this system with the
intention of it being a shared resource in MSCS. As MSCS does not appear
to be installed on this system, please install MSCS.

2. Click OK to ignore the message.

3. Disconnect the shared disk you just created.

Starting the cluster service with the -fixquorum option
Complete this procedure after you create a temporary quorum disk.

Steps
1. Inthe left MMC panel, click Services.
2. In the Start Parameters field, enter -Fixquorum.

3. In the Service Status field, click Start, then click OK.

Connecting to the new quorum disk
Complete this procedure after you start the cluster service with the —Fixquorum option.

Steps

Reconnect the shared disk you created.
Using the Cluster Administrator, make the newly connected shared disk the quorum disk.

Stop the cluster service, then restart the cluster service on all nodes in the cluster.

> w e

Remove dependencies on all failed physical disk resources, then remove the physical disk
resources.
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Connecting to a shared LUN on the SnapMirror destination volume
Complete this procedure after you have connected to the new quorum disk.

Steps

1.

2.

On the cluster node you used earlier, follow the steps to connect to a LUN, keeping in mind the
following information to connect to a LUN:

a) When prompted for the LUN path in the Provide Storage System, LUN Path, and Name
panel, specify or browse to the LUN file in the active file system (not the one in the Snapshot
copy) on the SnapMirror destination volume.

b) After you specify the LUN path and click Next, you see a message that a single file
SnapRestore or rapid LUN restore will be performed. Click Yes to continue.

c) When prompted for disk type in the Select a LUN Type panel, select Shared.

d) When prompted for a drive letter in the Select LUN Properties panel, select the same drive
letter that was being used for the LUN on the SnapMirror source volume.

After you have successfully completed the Connect Disk wizard, you see one of the following
two error messages. These error messages are expected and do not indicate a problem.

Error message 1:

Unable to connect disk. Failure in Mounting volume on the disk. Error:
Could not find the volume mounted for the LUN as there does not seem to
be any new volumes mounted by the Mount Manager

This error might also appear in the following form:

Unable to connect disk. Failure in connecting to the LUN. Error: Timeout
has occurred while waiting for disk arrival notification from the
operating system.

Error message 2:

Unable to retrieve a list of LUN snapshots. Error: The device is not
ready.

Note: Error message 2 is displayed instead of error message 1 when McAfee NetShield is
installed on your Windows server.

Click OK to ignore the error message.
Repeat Step 1 and Step 2 for each shared LUN on the cluster.

Configure the cluster service to start automatically on the system to which you connected shared
LUNSs by performing the following actions:

a) Inthe left MMC pane, expand the Services and Applications option, if it is not expanded
already.

b) Click Services.

c) Double-click Cluster Service.
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d) Select Manual from the Startup Type list.

5. Restore any resource dependencies you removed earlier.

Result

You have connected to the shared LUNSs in a SnapMirror destination volume.

After you finish
Use the Cluster Administrator to verify that the cluster is functioning correctly as follows:

» Ensure that all resources are online.

» Perform a "move group" operation from one node to the other and then back to the original node.
» Move the quorum disk from the temporary disk you created in Step 3 back to the original disk.

» Delete the temporary disk.
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Unattended SnapDrive installation reference

You can perform unattended installations of SnapDrive for Windows for first-time installations and
for upgrades.

SnapDrive command line installation syntax

You can run the SnapDrive for Windows installation package from the command line to perform an
unattended installation.

Command syntax
shapdrive6.4.exe /s [/x] /v'/gn SWTCHL [SWTCH2 SWTCH3 ...]"

/s Invokes SnapDrive installation in unattended or silent mode.
/x Removes SnapDrive from your system.

Note: SnapDrive does not support unattended removal of versions earlier than 4.2.

/v When directly followed by */qn*, allows you to pass arguments and other SnapDrive
installation-specific switches and parameters. These arguments go inside the quotation marks
after the /gn.

Note: In the event that you incorrectly enter any of the unattended install command switches,
a pop-up dialog box appears displaying the correct switch combination or command usage.

SnapDrive upgrade command line syntax

You can perform a SnapDrive for Windows upgrade from the command line.

Command syntax

C:\>SnapDrive-6-5X3-x64._exe /s /v'/qgn
REINSTALLMODE=vomus

REINSTALL=ALL SILENT_MODE=1 /Li SDInstall.log
LPSM_SERIALNUMBER=hpbentkyaudcma
SVCUSERNAME=SDSMQA\Administrator
SVCUSERPASSWORD=sdsmga*123



158 | SnapDrive 6.5 for Windows Installation and Administration Guide

SVCCONF IRMUSERPASSWORD=sdsmga*123
SDW_WEBSRV_TCP_PORT=808
SDW_WEBSRV_HTTP_POR T=4098
TRANSPORT_PRT_SELECTION=1"

SnapDrive command-line installation switch descriptions

You can use a variety of command-line switches when you perform an unattended installation of

SnapDrive for Windows.

The following table lists, provides values, and describes each of the available command-line

installation switches.

Switch

Values and descriptions

SILENT_MODE=

1

Enables SnapDrive to properly execute the
unattended install feature. This switch is required and
must be set for all unattended installations, including
first-time installation, upgrades, and complete
uninstallation.

REINSTALLMODE=

Specifies the type of reinstall mode to be used:

\%

Indicates that the installation should be run from the
source package and the local package cached.

Note: Do not use this option for first time
installations of SnapDrive.

Reinstalls all SnapDrive files, regardless of version,
date, or checksum value.

Reinstalls SnapDrive files if earlier versions are
present or if files are missing.

Indicates that all SnapDrive required registry entries
FROM HKEY_LOCAL_MACHINE and
HKEY_CLASSES_ROOQOT should be rewritten.

Indicates that all SnapDrive required registry entries
from HKEY_CURRENT_USER and
HKEY _USERS should be rewritten.

Reinstalls all shortcuts and re-caches all icons,
overwriting any existing shortcuts and icons.
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Switch Values and descriptions
REINSTALL= ALL Reinstalls all SnapDrive features.
/L1

filenane Specifies that a SnapDrive installation log
should be generated.

SERVER_CORE_SYSTEM=

Specifies whether you are installing on a Windows Server
2008 Server Core configuration. The default value is 0, so
this switch is not required unless you are installing on a
Server Core system.

0 Specifies that you are not installing on a Server Core
system.

1 Specifies that you are installing on a Server Core
system.

Note: You should use the SERVER_CORE_SYSTEM=
switch with only Windows Server 2008 Core Server.
You should not use the SERVER_CORE_SYSTEM=
switch with Windows Server 2008 R2 Core Server.

LPSM_SERIALNUMBER=

seri al nunber Optionally specifies the LUN
Provisioning and Snapshot
Management license for host-side
licensing. If you do not provide this
license, SnapDrive looks for a license
on the storage system operating in 7-
Mode. HOST SIDE LICENSE is
mandatory for Cluster-Mode
environments.

INSTALLDIR=

t ar get Specifies the target installation
installation directory to which SnapDrive will
directory be installed. This switch is
required only when installing
SnapDrive for the first time.
SVCUSERNAME= DOVAI N Specifies the domain and user name
\ user nane that SnapDrive uses during the

unattended installation.
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Switch

Values and descriptions

SVCUSERPASSWORD=

password Specifies the password for the
SVCUSERNAME user.

SVCCONF IRMUSERPASSWORD=

password Confirms the password for the
SVCUSERNAME user.

I1GNORE_COMPMGMT_RUNNING=

If no switch is specified, the SnapDrive installation aborts
if MMC is open, and a message is displayed, indicating
that MMC must be closed.

0 Specifies that the SnapDrive installation aborts if
MMC is open, and a message is displayed indicating
that MMC must be closed.

1 Specifies that the SnapDrive installation proceeds,
even if MMC is open.

SDW_WEBSRV_TCP_PORT=

port Specifies which port the SnapDrive Web
nunber Services should use for Net. TCP The
default port is 808.

Note: This switch is used with new installations only. It
is not used for upgrades.

SDW_WEBSRV_HTTP_PORT=

port Specifies which port the SnapDrive Web
nunber Service should use for HTTP. The default
port is 4094,
SDW_WEBSRV_HTTPS_PORT= port Specifies which port the SnapDrive Web
nunber Service should use for HTTPS. The

default port is 4095.

TRANSPORT_SETTING_ENABLE

Specifies whether the transport protocol settings are
enabled. Enabled is the default.

0 Disabled
1 Enabled
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Switch

Values and descriptions

TRANSPORT_PRT_SELECTION=

Specifies which transport protocol SnapDriveuses. RPC is
the default in a new install or major upgrade.

1 RPC

2 HTTP

3 HTTPS
TRANSPORT_PRT_PORT= port Specifies which port should be used. The

nunber default ports are 80 for HTTP and 443 for

HTTPS.

TRAN§PORT—PROTOCOL—LOGON—USER username Specifies the user name used for HTTP or
NAME= HTTPS authentication.
TRAN§PORT—PROTOCOL—LOGON—PASS password Specifies the password used for HTTP or
WORD= HTTPS authentication.
DFM_SERVER_INFO= host name  Specifies the DataFabric Manager server

name or IP address.

DFM_SERVER_COMM_PRT_SELECTION

1 Specifies HTTP as the communication port type.

2 Specifies HTTPS as the communication port type.

DFM_SERVER_COM_PORT=

port

Specifies the DataFabric Manager server

communication port. The default for HTTP is
8088. The default for HTTPS is 8488.

DFM_SERVER_USERNAME=

user nane

Specifies the DataFabric Manager server
user name.

DFM_SERVER_PASSWORD=

password

Specifies the DataFabric Manager server
password.

SDW_ESXSVR_ENABLE=

Specifies whether the ESX server is enabled. Enabled is

the default.

0
1

Disabled
Enabled
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Switch Values and descriptions

ESXIPADDRESS I P address  Specifies the ESX server IP address.
ESXUSERNAME username  Specifies the ESX server user name.
ESXUSERPASSWORD

passwor d Specifies the ESX server password.

ESXCONF IRMUSERPASSWORD

password Confirms the ESX server password.

SDW_SMVISVR_ENABLE=

1 Enables the option to add SMVI configuration

information.
SMVITPADDRESS= | P address/ Specifies the SnapManager for
nane Virtual Interface server IP address or

host name.

SMVIPORT=

SMWI Port  Specifies the port SnapDrive uses to
communicate with the SnapManager for
Virtual Infrastructure server.

SDW_HYPERV_ENABLE=

Specifies whether Hyper-V pass-through operations are
enabled. Disabled is the default.

0 Disabled

1 Enabled

HYPERV_HOSTNAME=

host name  Specifies the hostname of the current
Hyper-V parent host.

HYPERV_I1P=

I P address The IP address of the current Hyper-V
parent host.

HYPERV_COM_PORT=

port The SnapDrive Web Service TCP port of the
current Hyper-V parent host.

CUSTOMHELP=

1 Displays usage information for all unattended install
switches.
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Switch

Values and descriptions

CONFIRM_SDW_UPGRADE

You can use this switch when SnapDrive is installed with
SnapManager products.

Yes Specifies that the SnapDrive upgrade proceeds
when SnapManager products are installed.

SKIP_HOTFIX_CHECK

You can use this switch to proceed with the SnapDrive
installation or upgrade when the target system does not
yet have all of the required hotfixes installed.

1 Specifies that the SnapDrive upgrade or installation
should proceed without the required hotfixes.

ADD_WINDOWS_FIREWALL

You can use this switch to add SnapDrive to the Windows
Firewall.

1 Specifies that you want to include SnapDrive in the
Windows Firewall.

SnapDrive unattended installation examples

These examples show how to run the SnapDrive for Windows installation package from the
command line to perform an unattended installation.

Examples of commands used to perform unattended SnapDrive installations

Note: Upgrading from all versions of SnapDrive is considered a major upgrade. Follow the usage

examples carefully.

Note: The example provided for a complete first time SnapDrive installation on Windows Server
2008 Server Core should not be used when installing SnapDrive on Windows Server Core 2008

R2 Server Core.

Custom help: snapdrive6.4.exe /s /v'/gqn CUSTOMHELP=1""

Uninstall: snapdrive6.4.exe /s /x /v'/qn SILENT_MODE=1 /Li

Shinstall .1 og"

Complete first time snapdrive6.4.exe /s /v"/qn SILENT_MODE=1 /Li

SnapDrive SDInstall .l og LPSM_SERIALNUMBER=ser i al number INSTALLDIR=
installation with \"c:\Program Files\NetApp\SnapDrive\" SVCUSERNAME=domai n
log: \user name SVCUSERPASSWORD=password

SVCCONF IRMUSERPASSWORD=passwor d* SDW_WEBSRV_TCP_PORT=808
SDW_WEBSRV_HTTP_PORT=4098 TRANSPORT PRT_SELECTION=2
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Complete first time
SnapDrive
installation with
log on Windows
Server 2008 Server
Core:

Major upgrade
from SnapDrive
installations earlier
than 6.4 with log:

TRANSPORT_PRT_PORT=80
TRANSPORT_PROTOCOL_LOGON_USERNAME=user name
TRANSPORT_PROTOCOL_LOGON_PASSWORD=passwor d**
ADD_WINDOWS_FIREWALL=1

snapdrive6.4._exe /s /v'"/qn SILENT_MODE=1
SERVER_CORE_SYSTEM=1 /Li SDinstall.l og
LPSM_SERIALNUMBER=ser i al nunber INSTALLDIR=\"c:\Program
Files\NetApp\SnapDrive\" SVCUSERNAME=domai n\ user name
SVCUSERPASSWORD=passwor d SVCCONFIRMUSERPASSWORD=passwor d"*
SDW_WEBSRV_TCP_PORT=808 SDW_WEBSRV_HTTP_PORT=4098
TRANSPORT_PRT_SELECTION=2 TRANSPORT_PRT_PORT=80
TRANSPORT_PROTOCOL_LOGON_USERNAME=user nane
TRANSPORT_PROTOCOL_LOGON_PASSWORD=passwor d*'
ADD_WINDOWS_FIREWALL=1

snapdrive6.4._exe /s /v'/qn SILENT_MODE=1 /Li

SDI nstall .l og LPSM_SERIALNUMBER=ser i al nunber
SVCUSERNAME=donmai n\ user nanme SVCUSERPASSWORD=passwor d
SVCCONF IRMUSERPASSWORD=passwor d**
SDW_WEBSRV_HTTP_PORT=4098 TRANSPORT PRT_SELECTION=2
TRANSPORT_PRT_PORT=80
TRANSPORT_PROTOCOL_LOGON_USERNAME=user nanme
TRANSPORT_PROTOCOL_LOGON_PASSWORD=passwor d**
ADD_WINDOWS_FIREWALL=1

VMware-specific examples

Complete first time
SnapDrive
installation with log
and with ESX
server settings
disabled:

Complete first time
SnapDrive
installation with log
and with ESX
server settings
enabled:

shapdrive6.4_exe /s /v''/gn SILENT_MODE=1 /Li

SDI nstall .l og LPSM_SERIALNUMBER=ser i al nunmber INSTALLDIR=
\"c:\Program Files\NetApp\SnapDrive\" SVCUSERNAME=donai n
\ user name SVCUSERPASSWORD=password
SVCCONFIRMUSERPASSWORD=passwor d** SDW_WEBSRV_TCP_PORT=808
SDW_WEBSRV_HTTP_PORT=4098 TRANSPORT_PRT_SELECTION=2
TRANSPORT_PRT_PORT=80
TRANSPORT_PROTOCOL_LOGON_USERNAME=user nane
TRANSPORT_PROTOCOL_LOGON_PASSWORD=passwor d
SDW_ESXSVR_ENABLE=0"" ADD_WINDOWS_FIREWALL=1

snapdrive6.4._exe /s /v''/qn SILENT_MODE=1 /Li
SDinstall .l og LPSM_SERIALNUMBER=seri al nummber INSTALLDIR=
\"c:\Program Files\NetApp\SnapDrive\" SVCUSERNAME=domai n
\ user nane SVCUSERPASSWORD=password

SVCCONF IRMUSERPASSWORD=passwor d** SDW_WEBSRV_TCP_PORT=808
SDW_WEBSRV_HTTP_PORT=4098 TRANSPORT_PRT_SELECTION=2
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TRANSPORT_PRT_PORT=80
TRANSPORT_PROTOCOL_LOGON_USERNAME=user nane
TRANSPORT_PROTOCOL_LOGON_PASSWORD=passwor d
ESXIPADDRESS=I| Paddr ess ESXUSERNAME=user name

ESXUSERPASSWORD=passwor d ESXCONFIRMUSERPASSWORD=passwor d"*
ADD_WINDOWS_FIREWALL=1
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Typical SnapDrive configurations

SnapDrive for Windows supports a variety of configurations for your iSCSI, FC, or MPI1O
environment.

SnapDrive iISCSI configurations

SnapDrive for Windows supports several different iSCSI configurations.

Single host direct-attached to a single storage system using iSCSI

You can configure SnapDrive for Windows to use a GbE crossover cable to attach the host directly to
the storage system, an arrangement that minimizes latency and eliminates unwanted network
broadcasts.

The host and storage system in this configuration each use the following connection hardware:

* 1 GbE NIC dedicated to host-storage system data transfer
» 1 Fast Ethernet (or GbE) NIC to connect to the data-center fabric

Note: Both the storage system and the host must be within the same broadcast domain.

Note: LUN traffic and management traffic in an iSCSI configuration can be performed over a
single GbE connection; however, for best results, you should separate the traffic as shown in the
following illustration.

Ethernet
(for management traffic)
Storage
— System GbE or GbEor [=
| GbE - - Fast Fast |
(for LUNSs) | Ethernet Ethernet
e Data-center
d 1 network . |
Host Domain
machine GbE or controller

Fast Ethernet

Single host attached to a single storage system through a GbE switch

You can configure SnapDrive for Windows to use a single-homed configuration that places a
network switch between the storage system and the host, an arrangement that provides good
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performance and also segregates host-storage system traffic by directing it through a single pair of
switch ports.

Because the switch connects to the data-center fabric, the host and storage system in this
configuration each use a single GbE NIC both for host-storage system data transfers and for
connecting to the data-center fabric.

Note: LUN traffic and management traffic in an iSCSI configuration can be performed over a
single GbE connection; however, for best results, you should separate the traffic as shown in the
following illustration.

E GbE or oo
Fast Ethernet or
Fast Ethernet (| Data-center
D = GbE Switch network
=1 | GbE GbE
Domain (for LUNs) (for LUNS)
controller . il
: ! Ethernet (for management traffic) L J=
Host Storage System
machine

Single host attached to a single storage system through a dedicated switch

You can configure SnapDrive for Windows to use a multihomed configuration with a GbE switch
between the storage system and the host, an arrangement that, in addition to providing good
performance and segregating host-storage system traffic to the dedicated switch, also minimizes
disruptions in situations where network routing configuration changes frequently.

The host and storage system in this configuration each use the following hardware for the
connection:

» 1 GbE NIC dedicated to data transfer between host and storage system
« 1 Fast Ethernet (or GbE) NIC to connect to the data-center fabric

Note: LUN traffic and management traffic in an iSCSI configuration can be performed over a
single GbE connection; however, for best results, you should separate the traffic as shown in the
following illustration.

Host
machine GbE or

Fast Ethernet

Data-center
network

GbE or
Fast Ethernet E

GbE
D (for LUNSs) GbE : GbE or
N Y Fast Ethernet
i I (for LUNSs) | ,‘ rD1

Ethernet Storage System c[ég?r.l;:gr
(for management traffic)
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Windows cluster connected to a storage system cluster through a
dedicated GbE switch

You can configure SnapDrive for Windows to use both a Windows cluster and a storage system
cluster.

The following illustration shows a Windows cluster and storage system cluster with an optional but
recommended “private” network that manages internal cluster traffic (rather than data traffic between
host and storage system).

You can also create configurations that connect the host cluster to multiple storage systems or storage
system active/active configurations, and you can connect a storage system or storage system active/
active configuration to multiple hosts.

Note: LUN traffic and management traffic in an iSCSI configuration can be performed over a
single GbE connection; however, for best results, you should separate the traffic as shown in the
following illustration.

GbE or Fast Ethernet GbE or Fast Ethernet

P ] ] e
Active/Active ¥

Data-center
network

¢ . MSCS __© ! Configuration 1
I 1 — 1 - 8 ;
I E=l|Fast Ethernet| =— I = I e ' !

_____ : =7 T 1
[ D ost M tD I Domain D ISiorage o =i 1
1 ! os osr ! : comrollerr ! System | Storage )
\- ------i\:‘ “ SYStem -

- L gbe { GbEswitch |- e — 1~~~ ' T
(for LUNs) (for LUNSs)
Ethernet

(for management traffic)

SnapDrive FC configurations

SnapDrive for Windows supports several different FC configurations.

Single host direct-attached to a single storage system using FC

You can configure SnapDrive for Windows to use a crossover FC cable to attach the host directly to
the storage system.

The host and storage system in this configuration each use the following connection hardware:

e 1HBA to transfer LUN data between storage system and host
» 1 Fast Ethernet (or GbE) NIC to connect to the data-center fabric

Note: Both the storage system and the host must be within the same broadcast domain.
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Ethernet
(for management traffic)
Storage
= System GbE or GbEor [=
= FC : Fast Fast |
(for LUNSs) | \ Ethernet Ethernet

Data-center
fabric

l

i 0
Host Domain
machine GbE or controller

Fast Ethernet

Figure 1: Single host direct-attached to single storage system using FC

Single host attached to a single storage system through an FC switch
You can configure SnapDrive for Windows to use a dedicated FC switch between the storage system
and the host.

The host and storage system in this configuration each use the following connection hardware:

« 1 HBA to transfer LUN data between storage system and host
» 1 Fast Ethernet (or GbE) NIC to connect to the data-center fabric

Note: LUN traffic and management traffic in an FC configuration can be performed over a single
GbE connection, however, for best results, you should separate the traffic as shown in the
following illustration.
Host
machine GbE or
Fast Ethernet

Data-center

GbE or fabric

FC Fast Ethernet %

(for LUNs) FC
D - (for LUNs) = _ GbE or

' - Domain
Ethernet Storage System
(for management traffic) ge oy controller

Windows cluster attached to a storage system active/active configuration

through an FC switch
You can configure SnapDrive for Windows to use both a Windows cluster and a storage system
active/active configuration connected through an FC switch.

The following illustration shows a Windows cluster and a storage system active/active configuration
with an optional but recommended dedicated network for internal cluster traffic.

You can also create configurations that connect the Windows cluster to multiple storage systems or
storage system active/active configurations.
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GbE or Fast Ethernet GbE or Fast Ethernet
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fabric —r—r [ N ——
¢~ " T Twmscs T T 4 Active/Active
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I gFast Etherneig " % 1 .. - S !
I DH tH tD | comore D :Siarage L I '

os os 1
| d ; H ) comrollerr 1 System gtortage }
\-------\-ﬂ - e - ILSE-mIII--‘
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SnapDrive MPIO configurations
SnapDrive for Windows supports several different MP1O configurations.

If you plan to use MPIO configurations with SnapDrive, you should download Data ONTAP DSM
for Windows MPIO from the NetApp Support Site. MPIO is not included with the SnapDrive
installation. For more information, see the Data ONTAP DSM for Windows MPIO Installation and
Administration Guide.

For more information about the latest supported MPIO configurations, see the NetApp Support Site.

Single host direct-attached to a single storage system using MPIO
You can configure SnapDrive for Windows to employ FC or iSCSI HBAs to support MPIO between
a host and a single direct-attached storage system.

Using FC HBAs, the host and storage system in this configuration each use the following connection
hardware:

e 2 FC HBAs to transfer multipathed LUN data between storage system and host
» 1 Fast Ethernet (or GbE) NIC to connect to the data-center fabric

Using iSCSI HBAs or the Microsoft iISCSI Software Initiator, the storage system in this
configuration has two GbE adapters, and the host has one or both of the following:

e 2 or more iSCSI HBAs
* The Microsoft iSCSI Software Initiator and 2 GbE NICs
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GbE or
Fast Ethernet Data-center
— GbE or fabric o
= Fast Ethernet =
) GbE or
|:| FCorGbE for LUNs [ Fast Ethernet D
I I C O I
Host Storage System Domain
machine controller

Windows cluster attached to a storage system active/active configuration
through a GbE switch using MPIO

You can configure SnapDrive for Windows to employ both a Windows cluster and a storage system
active/active configuration connected through a GbE switch using MPIO.

The following illustration shows a Windows cluster and a storage system active/active configuration
with an optional but recommended dedicated network for internal cluster traffic.

Each host in this configuration uses the following connection hardware:

* 2 GbE (or iSCSI HBAGS) to transfer multipathed LUN data between storage system and host
» 1 Fast Ethernet (or GbE) NIC to connect to the data-center fabric
» 1 optional Fast Ethernet, GbE, or 10/100 NIC for internal cluster traffic

Each storage system in this configuration requires at least two Fast Ethernet (or GbE) NICs to
connect to the data-center fabric. (See your Data ONTAP SAN Administration Guide for 7-Mode for

details.)
GbE or Fast Ethernet Data-center “GbE or Fast Ethernet
P ——— - fabrlc W == m o oEm o
I'§ MSCS A [ Active/Active {
1 = 1 —| | | Configuration
I E=IFast Ethernet| == I = P o s I
| D ot 1 tD | contot D I Sl‘orage o — ] :
I os 0s I controller | Storage
VB C _1_ ] il_Jh | System Siorage ’
- - - - . - . - - o ||m o Y 1 -—

GbE switch |
| I

[ GbE switch ,|:
| S|

GbE (for LUNs) GbE (for LUNS)
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Windows cluster attached to a storage system active/active configuration
through an FC switch using MPIO

You can configure SnapDrive for Windows to use both a Windows cluster and a storage system
active/active configuration connected through an FC switch using MPIO.

The following illustration shows a Windows cluster and a storage system active/active configuration
with an optional but recommended dedicated network for internal cluster traffic.

Each host in this configuration uses the following connection hardware:

» 2 HBAs, to transfer multipathed LUN data between storage system and host
» 1 Fast Ethernet (or GbE) NIC, to connect to the data-center fabric
» 1 optional Fast Ethernet, GbE, or 10/100 NIC, for internal cluster traffic

Each storage system configuration requires two dual-port FC adapters and a Fast Ethernet (or GbE)
NIC to connect to the data-center fabric. (See your Data ONTAP SAN Administration Guide for 7-
Mode for details.)

GbE or Fast Ethernet Data-center

fabric

¢™L " WS T ~ S,

=TT =R ce——

: D Host  Host D : cgﬁgﬁg D :Stlorage | ._ét.orag;f :

\r' ']' === L &lﬁl:ﬁysienl 'State'm" | "',
switch | -

FC switch |
| S

FC (for LUNs) FC (for LUNSs)
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Storage system access control reference

Your storage system administrator can use the AccessControl .xml file to allow or deny access to
resources on a storage system and the ThinProvision.xml file to enable the creation of thinly

provisioned LUNs when using SnapDrive.

Note: Storage system access control is not supported in Cluster-Mode.

Related concepts

Support for storage system access control on page 33

Storage system access control operations descriptions

You can use several operations in the AccessControl.xml file to allow or restrict access to users,

depending on their assigned roles.

You can use these operations with the default roles provided in the AccessControl .xml file, or
you can create new roles using one or more of the available operations.

Operation Descriptions

SD.Config Allows users to perform all configuration
operations

SD.Config.Read Allows users to perform only read rights of

configuration information on the storage system

SD.

Config.-Write:

Allows users to create and modify configuration
information on the storage system, such as
creating and modifying iGroups, creating
mappings, and setting options

SD.Config.-Delete Allows users to delete any configuration
information

SD.Storage Allows users to perform all storage operations

SD.Storage.Read: Allows users to list storage system objects, such

as enumerating and reading aggregates,
volumes, gtrees, LUNSs, and files

SD.

Storage._Write:

Allows users to create and modify storage
system objects

SD.

Storage.Delete:

Allows users to delete storage objects
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Operation Descriptions

SD.Snapshot Allows users to perform all Snapshot copy
operations

SD.Snapshot.Read Allows users list Snapshot copies, including

archived copies, and objects inside the Snapshot
copies

SD.

Snapshot.Delete

Allows users to delete Snapshot copies

SD.

Snapshot.Write:

Allows users to create, rename and modify
Snapshot copies

SD.

Snapshot.Restore

Allows users to restore from a Snapshot copy

SD.

Snapshot.Clone

Allows users to clone-related operations such as
FlexClone volume operations and LUN clone
operations

SD.

Access.None

Denies all access to a storage system

Storage system access control roles

You can assign roles to a user in the AccessControl.xml file to allow or restrict only certain
operations to SnapDrive and storage system resources.

You can use these default roles to restrict access or you can create new roles using the available
operation types.

Role

Operations

Descriptions

SD.Admin

All operations

Allows all SnapDrive
operations
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Role

Operations

Descriptions

SD.Provision

SD.Storage.Write
SD.Storage.Read
SD.Config.Read

SD.Config.Write

Allows all LUN provisioning
and Snapshot copy operations
including create, connect, and
map, if the operations are set on
the storage system

Note: Ifa LUN is
disconnected by a user to
whom you have assigned the
default SD.Provision role,
but the volume on which the
LUN resides does not have
Storage.Read permission,
that user cannot reconnect
the LUN from SnapDrive
MMC using manual igroup
management. This is because
without the Storage.Read
permission on the storage
system, no igroups are listed.
In this case, reconnect the
LUN using automatic igroup
management or sdcli.exe.

SD.Discovery

SD.Config.Read
SD.Storage.Read

Allows all operations for
discovering volumes, gtrees,
igroups, and Snapshot copies

SD.Snapshot.Read
SDBackup SD.Snapshot.Read Alloyvs create, repllcat_e, and
. archive backup operations
SD.Shapshot.Write
SDRestore SD.Snapshot.Restore Allows restore operatloqs from
a Snapshot copy or archive
SDNoAccess Denies all access

SD.Access.None

Note: When you use this
role, the storage access
control tool will not allow
other roles to exist.
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Storage system access control commands

The storage system access control tool provides several commands that enable you to control what
actions a user can perform on a storage system.
The following commands are available in the storage system access control tool:

Create Creates the AccessControl.xml file that contains default operations and roles. The
storacl.exe tool places the AccessControl.xml file in the storage system /etc
directory.

delete Deletes the AccessControl.xml file after user confirmation. Deleting the

AccessControl.xml files disables access control on the storage system.

operation Lists the SnapDrive operations.

roles Lists, adds, removes, and modifies both default and user-created roles on the storage
system.
user Enables you to perform the following actions:

« List users for whom access rights have been set
* Add, remove, and modify access rights for users

dfmrbac Sets the DFM-RBAC value that determines which RBAC method to use: either
DFM or file-based.

storage Lists the storage system resources for which access rights have been configured.

spacereserve Enables and disables thin provisioning of LUNs using the value true or false. The
true value enables fully provisioned LUNs. The false value enables thinly
provisioned LUNs.

host Enables you to list, add, and remove host access to storage system volumes.
hvol Lists the volumes a host can access.

help Provides Help on any storacl.exe command or operation

exit Exits storacl.exe

Storage system access control command examples

You might find it useful to see examples showing some of the commands you can run when you use
storacl.exe to manage storage access and to determine space reservation status on volumes.

Launch storacl.exe This example launches the storacl tool:

storacl



Launch storacl.exe
and connect to storage
system

Disable access control
on a storage system

Create a new role

Add operations to an
existing role

Remove operations
from an existing role

Add user access rights

Remove roles assigned
to a user for a
resource

List resources
accessible to a user

List resources
accessible to all users

Remove all access
rights to a user

List storage system
resources
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This example launches the storacl tool and connects to the storage system
called SYSTEM1:

storacl -stor SYSTEM1

This example disables access control to the root user on the storage
system called System1:

delete -stor Systeml -user root

This example creates a role called TESTROLE with the ability to list
storage system objects:

role add -rn TESTROLE -OPN SD.Storage.Read

This example adds storage write access to the role called TESTROLE:
role add -rn TESTROLE -OPN SD.Storage.Write

This example removes storage read access from the role called
TESTROLE:

role remove -rn TESTROLE -OPN SD.Storage.Read

This example adds the access rights defined by the SDProvision and

SDBackup role to the domain user usrl on the volume volTest on storage
system System1:

user add -rsn Systeml:/vol/volTest -rtype vol -un
mydomain\usrl -RN SDProvision SDBackup

This example removes only the SDBackup role for the domain user usrl
on the volume volTest on the storage system System1:

user remove -rsn Systeml:/vol/volvpn -rtype vol -un
mydomain\usrl -RN SDBackup

This example lists the resources that are accessible by the domain user
usrl:

user list -un mydomain\userl

This example lists the resources that are accessible to all users:

user list

This example removes all access rights to the domain user usrl:

user remove -un mydomain\usrl

This example lists all volumes on the storage system:

storage list -rtype vol
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This example lists all aggregates in the storage system:

storage list -rtype aggr

List volumes accessible Thjs example lists storage system volumes accessible by HOST1:
to a host )
hvol list -h HOST1

Remove volume access Thjs example makes the volume volTest inaccessible to the host HOST1:
from a host
hvol remove -h HOST1 -vol volTest

Remove a hostentry  Thijs example removes the entry for HOST1 from the storage system:
from a storage system
host remove -h HOST1

Check the current  This example checks the current LUN space reservation policy on the
LUN space reservation yolume vol1 on System1 using the root user to log in to the storage
policy system:

spacereserve get -vol voll -stor Systeml -user root

When no protocol type is specified, storacl uses HTTPS as the default.
The default HTTPS port is 443. The default HTTP port is 80.

Enable Space This example enables space reservation on the volume voll on System1
reservation by logging on to the storage system as the user root:
spacereserve set -vol voll -val true -stor Systeml -
user root
Disable space This example disables space reservation on the volume vol1 on the
reservation storage system System1:

spacereserve set -vol voll -val false -stor Systeml
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SnapDrive for Windows to DataFabric Manager

role mappings

To enable RBAC to work between SnapDrive for Windows and DataFabric Manager server, the
DataFabric Manager server must be configured with predefined SnapDrive roles, capabilities and

operations.

SnapDrive for Windows operations map to the DataFabric Manager roles as follows:

SnapDrive operation

Role and capability

Description

disk create

SD.

Storage.Write

Enables LUN creation when set
at the volume or qtree resource

disk expand

SD.

Storage.Write

Enables LUN expansion when
set at the disk resource

disk delete

SD.

Storage.Delete

Enables LUN deletion when set
at the disk resource

disk connect
disk disconnect
disk disconnect -f

SD.

Storage.Write

Enables LUN connect,
disconnect, and forced
disconnect when set at the disk
resource

disk list SD.Storage .Read Enables the ability to list all
disks on a volume when set at
the storage system volume
resource

snap list SD.Snapshot.Read Enables the ability to list all

Snapshot copies when set on a
storage system volume resource

snap create

SD.

Snapshot.Write

Enables Snapshot copy creation
when set on a storage system
volume resource

snap restore

SD.

Snapshot.Restore

Enables Snapshot copy
restoration when set on a
storage system volume resource

snap delete

SD.

Snapshot.Delete

Enables Snapshot copy deletion
when set on volume when set at
the storage system volume
resource
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SnapDrive operation

Role and capability

Description

snap rename

SD.

Snapshot.Write

Enables Snapshot copy
renaming on a volume when set
at the storage system volume
resource

snapvault archive

SD.

Snapshot.Write

Enables SnapVault archiving
when set on a secondary
SnapVault volume resource

snapvault
snapshot_delete

SD.

Snapshot.Delete

Enables deletion of SnapVault
Snapshot copies when set on a
secondary SnapVault volume
resource

snapvault snap_list

SD.

Snapshot.Read

Enables the ability to list
SnapVault Snapshot copies
when set on a secondary
SnapVault volume resource

Snapvault
verify_configuration

SD.

Snapshot.Read

Enables SnapVault
configuration verification when
set on primary and secondary
SnapVault volumes resource

snapvault rename

SD.

Snapshot.Write

Enables renaming of SnapVault
Shapshot copies when set on
the secondary SnapVault
volume resource

igroup create

SD.

Config.Write

Enables initiator group creation
when enables on the storage
system resource

igroup rename

SD.

Config.Write

Enables renaming of initiator
groups when set on the storage
system resource

igroup delete

SD.

Config.Delete

Enables deletion of initiator
groups when set on the storage
system resource

igroup list

SD.

Config.-Read

Enables the ability to list
initiator groups when set on the
storage system resource
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SnapDrive operation

Role and capability

Description

snap mount

Set on the volume for LUN
clones: SD.Snapshot.Clone

Set on the gtree for LUN
clones: SD.Snapshot.Clone

Set on the storage system for
traditional volume clones:
SD.Snapshot.Clone

Set on the parent volume for
FlexVol volume clones:
SD.Snapshot.Clone

Set on the parent for FlexVol
volume clones that are split:
SD.Snapshot.Clone
SD.Storage.Write

Enables Snapshot copy
mounting when set on the
specified resources

snapshot unmount

For LUN clones in a volume or
gtree: SD.Snapshot.Clone
on the volume

For volume clones:
SD.Snapshot.Clone on the
parent volume

Enables unmounting of LUN
clones or volume clones on the
indicated resources

volume create

SD.Storage.Write

Enables volume creation when
set on the aggregate resource

volume rename

SD.Storage._Write

Enables renaming of a volume
when set on the volume
resource

volume delete

SD.Storage.Delete

Enables deletion of a volume
when set on the volume
resource

volume list

SD.Storage -Read

Enables the ability to list
volumes on a storage system
aggregate when set on an
aggregate resource

aggregate list

SD.Storage .Read

Enables the ability to list
aggregates when set on the
storage system resource
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SnapDrive command-line reference

The SnapDrive command-line utility, sdcli.exe, enables you to perform many of the tasks available in
the SnapDrive MMC, as well as some that are only available using the command-line.

About sdcli commands

Use the SnapDrive for Windows sdcli command-line utility to execute SnapDrive commands
individually or through automation scripts.

Executing sdcli commands

The sdcli commands consist of three input parameters, which must be specified in the correct order,
followed by one or more command-line switches. You can specify the command-line switches in any
order.

Before you begin

Your system must meet the following requirements when you use the sdcli command-line utility on a
Windows 2008 server:

* You must be logged in as Administrator, or as a user with administrative rights.

« Ifyou logged in as a user other than the one used to install SnapDrive, you must have updated the
SnapDrive service credentials with the new user information and restarted the SnapDrive service.

About this task

Command-line switches are case-sensitive. For instance, the -d switch refers to a single drive letter,
while the -D switch refers to one or more drive letters, separated by spaces.

Steps

1. Using a host that has SnapDrive installed, select Start > Run.
2. Inthe dialog box entry field, type the following:

cmd
3. Click OK.

4. After the Windows command prompt window opens, navigate to the directory on your host where
SnapDrive is installed.

Example

C:
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cd \Program Files\NetApp\SnapDrive\
5. Enter the individual command you want to run.

Make sure to include all input parameters in the proper order and to specify both required and
desired command-line switches in any order:

Example

sdcli disk disconnect -d R

Alternatively, enter the name and path of the automation script you want to run:

Example

C:\SnapDrive Scripts\disconnect_R_from_host4.bat

Common command switches

Many of the sdcli commands share command-line switches.
Common command-line switches are listed in the following table.

Switch Description

-d The drive letter, mount point, volume name, or CSV reparse point of the LUN. If
sdcli cannot find the drive letter specified through the -d switch, it displays a list of
all LUNSs connected to the host.

-D A list of drive letters or mount points separated by spaces.
-dtype The drive type (shared or dedicated).
-e The name of an existing MSCS resource group, which is required only if the LUN is

shared among MSCS nodes.

-1i The initiator name.

* For FC, the initiator name is the WWPN (World Wide Port Name) for the
initiator, which takes the form hh: hh: hh: hh: hh: hh: hh: hh.

* For iSCSI, the initiator name takes the form ign.i SCSI qualified name.
For more information on iSCSI node names, see the Data ONTAP SAN
Administration Guide for 7-Mode.
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Switch

Description

The list of hosts and initiators.
Separate the character strings that specify hosts and initiators with spaces.

To specify the host, you can use either an IP address (nnn. nnn. nnn. nnn) or a
machine name recognized by the domain controller.

To specify the initiator, type the appropriate WWPN, which you can determine
through the Iputilnt.exe utility supplied with your FC HBA Attach Kit. After you
launch Iputilnt.exe, navigate to Main Menu > Adapter > Configuration Data and
select “16 - World-Wide Name” in the Region field. The available WWPNs appear
in the list box directly beneath the Region field.

When MPIO is running, you can specify up to four node-initiator pairs. The first

NodeMachineName in the cluster applies to two of the available initiator WWPNSs;
the other NodeMachineName applies to the remaining pair of initiator WWPNSs.

-1G

The list of node machine names and existing igroup names, in pairs. One pair is
required for dedicated disks. Two pairs are required for shared disks (at least one
pair for each cluster node).

The host on which the operation is executed. You can use an IP address or a
machine name to identify the host.

Note: When you use an IP address to identify a host, you should use only those IP
addresses displayed in the output from the ipconfig /all command rather than
those displayed in the output from the sdcli sysconfig list command.

Note: Do not specify the -m switch when running an sdcli command on the local
host.

The name and description of an MSCS cluster resource group to be created as part of
the associated command.

This switch is required only if you need to create an MSCS cluster resource group to
facilitate the sharing of a LUN among MSCS cluster nodes.

The IP address and port of the network portal on the iSCSI connection target.

The storage system path to the location of the LUN on the storage system. This
string takes the following form: storagesystemname:/vol/volname/
[gtree]/lun for a storage system path.

Specifies the size (in megabytes) of a new LUN—or the number of megabytes by
which an existing LUN is to be expanded. The minimum size for MBR partition-
style LUNSs is 32 MB and the minimum for GPT style LUNSs is 64 MB. The
maximum sizes vary according to the remaining available space in your volume.

Note: Switches that apply to just one command appear with those commands in the sections that

follow.
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Configuration commands

The sdcli utility provides command-line support for viewing SnapDrive configuration information.

The sysconfig list command
The sysconfig list command displays the SnapDrive configuration information for your host.

Syntax for this command is:

sdcli sysconfig list

License commands

The sdcli utility provides command-line support for SnapDrive license operations.

The license set command
license set sets the license key for the specified module.

Syntax for this command is:

sdcli license set -module Mydul eNane -key Li censeKey

Example
sdcli license set -module LPSM -key ABCDEFGHI JKLWN

The license list command
license listdisplays all SnapDrive licenses installed.

Syntax for this command is:

sdcli license list

The license remove command
license remove removes an existing server license.

Syntax for this command is:

sdcli license remove -modulle Mbdul eNane

Example

sdcli license remove -module LPSM
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Initiator group management commands

The sdcli utility provides command-line support for initiator group management.

The igroup list command

The igroup list command displays all igroups on a storage system that have initiators on the local
host or, if specified, a remote host.

Syntax for this command is:
sdcli igroup list [-m Machi neNane] -f StorageSystem

—T specifies the storage system name or IP address for which the igroups will be listed.

Examples
sdcli igroup list -f 172.17.167.45

The preceding example displays the igroup list for the storage system with the IP address
172.17.167.45.

sdcli igroup list -m server3 -f v34filer

The preceding example displays the igroup list for the storage system v34filer, which has
initiators on the remote host server3.

The igroup create command
The igroup create command enables you to create a new igroup.

Syntax for this command is:

sdcli igroup create [-m Machi neNane] -f StorageSystem -1
NodeNane | nitiatorName -ig i groupNane

-1 lists the machine name and initiator name in pairs.

Note: A new igroup is created for only one machine, so you must specify the same machine name
for each pair.

-ig specifies the name of the igroup you are creating.

Example

sdcli igroup create -f v34filer -1 server3 10:00:00:00:¢c9:48:c9:5d
server3 10:00:00:00:c9:48:¢c9:5e -ig v3groupl
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The preceding example creates a new igroup called v3groupl on a storage system called
v34filer for two initiators, 10:00:00:00:¢9:48:¢9:5d and 10:00:00:00:¢9:48:¢9:5e, on a host
called server3.

The igroup rename command

The igroup rename command enables you to rename an existing igroup.
Syntax for this command is:

sdcli igroup rename [-m Machi neNanme] -f StorageSystem -ig i groupNane -igNew
i gr oupNewNare

-ig specifies the name of the existing igroup you are renaming.

-igNew specifies the new name of the igroup.

Example

sdcli igroup rename -f 172.17.167.45 -ig v3groupl -igNew v3grouplfc

The preceding example renames an igroup from v3groupl to v3grouplfc on a storage system
with the IP address 172.17.167.45.

The igroup delete command

The igroup delete command enables you to delete an existing igroup if there is no LUN mapped
to it.
Syntax for this command is:

sdcli igroup delete [-m Machi neNane] -f StorageSystem -ig i groupNanme

-ig specifies the name of the igroup you want to delete.

Example
sdcli igroup delete -f 172.17.167.45 -ig v3grouplfc

The preceding example deletes the igroup named v3grouplfc from the storage system with the
IP address 172.17.167.45.
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Fractional space reservation monitoring commands

The sdcli utility provides command-line support for fractional space reservation monitoring.

The spacemon list command

The spacemon get command displays the space reservation monitoring settings for the specified
host.
Syntax for this command is:

sdcli spacemon list {-m Machi neNane}

Machi neName is the machine name on which you want to execute the command. If no machine
name is specified, the command is executed on the local machine.

The spacemon set command
The spacemon set command sets the space reservation monitoring settings for the specified host.
Syntax for this command is:

sdcli spacemon set -mi Mnitoring_interval -f StorageSystem -vn Vol unmeNamne
{-m Machi neNanme} -rap Threshol d_for_Reserved_Avai | abl e_Percentage -roc
Threshol d_for_Rate_of Change -ccs true]false

Moni t ori ng_i nt erval is the frequency, in minutes, at which you want to monitor fractional space
available.

St or ageSyst emis the name of the storage system on which the LUNSs reside.
Vol uneNane is the name of the volume you want to monitor.

Threshol d _for_Reserved_Avai | abl e_Per cent age is the point at which you want to be
warned of a low space reservation condition.

Threshol d_f or _Rate_of Change is the point at which you want to receive a notification. Use kb,
mb, gb, or tb to specify the value as kilobytes, megabytes, gigabytes, or terabytes.

-ccs is used to monitor whether a Snapshot copy can be created. True indicates that you want to
monitor whether a Snapshot copy can be created. False indicates that you do not want to monitor
whether a Snapshot copy can be created.

Machi neNamne is the machine hame on which you want to execute the command. If no machine
name is specified, the command is executed on the local machine.

Example

sdcli spacemon set -mi 30 -f controllerl -vn testvol -rap 90 -roc
500mb -ccs true

The preceding example shows that fractional space reservations will be monitored every 30
minutes on the volume named testvol on controllerl. The threshold for testvol is 90 percent of
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the reserved available percentage and the threshold for rate of change is 500 MB. SnapDrive
will verify storage system and volume names and that space is available for Snapshot copies to
be created.

The spacemon snap_delta command

The spacemon snap_delta command displays the rate of change between two Snapshot copies or
between a Snapshot copy and the active file system of the storage system volume.
Syntax for this command is:

sdcli spacemon snap_delta -f StorageSystem -vn Vol uneNane -sl1 snapshotl -s2
snapshot 2 {-m Machi neNane}

St or ageSyst emis the name of the storage system on which the volume exists.
Vol uneNane is the name of the volume for which you want to display the snap delta.

snapshot 1 is the name of the Snapshot copy you want to compare with either a second Snapshot
copy or with the active file system.

snapshot 2 is name of the second Snapshot copy.

Machi neName is the machine hame on which you want to execute the command. If no machine
name is specified, the command is executed on the local machine.

The spacemon snap_reclaimable command

The spacemon snap_reclaimable command displays the space that can be reclaimed by deleting
a Snapshot copy.
Syntax for this command is:

sdcli spacemon snap_reclaimable -f StorageSystem -vn Vol umeName -s snapshot
St or ageSyst emis the name of the storage system on which the volume exists.
Vol umeNane is the name of the volume on which the Snapshot copy resides.

snapshot is the name of the Snapshot copy for which you want to view reclaimable space.

The spacemon vol_info command
The spacemon vol_info command displays information about fractional space reserved volumes.
Syntax for this command is:

sdcli spacemon vol_info {-m Machi neNane}

Machi neNane is the machine on which you want to execute the command. If no machine name is
specified, the command is executed on the local machine.

Note: Output for the spacemon vol_info command is displayed in XML format.
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The spacemon delete command

The spacemon delete command enables you to delete the fractional space reservation monitor
settings for the specified storage system volume.
Syntax for this command is:

sdcli spacemon delete -f StorageSystem -vn Vol uneNanme {-m Machi neNanme}
St or ageSyst emis the name of the storage system on which the volume exists.

Vol uneNane is the name of the volume from which you want to delete fractional space reservation
settings.

Virtual Storage Console commands

The sdcli utility provides command-line support for managing communication between SnapDrive
for Windows and Virtual Storage Console.

The vsc_config list command

The vsc_config list command displays Virtual Storage Console configuration settings.
Syntax for this command is:

sdcli vsc_config list

The vsc_config set command

The vsc_config set command sets the where Virtual Storage Console server IP address and port.
Syntax for this command is:

sdcli vsc_config set -host host [-vscport VSC port_nunber] [-port SnapDrive
port] [-m Machi neNane]

-host specifies the host server name or IP address where Virtual Storage Console is registered to the
vSphere Client.

-vscport specifies the where Virtual Storage Console service port number you use to communicate
with where Virtual Storage Console. The default port is 8043.

-port specifies the Web service port number you use to communicate with SnapDrive. The default
port is 808.

The vsc_config delete command

The vsc_config delete command deletes the specified Virtual Storage Console server entry.
Syntax for this command is:

sdcli vsc_config delete [-m Machi neNane] [-port SnapDrive port]

-port specifies the Web service port number you use to communicate with SnapDrive. The default
port is 808.
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Space reclamation commands

The sdcli utility provides command-line support for space reclamation operations.

The spacereclaimer start command
The spacereclaimer startcommand starts the SnapDrive space reclamation process.

Syntax for this command is:
sdcli spacereclaimer start [-m Machi neNane] -d Mount Point [-t Ti met oRun]

-d Mount Poi nt specifies the LUN mount point, volume name, or CSV reparse point on which you
want to start Space Reclaimer.

-t Ti met oRun specifies the amount of time Space Reclaimer will run on the specified LUN. Specify
a time from 1 to 10080 minutes (7 days).

Note: Space Reclaimer will run even if the analyzer determined there is no space to reclaim.

Example

sdcli spacereclaimer start -d C:\ClusterStorage\Volume8

The preceding example starts the space reclamation process by specifying the CSV reparse
point of a CSV disk.

The spacereclaimer stop command

The spacereclaimer stop command stops the space reclamation process.
Syntax for this command is:

sdcli spacereclaimer stop [-m Machi neNanme]-d Munt Poi nt

-d Mount Poi nt specifies the LUN mount point, volume name, or CSV reparse point on which you
want to stop Space Reclaimer.

Example

sdcli spacereclaimer stop -d \\?\Volume{0944ca87-be05-45ad-8606-
bal3ee7388a0}\

The preceding example stops the space reclamation process on a CVS volume.
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The spacereclaimer analyze command

The spacereclaimer analyze command checks whether space reclamation is needed for the
LUN specified.
Syntax for this command is:

sdcli spacereclaimer analyze [-m Machi neNane] -d Mount Poi nt

-d Mount Poi nt specifies the LUN mount point, volume name, or CSV reparse point on which you
want to analyze.

The spacereclaimer status command

The spacereclaimer status command displays the space reclamation status for the LUN
specified.

If you specified a time to run when you started Space Reclaimer, the status displays the number of
minutes remaining. If no time was specified, the status displays the percentage of space remaining for
space reclamation.

Syntax for this command is:
sdcli spacereclaimer status [-m Machi neNane] [-D Mount Poi nt Li st ]

-DMount Poi nt Li st specifies a list of LUN mount points. This list is optional. If no mount points
are specified, SnapDrive displays the status for all Space Reclaimer operations.

Preferred IP address commands

The sdcli utility provides command-line support for managing preferred storage system IP addresses.

The preferredIP set command

The preferredIP set command sets the SnapDrive preferred IP address for the specified storage
system.
Syntax for this command is:

sdcli preferredIP set -f StorageSystem -IP Preferredl PAddress

Example
sdcli preferredIP set -f Storagel -1P 172.18.53.94

The preceding example sets the SnapDrive preferred IP address for the storage system named
Storagel to 172.28.53.94.
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The preferredIP list command

The preferredIP 1ist command displays the storage system names and IP addresses that you set
as the preferred IP addresses for SnapDrive to use for management traffic.
Syntax for this command is:

sdcli preferredIP list

The preferredIP delete command

The preferredIP delete command deletes the preferred IP address for the specified storage
system.
Syntax for this command is:

sdcli preferredIP delete -f StorageSystem

ISCSI connection commands

The sdcli utility provides command-line support for managing connections to iSCSI targets.

The iscsi_target disconnect command

The iscsi_target disconnect command disconnects the specified iSCSI initiator from the
specified iSCSI target on all portals.
Syntax for this command is:

sdcli iscsi_target disconnect -t Target Nane

Example

sdcli iscsi_target disconnect -t ign.1992.08.com.netapp:sn.33604307

The preceding example disconnects the specified iSCSI target.

The iscsi_target list command

The iscsi_target list command displays a list of all iISCSI targets. For each target, the
command displays all portals through which the target is available or to which the target is
connected.

Syntax for this command is:

sdcli iscsi_target list {-f Storage_System | -i InitiatorPortNane}

—f displays all targets on the specified storage system.

Example

sdcli iscsi_target list -f Storage2
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The preceding example lists all the iSCSI targets on the Storage2 storage system, as well as all
portals those targets are available through or connected to.

ISCSI initiator commands

The sdcli utility provides command-line support for managing iSCSI initiators.

The iscsi_initiator list command

The iscsi_initiator list command displays a list of all iISCSI sessions on the specified
machine.
Syntax for this command is:

sdcli iscsi_initiator list {-m Machi neNane} -s

Machi neName is the machine name on which you want to execute the command. If no machine
name is specified, the command is executed on the local machine.

-s enumerates the iSCSI sessions.

The iscsi_initiator establish_session command
The iscsi_initiator establish_session command establishes a session with a target using
the specified HBA.
Syntax for this command is:
sdcli iscsi_initiator establish_session {-m Machi neName} {-h HBA | D} {-hp

HBA Portal | D} -t Target Nane -np | PAddress | PPort {-c CHAPNane
CHAPPasswor d}

-h HBA | Dis used to establish the iSCSI session. The HBA ID can be obtained by using the sdcl i
sysconfig list command.

-hp HBA Portal | Dis used to specify the portal on the iISCSI HBA to be used to establish the
iSCSI session. The HBA Portal ID can be obtained by using the sdcli sysconfig list
command.

-t Tar get Nane is the name of the iSCSI target.

-np | P Address | PPort specify the IP address and IP port of the network portal on the target.
The IP Port can be obtained by using the sdcli iscsi_initiator list command.

Example

sdcli iscsi_initiator establish_session -h 0 -t ign.
1992-8.com.netapp:maya -np 172.18.53.94 3260

The preceding example establishes an iSCSI session with the specified target using the
specified HBA ID.
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The iscsi_initiator terminate_session command

The iscsi_initiator terminate_session command terminates the session.
Syntax for this command is:

sdcli iscsi_initiator terminate_session {-m Machi neNanme} -s Session_I D

Machi neName is the machine name on which you want to execute the command. If no machine
name is specified, the command is executed on the local machine.

-s Sessi on_| Dis the session ID of the session you want to terminate.

Example

sdcli iscsi_initiator terminate_session -s
OxFFFFFFFF868589cc-0x4000013700000006

The preceding example terminates the specified iSCSI session on the local machine.

LUN commands

The sdcli utility provides command-line support for managing LUNS in SnapDrive.

The disk create command

The disk create command creates a new LUN.
Syntax for this command is:

sdcli disk create [-m Machi neNane] -d Mount Point -p LUNpath -z DriveSize [-
rs Reserve Snapshot Space y | n] [-1 NodeMachi neName InitiatorNanme +] | [-
IG NodeMachi neNane G oupNanme +] -dtype {shared | dedicated} [-ds "datastore
name" {[-e “ResourceG oupNarme™] | [-n “ResourceG oupNanme”
“Resour ceG oupDesc™] | [-csv 1} -port "Port Nunber'™ -passthrough

-rs enables you to limit the maximum disk space of the LUN you are creating to allow for at least
one Snapshot copy on the volume.

-ds enables you to specify the name of a VMFS datastore on which to store the VMDK file if you
are creating a LUN on an ESX server guest OS. When the -ds option is not specified, the VMDK file
is stored by default on the same VMFS datastore as the virtual machine. If the virtual machine
resides on an NFS datastore, you must specify a VMFS datastore for the VMDK file.

-e enables you to specify the name of an existing resource group.
-n enables you to specify the name of a new resource group.
-csv enables you to add a shared disk to a cluster shared volume.

-passthrough enables you to dynamically add a pass-through disk. This option is only applicable
when a Hyper-V virtual machine is present.
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Examples

sdcli disk create -dtype dedicated -z 1024 -p storage2:/vol/
sd_vds_only/mktng.lun -d R -1 host3 10:00:00:00:C9:2B:FD:12

The preceding example creates a dedicated, 1-GB LUN named mktng.lun in the storage2
volume named sd_vds_only. Next, it connects this LUN to the host as drive R:.

sdcli disk create -p \\133.25.61.62\sd_vds_only\mktng.lun -d r -z 4096
-dtype shared -e “mktng” -1 host4 10:00:00:00:C9:2B:FD:12 host4
10:00:00:00:C9:2B:FD:11 host5 10:00:00:00:C9:2B:FC:12 host5
10:00:00:00:C9:2B:-FC:11

The preceding example creates a shared, 4-GB LUN on host4 (the local machine running the
sdcli command) and maps it to drive R:, using a pair of initiators.

sdcli disk create -d T —p rlabf6:/vol/voll_nfs/a -z 65MB -1G vmware229
igroup_fcp -dtype dedicated —ds “big guy”

The preceding example creates a 65-MB RDM LUN in the NFS volume named voll_nfs, and
maps the LUN to drive T. The VMFS datastore named "big guy" is specified to store the
VMDK file.

The disk connect command

The disk connect command connects a LUN to a host by mapping the LUN to a Windows drive
letter.
Syntax for this command is:

sdcli disk connect [-m Machi neNane] -p LUNpath -d Mount Poi nt [-1

NodeMachi neNane InitiatorName ...] | [-1G NodeMachi neNanme GroupNane ...] -
dtype {shared | dedicated} -ds "datastore nane" {[-e “ResourceG oupNane”] |
[-n “ResourceG oupNane” “ResourceG oupDesc™] | [-csv]} [-c “d usterNane™] -
port PortNanme -passthrough

-ds enables you to specify the name of a VMFS datastore on which to store the VMDK file if you
are creating a LUN on an ESX server guest OS. When the -ds option is not specified, the VMDK file
is stored by default on the same VMFS datastore as the virtual machine. If the virtual machine
resides on an NFS datastore, you must specify a VMFS datastore for the VMDK file.

-csv enables you to add a shared disk to a cluster shared volume.

-passthrough enables you to dynamically connect a pass-through disk. This option is only
applicable when a Hyper-V virtual machine is present.

Note:

* SnapDrive CLI fails to notify about an active SnapMirror relationship between the source and
the destination. The disk connect command connects a LUN to a host and the SnapMirror
relationship is broken.



SnapDrive command-line reference | 197

When you are trying to connect to a LUN using this command, SnapDrive might not store the
RDM LUN in the datastore where a virtual machine is hosted.

Examples

sdcli disk connect -d s -dtype shared -p storage2:/vol/sd_vds_only/
mktng.lun -1 host3 10:00:00:00:C9:2B:FD:1B host3 10:00:00:00:C9:2B:FD:
1C host4 10:00:00:00:C9:2B:FD:12 host4 10:00:00:00:C9:2B:FD:11 -e
“tech_mktng” -c “mktng”

The preceding example connects a LUN in the storage2 volume sd_vds_only and named
mktng.lun, which belongs to the MSCS cluster resource group tech_mktng on the mktng
cluster.

sdcli disk connect -d T —p rlabf6:/vol/voll_nfs/a -z 65MB -I1G
vmware229 igroup_fcp -dtype dedicated —ds “big guy”

The preceding example connects an RDM LUN on the NFS volume named voll_nfs. The
VMEFS datastore named "big guy" is specified to store the VMDK file.

sdcli disk connect -p ab-270-2:/vol/sdw_voll/csvLunl2 -1 CLAB-A9-8
ign.1991-05.com.microsoft:clab-a9-8.sddev.netapp.com CLAB-A9-7 ign.
1991-05.com.microsoft:clab-a9-7.sddev.netapp.com -dtype shared -csv

The preceding example connects a CSV LUN called csvLun12 as a shared disk to the cluster.

The disk delete command

The disk delete command deletes a LUN. The LUN must be connected (mapped to a Windows
drive letter or mount point) for the command to succeed.
Syntax for this command is:

sdcli disk delete [-m Machi neNanme] {-p LUNpath | -d Munt Poi nt }

Example
sdcli disk delete -p \\133.25.61.62\sd_vds_only\mktng. lun

The preceding example deletes the LUN mktng.lun from the sd_vds_only volume on the
storage system identified by the IP address 133.25.61.62.

sdcli disk delete -d \\?\Volume{f1816466-f1d8-4b96-b547-2cel2415aeed}\

The preceding example specifies the CSV volume name to delete a CSV disk.
sdcli disk delete -d C:\ClusterStorage\Volume8

The preceding example specifies the CSV reparse point to delete a CSV disk.
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The disk disconnect command
The disk disconnect command disconnects a LUN from the host. The LUN must be connected
(mapped to a Windows drive letter) for the command to succeed.
Note: You must make sure that the LUN you are disconnecting is not monitored with the
Windows Performance Monitor (perfmon).
Syntax for this command is:

sdcli disk disconnect [-m Machi neNane] {-p LUNpath | -d Munt Point} [-F]

Attention: The -F switch causes the LUN to be forcibly unmounted, even if an application or the
Windows operating system is using it. Therefore, use this feature with extreme care.

Example

sdcli disk disconnect -d z

The preceding example disconnects the LUN mapped to the drive letter “Z:” on the SnapDrive
host running the sdcli command.

sdcli disk disconnect -p \\storage2\sd_vds_only\mktng.lun -f

The preceding example forces disconnection of the LUN mktng.lun, which is in the
sd_vds_only volume on storage2. Because the -f switch is being used, all open files in the
LUN might be lost or corrupted.

The disk resize command

The disk resize command increases or decreases the disk by a user-specified size, as long as that
figure falls within the SnapDrive-specified minimum and maximum values.
Syntax for this command is:

sdcli disk resize

[ -m Machi neName 7]

{ -p LUNpath | UNCPath
-d Mount Poi nt }

-z DriveSi zel ncrement
[ -s Snapshot Nane]

[ -x LunSnapshot 7]

-m Machi neNane
indicates the machine on which you want to execute the disk resize operation. If no machine name is
specified, the command executes on your local machine.

-p LUNPath | UNCPat h
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specifies the LUN path include the storage system name or the UNC path to the location of the LUN
file on the storage system.

-d Mount Poi nt
specifies the mount point volume name or CSV reparse point of the LUN.

DriveSi zel ncr enent is the amount by which you want to increase or decrease the size of the disk.
When decreasing the size of the disk, use a dash (-) before the amount to indicate a negative value.
You can specify a postfix of MB, GB, or TB. If no postfix is specified, the default is MB.

-s Snapshot Nane
specifies the Snapshot copy name to use when making a Snapshot copy for restore.

-X LunSnapshot

specifies that a Snapshot copy is taken only for the LUNSs explicitly specified in the

Mount Poi nt Li st . When no value is specified, a Snapshot copy is made of all the LUN drives on
the storage system volume.

Examples
sdcli disk resize -d G: -z -500

The preceding example shrinks the size of the disk mapped to “G:” by 500 megabytes.

sdcli disk resize -d P: -z 1GB

The preceding example increases the LUN mapped to “P:” by 1 GB. (In practice, SnapDrive
expands the disk by the amount specified by -z, plus a certain increment required for system
overhead.)

sdcli disk resize -d \\?\Volume{f1816466-f1d8-4b96-b547-2cel2415aeed}\
-z +100

The preceding example increases a CSV disk by 100 MB using the CSV volume name.

The disk expand command

The disk expand command expands the disk by a user-specified size, as long as that figure falls
within the SnapDrive-specified minimum and maximum values.
Syntax for this command is:

sdcli disk expand [-m Machi neNane] {-p LUNpath | -d MountPoint} -z
DriveSi zel ncrenent [-rs Reserve Snapshot copy space {y|n}]

-z DriveSizelncrement is the amount by which you want to expand the disk. You can specify a
postfix of MB, GB, or TB. If no postfix is specified, the default is MB.

-rs enables you to limit the maximum disk space for the disk you are expanding to allow for at least
one Snapshot copy on the volume. This option is recommended.
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Example

sdcli disk expand -d p -z 1GB

The preceding example increases the LUN mapped to “P:” by 1 GB. (In practice, SnapDrive
expands the disk by the amount specified by -z, plus a certain increment required for system
overhead.)

sdcli disk expand -d C:\ClusterStorage\Volume8 -z 100

The preceding example expands a CSV disk by 100 MB on the CSV reparse point C:
\ClusterStorage\VVolumes8.

The disk add_initiator command
The disk add_initiator adds a new initiator to a LUN.
Syntax for this command is:

sdcli disk add_initiator [-m Machi neNane] {-p LUNpath | -d MountPoint} -i
I nitiatorPortName

Examples

sdcli disk add_initiator -d E -i 21:00:00:e0:8b:85:19:ba

The preceding example adds an initiator to a LUN mapped to drive E: on the SnapDrive host
from which the sdcli command was executed.

sdcli disk add_initiator -p \\sdwatf2\sdwatf2_voll\sdwath2_EEE.lun -i
21:00:00:e0:8b:85:19:ba

The preceding example adds an initiator to a LUN located at the path \
\sdwatf2\sdwatf2_voll\sdwath2_EEE.lun on the SnapDrive host from which the sdcli
command was executed.

sdcli disk add_initiator -d C:\ClusterStorage\Volume4 -i 50:0a:
09:80:85:F4:69:37

The preceding example specifies the CSV reparse point C:\ClusterStorage\VVolume4 to add an
initiator to a CSV disk.

The disk remove_initiator command
The disk remove_initiator command removes an initiator from the specified LUN.
Syntax for this command is:

sdcli disk remove_initiator [-m Machi neNane] {-p LUNpath | -d MountPoint} -
i InitiatorPortNane
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Examples
sdcli disk remove_ initiator -d E -i 21:00:00:e0:8b:85:19:ba

The preceding example removes an initiator from a LUN mounted on drive letter “E:” on the
SnapDrive host running the sdcli command.

sdcli disk remove_initiator -p \\sdwatf2\sdwatf2_voll\sdwath2_ EEE. lun
-1 21:00:00:e0:8b:85:19:ba

The preceding example removes an initiator on a LUN located at the path \
\sdwatf2\sdwatf2_voll\sdwath2 EEE.lun on the SnapDrive host from which the sdcli
command was executed.

sdcli disk remove_initiator -d \\?\Volume{24cd94c5-
d201-4474-9246-2ad491b155ea}\ -i 50:0a:09:80:85:14:69:37

The preceding example specifies the CSV volume name \2\Volume{24cd94c5-
d201-4474-9246-2ad491b155ea}\ to remove an initiator from a CSV disk.

The disk list command

The disk list command displays a list of all the LUNs connected to the host.
Syntax for this command is:

sdcli disk list [-m Machi neNane]

Example
sdcli disk list

The preceding example lists all the SnapDrive LUNs mapped to drive letters on the local host.
The disk list command also provides the following information for each LUN:

e LUN path (storage system name, share name, virtual disk file name, and might also include
gtree name)

e Storage System

» Storage System Path (storage system-side path, which includes volume name and LUN
name)

e Hyper-V VHD present (a Hyper-V VHD exists)

e Hyper-V VM name

e Type

» Disk serial number

» Backed by Snapshot copy (if this is a LUN in a Snapshot copy, this displays the storage
system-side path to the Snapshot copy)

» Shared (whether the disk is dedicated or shared)

e CSVdisk

» Boot or System Disk
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e SCSI port
 Bus

e Target

e LUN

e Read only

» Disk size (in megabytes)

* SnapMirror source

* SnapVault primary

e Disk Partition Style (either MBR or GPT)

* Clone Split Restore status

» Disk ID

* Volume name

e Mount points (the drive letter and path to which the LUN is mapped on the host)
» CSV reparse point

» IP Addresses (IP addresses on the target storage system)
 Initiator name

Note: If you are using ESX 3.5, the initiator name field might be blank for RDM LUNS.

The disk add_mount command

The disk add_mount command adds a volume mount point.
Syntax for this command is:

sdcli disk add_mount {-m Machi neNane} -vn Vol une_Nane -mp
Vol une_Mount _Poi nt {-create_folder}

Vol urme_Nane is the name of the volume that you are trying to add or move. The volume name can
be located in the output from the disk list command.

Vol une_Mount _Poi nt is the location you want to mount the LUN. This can also be a drive letter.

-create_folder indicates that a folder should be created for the new mount point if one does not
already exist.

Example

sdcli disk add_mount -vn \\?
\Volume{db6160d8-1f14-11da-8ef3-000d5671229b} -mp G:\mount_voll -
create_folder
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The disk remove_mount command
The disk remove_mount command removes a volume mount point or drive letter.

Note: This command will not delete the folder that was created at the time the volume mount point
was added. After you remove a mount point, an empty folder will remain with the same name as
the mount point you removed.

Syntax for this command is:

sdcli disk remove_mount {-m Machi neName} -vn Vol uneNanme -mp
Vol une_Mount _Poi nt

The disk rename_flexclone command

The disk rename_flexclone command enables you to rename the FlexClone volume from the
default.
Syntax for this command is:

sdcli disk rename_flexclone
-d Mbount Poi nt
-n NewNane

Mount Poi nt is the name of the LUN in the FlexClone volume.

NewNanre is the new name that you can assign for the FlexClone volume. The volume name can be
located in the output from the disk list command.

Note: You cannot rename VMDK volumes in SnapDrive for Windows because Virtual Storage
Console is not supported.

Snapshot copy commands

The sdcli utility provides command-line support for managing Snapshot copies of SnapDrive LUNSs.

The snap create command

The snap create command creates a new Snapshot copy of the specified LUNs on the SnapDrive
system.
Syntax for this command is:

sdcli snap create [-m Machi neNane] -s Snapshot Nane -D Mount Poi nt Li st
L- - -11[-x1

-x causes data to be flushed and consistent Snapshot copies to be created only for the drives and
mount points specified by the -D switch. Otherwise, SnapDrive flushes data and creates consistent
Snapshot copies for all LUNs connected to the host and residing on storage system volumes.
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Note: Snapshot copies are created at the volume level. When a Snapshot copy is created using —-x
with the -D switch, Snapshot copies are also created for any additional disks mapped to the host
that reside on the same volumes as the disks specified. Snapshot copies for the unspecified disks
are dimmed in the SnapDrive MMC because they are inconsistent.

Example
sdcli snap create -s Jun_13 03 -D j k 1

The preceding example creates a Snapshot copy named Jun_13 03 for each volume containing
one or more of the LUNs mapped to the specified drives (that is, J:, K:, and L:). The Snapshot
copies created are consistent for all LUNs contained by those volumes.

sdcli snap create -s csvLunll_051109 -D C:\ClusterStorage\Volume8

The preceding example creates a Snapshot copy named csvLUN11 051109 on the CSV
reparse point C:\ClusterStorage\Volumes8.

The snap delete command
The snap delete command deletes an existing Snapshot copy.

Note: You must make sure that the LUN whose Snapshot copy you are deleting is not being
monitored with the Windows Performance Monitor (perfmon)
Syntax for this command is:

sdcli snap delete [-m Machi neNane] -D MountPointList [. - .] -s
Snapshot Nane

Example
sdcli snap delete -D k -s Jun_14 09

The preceding example deletes the Snapshot copy named Jun_14 09 that is associated with
the LUN mapped to K: on the local host.

sdcli snap delete -d \\?\Volume{23988915-3a36-4993-b957-0a85f56cab45}\
-s csvLunll 051109 new

The preceding example deletes the Snapshot copy named csvLunll 051109 new from the
CSV volume \?2\Volume{239889f5-3a36-4993-h957-0a85f56cab45}\.

The snap list command

The snap list command lists all the Snapshot copies that exist for the specified LUN.
Syntax for this command is:

sdcli snap list [-m Machi neNane] -d Mount Poi nt

Mount Poi nt is a drive letter, mount point path, volume name, or CSV reparse point for the LUN.
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Example
sdcli snap list -d j

The preceding example displays all the Snapshot copies that exist for the volume containing
the LUN mapped to “J:” on the local host.

The snap mirror_list command
The snap mirror_list command displays the SnapMirror relationships associated with the
SnapMirror source volume, including the SnapMirror source storage system, volume, and Snapshot
copy; the destination storage system and volume; the current state of the SnapMirror relationship;
and whether FlexClone volumes can be created on the destination to allow mirror verification
without breaking the mirror.
Syntax for this command is:

sdcli snap mirror_list -d Mount Poi nt

Mount Poi nt is a drive letter, mount point path, volume name, or CSV reparse point of the
SnapMirror source drive.

Example

C:\Program Files\NetApp\SnapDrive>sdcli snap mirror_list -d e

1 SnapMirror destination(s) Source: andes-1:s Snapshot:
andes-2(0084186538) _d.27 Destination: andes-2:d Snapmirrored
[FlexClone Success]

The operation completed successfully.

The preceding example displays the SnapMirror relationship between source drive E: on the
storage system volume andes-1 and the destination storage system volume andes-2. The source
has one Snapshot copy hamed andes-2(0084186538) d.27. FlexClone volumes are enabled on
the destination.

The snap mount command

The snap mount command mounts a Snapshot copy of a LUN. Snapshot copies are always
mounted in read/write mode.
Syntax for this command is:

sdcli snap mount [-m Machi neNane] [-r LiveMachi neNane] -k LiveMunt Point -s
Snapshot Name -d Mbunt Poi nt

Li veMachi neNane refers to the name of the host connected to the LUN in the active file system.
When left unspecified, -r defaults to the local host.
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Note: When using this option to mount a Snapshot copy on a remote host, both the local and
remote hosts must be running the same version of SnapDrive.

Li veMount Poi nt refers to the drive letter, mount point, volume name, or CSV reparse point
assigned to the LUN in the active file system.

Example

sdcli snap mount -r host3 -k j -s Jun_14 09 -d t

The preceding example maps the Snapshot copy named Jun_14 09 to drive T: on the local
host. This Snapshot copy represents a point-in-time image of the LUN mapped to J: on host3.

The snap rename command
The snap rename command enables you to change the name of an existing Snapshot copy.
Syntax for this command is:

sdcli snap rename [-m Machi neNane] -d Mount Poi nt -0 O dSnapshot Nane -n
NewSnapshot Nane

Mount Poi nt is a drive letter, mount point path, volume name, or CSV reparse point.

Example

sdcli snap rename -d j -o Jun_14 09 -n last_known_good

The preceding example changes the name of the June_14 09 Snapshot copy associated with
the J: drive to last_known_good.

sdcli snap rename -d C:\ClusterStorage\Volume8 -o csvLunll_ 051109 -n
csvLunll 051109 new

The preceding example changes the name of the csvLunll 051109 Snapshot copy associated
with CSV reparse point C:\ClusterStorage\\VVolume8 to csvLun1l 051109 new.

The snap restore command
The snap restore command replaces the current LUN image in the active file system with the
point-in-time image captured by the specified Snapshot copy.

Note: You must make sure that the LUN you are disconnecting is not being monitored with the
Windows Performance Monitor (perfmon).

Syntax for this command is:

sdcli snap restore [-m Machi neName] -d Mount Poi nt -flr [-copy] -s
Snapshot Name -files filepath[...]

Mount Poi nt is a drive letter, mount point path, volume name, or CSV reparse point.
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—fIr specifies that you are performing a file level restore.
-copy is an optional setting that forces a copy-restore operation if other restore options fail.
—Files enables you to specify the path to the files you want to restore.

fi | epat h is the list of files you want to restore, including the path and drive letter or volume mount
point to those files.

Use a hyphen (-) at the end of the file path when you want to restore an entire directory, as well as all
subdirectories within that directory, recursively.

Use an asterisk (*) at the end of the specified file when you want to restore all files in that directory
only. Subdirectories in that directory will not be recursively restored.

Note: File-level wildcard entries are not supported; therefore, the hyphen and asterisk cannot be
combined with a filename at the end of the path you want to restore.

Examples

sdcli snap restore -d 1 -s Jun_14 09

The preceding example restores the LUN mapped to L: on the local host to its state when the
Snapshot copy named Jun_14 09 was taken.

sdcli snap restore -flr -s st _10_18 2009 -files c:\mntl\vl\vl d.vhd f:
\vmi\vml.vhd "f:\vml\Virtual Machines\-"

The preceding example restores a single file called v1_d.vhd in the volume mount point c:
\mnt1\, a single file called vm1.vhd from the volume mount point f:\vm1, and restores
recursively the folder "Virtual Machines" from the Snapshot copy st_10_18 20009.

The snap unmount command
The snap unmount command disconnects a Snapshot copy of a LUN that is mounted as a LUN.

Note: You must make sure that the LUN whose Snhapshot copy you are disconnecting is not being
monitored with the Windows Performance Monitor (perfmon).

Attention: If you unmount a LUN on a FlexClone volume that SnapDrive for Windows created
and it is the last LUN connected on the volume, SnapDrive deletes that volume resulting in the
deletion of all LUNS in the FlexClone volume.

To avoid automatic deletion of the FlexClone volume, rename the volume before unmounting the
last LUN. When you rename the volume, be sure to change more than just the last integers in the
name. For instance, if the FlexClone volume is named sdw_cl_myvol_0, rename it to
new_sdwvol_0, and not to sdw_cl_myvol_20. If you rename only the last integers in the volume
name, SnapDrive still recognizes that it created that volume and it will delete the volume when
you disconnect the last LUN.
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Syntax for this command is:
sdcli snap unmount [-m Machi neName] -d Mount Poi nt [-F]

Attention: The -f argument forcibly unmounts the LUN, even if it is in use by an application or
Windows. Such a forced operation could cause data loss, so use it with extreme caution.

Example

sdcli snap unmount -d k

The preceding example disconnects the Snapshot copy mapped to K: on the local host.
sdcli snap unmount -d k -f

The preceding example forces disconnection of the Snapshot copy mapped to the K: drive on
the local host.

The snap update_mirror command

The snap update_mirror command updates the LUN to a SnapMirror destination volume
residing on the same or a different storage system.
Syntax for this command is:

sdcli snap update_mirror [-m Machi neNane] -d Mount Poi nt

Example
sdcli snap update_mirror -d 1|
The preceding example updates the SnapMirror destination for the LUN mapped to the L:

drive on the local host. You do not need to specify the location of the SnapMirror destination
because that information was entered when mirroring was set up for the LUN.

The snap restore_volume_check command

The snap restore_volume_check command verifies whether a restore operation can be
performed on a volume.
Syntax for this command is:

sdcli snap restore_volume_check [-f StorageSystemNane] -volume
St or ageSyst emVol uneNanme -s Snapshot CopyNane [-m Machi neNane]

-T St or ageSyst enNane is the name of the storage system on which the volume resides.

-volume St or ageSyst enVol unmeNane indicates the name of the volume on which the restore
operation will be performed.

-s Snapshot CopyNane indicates the name of the Snapshot copy from which the volume will be
restored.
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Example

sdcli snap restore_volume_check -f clpubs-storagel -volume vol3 -s
my_snap

The preceding example checks whether a volume restoration from the Snapshot copy named
my_snap can be performed on a volume called vol3 that resides on a storage system called
clpubs-storagel.

The snap restore_volume command

The snap restore_volume command restores a storage system volume from the specified
Snapshot copy.
Syntax for this command is:

sdcli snap restore_volume [-f StorageSystenNane] -volume
St or ageSyst enVol uneName -s Snapshot CopyNane [-force] [-m Machi neNane]

-f St or ageSyst enNane is the name of the storage system on which the volume resides.

-volume St or ageSyst emVol uneNane indicates name of the volume on which the restore
operation will be performed.

-s Snapshot CopyNane indicates the name of the Snapshot copy from which the volume will be
restored.

-force is an optional switch that you use to ensure the volume restoration is performed even when
non-LUN files or newer Snapshot copies are found on the volume.

Example

sdcli snap restore_volume -f clpubs-storagel -volume vol3 -s my_snap

The preceding example restores a volume from the Snapshot copy named my_snap on a
volume called vol3 that resides on a storage system called clpubs-storagel

SnapVault commands

The sdcli utility provides command-line support for SnapVault management using SnapDrive.

The snapvault verify_configuration command

The snapvault verify_configuration command enables you to check the SnapVault
configuration to ensure that it configured correctly.
Syntax for this command is:

sdcli snapvault verify_configuration [-m Machi neNanme] {-D MountPoint | -G
guidlist}
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-m specifies the name of the remote system on which you want to execute the command. If no
machine name is specified, the command is executed on the local system.

-D specifies a list of mount points of disks on the primary system.

-G specifies a list of GUIDs of disks on the primary system.

The snapvault snapshot_rename command

The snapvault snapshot_rename command enables you to rename an existing Snapshot copy on
a secondary system
Syntax for this command is:

sdcli snapvault snapshot_rename [-m Machi neNane] -o O dName -n NewNanme {-d
Mount Point | -G guidlist}

-0 O dName specifies the name of the existing Snapshot copy that you want to change on the
secondary system.

-n NewNarmre specifies the new name of the Snapshot copy on the secondary system. The new name
must not yet exist.

-d Mount Poi nt specifies the mount point that identifies the disk on the primary system.

-G gui dl i st specifies a list of GUIDs of disks on the primary system.

The snapvault snapshot_delete command

The snapvault snapshot_delete command deletes an existing Snapshot copy on a SnapVault
secondary system.
Syntax for this command is:

sdcli snapvault snapshot_delete [-m Machi neNanme] {-D Mount Point | -G
guidlist} -a Archival Snapshot Nane

-D Mount Poi nt specifies a list of mount points of disks on the primary system.
-G gui dl i st specifies a list of GUIDs of disks on the primary system.

-a Ar chi val Snapshot Nane specifies the name of the Snapshot copy that you want to delete.

The snapvault archive command
The snapvault archive command archives a backup set to a secondary system.
Syntax for this command is:

sdcli snapvault archive [-m Machi neNane] [-force] -a Archi val Snapshot Name -
DS Mount Poi nt andSnapshot List [-..]

—force forces the secondary Snapshot copy to be made, regardless of the possible failure of some
gtree updates.

-a Ar chi val Snapshot Nane specifies the name of the Snapshot copy on the secondary system.
This Snapshot copy name must not already exist.
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-DS Mount Poi nt andSnapshot Li st specifies a list of mount points and Snapshot copies to be
archived.

The snapvault relationship_status command

The snapvault relationship_status command displays the relationship status of the primary
system for the disk specified.
Syntax for this command is:

sdcli snapvault relationship_status [-m Machi neNanme] {-D Mount Point | -G
guidlist}

-D Mount Poi nt specifies a list of mount points of disks on the primary system.

-G gui dl i st specifies a list of GUIDs of disks on the primary system.

The snapvault snap_list command

The snapvault snap_list command displays the Snapshot copies on the volume specified by the
mount point or GUID on the SnapVault secondary system.
Syntax for this command is:

sdcli snapvault snap_list [-m Machi neName] {-D MountPoint | -G guidlist}
-D Mount Poi nt specifies a list of mount points of disks on the primary system.

-G gui dl i st specifies a list of GUIDs of disks on the primary system.

OnCommand commands

The sdcli utility provides command-line support for managing OnCommand Manager credentials
after SnapDrive has been installed.

The oncommand_config list command

The oncommand_config list command displays a list of already configured OnCommand
Servers.
Syntax for this command is:

sdcli oncommand_config list

The oncommand_config set command

The oncommand_config set command enables you to set OnCommand server credentials.
Syntax for this command is:

sdcli oncommand_config set
-host Host

-user User nane
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-pwd Passwor d

[-port Port]

-host specifies the hostname or IP address of the host running a DataFabric Manager server.
-user specifies the username for the DataFabric Manager server.

-pwd specifies the password to be used for the DataFabric Manager server.

-port specifies a new TCP port. The default port is 8088 if a new port is not specified.

The oncommand_config delete command

The oncommand_config delete command enables you to remove a Unified Manager server from
the SnapDrive Unified Manager server list.
Syntax for this command is:

sdcli oncommand_config delete

-host Host

-host specifies the hostname or IP address of the host running the Unified Manager server you want
to remove from the list.

The oncommand_config rbaccache command

The oncommand_config rbaccache command enables SnapDrive to cache RBAC operations for
use when the OnCommand server is down and unavailable for less than 24 hours.
Syntax for this command is:

sdcli oncommand_config rbaccache
[-m Machi neNane]

-rc Enabl e] Disable
Use -rc Enable or -rc Disable to either enable or disable OnCommand RBAC caching.

Note: When dfm_config rbaccache is enabled, updates to the RBAC cache occur
automatically whenever RBAC information changes on the storage system. If the OnCommand is
unavailable for more than 24 hours, SnapDrive no longer operates.

Transport protocol commands

The sdcli utility provides command-line support for managing transport protocols used by
SnapDrive.

The transport_protocol list command

The transport protocol list command displays the transport protocol configuration settings
SnapDrive uses on the storage system.
Syntax for this command is:
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sdcli transport_protocol list [-m Machi neNane]

Example

sdcli transport_protocol list

Default protocol: HTTP

User Name: root

Port: 80

Storage System: Storagel

Other 1P address(es)/Name: 172.17.176.44
Protocol: HTTP

Username: root

Port: 80

The operation completed successfully.

The preceding example indicates that HTTP is the default transport protocol setting on the
local SnapDrive system.

The transport_protocol set command

The transport_protocol set command sets or modifies the transport protocol on the storage
system.
Syntax for this command is:

sdcli transport_protocol set [-m Machi neNane] -f StorageSystem | -default -
type HTTP] HTTPS |RPC [ -port port] [ -user UserName] [-pwd password]

-T St or ageSyst emspecifies the storage system name or IP address.
-default default protocol.
—type specifies the protocol type that will be used. Protocol type is either HTTP, HTTPS, or RPC.

-port port specifies the port number the protocol will use. The default port for HTTPS is 443.
The default port for HTTP is 80.

-user User Name specifies the user with permission on the storage system. A username is required if
protocol the type is HTTP/HTTPS.

-pwd passwor d is the password for the user. A password is required if the protocol type is HTTP/
HTTPS. You are prompted for a password if it is not specified.

Note:

¢ When you use Data ONTAP 8.1 Cluster-Mode or later with SnapDrive 6.4 for Windows, you
must specify the Vserver data LIF when you set the transport protocol. Ensure that the
management firewall policy, data role, and protocols are set to none in the Vserver data LIF.

¢ You must add Cserver credentials in the transport protocol setting to enable a cluster-wide user
to query any license.
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Example

C:\sdcli transport_protocol set -f atlas-1 -type HTTPS -user admin
Type password for the user:
New transport protocol has been set.

The preceding example sets the transport protocol to HTTPS on the storage system called
atlas-1 using the user name "admin." A password is required but was not specified, so the
command prompts the user to enter a password.

The transport_protocol delete command

The transport_protocol delete command deletes a transport protocol from a storage system.
Syntax for this command is:

sdcli transport_protocol delete [-m Machi neNane] -f StorageSystem | -
default

-f St or ageSyst emspecifies the storage system name or IP address.

-default indicates that the protocol will be the default on the specified storage system.

Virtual server commands

The sdcli utility provides command-line support for managing virtual server configurations on a
VMware Guest OS with SnapDrive on either an ESX server or from the vCenter Server.

The vsconfig list command

The vsconfig list command displays the virtual server configuration settings.
Syntax for this command is:

sdcli vsconfig list

The vsconfig set command

The vsconfig set command enables you to set the virtual server configuration.
Syntax for this command is:

sdcli vsconfig set -ip | P Address -user User Nane -pwd Password
—ip specifies the IP address of the virtual server.

-user specifies the virtual machine user name.

-pwd specifies the password for the virtual machine.

Note: You can change the IP address of a virtual server that you have previously configured
during SnapDrive installation without re-entering the username and password. A valid IP address,
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username, and password must already exist in the Windows registry; otherwise, an error message
is displayed indicating that the user credentials are not set.

The vsconfig dslist command

The vsconfig dslist command displays datastores available on ESX servers.
Syntax for this command is:

sdcli vsconfig dslist -m Machi neNane -port "Port Number*™

-port specifies the Web service port number you use to communicate with SnapDrive. The default
port is 808.

The vsconfig delete command
The vsconfig delete command disables ESX server and vCenter Server settings.
Syntax for this command is:

sdcli vsconfig delete

Note: When you disable vCenter Server or ESX settings, SnapDrive cannot display WWPNs for
FC HBAs on the ESX server.

Note: You cannot disable vCenter Server or ESX settings when FC RDM LUNS are present.

Hyper-V configuration commands

The SnapDrive for Windows GUI enables you to add only one Hyper-V node when you configure
pass-through disk provisioning. You can use the hyperv_config command group in SnapDrive for
Windows to specify additional Hyper-V nodes, as well as delete and list Hyper-V nodes; for instance,
when you have a Cluster Shared Volume on a Microsoft cluster.

The hyperv_config list command

The hyperv_config list command enables you to list all the configured Hyper-V parent nodes.
You can use this command to verify that SnapDrive recognizes all of the existing Hyper-V nodes, for
example, if they belong to Cluster Shared VVolumes.

Syntax for this command is as follows:

sdcli hyperv_config list

The hyperv_config set command

You can specify additional Hyper-V nodes in Cluster Shared VVolumes on a Microsoft cluster using
the hyperv_config set command. This is useful, for instance, when SnapDrive must locate a
LUN on a virtual machine that has been moved to another node in the cluster.

Syntax for this command is as follows:

sdcli hyperv_config set -host hostnane -IP | P_address [-port port_nunber]
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-host host name specifies the Hyper-V parent node host name.
-IP | P_addr ess specifies the parent node IP address.

-port port_nunber specifies the parent node SnapDrive Web service TCP port number. The
default is 808.

Example
sdcli hyperv_config set -host NN-HYP-001-P -IP 10.20.1.150 -port 808

The hyperv_config delete command

The hyperv_config delete command enables you to delete a Hyper-V parent node
configuration. This is helpful, for instance, when the Hyper-V configuration is no longer required.
Syntax for this command is as follows:

sdcli hyperv_config delete -host host nane
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