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Preface

About this guide

Audience

Terminology

Command
conventions

Formatting
conventions

Preface

This guide describes tasks that are required to get a SpinServer® system up and
running quickly.

This guide isfor system administrators who are familiar with operating systems
that run on the SpinServer’s clients, such as UNIX®, Windows 95™, Windows
NT®, Windows® 2000, and Windows 2003. It assumes that you know how to
use a Web browser.

This guide uses the term “ SpinServer system” to mean all components that are
packaged and configured with the SpinServer product, including SpinServer
4100 servers, uninterruptible power supplies (UPSs), FAS270c RAID
enclosures, DS14mk2 FC JBOD enclosures, and Fibre Channel switches.

You can enter commands on the system console or from any client that can
obtain access to the SpinServer by using a Secure Shell (SSH) session.

The following table lists different character formats used in this guide to set off
specia information.

For matting
convention Type of information

Italic type 0O Words or characters that require special attention.

Placeholders for information you must supply.
For example, if the guide requiresyou to enter the
fct est adaptername command, you enter the
characters“fctest” followed by the actual name of
the adapter.

0O Book titlesin cross-references.

Monospaced font 0 Command and daemon names.

Information displayed on the system console or
other computer monitors.

0 The contents of files.




Keyboard
conventions

Special messages

For matting

convention Type of information

font

Bol d nonospaced Words or characters you type. What you typeis
always shown in lowercase | etters, unless your
program is case-sensitive and uppercase letters are
necessary for it to work properly.

This guide uses capitalization and some abbreviations to refer to the keys on the
keyboard. The keys on your keyboard might not be labeled exactly asthey arein

this guide.

What isin thisguide...

What it means...

hyphen (-)

Used to separate individual keys. For example,
Ctrl-D means holding down the Ctrl key while
pressing the D key.

Enter

Used to refer to the key that generates a carriage
return; the key is named Return on some
keyboards.

type

Used to mean pressing one or more keys on the
keyboard.

enter

Used to mean pressing one or more keys and then
pressing the Enter key.

This guide contains special messages that are described as follows:

Note

A note contains important information that helps you install or operate the

system efficiently.

Caution

A caution contains instructions that you must follow to avoid damage to the
equipment, a system crash, or loss of data.

Preface



Introduction

1

System
components

Ethernet
requirements

Chapter 1: Introduction

The SpinServer system comes with the following components preinstalled in
equipment cabinets:

O Two SpinServer chassis to create a cluster, with additional SpinServers
added in pairs

0 For each SpinServer, two, three, or four FAS270c RAID disk enclosures, for
aminimum of four RAID enclosures per SpinServer system

0 For each FAS270c RAID enclosure, zero, one, or two DS14mk2 FC JBOD
disk enclosures

One UPS per SpinServer
Two eight- or sixteen-port Brocade® SilkWorm® Fibre Channel switches

As shipped from the factory, the SpinServer system isin a minimum of two
cabinets: the server cabinet, which contains SpinServers and their corresponding
UPSs, and one or more storage cabinets, which contain FAS270c RAID
enclosures, DS14mk2 FC JBOD enclosures, and Fibre Channel switches.

When working with SpinServer system equipment, follow all safety warnings
and precautions as described in the SpinServer 4100 Installation Guide,
FAS270/270c Hardware and Service Guide, Fibre Channel DiskShelf14
Hardware Guide, and 42U Cabinet Guide.

The SpinServer system requires Ethernet switches providing five ports for each
SpinServer, two portsfor each RAID enclosure, and one port for each switch. For
instance, a SpinServer system consisting of two SpinServers, four FAS270c
RAID enclosures, and two Ethernet switches requires 20 ports. Ethernet switches
are not provided or preconfigured with the SpinServer system. See the
SoinServer 4100 Installation Guide for alist of supported switches. At minimum,
three subnets are required, one for each of the following purposes:

O A physicaly secure, dedicated network to connect to the two cluster portson
each SpinServer

0 A physically secure network to connect to the management port on each
SpinServer and to two management ports on each FAS270c RAID enclosure
(one management port for each RAID controller)

O A general corporate network to connect to the two network ports on each
SpinServer for accessto client data



SpinServer
documentation

For additional information on the tasks listed in this guide, see the following
documentation:

o

Q Q0o gQ

o

SpinServer and SpinFS® documentation can be accessed from the
SpinManager™ GUI or from the software CD-ROM. To access the

PinFS 2.5 Administration Guide

SinFS 2.5 Administration Reference
SinServer 4100 Installation Guide

SpinFS Release Notes

Data ONTAP™ 6.5.2 documentation set
FAS270/270c Hardware and Service Guide
Fibre Channel DiskShelf14 Hardware Guide
42U System Cabinet Guide

documentation from the CD-ROM, open the
root_directory/SpinDocs/index.html file in aweb browser, where root_directory
isthe root directory of the CD-ROM.

Data ONTAP, FAS270c, DS14mk?2 FC, and cabinet documentation is available

from the NetApp® on the Web (NOW) site (now.netapp.com).

All SpinServer and related documentation is available from the NOW site.

Introduction
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Obtaining Configuration Information 2

Purpose Before installing SpinServer software, you must obtain configuration
information from your network administrator. Use the following tables to gather
the information that is needed during the configuration process.

Chapter 2: Obtaining Configuration Information 7



SpinServer Configuration Information

The following information is needed for each of the SpinServersin your cluster.

Note
The SpinServer ID cannot be changed after you have entered it during theinitial
software installation process.

SpinServer ID

Management | P address (if not using
DHCP)

Management netmask (if not using
DHCP)

Management default gateway |P
address (if not using DHCP)

Management primary name server (if
not using DHCP)

Server |P address 1

Server netmask 1

Server |P address 2 (optional)

Server netmask 2 (optional)

Cluster IP address 1

Cluster IP address 2 (optional)

Cluster netmask

Cluster broadcast

8 SpinServer Configuration Information



NFS Client Configuration Information

If your SpinServer system is deployed in an environment with NIS, you can
configure the domain on the SpinServer with the following information to take
advantage of NIS.

NIS domain name

NIS server

Chapter 2: Obtaining Configuration Information



CIFS Client Configuration Information

The following information is needed to enable the CIFS protocol on your
SpinServer system.

CIFS domain nameor ID

CIFS domain’'s WINS server IP
address

CIFS domain’s primary domain
controller (PDC) name

CIFS domain’s PDC I P address

CIFS domain’s backup domain
controller (BDC) name

CIFS domain’s BDC IP address

Virtual server name or 1D

Visible domain names or IDs

NetBlOS name

Node type

Share name or ID

Share's directory path

10 CIFS Client Configuration Information



Attaching System Cables and Power Cords 3

Purpose The cables needed for connecting SpinServer system components to one another
and to the subnets are described in this chapter. Proper system connectivity is
needed for successful software installation and component configuration. This
chapter also describes the required power connections.

Chapter 3: Attaching System Cables and Power Cords 11



Attaching system cables

Preconfigured
connections

Required
connections

12

The following connections are preconfigured at the factory:

O

UPS—The SpinServer COM2 port is connected to the APC UPS Computer
Interface Port.

RAID enclosures—Each FAS270c RAID enclosure is connected to a Fibre
Channel switch with optical Fibre Channel cables.

JBOD enclosures—Each DS14mk2 FC JBOD enclosure is connected to a
FAS270c RAID enclosure with copper Fibre Channel cables.

Make the following connections to SpinServer system components:

O

Console—Connect the SpinServer console port (COM1) to a console,
configured for ANSI-9600-8N1, by null modem cable.

Management, client, and cluster subnets—Connect these ports by Ethernet
cables to the appropriate Ethernet switches. See the following illustration of
the management, client, and cluster ports.

Tape devices—To attach a tape device to the SpinServer system, connect an
unused Fibre Channel port on the SpinServer to a Fibre Channel bridge with
aFibre Channel cable. Attach the tape device to the Fibre Channel bridge
with a Fibre Channel cable. If the tape deviceis a Fibre Channel library, a
bridgeis not required. A tape library can also be attached to a Fibre Channel
switch.

Server cabinet and storage cabinets—Fibre Channel connections must be
made between the server cabinet and storage cabinet or cabinets, as
described in “Connecting server and storage cabinets’ on page 14.

SpinServer ports and connections are shown in the following illustration.

Attaching system cables



Power Supply 3---{1

Power Supply 2---
Power Supply 1---

Management Port (mgmt0) -=========sseseeeenenan

Chapter 3: Attaching System Cables and Power

Console (COM1) ------+

VGA-

UPS (COM2) wsssreresssseneesssseneenannesd

Cords

Fibre Channel 1
Fibre Channel 3

Cluster Port (clus0)
Cluster Port (clus1)

Network Port (serv1)
Network Port (serv0)

Fibre Channel 2
Fibre Channel 0
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Connecting server and storage cabinets

Preconfigured Fibre

Channel
connections

Required Fibre

Channel
connections

14

The RAID and JBOD enclosures and Fibre Channel switches within each storage
cabinet are connected at the factory.

You need to connect the SpinServers in the server cabinet to the Fibre Channel
switchesin the corresponding storage cabinet. The SpinServers and their
corresponding Fibre Channel switches are marked with matching colored label.
For instance, in a system that includes four SpinServers and two storage cabinets,
the lower two SpinServers and the switches in the corresponding storage cabinet
might be marked with blue labels, and the upper two SpinServers and the
switchesin the other storage cabinet might be marked with red labels. Use optical
Fibre Channel cables to connect the SpinServers and the Fibre Channel switches
that have matching colored labels.

Make the following connections to complete the Fibre Channel cabling for the
SpinServer system. See the previous illustration for the location of the
SpinServer's Fibre Channel ports.

SpinServer 4100 SpinServer 4100
Spin 1 (lower most) Spin 2 (second lowest)
Storage cabinet 1 FCO FC1 FCO FC1
FCswitch | Port O X
1lowen et 1 X
FCswitch | Port 0 X
2(uppen) oot 1 X

If the SpinServer system includes a server cabinet with four SpinServersand a
second storage cabinet, make the following additional connections.

Connecting server and storage cabinets



SpinServer 4100 SpinServer 4100
Spin 3 (third lowest) Spin 4 (upper most)
Storage cabinet 2 FCO FC1 FCO FC1
FCswitch | Port 0 X
Llowen Moot X
FCswitch | Port0 X
2(uppen) oot 1 X

If the SpinServer system includes additional server and storage cabinets, connect
the SpinServersin each server cabinet to the Fibre Channel switchesin the
corresponding storage cabinet or cabinets in the same manner.

The following figure shows the Fibre Channel connections that need to be made
between the SpinServersin the server cabinet and the Fibre Channel switchesin
the storage cabinet or cabinets. The figure shows SilkWorm 3200 switches.

Chapter 3: Attaching System Cables and Power Cords 15
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Attaching power cords

Power connections

Connecting the UPS
battery cables

The power connections for the SpinServers and the RAID and JBOD enclosures
must provide power redundancy for these system components, as follows:

0 RAID and JBOD power connections—For each RAID and JBOD enclosure,
connect the two power cords to AC power outlets on different circuits.

O  SpinServer power connections—Each SpinServer has its own UPS. Connect
each SpinServer to the AC power outlet on its UPS,

Note
Connect only the SpinServer to the UPS. Do not connect any other equipment to
the UPS.

Caution
The SpinServer power cord must be connected to the same UPS that is connected
to the SpinServer’'s COM2 port. Incorrect connections can result in the loss of
data.

Connect the internal battery cables for the UPS as described in the APC Smart-
UPS User Manual. The UPS cannot function until its battery cables are
connected.

Chapter 3: Attaching System Cables and Power Cords 17
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Initializing the System 4

Purpose This section describes initializing the SpinServer system. You must initialize the
system before configuring it for client data access.

Overview of Initialization involves the following general steps:
initialization )

1. Turning on system components

2. Installing SpinFS on the SpinServers

3. Optionally, resetting the administrative and root password on each
SpinServer

Chapter 4: Initializing the System 19



Turning on system components

Turn on the SpinServer system components in the following order:
1. UPS
2. DS14mk2 FC JBOD enclosures
3. FAS270c RAID enclosures
4. SpinServer

Note
During the power-up sequence for the SpinServer, place the SpinFS software
installation CD-ROM into the CD-ROM drive. From the console, you can
monitor the SpinServer startup sequence as it progresses.

20 Turning on system components



Installing SpinFS

Purpose

Installing the
software

This section describes the initial installation of the SpinFS software on the
SpinServer.

Caution
You specify the SpinServer ID when you initialy install SpinFS. The SpinServer
ID can be an IP address (for instance, 10.1.1.14) or a name (for the examples
used in this document, Server1). The name or ID of the SpinServer is propagated
from the initial installation of the software into the SpinManager management
framework. To prevent confusion and potential 1oss or misplacement of data, the
SpinServer |Dsyou choose must be orderly and easily recognizable by all system
administrators who maintain the SpinServer system. Any nhaming system can be
chosen for your SpinServer system, but the IDs for the SpinServers must be
unique within a cluster. After the ID for a SpinServer has been set, you cannot
modify the server name, server ID, or host name. To do so invalidates the
failover port designations for the SpinServer and can result in the loss of data.

Note
To assure that all system components work together properly, one cluster port
must be configured even if only a single SpinServer is being configured as a
cluster. Even if you intend to use only one of the cluster ports, NetApp strongly
recommends that you configure both cluster ports during theinitial installation of
SpinFS.

Perform the following steps to install SpinFS.

Note
If you are configuring the SpinServer’s management port with astatic | P address,
you must enter all 1P addresses manually, and you need to have them available
before you begin the installation process. Thisisthe information that you entered
into the table in “ SpinServer Configuration Information” on page 8.

Chapter 4: Initializing the System 21



Step

Action

If the SpinServer is on, turn it off by pressing and holding the power
button until the LEDs on the front panel power supply turn red. This
takes about five seconds.

When the SpinServer is off, press and release the power button one
timeto turn it on again and to begin the SpinServer startup sequence.
Place the SpinFS CD-ROM into the CD-ROM drive. Monitor the
initialization process from the serial console.

Note
Ensure that the CD-ROM isin place before the SpinServer searches
for its boot drives.

Result: The Welcome screen displays the End User License
Agreement.

Page through the screens of the End User License Agreement by
following the instructions at the bottom of each screen. For example,
to read the second End User License Agreement screen, press Ctrl-F
2.

After the final End User License Agreement screen, the following
message is displayed:

Installing the Spinnaker software constitutes acceptance
of the End User License Agreenent and will cause all data
on the local disk drives to be destroyed. Please enter
install to begin the install process.

Enterinstal | to continue the installation process.
Result: On-screen messages indicate that the system is formatting

file systems, installing software packages, and completing other
procedures for configuring the system.

Installing SpinFS




Step

Action

When the SpinServer restarts and gects the CD-ROM, remove the
CD-ROM from the drive.

Caution
The SpinFS CD-ROM must be removed from the drive before
installation proceeds. If the SpinServer loses power and the CD-
ROM isin the drive, the SpinServer installation process can restart
when power to the SpinServer is restored. If the installation of the
software is restarted and completed, all datathat is stored on the
SpinServer islost.

Enter the clock settings. Select the settings for your region and tab to
OK. Press the space bar.

Note
The default setting for the hardware clock is Greenwich Mean Time
(GMT). Do not change this setting.

Theinstallation process prompts you for the name or ID of the
SpinServer. Type the SpinServer 1D into the Hostname field, tab to
OK, and press the space bar.

Configure the SpinServer’s management port. If the management
port is to be configured with DHCP, tab to OK and press the space
bar. If you are manually entering the network configuration
information, complete the fields with the configuration information
provided by your network administrator. When finished, tab to OK
and press the space bar.

At the end of the installation process, the SpinServer displays the
| ogi n: prompt. At the prompt, enter adni n. At the Password:
prompt, type adni n.

Note

After the initialization process, the SpinServer shows local disk activity for
several minutes asit mirrorsits SCSI drives. Thisis normal behavior and does
not interfere with the configuration or operation of the SpinServer system.

Chapter 4: Initializing the System
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Changing the
administrative
password

Changing the root
password

24

After theinitial installation of SpinFS on the SpinServer, you can change the
administrative password by performing the following steps.

Step | Action
1 | Usesecureshell (SSH) tologin asroot with the password admi n.
2 | Enter the following command to enter a new password for the admin
account:
passwd admin
3 | Enter the new password a second time to confirm the password.

After theinitia installation of SpinFS on the SpinServer, you can change the root
password by performing the following steps.

Step | Action
1 | Usesecure shell (SSH) tologin asroot with the password admi n.
2 | Enter the following command to enter a new password for the root
account:
passwd r oot
3 | Enter the new password a second time to confirm the password.

Installing SpinFS




Configuring the System 5

Purpose

Logging in to the
GUI

Creating a new
cluster

This section provides an example configuration for the SpinServer system. This
exampleisfor amixed NFS and CIFS environment. The example uses the
SpinManager GUI for each configuration task. See the pinFS 2.5
Administration Guide for more information about SpinManager and these
procedures. Check the current version of the SpinFS Release Notes for any
revisions to these procedures.

Note
The IP addresses, names, and I Ds that are used in this section are examples that
are given for each configuration task. The |P addresses, names, and I1Ds for your
system are different; see the information you collected in “ SpinServer
Configuration Information” on page 8. The parameters for different tasks can
also differ, depending on your site's requirements.

Log into the GUI by opening a Web browser and entering the URL of one
SpinServer. At theLogi n I D: prompt, enter adni n. At the Passwor d: prompt,
enter adni n or the password that you set in “ Changing the administrative
password” on page 24.

Every SpinServer is part of a cluster, and although the cluster can contain only a
single SpinServer, every SpinServer must be entered into a cluster before any
other system management task is performed. To create a new cluster with the
first SpinServer, select SpinServers and run Create Cluster. Enter the following
information to complete the task:

Cluster name: G uster 1

Primary IP address; 192. 168. 66. 1

Primary netmask: 255. 255. 0. 0

Primary broadcast;192. 168. 255. 255

Primary MTU: 9000

Secondary |P address (optional): 192. 168. 66. 2
Secondary netmask (optional):255. 255. 0. 0
Secondary broadcast (optional):192. 168. 255. 255
Secondary MTU (optional): 9000

I I i |
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Caution
The Create Cluster command must not be used for any purpose other than to
create anew cluster. If you mistakenly run the command in an attempt to add a
SpinServer to an existing cluster, you must reinstall SpinFS on the SpinServer or
completely delete all configuration data to undo the operation. Before you
reinstall SpinFS or delete any configuration information, contact Network
Appliance Technical Support.

To add the second SpinServer to the cluster, select SpinServers, run Join Cluster,
and enter the following information:;

I P address of existing node in cluster: 192. 168. 66. 1
Primary IP address:192. 168. 66. 3

Primary netmask: 255. 255. 0. 0

Primary broadcast: 192. 168. 255. 255

Primary MTU: 9000

Secondary |P address (optional): 192. 168. 66. 4
Secondary netmask (optional): 255. 255. 0. 0
Secondary broadcast (optional): 192. 168. 255. 255
Secondary MTU (optional): 9000

I I i |

Logical unit numbers (LUNS) are preconfigured on the FAS270c RAID
enclosures and DS14mk2 FC JBOD enclosures. When you configure a
SpinServer system, the LUNSs on the FAS270c enclosures must be visible to the
SpinServers as storage units. To verify that the LUNs are visible as storage units,
select Storage Pools > Storage Units. If storage units (LUNS) are not listed, force
the discovery of the LUNs by selecting System > Hardware > Fibre Channel,
then selecting each channel and running L1P Reset. Alternatively, restart the
SpinServer by selecting SpinServers and running Reboot SpinServer.

If the LUNs are not visible after you have issued LIP resets and restarted the
SpinServer, select System > Hardware > Fibre Channel and verify that the listed
Fibre Channel port names match theinitiator group (igroup) definitions displayed
by thefcp show initiator command on the FAS270c RAID enclosures. See
the Data ONTAP Block Access Management Guide for FCP for more
information.
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Note
The FAS270c RAID enclosures are preconfigured to use RAID level 4. If you
want to use RAID Double Parity (DP), you must delete the preconfigured
volumes and LUNSs and create new volumes and LUNSs. See the Data ONTAP
Block Access Management Guide for FCP and Data ONTAP Sorage
Management Guide for information.

A single storage unit represents a single external RAID set or asingle LUN that
has been created on a storage device. A storage pool isalogical grouping of one
or more storage units.

To create a storage pool, select Storage Pools > Storage Pools and run New with
the following information:

0 DevicelD (storage pool name): spl

O Layout: stripe

0O Free space darm threshold (%): 5
0 Storageunits: sul

0 Home server: Server 1

Note

Depending on the number of physical disksthat are included in the storage units
that are being used, this command can take several minutes to compl ete.

NetApp recommends that you create storage pools from sequentially numbered
L UNs to optimize performance. For example, consider a system with two
SpinServers and 24 LUNSs, numbered 0 through 23. If you create one storage
pool on each SpinServer, assign the LUNs as follows:

0 Storage pool A (SpinServer 1): LUNs 0 through 11
O Storage pool B (SpinServer 2): LUNs 12 through 23

If you create two storage pools on each SpinServer, assign the LUNs as follows:
O Storage pool A (SpinServer 1): LUNs O through 5

0 Storage pool B (SpinServer 1): LUNs 6 through 11

0 Storage pool C (SpinServer 2): LUNs 12 through 17

0 Storage pool D (SpinServer 2): LUNSs 18 through 23
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NIS domains are used to support NFS clients. To specify a NIS domain, select
SpinAccess > NFS > NIS Domains and run New with the following information:

0 NISdomain name: acrmebri cks. com
0 Domainservers: 10.2.2.1, 10.3.3.1

CIFS domains are used to support CIFS clients. Windows NT 4.0, Windows
2000, and Windows 2003 CIFS domains are supported. Add any domains that
CIFS users need to access the SpinServer. To create a CIFS domain, select
SpinAccess > CIFS > Domains and run New with the following information:

Domain name: ENG

WINS server: 10. 1. 1. 116

Primary domain controller (PDC) name: STORM
PDC IP address: 10. 1. 1. 116

Kerberos configuration name: None

Backup domain controller (BDC) 1 name (optional): RAI N
BDC 1 IP address (optional): 10. 1. 1. 118
BDC 2 name (optional):

BDC 2 |P address: (optional)

BDC 3 name (optional):

BDC 3 |P address (optiona):

BDC 4 name (optional):

BDC 4 |P address (optiona):

O o oo0ooooooogoogo g

Note
To configure a CIFS domain at this point, it is assumed that the PDC’s | P address
is on the same subnet as the SpinServer’s management port (mgmt0). If the
PDC’s subnet is the same as the subnet connected to the SpinServer’s network
ports (serv0 and servl), then avirtual server and abound virtual interface must
first be configured for the subnet. See “ Creating avirtual server” and “Creating a
virtual interface” for details.

A virtual server represents a distinct file-system name space with distinct
network access and provides the same flexibility and control as a dedicated
server. To create avirtual server and set an NFS user and group identity asthe
owner of itsroot directory, select Virtual Servers> Serversand run New with the
following information:
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Virtual server name: vs1

Storage pool for root virtual file system (VFS): spl
Enable SpinAuth: f al se

Enable floating superusers: f al se

Minimum authentication level: none

Export ruleset name: def aul t _r ul eset

Virus scan for RW VFS: f al se

Virus scan for RO VFS: f al se

I I I i I

A virtual server provides accessto a set of virtual file systems (VFSs) through a
set of virtual interfaces. To create avirtual interface, select Interfaces >
Configuration and run New with the following information:

0 SpinServer ID: Server 1

Virtual interface name: i f 1

Physical port for interface binding: servo

| P address assigned to the virtual interface: 10. 1. 1. 140
Netmask assigned to the virtual interface: 255. 255. 255. 0

I R |

Each virtual interface must be bound to avirtual server to enable access to the
virtual server’'s VFSs. To bind the virtual interface to the virtual server, select
Virtual Servers > Servers, select the virtual server, and run Bind Network
Interface with the following information:

O SpinServer ID: Server1
0 Network interface: i f 1

To associate a NIS domain with a virtual server to enable NFS client access,
select SpinAccess > NFS > Servers and run New with the following information:

0O Virtual server: vs1
0 NISdomain name: acnebri cks. com
0 Kerberosreadms: None
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Prior to configuring the virtual server for CIFS client access, create avalid
computer account for the SpinServer in the CIFS domain. Include all trusted
domainsin thevisible domain list. Use one of the following methodsto create the
SpinServer's account:

0 For Windows NT 4.0, use Server Manager.

0 For Windows 2000 and later, open the Active Directory, select NEW >
Computer, add the SpinServer, and select the “Allow pre-Windows 2000
computers to use this account” check box.

To create a shared CIFS server for CIFS client access, select SpinAccess > CIFS
> Servers and run New with the following information:

O Virtua server: vs1

NetBIOS name: NBO

Domain name: ENG

Visible domains. MARKETI NG, ENG
Node type: M

Kerberos enabled: no

Kerberos privileged user (optional):
Kerberos privileged password (optional):

I R I I i

A high-availability (HA) configuration ensures that data remains availablein the
event of a SpinServer failure. To enable high availability, select Cluster >
Configuration and run Enable 2-node HA Mode.

A virtual file system (VFS) isthe primary unit of storage management for a
SpinServer system. To create a VFS, select File Storage > Virtua File Systems
and run New with the following information:

0 VFSname: vfsl

Virtua server: vs1

Mount type: cont ext

Mount path: / vfs1

Minimum guota (MB): 5000
Maximum quota (MB): 10000
Free space alarm threshold (%): 10
Storage pool: spl

User type of root FID: NFS

I I I I i |
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Domain of root FID: acnebri cks. com
User of root FID: user 1

Group of root FID: groupl

Export ruleset name: def aul t _r ul eset
Virus scan for RW: f al se

Virus scan for RO: f al se

Show SpinShot directory: true
Restricted ACL: f al se

I I I i I

Note
The User type of root FID field has four options: SPIN, NFS, CIFS, and NFS-
Kerberos. Usethe SPIN user typeif an NFS or CIFS domain is not configured or
available. If you create an NFS- or CIFS-enabled virtual server or VFS, aNIS or
CIFS domain must already be configured on the SpinServer. The CIFS user type
isused only for CIFS or mixed-protocol (NFS and CIFS) environments. The
NFS-Kerberos user type assigns the ownership of the VFSto the user that is
mapped to the Kerberos principal name specified by the value of the User of root
FID field. The NFS user typeisused in this example.

A CIFS shareisrequired for users to share data by using the CIFS protocol. To
create a CIFS share, select SpinAccess > CIFS > Shares and run New with the
following information:

O Virtua server: vs1

Share name: shar el

Path: / vfs1

Share properties: opl ocks
Directory mode bits (optional):
File mode bits (optional):
Remark (optional):

I I O i O i |

CIFS-to-NFS mappings are required to enable users to access data by using both
the NFS and CIFS protocols. To set up a CIFS-to-NFS mapping, select
SpinAccess > CIFS-NFS Mapping and run New with the following information:

0 Virtua server: vsl
O Mapping type: USER
0 CIFSpattern: ENG\ (. +)
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0 CIFS pattern replacement: \ 1
0 NFSpattern: (. +)
0 NFS pattern replacement: ENG\\ 1

Note
For information about regular expressions, see your UNIX system administration
documentation, the online UNIX documentation for sed or r egex, or Mastering
Regular Expressions, published by O'Reilly and Associates.

Additional configuration tasks can include the following:
0 Adding default routes to virtual interfaces and virtual servers
Setting up SpinShots™ and mirrors of VFSs

0  Setting up security with Kerberos authentication, export rule sets, and
pluggable authentication modules (PAM)

Setting up the SpinServer system to notify you of critical events viae-mail
Configuring backup and restoration products

For information on performing these and other tasks, see the SHinFS 2.5
Administration Guide.
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